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Corporate Management

Geom. Giancarlo Fumagalli
Managing Director

Holder of a diploma by the technical high 
school for building surveyor, he is the 

creator of this composite material ligthing 
system. 

He speaks Italian and French.

Diplomato alla scuola tecnica per 
geometri, è ideatore di questo sistema di 

lampade in materiale composito. 
Parla italiano e francese.

Dr. Chiara Fumagalli
Commercial Director

Graduate by the Milan University in 
philosophy, she is holder of a diploma 
in foreign languages: she can speak 
and write in Italian, English, German 
French.

Laureata all’università di Milano

straniere: scrive e parla
italiano, inglese, tedesco e francese.

Dr. 
Finance Director

Graduate by the Milan University in 
economic sciences, she is teacher of 

banking and commercial tecnique. She 
speaks Italian, English and French.

Laureata all’università di Milano
in scienze economiche, è insegnante 

alle scuole superiori di tecnica 
commerciale e bancaria.

Parla italiano, inglese e francese.

Dr. 
Assistant General Manager
Human Resources Director

Graduate by the Milan 
University in jurisprudence, he 

He speaks Italian and English.

Laureato in Giurisprudenza 
all’università di Milano con 

internazionale
Parla italiano e inglese.

Arch. Paolo Fumagalli
Purchasing and Technical Director

Graduate in architecture by the 
polytechnic University of Milan, 

Manchester (U. K.). He speaks Italian and 
English.

Milano, ha conseguito la specializzazione 
in illuminotecnica all’università di 

Manchester (U.K.). Parla italiano e 
inglese.
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COMPANY
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COMPANY PROFILE
COMPANY

since 1973

MADE IN ITALY
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COMPANY PROFILE
COMPANY

188

190

18.000

60.000

2023

Years
of

history

Distributors
all over the world

Employees

Covered Area m2

MADE IN ITALY

Total Area m2

(open + covered area)
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COMPANY

Thanks to the enterprise of Mr. 
Fumagalli Giancarlo, in 1973 an 

dei Maestri Forgiatori” was born in 
Varese (north of Italy) specialising itself 

started to employ some workers and 
to open itself to foreign markets, in 

Forgiatori”, specializzata  nella 

a mano.

da interno. Dopo cinque anni l’azienda 

tube covered by resin material. 

machineries, the product started to be 
appreciated all over the world.

Un’intuizione del Sig. Fumagalli porta 
l’azienda ad un’evoluzione, creando 

da un’anima in acciaio galvanizzato 

Dopo anni di sperimentazioni 

comincia ad essere distribuito ed 

Fumagalli family decides to turn 
the individual company into a 
limited company, going on with the 
manufacturing of “composite material” 

made Fumagalli S.r.l. a worldwide 
leading company in the manufacturing  

di lampade da esterno in materiale 
composito. Con la creazione di nuovi 

sistemazione nella nuova sede  rende la 
società Fumagalli leader mondiale nel 

1973 1984 1999

i t a l i a n  l u x

HISTORY
MADE IN ITALY
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COMPANY

of “Smart factory, Industry 4.0”. This 

are developed in a complete digital and 

and improved quality control.

“Smart factory, Industry 4.0”. Questo 
riconoscimento è assegnato alle 

ambiente completamente digitale 

controllo della qualità.

Fumagalli Srl ranks seventh in the list of 
the top 200 Italian companies with the 

result of an analysis of more than 9.000 
companies, with the aim of enhancing 

noteworthy is the fact that Fumagalli 

to appear in the ranking. Fumagalli 
company’s performance earns us the 

aziende italiane con le più elevate 

più di 9.000 aziende con l’intento di 

fabbricante di illuminazione a rientrare 

2019 2022 2023

INDUSTRY 4.0
FUMAGALLI SRL AT THE TOP 

OF
 “ITALY’S EXPORT CHAMPIONS” 

RANKING

HISTORY
MADE IN ITALY
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OVERVIEW
COMPANY

our factory located in Varese (Italy),  on a 60.000 sqm area. This means to keep a full control on the quality and 
performances of our products.

POLES FACTORY

POLES FACTORY

COMPONENTS STOCK

MADE IN ITALY
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OVERVIEW
COMPANY

area di 60.000 m2. 

LUMINARIES FACTORY

OFFICES, ASSEMBLY, DELIVERY

NEW WAREHOUSE & FACTORY

MADE IN ITALY
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OVERVIEW
COMPANY

Member of
CONFEDERATION OF
ITALIAN INDUSTRY

MADE IN ITALY
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OVERVIEW
COMPANY

ISO 9001:2015
SCESm 001

MADE IN ITALY
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INDUSTRY 4.0
SMART FACTORY

A DIGITAL ENTERPRISE
In our company, product and 

developed in a complete 
digital environment, to get 
an advanced manufacturing 
process fully automated and 
interconnected.

UN’AZIENDA DIGITALE

REAL TIME DATA EXCHANGE

MONITORING ON-LINE

MACHINERIES AND DEVICES INTERCONNECTION

INDUSTRY 4.0

INCREASED
PRODUCTIVITY

COST
REDUCTION

IMPROVED QUALITY
CONTROL

MADE IN ITALY
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COMPANY
PRODUCT DEVELOPMENT

PURE ITALIAN MANUFACTURER

PURI FABBRICANTI ITALIANI

R&D DEPARTMENT
3D PROTOTYPING
Product planning and design through 
the most advanced  3D modelling 

advanced 3D printers.

RICERCA E SVILUPPO
PROTOTIPAZIONE 3D

TECHNICAL DESIGN
DEPARTMENT
Mould design and engineering, 
toolpath programming through the 

SEZIONE PROGETTAZIONE 
STAMPI

MADE IN ITALY
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PRODUCT DEVELOPMENT
COMPANY

MOULD CONSTRUCTION DEPARTMENT

REPARTO COSTRUZIONE STAMPI
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PRODUCT DEVELOPMENT
COMPANYMADE IN ITALY
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PRODUCT DEVELOPMENT
COMPANY

means full control on the quality of our 

and regular maintenance of the many 

MADE IN ITALY
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PRODUCT DEVELOPMENT
COMPANY

WIRE ELECTRICAL DISCHARGE MACHINE CNC SURFACE GRINDER

MADE IN ITALY
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COMPANY
FACTORY

RESIN INJECTION

RESIN INJECTION RESIN INJECTION
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COMPANY
FACTORY

INDUSTRIAL PRODUCTION PROCESS IN DIFFERENT PHASES

machineries with the most updated technologies.

PROCESSO DI PRODUZIONE INDUSTRIALE IN DIVERSE FASI

PLASMA CUTTING MACHINE

RESIN DRYERS AND DEHUMIDIFIERS

BLACK STEEL WELDING

MADE IN ITALY
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WAREHOUSE

WAREHOUSE

MAGAZZINO

COMPONENTS STOCK

COMPANY

- 20 -- 20 -

RESIN RAW MATERIAL STOCK RESIN RAW MATERIAL STOCK

MADE IN ITALY
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WAREHOUSE

READY POLES STOCK

COMPANY

- 21 -

MADE IN ITALY
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WAREHOUSE

ASSEMBLY AND ELECTRIFICATION DEPARTMENT

customer’s needs.

REPARTO DI ASSEMBLAGGIO ED ELETTRIFICAZIONE

COMPANY

AUTOMATIC PACKING MACHINE
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WAREHOUSE
COMPANY

BOX STOCK

GOODS READY FOR SHIPMENT

PACKING
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COMPANY
NEWS

New , showroom and . Covered surface area: 4.000 sqm.

 e esposizione

NEW

2022
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COMPANY
NEWS

New factory and new 

fabbrica magazzino
2023

UNDER

CO
NST

RU
CT

IO
N
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1

2

3

Protected against corrosion. 

Double insulated.

Rigid and shockproof.

Fireproof.

Light and easy to transport.

Manufactured according to 
European Community’s standards.

High quality resin polymer sourced in 
Europe.

FUMAGALLI POLES TECHNOLOGY
FUMATECH

FUMAGALLI POLES TECHNOLOGY

METAL POST COVERED BY RESIN

INNER METAL POLE STRUCTURE
Structural metal pole hot deep galvanized inside and 
outside by zinc bath immersion.

OUTER RESIN COVER

made of shockproof resin material:

EXPANSE
High Density rigid polyurethane provides lightweight 
and durable cohesion between the inner metal post 
and the outer resin cover.

Fumagalli and developed a unique post technology, registered 
as FUMATECH. Fumatech technology grants to our lamps the same 
strength features of a metal post, combined with all the advantages in 
terms of rust and corrosion resistance that only a resin material can 

creato
 FUMATECH. 

50 YEARS

EXPERIENCE
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FUMATECH

ANTI CORROSION

Thanks to the outer resin material, 
Fumagalli lamps are protected against 
rust and corrosion, even if subjected
to saline or polluted environments. 

NO MAINTENANCE

molded in the paste of material to grant the 

SAFE

isolates the lamp from electrical discharges 

UNAFFECTED BY CHEMICAL 
FERTILIZERS

UV-RAYS STABILIZED

Fumagalli products are made of UV stabilized 
materials to avoid color fading of the outer 
surface under the sun. Ideal in hot and cold 
climate.

PRODUCT ADVANTAGESANTI RUST

NO PAINTING
REQUIRED

LIFETIME
GUARANTEE

MADE IN
ITALY

CLASS II

U
P&

D
O

W
N

D
O

W
N

LI
G

H
T

IN
-G

RO
U

N
D

B
R

IC
K

LI
G

H
T

FL
O

O
D

LI
G

TH
B
O

LL
A

R
D

B
U

LK
H

EA
D

SO
LA

R
G

A
R
D

EN
U

RB
A

N
 C

LA
SS

IC
U

RB
A

N
 M

O
D

ER
N

PO
ST

LA
M

PS
  

  
CO

M
PA

N
Y

  
  

 R
EF

ER
EN

CE
S

- 27 -- 27 -



CERTIFIED QUALITY

Fumagalli Srl has implemented and maintains a management system, which meets the 
requirements of the standard ISO 9001:2015
Network IQNET

SQS.

ISO 9001:2015 IQNET, che è il 

dall’Associazione Svizzera per Sistemi di Qualità e di Managment SQS. 

ISO 
9001:2015

Luminaires CSA C22.2 No. 250.0.

with the report about the following tests conducted on Fumagalli products: Grounding 

Sprinkler Test.

canadesi CSA C22.2 No. 250.0.

Sprinkler Test.

MADE IN ITALY

U
P&

D
O

W
N

D
O

W
N

LI
G

H
T

IN
-G

RO
U

N
D

B
R

IC
K

LI
G

H
T

FL
O

O
D

LI
G

TH
B
O

LL
A

R
D

B
U

LK
H

EA
D

SO
LA

R
G

A
R
D

EN
U

RB
A

N
 C

LA
SS

IC
U

RB
A

N
 M

O
D

ER
N

PO
ST

LA
M

PS
  

  
CO

M
PA

N
Y

  
  

 R
EF

ER
EN

CE
S

- 28 -- 28 -



CERTIFIED QUALITY

the highest levels of quality in the full respect of enviroment and person.

To allow a direct market access of our products in more than 50 countries all over the 

laboratories within the IECEE CB scheme

IECEE CB

Fumagalli customers upon request.

IECEE Member Countries at present:

Australia
Austria
Bahrain
Belarus
Belgium
Brazil
Bulgaria
Canada
China
Colombia

Czech Republic
Denmark
Finland
France
Germany
Greece
Hungary
India
Indonesia
Ireland
Israel
Italy

Kenya
Korea,Rep.Of

Malaysia

Netherlands
New Zealand
Nigeria
Norway
Pakistan
Poland
Portugal

Saudi Arabia
Serbia, Rep.Of
Singapore 
Slovakia
Slovenia
South Africa
Spain
Sweden
Switzerland
Thailand
Turkey
Ukraine
United Arab Emirates
United Kingdom
USA
Vietnam

IECEE CB
SCHEME
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CERTIFIED QUALITY

NEW
ERP

 

LVD
TESTED  l

RoHS
REACH
COMPLIANT

market access in more than 50 countries all over the world.

: 
IECEE CB
SCHEME

EMC
TESTED

 l

LED lamps (GX53, GU10, G9, E27, R7s) obtained 

 
includes also the following test reports: 

 TÜV 
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TECHNICAL ASSISTANCE
COMPANY

permanently at our customers’ disposal to provide a 

customer’s needs.

worldwide customers:

 

From Fumagalli web site www.fumagalli.it it’s possible 

photometric data in .eulumdat or .ies format of all 
Fumagalli luminaries.

informazioni e servizi:

È possibile scaricare dal sito Fumagalli www.fumagalli.it
Fumagalli in formato .eulumdat o .ies.
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SOLAR
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CLASSIC SOLAR LED
ROSETTA

R22.151.S1K

SOLAR

, 

Lanterna SOLARE
sensore . 

corrosione. Idonea per il montaggio a palo 
o a parete. Fornita completa di 

 e con 
 selezionabili. Classe di isolamento 

3000 K 4000 K 6500 K

CCT SETTABLE

AUTO ON-OFF WIRELESS
INSTALLATION

PIR SENSOR

UV-TREATEDANTI-SHOCKRECYCLABLE

INSULATION
CLASS III

RESIDENTIAL

WALL POST

IECEE CB
SCHEME

- 34 -- 34 -
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Moulded colours: 

Diffuser:

ROSETTA
CLASSIC SOLAR LED

ROSETTA

240

Frosted

Dimensions and weight 
Height: 240 mm 
Width: 240 mm
Depth: 210 mm
Weight: 2,15 Kg

Black

ROSETTA- COMPONENTS

DIFFUSER 

DIFFUSORE

LED SOLAR MODULE 

MODULO SOLARE A LED 

CAGE 

GABBIA

ROOF

TETTO

R22.000 *

SOLAR MODULE

LVD ERPEMC

ROSETTA FIORINA FORTUNATO FELICE SANTINA

CCT SETTABLE 

Press the switch to select the 
desired Kelvin temperature 

get a customized ambiance.

3000 K 4000 K 6500 K

CCT SETTABLE

240

Ø 60

SOLAR MODULE

POWER LUMINOUS 
FLUX  

COLOUR
TEMP.

*ADD.
SUFFIX

5V/2W max
6500 K

.S1K4000 K
2700 K

SOLAR LED
MODULE

REPLACEABLE BATTERY MOTION SENSOR

REPLACEABLE
BATTERY SENSOR

 CCT SETTABLE LED SOLAR PANEL

CCT
SET SOLAR PANEL

3 WORKING MODE

WORKING MODE

STANDBY 
MODESUMMER MODE WINTER MODE SENSOR MODE

100%15% 100%7% 100%OFF

OFF

AUTONOMY
25h

AUTONOMY
46h

423
SENSOR DETECTIONS

NO WORKING 
TO PRESERVE 
THE BATTERY

CHARGING TIME 6h  
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R22.131.S1K

4A9.000.XXX

R22.111.S1K

R22.151.S1K

R22.162.S1K

CLASSIC SOLAR LED
ROSETTA

- 36 -- 36 -
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340

300

BISSO/ROSETTA

960

240

Ø150

Ø50

935

Ø190

240

MIZAR/ROSETTA IAFET/ROSETTA

R22.131.S1K

R22.151.S1K R22.162.S1K

Pcs 12
Kg 24,14
mc 0.216

Pcs 1
Kg 3,2
mc 0,070

Pcs 1
Kg 4,8
mc 0,070

ROSETTA
CLASSIC SOLAR LED

ROSETTA FIORINA FORTUNATO FELICE SANTINA

Ø150

355

240

Pcs 12
Kg  23,49
mc  0,216

MINILOT/ROSETTA

R22.111.S1K

240

240

R22.000.S1K

ROSETTA

Pcs 1
Kg  1,3
mc  0,018
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NOME
CATEGORIAMODERN SOLAR LED
FIORINA - FORTUNATO

SOLAR

, 

IP55.

Lampada SOLARE
. 

 
 e con 

selezionabili. Classe di isolamento 

FI1.542.S1K

UV-TREATEDANTI-SHOCKRECYCLABLE

INSULATION
CLASS III

IECEE CB
SCHEME

RESIDENTIAL

WALL POST SPIKE

3000 K 4000 K 6500 K

CCT SETTABLE

AUTO ON-OFF WIRELESS
INSTALLATION

PIR SENSOR

- 38 -- 38 -
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FIORINA - FORTUNATO
MODERN SOLAR LED

FIORINA / FORTUNATO - COMPONENTS FIORINA

Ø160

Dimensions and weight 
Diameter: Ø160 mm 
Height: 560mm
Weight: 1,3 Kg

Grey

Moulded colours: 

Black White

SOLAR MODULE

LVD ERPEMC

POLE

PALO

WALL BRACKET

BRACCIO A MURO

FORTUNATO

160

Dimensions and weight 
Width: 160 mm
Depth: 180 mm 
Height: 40mm
Weight: 0,76 Kg

CCT SETTABLE 

Press the switch to select the 
desired Kelvin temperature 

get a customized ambiance.

3000 K 4000 K 6500 K

CCT SETTABLE

FORTUNATO

FIORINA

SOLAR MODULE

POWER LUMINOUS 
FLUX  

COLOUR
TEMP.

*ADD.
SUFFIX

5V/2W max
6500 K

.S1K4000 K
2700 K

SOLAR LED
MODULE

LED SOLAR MODULE 

MODULO SOLARE A LED 

REPLACEABLE BATTERY MOTION SENSOR

REPLACEABLE
BATTERY SENSOR

 CCT SETTABLE LED SOLAR PANEL

CCT
SET SOLAR PANEL

3 WORKING MODE

WORKING MODE

STANDBY 
MODESUMMER MODE WINTER MODE SENSOR MODE

100%15% 100%7% 100%OFF

OFF

AUTONOMY
25h

AUTONOMY
46h

423
SENSOR DETECTIONS

NO WORKING 
TO PRESERVE 
THE BATTERY

CHARGING TIME 6h  

ROSETTA FIORINA FORTUNATO FELICE SANTINA
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MODERN SOLAR LED
FIORINA - FORTUNATO

4A9.000.XXX

F01.000.S1K

FI1.542.S1K

4A9.000.Q1R

FI1.542.SIK

- 40 -- 40 -
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MODERN SOLAR LED
FIORINA - FORTUNATO

560

160

FIORINA FORTUNATO

Pcs 6
Kg 10,81
mc 0,147

Pcs 12
Kg  10,53
mc  0,057

FI1.542.S1K FO1.000.S1K

560

220

160

180

40

ROSETTA FIORINA FORTUNATO FELICE SANTINA
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NOME
CATEGORIAMODERN SOLAR LED
FELICE

FE1.573.S1KOP2

SOLAR

, 

IP55.

Bollard SOLARE sensore
e . Realizzato in 

Fornito completo di 
 

e con  

UV-TREATEDANTI-SHOCKRECYCLABLE

INSULATION
CLASS III

IECEE CB
SCHEME

PUBLIC RESIDENTIAL

POST SPIKE

3000 K 4000 K 6500 K

CCT SETTABLE

AUTO ON-OFF WIRELESS
INSTALLATION

PIR SENSOR

- 42 -- 42 -
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FELICE
MODERN SOLAR LED

FELICE - COMPONENTS FELICE

Opal Clear

Ø220

Dimensions and weight 
Diameter: Ø220 mm 
Height: 180/330/730 mm
Weight: 1,2/1,4/2,1 Kg

Grey

Moulded colours: 

Diffuser :
Black White

CONNECTOR 

RACCORDO 
Blue Green

 

ROSETTA FIORINA FORTUNATO FELICE SANTINA

SOLAR MODULE

LVD ERPEMC

REFLECTOR 

RIFLETTORE 

.OP2 .CL2 .GN2 .BU2

CCT SETTABLE 

Press the switch to select the 
desired Kelvin temperature 

get a customized ambiance.

3000 K 4000 K 6500 K

CCT SETTABLE

SOLAR MODULE

POWER LUMINOUS 
FLUX  

COLOUR
TEMP.

*ADD.
SUFFIX

5V/2W max
6500 K

.S1K4000 K
2700 K

SOLAR LED
MODULE

LED SOLAR MODULE 

MODULO SOLARE A LED 

REPLACEABLE BATTERY MOTION SENSOR

REPLACEABLE
BATTERY SENSOR

 CCT SETTABLE LED SOLAR PANEL

CCT
SET SOLAR PANEL

3 WORKING MODE

WORKING MODE

STANDBY 
MODESUMMER MODE WINTER MODE SENSOR MODE

100%15% 100%7% 100%OFF

OFF

AUTONOMY
25h

AUTONOMY
46h

423
SENSOR DETECTIONS

NO WORKING 
TO PRESERVE 
THE BATTERY

CHARGING TIME 6h  
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MODERN SOLAR LED
FELICE

FE1.572.S1KBU2

FE1.574.S1KGN2

FE1.575.S1KOP2

FE1.572.S1KOP2

- 44 -- 44 -
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MODERN SOLAR LED
FELICE

730

Ø155

Ø95

220

FELICE 800

330

Ø155

Ø95

220

FELICE 400

180
Ø95

220

FELICE 200

FE1.575.S1K

FE1.573.S1K

FE1.574.S1K

Pcs 4
Kg 11,13
mc 0,147

Pcs 12
Kg  17,61
mc  0,216

Pcs 18
Kg 23,20
mc 0,207

180

180
Ø95

220

FELICE 200 SPIKE

FE1.572.S1K

Pcs 18
Kg 29,99
mc 0,207

ROSETTA FIORINA FORTUNATO FELICE SANTINA
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NOME
CATEGORIAMODERN SOLAR LED
SANTINA

UV-TREATEDANTI-SHOCKRECYCLABLE

INSULATION
CLASS III

IECEE CB
SCHEME

SOLAR

, 

IP55.

Gamma di bollard SOLARI sensore 
. 

con e con
selezionabili. Classe di 

SL1.257.S1KOP2

3000 K 4000 K 6500 K

CCT SETTABLE

AUTO ON-OFF WIRELESS
INSTALLATION

PIR SENSOR

PUBLIC RESIDENTIAL

POST SPIKE - 46 -- 46 -
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Moulded colours: 

Diffuser :

SANTINA
MODERN SOLAR LED

SANTINA

220

Dimensions and weight 
Diameter: Ø220 mm 
Height: 300/500/800 mm
Weight: 1,8/2,1/2,6 Kg

Black

SANTINA - COMPONENTS

ROSETTA FIORINA FORTUNATO FELICE SANTINA

SOLAR MODULE

LVD ERPEMC

CONNECTOR 

stelo del bollard (Ø

 

Opal Clear

Blue Green

REFLECTOR 

RIFLETTORE 

.OP2 .CL2 .GN2 .BU2

CCT SETTABLE 

Press the switch to select the 
desired Kelvin temperature 

get a customized ambiance.

3000 K 4000 K 6500 K

CCT SETTABLE

SOLAR MODULE

POWER LUMINOUS 
FLUX  

COLOUR
TEMP.

*ADD.
SUFFIX

5V/2W max
6500 K

.S1K4000 K
2700 K

SOLAR LED
MODULE

LED SOLAR MODULE 

MODULO SOLARE A LED 

REPLACEABLE BATTERY MOTION SENSOR

REPLACEABLE
BATTERY SENSOR

 CCT SETTABLE LED SOLAR PANEL

CCT
SET SOLAR PANEL

3 WORKING MODE

WORKING MODE

STANDBY 
MODESUMMER MODE WINTER MODE SENSOR MODE

100%15% 100%7% 100%OFF

OFF

AUTONOMY
25h

AUTONOMY
46h

423
SENSOR DETECTIONS

NO WORKING 
TO PRESERVE 
THE BATTERY

CHARGING TIME 6h  
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MODERN SOLAR LED
SANTINA

SL1.257.S1KOP2

SL1.259.S1KBU2

SL1.259.S1KOP2

SL1.255.S1KCL2

- 48 -- 48 -
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Ø170

800 Ø60

220

Ø60

800

~300

220

Ø170

Ø60500

220

500
Ø60

~300

220

Ø170

Ø60300

220

300
Ø60

~250

220

MODERN SOLAR LED
SANTINA

SANTINA 800

SANTINA 800 SPIKE

SANTINA 500

SANTINA 500 SPIKE

SANTINA 300

SANTINA 300 SPIKE

SL1.257.S1K

SL1.260.S1K

SL1.256.S1K

SL1.259.S1K

SL1.255.S1K

SL1.258.S1K

Pcs 1
Kg 3,46
mc 0,057

Pcs 1
Kg 3,73
mc 0,077

Pcs 1
Kg  2,77
mc  0,035

Pcs 1
Kg  2,87
mc  0,057

Pcs 1
Kg  2,19
mc  0,025

Pcs 1
Kg  2,62
mc  0,035

ROSETTA FIORINA FORTUNATO FELICE SANTINA
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UP&DOWN

- 51 -
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2A3.000.Z1L

UP & DOWN
MAMETE

MAMETE SQUARE 
1A3.000

MAMETE ROUND
2A3.000

PUBLIC RESIDENTIAL

INDOOR
OUTDOOR

UV-TREATED

ANTI-SHOCK TEMPERATURERECYCLABLE

DOUBLE
INSULATION

IECEE CB
SCHEME

WALL

1A3.000.Z1L

Lampada idonea ad installazione a 

- 52 -
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UP & DOWN
MAMETE

Blue Green Orange

Grey

Cover colours:

Diffuser PC:
Black White

Frosted

MAMETE SQUARE MAMETE ROUND

LED LAMPS 

LVD ERPEMC

Comply with:
     

BASE

BASE 

al suolo.

HOUSING

CASSA

DIFFUSER

DIFFUSORE

COVER

 
COVER

MAMETE

Dimensions and weight 
Height:134mm (round) -130mm (square) 
Width : 60 mm
Depth: 60 mm
Weight: 0,20 Kg

130

MAMETE - COMPONENTS

G9 LED 100 - 240 V

LAMP POWER LUMINOUS FLUX  
UP TO

COLOUR
TEMP.

*ADD.
SUFFIX

1,7 W 150 Lm
4000 K .Z1L

3000 K .Z1RG9
LED
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UP&DOWN
MAMETE

1A3.000.Z1L

2A3.000.Z1L
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UP&DOWN
MAMETE

MAMETE SQUARE MAMETE ROUND

Pcs 30
Kg  11
mc  0,057

MAMETE ROUND

2A3.000.Z1L 1,7W 2A3.000.Z1R

G9 LED LAMP INCLUDED4000K 3000K

134

60

60

60

134

Pcs 50
Kg 13,7
mc 0,057

Pcs 14
Kg  8,5
mc  0.057

MAMETE SQUARE

1A3.000.Z1L 1,7W 1A3.000.Z1R

G9 LED LAMP INCLUDED4000K 3000K

Pcs 50
Kg 13,1
mc 0,057

60

130

60

60

60

130

GROUND INSTALLATION WALL INSTALLATION

GROUND INSTALLATION WALL INSTALLATION
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AB1.000.J1K

UP & DOWN
ABRAM

Fornita con 

ABRAM 150
AB1.000

ABRAM 190
AB2.000

ABRAM 270
AB3.000

PUBLIC RESIDENTIAL

INDOOR
OUTDOOR

UV-TREATED

ANTI-SHOCK TEMPERATURERECYCLABLE

DOUBLE
INSULATION

IECEE CB
SCHEME

WALL

2700 K 4000 K 6500 K

CCT SETTABLE

- 56 -
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ABRAM

ABRAM 150

COVER

COVER

MODULE 

.

MODULO 

R7s.

Wall BASE

BASE 

UP & DOWN
ABRAM

ABRAM 270ABRAM 190

R7s LED 100 - 240 V

LAMP POWER LUMINOUS 
FLUX  UP TO

COLOUR
TEMP.

*ADD.
SUFFIX

3,5 W

6500 K

.J1K4000 K

2700 K

7,5 W

6500 K

.K1K4000 K

2700 K

10,5 W

6500 K

.P1K4000 K

2700 K

R7s LED
78

118
R7s LED

189

R7s LED

Grey

Moulded colours: 

Diffuser PC:
Black White

Clear

Dimensions and weight 
Width: 155/195/265 mm 
Height: 120 mm
Depth: 60 mm
Weight: 0,36/0,44/0,60 Kg

120

155/195/265

CCT SETTABLE LED LAMP

2700 K 4000 K 6500 K

LED LAMPS 

LVD ERPEMC

Comply with:
     

ABRAM - COMPONENTS

- 57 -
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UP&DOWN
ABRAM

AB2.000.K1K

AB3.000.P1K

AB1.000.J1K
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UP&DOWN
ABRAM

ABRAM 150 ABRAM 270ABRAM 190

ABRAM 150 ABRAM 190

Pcs 30
Kg  11
mc  0,057

Pcs 30
Kg  13,3
mc  0,057

7,5W AB2.000.K1K3,5W AB1.000.J1K

ABRAM 270

Pcs 14
Kg  8,5
mc  0.057

10,5W AB3.000.P1K

CCT SETTABLE R7s LED LAMP INCLUDED
2700K/4000K/6500K

CCT SETTABLE R7s LED LAMP INCLUDED
2700K/4000K/6500K

CCT SETTABLE R7s LED LAMP INCLUDED
2700K/4000K/6500K

155
60

120

195
60

120

265
60

120
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1A1.000.F1R

UP & DOWN
FRANCY

Fornita con 

grado di protezione IP66.

UV-TREATED

ANTI-SHOCK TEMPERATURE

PUBLIC RESIDENTIAL

INDOOR
OUTDOOR

RECYCLABLE

DOUBLE
INSULATION

WALL

FRANCY
1A1.000

FRANCY
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FRANCY - COMPONENTS FRANCY

Dimensions and weight 
Width: 130 mm 
Height: 300 mm
Depth: 90 mm
Weight: 0,7 Kg

300

130

E27

 with E27 

100 - 240 V
LAMP POWER LUMINOUS FLUX  

UP TO
COLOUR

TEMP.
*ADD.
SUFFIX

FILAMENT
LED E27

6,5 W 2700 K .F1R

8,5 W
6500 K

.V1K4000 K
2700 K

CCT SET
LED E27

E27 with sensor

with E27 

LAMP POWER LUMINOUS FLUX  
UP TO

COLOUR
TEMP.

*ADD.
SUFFIX

FILAMENT
LED E27

6,5 W 2700 K .S1R

8,5 W
6500 K

.VSK4000 K
2700 KCCT SET

LED E27

COVER

COVER

DIFFUSER

DIFFUSORE

BASE

BASE 

UP & DOWN
FRANCY

FU
LLY

PRE-W
IRED

FU
LLY

PRE-W
IRED

Moulded Colours: 

Diffuser PMMA:
Grey WhiteBlack

Opal

FRANCY-OPFRANCY

LED LAMPS 

LVD ERPEMC

Comply with:
     

CCT SETTABLE LED LAMP (*)

2700 K 4000 K 6500 K

(*)
(*)

8,5W
CCT

60W
incandescent

6,5W

SAVE  89%
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UP&DOWN
FRANCY

1A1.000.F1R

1A1.000.V1K0.V1K
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FRANCY

Pcs 24
Kg 18,2
mc  0,12

UP&DOWN
FRANCY

FRANCY-OPFRANCY

6,5W 2700K 1A1.000.F1R

8,5W 2700K/4000K/6500K 1A1.000.V1K

E27 LED LAMP INCLUDED

85

130

300
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UP & DOWN
MARTA 90

 GU10  LED 

IP55.

con 

UV-TREATED

ANTI-SHOCK TEMPERATURE

PUBLIC RESIDENTIAL

INDOOR
OUTDOOR

RECYCLABLE

DOUBLE
INSULATION

WALL

MARTA 90-1L
1A4.000

MARTA 90-2L
2A4.000

2A4.000.L2K

2700 K 4000 K

CCT SETTABLE
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GU10 LED 100 - 240 V

LAMP POWER LUMINOUS FLUX  COLOUR
TEMP.

*ADD.
SUFFIX

M
A

RT
A

 9
0

-1
L

3,5 W
4000 K

.U1K
2700 K

6 W
4000 K

.L1K
2700 K

M
A

RT
A

 9
0

-2
L

7 W
4000 K

.U2K
2700 K

12 W
4000 K

.L2K
2700 K

 

GU10
LED

GU10
LED

  
 

GU10
LED

GU10
LED

  
 

3.5W
366 Lm

35W
HALOGEN

SAVE 90%

6W
615 Lm

50W
HALOGEN

SAVE 88%

MARTA 90
UP & DOWN

MARTA 90 - COMPONENTS MARTA 90

170

Blue

Green OrangeFrosted

92

DIFFUSER

DIFFUSORE

Dimensions and weight 
Width: 92 mm 
Height: 170 mm
Depth: 80 mm
Weight: 0,5 Kg

Grey

Moulded colours: 

Diffuser PC:
Black White

BODY

CORPO

BASE

BASE

MARTA 160MARTA 90

CCT SETTABLE LED LAMP

2700 K 4000 K

LED LAMPS 

LVD ERPEMC

Comply with:
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UP & DOWN
MARTA 90

1A4.000.LNU1K

2A4.000.L2K

1A4.000.L1K
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UP & DOWN
MARTA 90

170

80

92

MARTA 90-1L MARTA 90-2L

Pcs 36
Kg  17,3
mc  0,12

Pcs 36
Kg  21,9
mc  0,12

3,5W 1A4.000.U1K 2x3,5W 2A4.000.U2K

170

80

92

MARTA 160MARTA 90

6W 1A4.000.L1K 2x6W 2A4.000.L2K

CCT SETTABLE GU10 LED LAMP INCLUDED
2700K/4000K

2 CCT SETTABLE GU10 LED LAMP INCLUDED
2700K/4000K
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UP & DOWN
MARTA 160

MARTA 160-1L
1A6.000

A A 60 MARTA 160-2L
2A6.000

2A6.000.WUD2K

PUBLIC RESIDENTIAL

INDOOR
OUTDOOR

WALL

UV-TREATED

ANTI-SHOCK TEMPERATURERECYCLABLE

DOUBLE
INSULATION

IECEE CB
SCHEME

3000 K 4000 K 6500 K

CCT SETTABLE
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UP & DOWN
MARTA 160

MARTA 160 - COMPONENTS MARTA 160

192

164

Dimensions and weight 
Width: 164 mm 
Height: 192 mm
Depth: 145 mm
Weight: 1,1 Kg

Blue

Green OrangeFrosted

Grey

Moulded colours: 

Diffuser PC:
Black White

*ADD.
SUFFIX

E27 100 - 240 V *ADD.
SUFFIX

M
A

RT
A

 1
60

-1
L 

E2
7

E27 .E27

GX53 LED 100 - 240 V

LAMP POWER LUMINOUS FLUX COLOUR
TEMP.

*ADD.
SUFFIX

M
A

RT
A

 1
60

-1
L 3 W

6500 K

.G1K4000 K

3000 K

10 W

6500 K

.D1K4000 K

3000 K

M
A

RT
A

 1
60

-2
L 6 W

6500 K

.G2K4000 K

3000 K

20 W

6500 K

.D2K4000 K

3000 K

GX53
LED

GX53
LED

GX53
LED

GX53
LED

MARTA 160MARTA 90

CCT SETTABLE LED LAMP

3000 K 4000 K 6500 K

LED LAMPS 

LVD ERPEMC

Comply with:
     

DIFFUSER

DIFFUSORE

BODY

CORPO

BASE

BASE
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UP & DOWN
MARTA 160

2A6.000.D2K

2A6.000.LRD2K

1A6.000.D1K
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UP & DOWN
MARTA 160

MARTA 160

MARTA 160-1L GX53 MARTA 160-2L GX53

Pcs 18
Kg  26
mc  0,12

Pcs 18
Kg  20
mc  0,12

Pcs 18
Kg  28
mc  0,12

192145

164

192145

164

192145

164

E27 lampholder 1A6.000.E27

2x3W 2A6.000.G2K3W 1A6.000.G1K

2x10W 2A6.000.D2K10W 1A6.000.D1K

MARTA 90

MARTA 160-1L E27

CCT SETTABLE GX53 LED LAMP INCLUDED
3000K/4000K/6500K

2 CCT SETTABLE GX53 LED LAMP INCLUDED
3000K/4000K/6500K
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UP & DOWN
FRANCA 90

 GU10 

Fornita con 

FRANCA 90
3A7.000

FRANCA 90-1L
WALL

3A7.002

FRANCA 90-2L
WALL

3A7.003

FRANCA 90
SPIKE

3A7.001

3A7.003.U2K

PUBLIC RESIDENTIAL INDOOR
OUTDOOR

WALL SPIKECEILING

2700 K 4000 K

CCT SETTABLE

UV-TREATED

ANTI-SHOCK TEMPERATURERECYCLABLE

DOUBLE
INSULATION

IECEE CB
SCHEME
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UP & DOWN
FRANCA 90

FRANCA 90 - COMPONENTS FRANCA 90

115

Blue

Green OrangeFrosted

95

DIFFUSER

DIFFUSORE

Dimensions and weight 
Diameter: Ø95 mm 
Height: 115 mm
Weight: 0,4 Kg

Grey

Moulded colours: 

Diffuser PC:
Black White

COVER

COVER

INSTALLATION ELEMENTS

BODY

CORPO 

CONNECTION RING

GHIERA

FRANCA 90 WALL FRANCA 90-2L WALL FRANCA 90 SPIKEFRANCA 90

*ADD.
SUFFIXGU10 LED 100 - 240 V

LAMP POWER LUMINOUS FLUX  COLOUR
TEMP.

*ADD.
SUFFIX

3,5 W
4000 K

.U1K
2700 K

6 W
4000 K

.L1K
2700 K

 

GU10
LED

GU10
LED

  
 

3.5W
366 Lm

35W
HALOGEN

SAVE 90%

6W
615 Lm

50W
HALOGEN

SAVE 88%

CCT SETTABLE LED LAMP

2700 K 4000 K

LED LAMPS 

LVD ERPEMC

Comply with:
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UP & DOWN
FRANCA 90

1A4.000

3A7.002.L1K

3A7.000.L1K

3A7.003.U2K

3A7.001.U1K
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UP & DOWN
FRANCA 90

FRANCA 90

FRANCA 90-2L WALL

FRANCA 90 SPIKE

FRANCA 90-1L WALL

Pcs 30
Kg  12,6
mc  0,09

Pcs 20
Kg 22
mc  0,12

Pcs 30
Kg  13,6
mc  0,09

Pcs 30
Kg  13,6
mc  0,09

3,5W 3A7.000.U1K

2 x 3,5W 3A7.003.U2K

3,5W 3A7.001.U1K

3,5W 3A7.002.U1K

115

95 180

115

95

110

128

95

FRANCA 90 WALL FRANCA 90-2L WALL FRANCA 90 SPIKEFRANCA 90

240

110

95

CCT SETTABLE GU10 LED LAMP INCLUDED
2700K/4000K

CCT SETTABLE GU10 LED LAMP INCLUDED
2700K/4000K

CCT SETTABLE GU10 LED LAMP INCLUDED
2700K/4000K

2 CCT SETTABLE GU10 LED LAMP INCLUDED
2700K/4000K

6W 3A7.000.L1K

2 x 6W 3A7.003.L2K

6W 3A7.001.L1K

6W 3A7.002.L1K
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DOWNLIGHT
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TERESA 50

TERESA
2L0.000

TERESA 1L
2L1.000

TERESA 2L
2L2.000

TERESA 
SQUARE

2L4.000

2L0.000.Z1L

PUBLIC RESIDENTIAL WALK-OVER

RECESSED RECESSED INDOOR
OUTDOOR

DOWNLIGHTUV-TREATED

ANTI-SHOCK TEMPERATURERECYCLABLE

DOUBLE
INSULATION

IECEE CB
SCHEME
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TERESA 50

Dimensions and weight 
Installation housing depth: 70mm 
Diameter: Ø 50 mm
Weight: 0,2 Kg 

TERESA 50 - COMPONENTS TERESA 50

70

Blue Green Orange

HOUSING

CASSA

METAL SPRING

MOLLETTA METALLICA

COVER

COVER

Ø 50

DIFFUSER

DIFFUSORE

G9 LED 100 - 240 V

LAMP POWER LUMINOUS FLUX  
UP TO

COLOUR
TEMP.

*ADD.
SUFFIX

1,7 W 150 Lm
4000 K .Z1L

3000 K .Z1R

G9 

G9
LED

Grey

Cover colours:

Diffuser PC:
Black White

Frosted

TERESA 50 TERESA 50 1L TERESA 50 2L TERESA 50 SQUARE

LED LAMPS 

LVD ERPEMC

Comply with:
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TERESA 50

2L4.000.Z1L

2L2.000.Z1L

2L0.000.Z1L2L02L0.00.000.Z0.Z1L1L
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TERESA 50

Ø50
40

55
75

50
40

55
75

Ø50

40

55
75

Ø50

40

55
75

TERESA 50

TERESA 50 1L

TERESA 50 2L

2L0.000.Z1L 1,7W 2L0.000.Z1R

G9 LED LAMP INCLUDED4000K

TERESA 50 SQUARE

G9 LED LAMP INCLUDED

G9 LED LAMP INCLUDED

G9 LED LAMP INCLUDED

3000K

3000K

3000K

3000K

4000K

4000K

4000K

2L1.000.Z1L 1,7W 2L1.000.Z1R

2L2.000.Z1L 1,7W 2L2.000.Z1R

2L4.000.Z1L 1,7W 2L4.000.Z1R

TERESA 50 TERESA 50 1L TERESA 50 2L TERESA 50 SQUARE

Pcs 75
Kg 13,1
mc 0,057

Pcs 75
Kg 13,1
mc 0,057

Pcs 75
Kg 13,1
mc 0,057

Pcs 75
Kg 13,1
mc 0,057
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DOWNLIGHT
TERESA 90

3L0.000.L1K

PUBLIC RESIDENTIAL

INDOOR
OUTDOOR

DOWNLIGHT

2700 K 4000 K

CCT SETTABLE

Lampada circolare per incasso a 

Fornita con 

TERESA 50 
2L0.000

TERESA 90
3L0.000

TERESA 160
4L0.000

TERESA 260
5L0.000

UV-TREATED

ANTI-SHOCK TEMPERATURERECYCLABLE

DOUBLE
INSULATION

IECEE CB
SCHEME
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DOWNLIGHT
TERESA 90

Dimensions and weight 
Installation housing depth: 100mm 
Diameter: Ø 90 mm
Weight: 0,192 Kg 

TERESA 90 - COMPONENTS TERESA 90

100

HOUSING

CASSA

COVER

CALOTTA 

Grey

Moulded colours:

Diffuser PC:
Black White

GU10 LED 100 - 240 V

LAMP POWER LUMINOUS FLUX  COLOUR
TEMP.

*ADD.
SUFFIX

GU10
LED

3,5W 366 Lm
4000 K

.U1K
2700 K

6W 615 Lm
4000 K

.L1K
2700 K

CCT SETTABLE LED LAMP

2700 K 4000 K

3.5W
366 Lm

35W
HALOGEN

SAVE 90%

6W
615 Lm

50W
HALOGEN

SAVE 88%

TERESA 160 TERESA 260TERESA 90TERESA 50

RECESSED UNIT

OPTICAL UNIT

DIFFUSER 

DIFFUSORE 

Opal

LED LAMPS 

LVD ERPEMC

Comply with:
     

1

Ø 90

GU10
LED
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DOWNLIGHT
TERESA 160

PUBLIC RESIDENTIAL

INDOOR
OUTDOOR

DOWNLIGHT

3000 K 4000 K 6500 K

CCT SETTABLE

Lampada circolare per incasso a 

Fornita con 

4L0.000.D1K

TERESA 50 
2L0.000

TERESA 90
3L0.000

TERESA 160
4L0.000

TERESA 260
5L0.000

UV-TREATED

ANTI-SHOCK TEMPERATURERECYCLABLE

DOUBLE
INSULATION

IECEE CB
SCHEME
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DOWNLIGHT
TERESA 160

Dimensions and weight 
Installation housing depth: 69mm 
Diameter: Ø 160 mm
Weight: 0,347 Kg 

TERESA 160 - COMPONENTS TERESA 160

69

Ø 160

Grey

Moulted colours:

Diffuser PC:
Black White

GX53 LED 100 - 240 V

LAMP POWER LUMINOUS FLUX  COLOUR
TEMP.

*ADD.
SUFFIX

GX53
LED

3 W
6500 K

.G1K4000 K
3000 K

10 W
6500 K

.D1K4000 K
3000 KGX53

LED

3W
410 Lm

40W
incandescent

SAVE 93%

CCT SETTABLE LED LAMP

3000 K 4000 K 6500 K

TERESA 160 TERESA 260TERESA 90TERESA 50

Opal

LED LAMPS 

LVD ERPEMC

Comply with:
     

HOUSING

CASSA

DIFFUSER 

DIFFUSORE

10W
1290 Lm

100W
incandescent

SAVE 90%
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DOWNLIGHT
TERESA 260

5L0.000.B1K

PUBLIC RESIDENTIAL

INDOOR
OUTDOOR

DOWNLIGHT

TERESA 50 
2L0.000

TERESA 90
3L0.000

TERESA 160
4L0.000

or E27

Lampada circolare per incasso a 

 a
. Classe di 

TERESA 260
5L0.000

2700 K 4000 K 6500 K

CCT SETTABLE

UV-TREATED

ANTI-SHOCK TEMPERATURERECYCLABLE

DOUBLE
INSULATION

IECEE CB
SCHEME
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DOWNLIGHT
TERESA 260

Dimensions and weight 
Installation housing depth: 75mm 
Diameter: Ø 260 mm
Weight: 0,735 Kg 

TERESA 260 - COMPONENTS TERESA 260

Grey

Moulted colours:

Diffuser PC:
Black White

* ADD THESE SUFFIXES TO THE REFERENCES 
MENTIONED IN THE CATALOGUE

CCT SETTABLE LED LAMP

2700 K 4000 K 6500 K

TERESA 160 TERESA 260TERESA 90TERESA 50

Opal

LED LAMPS 

LVD ERPEMC

Comply with:EU2019/2015
     EU2019/2020

DIFFUSER 
output and get a lower dazzle. Made of shockproof resin material 
(PC) and complete with silicone rubber gasket to ensure high 

DIFFUSORE in colore opale.

DIFFUSORE 
uniforme del fascio luminoso e ridurne l’abbagliamento. 

HOUSING made of shockproof resin material, suitable for the 

CASSA

75

Ø 260

E27

Recessed downlight luminaries supplied fully pre-
wired with E27 lampholder

plate rear side.

on demand).
*ADD.

E27 max 160 mm .P27

E27 + SENSOR .PS7

FU
LLY

GX53 LED

GX53 lamp included

COST SAVING: 
BUILT-IN DRIVER: Quick and easy lamp 

100 - 240 V
LAMP POWER COLOUR

TEMP.
*ADD.

GX53
LED

7,2 W 920 lm
6500 K

.A1K
2700 K

11,3 W 1510 lm
6500 K

.B1K
2700 K

17 W 2350 lm
6500 K

.E1K
2700 K

7,2W
11,3W

17W

60W
100W
150W

incandescent

SAVE 88%
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DOWNLIGHT
TERESA RANGE

5L0.000.B1K

4L0.000.D1K

3L0.000.U1K
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DOWNLIGHT
TERESA RANGE

TERESA 90 GU10

3,5 W 3L0.000.U1K

6 W 3L0.000.L1K

CCT SETTABLE GU10 LED LAMP INCLUDED
2700K/4000K

TERESA 160 GX53

3W 4L0.000.G1K

10W 4L0.000.D1K

CCT SETTABLE GX53 LED LAMP INCLUDED
3000K/4000K/6500K

TERESA 260 GX53

Pcs 40
Kg 10,5
mc 0,92

Pcs 18
Kg 8,4
mc 0,092

7,2W 5L0.000.A1K

11,3W 5L0.000.B1K

17W 5L0.000.E1K

CCT SETTABLE GX53 LED LAMP INCLUDED
2700K/4000K/6500K

160

90

100

75

TERESA 160 TERESA 260TERESA 90TERESA 50

TERESA 260 E27

E27 lampholder 5L0.000.P27

E27 with sensor 5L0.000. PS7

69

135

260

75

230

260

75

230

Pcs 16
Kg  14,4
mc  0,194

Pcs 16
Kg  14,4
mc  0,194
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NOME
CATEGORIADOWNLIGHT
LIVIA 60

G9  

1A9.000.Z1L

UV-TREATED

ANTI-SHOCK TEMPERATURE

PUBLIC RESIDENTIAL

INDOOR
OUTDOOR

RECYCLABLE

DOUBLE
INSULATION

CEILING

LIVIA 160
3A9.000

LIVIA 180
4A9.000

LIVIA 180LIVIA 90
2A9.000

LIVIA 60
1A9.000

- 90 -

U
P&

D
O

W
N

D
O

W
N

LI
G

H
T

IN
-G

RO
U

N
D

B
R

IC
K

LI
G

H
T

FL
O

O
D

LI
G

TH
B
O

LL
A

R
D

B
U

LK
H

EA
D

SO
LA

R
G

A
R
D

EN
U

RB
A

N
 C

LA
SS

IC
U

RB
A

N
 M

O
D

ER
N

PO
ST

LA
M

PS
  

  
CO

M
PA

N
Y

  
  

 R
EF

ER
EN

CE
S



LIVIA 60
DOWNLIGHT

LIVIA 60 - COMPONENTS LIVIA 60

69

Frosted

60

BASE 

BASE

Dimensions and weight 
Diameter: Ø60 mm 
Height: 69 mm
Weight: 0,10 Kg

Grey

Moulded colours: 

Diffuser PC:
Black White

COVER 

COVER

DIFFUSER 

DIFFUSORE 

LIVIA 160 LIVIA 180LIVIA 90LIVIA 60

G9 LED 100 - 240 V

LAMP POWER LUMINOUS FLUX  
UP TO

COLOUR
TEMP.

*ADD.
SUFFIX

1,7 W 150 Lm
4000 K .Z1L

3000 K .Z1RG9
LED

LED LAMPS 

LVD ERPEMC

Comply with:
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NOME
CATEGORIADOWNLIGHT
LIVIA 90

 . 

Completa di 

2A9.000.L1K

UV-TREATED

ANTI-SHOCK TEMPERATURE

PUBLIC RESIDENTIAL

INDOOR
OUTDOOR

RECYCLABLE

DOUBLE
INSULATION

CEILING

2700 K 4000 K

CCT SETTABLE

LIVIA 160
3A9.000

LIVIA 180
4A9.000

LIVIA 180LIVIA 90
2A9.000

LIVIA 60
1A9.000
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LIVIA 90
DOWNLIGHT

LIVIA 90 - COMPONENTS LIVIA 90

105

Frosted

96

BASE 

BASE 

Dimensions and weight 
Diameter: Ø96 mm 
Height: 105 mm
Weight: 0,26 Kg

Grey

Moulded colours: 

Diffuser PC:
Black White

COVER 

COVER

DIFFUSER 

DIFFUSORE

LIVIA 160 LIVIA 180LIVIA 90LIVIA 60

GU10 LED 100 - 240 V

LAMP POWER LUMINOUS FLUX COLOUR
TEMP.

*ADD.
SUFFIX

3,5W 366Lm
4000 K

.U1K
2700 K

6W 615 Lm
4000 K

.L1K
2700 K

  

GU10
LED

GU10
LED

  
 

CCT SETTABLE LED LAMP

2700 K 4000 K

3.5W
366 Lm

35W
HALOGEN

SAVE 90%

6W
615 Lm

50W
HALOGEN

SAVE 88%

LED LAMPS 

LVD ERPEMC

Comply with:
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DOWNLIGHT
LIVIA 160

. 

Completa di 

3A9.000.D1K

PUBLIC RESIDENTIAL

INDOOR
OUTDOOR

CEILING

3000 K 4000 K 6500 K

CCT SETTABLE

LIVIA 160
3A9.000

LIVIA 180
4A9.000

LIVIA 180LIVIA 90
2A9.000

LIVIA 60
1A9.000

UV-TREATED

ANTI-SHOCK TEMPERATURERECYCLABLE

DOUBLE
INSULATION

IECEE CB
SCHEME
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LIVIA 160
DOWNLIGHT

LIVIA 160 - COMPONENTS LIVIA 160

100

Frosted

160

BASE 

BASE 

Dimensions and weight 
Diameter: Ø160 mm 
Height: 100 mm
Weight: 0,76 Kg

Grey

Moulded colours: 

Diffuser PC:
Black White

DIFFUSER 

DIFFUSORE 

LIVIA 160 LIVIA 180LIVIA 90LIVIA 60

GX53 LED 100 - 240 V *ADD.
SUFFIX

LAMP POWER LUMINOUS FLUX COLOUR
TEMP.

*ADD.
SUFFIX

3 W
6500 K

.G1K4000 K

3000 K

10 W
6500 K

.D1K4000 K

3000 K

GX53
LED

GX53
LED

CCT SETTABLE LED LAMP

3000 K 4000 K 6500 K

LED LAMPS 

LVD ERPEMC

Comply with:
     

COVER 

COVER

3W
410 Lm

40W
incandescent

SAVE 93%

10W
1290 Lm

100W
incandescent

SAVE 90%
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DOWNLIGHT
LIVIA 180

Completa di 
ALTA POTENZA

grado di protezione IP44.

+80°C
-30°

90%

VOLTAGE SURGE
RESISTANT

4A9.000.Q1K

PUBLIC RESIDENTIAL

INDOOR
OUTDOOR

CEILING

3000 K 4000 K

CCT SETTABLE

6

LIVIA 160
3A9.000

LIVIA 180
4A9.000

LIVIA 180LIVIA 90
2A9.000

LIVIA 60
1A9.000

UV-TREATED

ANTI-SHOCK TEMPERATURERECYCLABLE

DOUBLE
INSULATION

IECEE CB
SCHEME
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E27 HIGH POWER LED 100 - 240 V
LAMP POWER LUMINOUS FLUX  

UP TO
COLOUR

TEMP.
*ADD.
SUFFIX

E27

15 W*
4000 K

.R1K

3000 K

E27

30 W*
4000 K

.Q1K

3000 K

LIVIA 180
DOWNLIGHT

LIVIA 180 - COMPONENTS LIVIA 180

200

Frosted

180

BASE 

BASE

Dimensions and weight 
Diameter: Ø180 mm 
Height: 200 mm
Weight: 1,10 Kg

Grey

Moulded colours: 

Diffuser PC:
Black White

COVER 

COVER

DIFFUSER 

DIFFUSORE 

LIVIA 160 LIVIA 180LIVIA 90LIVIA 60

15W
1690 Lm

100W
incandescent

SAVE 
85%

30W
3620 Lm

50W
HQI-SON

SAVE 
40%

LED LAMPS 

LVD ERPEMC

Comply with:
     

CCT SETTABLE LED LAMP*

3000 K 4000 K

W
1-24V

4K
2lm

K
2l
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DOWNLIGHT
LIVIA RANGE

1A9.000.Z1R

4A9.000.XXX

2A9.000.L1K

3A9.000.D1K

4A9.000.Q1K

- 98 -

U
P&

D
O

W
N

D
O

W
N

LI
G

H
T

IN
-G

RO
U

N
D

B
R

IC
K

LI
G

H
T

FL
O

O
D

LI
G

TH
B
O

LL
A

R
D

B
U

LK
H

EA
D

SO
LA

R
G

A
R
D

EN
U

RB
A

N
 C

LA
SS

IC
U

RB
A

N
 M

O
D

ER
N

PO
ST

LA
M

PS
  

  
CO

M
PA

N
Y

  
  

 R
EF

ER
EN

CE
S



180

220

DOWNLIGHT
LIVIA RANGE

60

69

LIVIA 60

105

96

LIVIA 90

3,5 W 2A9.000.U1K

6 W 2A9.000.L1K

CCT SETTABLE GU10 LED LAMP INCLUDED
2700K/4000K

160

100

LIVIA 160

3W 3A9.000.G1K

10W 3A9.000.D1K

CCT SETTABLE GX53 LED LAMP INCLUDED
3000K/4000K/6500K

LIVIA 180

CCT SETTABLE E27 HIGHPOWER LED LAMP INCLUDED
3000K/4000K

LIVIA 160 LIVIA 180LIVIA 90LIVIA 60

1A9.000.Z1L 1,7W 1A9.000.Z1R

G9 LED LAMP INCLUDED4000K 3000K

15W 4A9.000.R1K

30W 4A9.000.Q1K

Pcs 75
Kg 8,4
mc 0.057

Pcs 30
Kg  12,6
mc  0,09

Pcs 18
Kg 15,3
mc 0,092

Pcs 12
Kg  22,5
mc  0,147
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NOME
CATEGORIA

- 100 -- 100 -
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NOME
CATEGORIA

IN-GROUND
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ALDO

ALDO
1L0.000

ALDO 1L
1L1.000

ALDO 2L
1L2.000

ALDO 
SQUARE

1L4.000

Lampada idonea ad incasso a terra e 

1L1.000.Z1L

PUBLIC RESIDENTIAL WALK-OVER

IN-GROUND RECESSED INDOOR
OUTDOOR

UV-TREATED

ANTI-SHOCK TEMPERATURERECYCLABLE

DOUBLE
INSULATION

IECEE CB
SCHEME
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ALDO

Dimensions and weight 
Installation housing depth:110/70mm 
Diameter: Ø 50 mm
Weight: 0,2 Kg 

ALDO - COMPONENTS ALDO

110

Blue Green Orange

HOUSING

CASSA

INSTALLATION HOUSING

CONTRO-CASSA

COVER

COVER

Ø 50

DIFFUSER

DIFFUSORE

G9 LED 100 - 240 V

LAMP POWER LUMINOUS FLUX  
UP TO

COLOUR
TEMP.

*ADD.
SUFFIX

1,7 W 150 Lm
4000 K .Z1L

3000 K .Z1R

G9 

G9
LED

Grey

Cover colours:

Diffuser PC:
Black White

Frosted

WALK-OVER

70

ALDO ALDO 1L ALDO 2L ALDO SQUARE

LED LAMPS 

LVD ERPEMC

Comply with:
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ALDO

1L4.000.LUZ1L

1L0.000.Z1L

1L1.000.LUZ1L

1L0.000.Z1L

1L2.000.Z1L

1L2.000.Z1L

1L1L
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Ø50

47

110

70

50

47

110

70

Ø50

47

110

70

Ø50

47

110

70

ALDO

ALDO 1L

ALDO 2L

1L0.000.Z1L 1,7W 1L0.000.Z1R

G9 LED LAMP INCLUDED

G9 LED LAMP INCLUDED

G9 LED LAMP INCLUDED

4000K

4000K

ALDO SQUARE

G9 LED LAMP INCLUDED

4000K

3000K

3000K

3000K

3000K

4000K

1L1.000.Z1L 1,7W 1L1.000.Z1R

1L2.000.Z1L 1,7W 1L2.000.Z1R

1L4.000.Z1L 1,7W 1L4.000.Z1R

ALDO

Pcs 75
Kg  13,1
mc  0,057

Pcs 75
Kg  13,1
mc  0,057

Pcs 75
Kg  13,1
mc  0,057

Pcs 75
Kg  13,1
mc  0,057

ALDO ALDO 1L ALDO 2L ALDO SQUARE
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NOME
CATEGORIA
CECI 90

1F1.000.U1K

 GU10 

 

CECI 90-SQ
1F4.000

CECI 90-3L
1F3.000

CECI 90
1F1.000

CECI 90-2L
1F2.000

2700 K 4000 K

CCT SETTABLE

UV-TREATED DOUBLE
INSULATION

ANTI-SHOCK TEMPERATURERECYCLABLE

PUBLIC RESIDENTIAL

IN-GROUND

DRIVE-OVER
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CECI 90

Dimensions and weight 
Installation housing depth: 127 mm 
Diameter: Ø 92 mm
Weight: 0,35 Kg 

CECI 90 - COMPONENTS CECI 90

127

Grey

Cover colours: 

Diffuser PC:

 

Black

Blue Green Orange

HOUSING

CASSA 

INSTALLATION HOUSING

CONTRO-CASSA

Frosted

Ø 92

DIFFUSER

DIFFUSORE

COVER

COVER

CECI 120CECI 90 CECI 160

GU10 LED 100 - 240 V

LAMP POWER LUMINOUS FLUX  COLOUR
TEMP.

*ADD.
SUFFIX

GU10
LED

3,5W 366 Lm
4000 K

.U1K
2700 K

6W 615 Lm
4000 K

.L1K
2700 K

 

 

GU10
LED

  
 

3.5W
366 Lm

35W
HALOGEN

SAVE 90%

6W
615 Lm

50W
HALOGEN

SAVE 88%

CCT SETTABLE LED LAMP

2700 K 4000 K

LED LAMPS 

LVD ERPEMC

Comply with:
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CECI 90

1F1.000.U1L

1F2.000.U1K

1F1.000.U1K

1F4.000.ARU1K1F3.000.U1K

- 108 -

U
P&

D
O

W
N

D
O

W
N

LI
G

H
T

IN
-G

RO
U

N
D

B
R

IC
K

LI
G

H
T

FL
O

O
D

LI
G

TH
B
O

LL
A

R
D

B
U

LK
H

EA
D

SO
LA

R
G

A
R
D

EN
U

RB
A

N
 C

LA
SS

IC
U

RB
A

N
 M

O
D

ER
N

PO
ST

LA
M

PS
  

  
CO

M
PA

N
Y

  
  

 R
EF

ER
EN

CE
S



127

92
85

CECI 90

127

92
85

127

92
85

CECI 90

CECI 90-2L

127

92
85

CECI 90-3L

CECI 90-SQ

3,5W 1F1.000.U1K

3,5W 1F2.000.U1K

3,5W 1F3.000.U1K

3,5W 1F4.000.U1K

Pcs 40
Kg  13,7
mc  0,084

Pcs 40
Kg  13,7
mc  0,084

Pcs 40
Kg  13,7
mc  0,084

Pcs 40
Kg  13,7
mc  0,084

CECI 120CECI 90 CECI 160

CCT SETTABLE GU10 LED LAMP INCLUDED
2700K/4000K

CCT SETTABLE GU10 LED LAMP INCLUDED
2700K/4000K

CCT SETTABLE GU10 LED LAMP INCLUDED
2700K/4000K

CCT SETTABLE GU10 LED LAMP INCLUDED
2700K/4000K

6W 1F1.000.L1K

6W 1F2.000.L1K

6W 1F3.000.L1K

6W 1F4.000.L1K
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NOME
CATEGORIA
CECI 120

CECI 120
2F1.000

CECI 120-2L
2F2.000

CECI 120-3L
2F3.000

CECI 120-SQ
2F4.000

 GX53 

2F1.000.G1K

3000 K 4000 K 6500 K

CCT SETTABLE

UV-TREATED DOUBLE
INSULATION

ANTI-SHOCK TEMPERATURERECYCLABLE

PUBLIC RESIDENTIAL

IN-GROUND

DRIVE-OVER
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CECI 120

Dimensions and weight 
Installation housing depth: 93 mm 
Diameter: Ø 120 mm
Weight: 0,45 Kg 

CECI 120 - COMPONENTS CECI 120

93

Grey

Cover colours: 

Diffuser PC:
Black

Frosted

Blue Green Orange

HOUSING

CASSA

INSTALLATION HOUSING

CONTRO-CASSA

Ø 120COVER

COVER

DIFFUSER

DIFFUSORE

CECI 120CECI 90 CECI 160

CCT SETTABLE LED LAMP

3000 K 4000 K 6500 K

GX53 LED 100 - 240 V

LAMP POWER LUMINOUS FLUX  COLOUR
TEMP.

*ADD.
SUFFIX

3 W
6500 K

.G1K4000 K

3000 K

GX53 LED 

GX53
LED

3W
410 Lm

40W
incandescent

SAVE 93%

LED LAMPS 

LVD ERPEMC

Comply with:
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CECI 120

2F1.000.G1K 2F2.000.LUG1K
2F4.000.G1K

2F3.000.AUG1K

K
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CECI 120

117

93120

117

93120

CECI 120

CECI 120-2L

117

93120

117

93120

CECI 120-3L

CECI 120-SQ

3W 2F1.000.G1K

3W 2F2.000.G1K

3W 2F3.000.G1K

3W 2F4.000.G1K

Pcs 36
Kg  15,7
mc  0,084

Pcs 36
Kg  15,7
mc  0,084

Pcs 36
Kg  15,7
mc  0,084

Pcs 36
Kg  15,7
mc  0,084

CECI 120CECI 90 CECI 160

CCT SETTABLE GX53 LED LAMP INCLUDED
3000K/4000K/6500K

CCT SETTABLE GX53 LED LAMP INCLUDED
3000K/4000K/6500K

CCT SETTABLE GX53 LED LAMP INCLUDED
3000K/4000K/6500K

CCT SETTABLE GX53 LED LAMP INCLUDED
3000K/4000K/6500K
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3F3.000.D1K

CECI 160

CECI 160
3F1.000

CECI 160-2L
3F2.000

CECI 160-3L
3F3.000

CECI 160-SQ
3F4.000

 

3000 K 4000 K 6500 K

CCT SETTABLE

UV-TREATED DOUBLE
INSULATION

ANTI-SHOCK TEMPERATURERECYCLABLE

PUBLIC RESIDENTIAL

IN-GROUND

DRIVE-OVER
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CECI 160

Dimensions and weight 
Installation housing depth: 111 mm 
Diameter: Ø 160 mm
Weight: 0,8 Kg 

CECI 160 - COMPONENTS CECI 160

111

Grey

Cover colours: 

Diffuser PC:
Black

Blue Green Orange

Frosted

HOUSING

CASSA

INSTALLATION HOUSING

CONTRO-CASSA

COVER

COVER

Ø 160

DIFFUSER

DIFFUSORE

GX53 LED 100 - 240 V

LAMP POWER LUMINOUS FLUX  COLOUR
TEMP.

*ADD.
SUFFIX

GX53
LED

10 W
6500 K

.D1K4000 K

3000 K

10W
1290 Lm

100W
incandescent

 

SAVE 90%

CECI 120CECI 90 CECI 160

CCT SETTABLE LED LAMP

3000 K 4000 K 6500 K

LED LAMPS 

LVD ERPEMC

Comply with:
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CECI 160

3F2.000.D1K

3F1.000.D1K 3F3.000.D1K3F4.000.D1K
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CECI 160

160
111

147

160
111

147

160 111

147

160
111

147

CECI 160

CECI 160-2L

CECI 160-3L

CECI 160-SQ

10W 3F1.000.D1K

10W 3F3.000.D1K

10W 3F2.000.D1K

10W 3F4.000.D1K

Pcs 18
Kg  14,3
mc  0,084

Pcs 18
Kg  14,3
mc  0,084

Pcs 18
Kg  14,3
mc  0,084

Pcs 18
Kg  14,3
mc  0,084

CECI 120CECI 90 CECI 160

CCT SETTABLE GX53 LED LAMP INCLUDED
3000K/4000K/6500K

CCT SETTABLE GX53 LED LAMP INCLUDED
3000K/4000K/6500K

CCT SETTABLE GX53 LED LAMP INCLUDED
3000K/4000K/6500K

CCT SETTABLE GX53 LED LAMP INCLUDED
3000K/4000K/6500K
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BRICKLIGHT
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NINA
RECESSED LAMP

. 

 

NINA 150
6C1.000

NINA 190
7C1.000

NINA 270
8C1.000

PUBLIC RESIDENTIAL

RECESSED INDOOR
OUTDOOR

UV-TREATED

ANTI-SHOCK TEMPERATURERECYCLABLE

DOUBLE
INSULATION

IECEE CB
SCHEME

- 120 -- 120 -
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6C1.000.J1K

2700 K 4000 K 6500 K

CCT SETTABLE



R7s LED 100 - 240 V

LAMP POWER LUMINOUS 
FLUX  UP TO

COLOUR
TEMP.

*ADD.
SUFFIX

3,5 W

6500 K

.J1K4000 K

2700 K

7,5 W

6500 K

.K1K4000 K

2700 K

10,5 W

6500 K

.P1K4000 K

2700 K

 R7s

R7s LED
78

118
R7s LED

189

R7s LED

NINA

NINA
RECESSED LAMP

NINA - COMPONENTS

Grey

Moulded colours: 

Diffuser PMMA:
Black White

Opal

NINA 150 NINA 190 NINA 270

COVER 

COVER 

Dimensions and weight 
Width: 145/185/255 mm 
Height: 50 mm
Installation housing depth: 50 mm
Weight: 0,26/0,31/0,72 Kg

50

145/185/255

Opal MODULE

.

MODULO 

INSTALLATION HOUSING 

CONTRO-CASSA

CCT SETTABLE LED LAMP

2700 K 4000 K 6500 K

LED LAMPS 

LVD ERPEMC

Comply with:
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NINA
RECESSED LAMP
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6C1.000.J1K

7C1.000.K1K

8C1.000.P1K



NINA
RECESSED LAMP

NINA 150 NINA 190 NINA 270

145

50

50

185

50

50

255

50

50

NINA 190

NINA 150

NINA 270

Pcs 50
Kg 15,7
mc 0,057

Pcs 50
Kg 13,1
mc 0,057

Pcs 30
Kg 21,6
mc 0,057

3,5W 6C1.000.J1K

7,5W 7C1.000.K1K

10,5W 8C1.000.P1K

CCT SETTABLE R7s LED LAMP INCLUDED
2700K/4000K/6500K

CCT SETTABLE R7s LED LAMP INCLUDED
2700K/4000K/6500K

CCT SETTABLE R7s LED LAMP INCLUDED
2700K/4000K/6500K
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LORENZA
SURFACE LAMP

 

Fornita con  

LORENZA 150
AS1.000

LORENZA 270
AS3.000

LORENZA 190
AS2.000

AS1.000.J1K

PUBLIC RESIDENTIALUV-TREATED

ANTI-SHOCK TEMPERATURERECYCLABLE

DOUBLE
INSULATION

IECEE CB
SCHEME

WALL - 124 -- 124 -
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2700 K 4000 K 6500 K

CCT SETTABLE



LORENZA

LORENZA
SURFACE LAMP

LORENZA - COMPONENTS

MODULE

.

MODULO 

Wall BASE 

BASE 

COVER 

COVER 

LORENZA 150 LORENZA 190 LORENZA 270

Grey

Moulded colours: 

Diffuser PC:
Black White

Clear

150

150/190/270

Dimensions and weight 
Width: 150/190/260 mm 
Height: 150 mm
Depth: 45 mm
Weight: 0,47/0,55/0,78 Kg

R7s LED 100 - 240 V

LAMP POWER LUMINOUS 
FLUX  UP TO

COLOUR
TEMP.

*ADD.
SUFFIX

3,5 W

6500 K

.J1K4000 K

2700 K

7,5 W

6500 K

.K1K4000 K

2700 K

10,5 W

6500 K

.P1K4000 K

2700 K

. 

 R7s

R7s LED
78

118
R7s LED

189

R7s LED

CCT SETTABLE LED LAMP

2700 K 4000 K 6500 K

LED LAMPS 

LVD ERPEMC

Comply with:
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LORENZA
SURFACE LAMP

AS1.000.J1K

AS3.000.P1K

AS2.000.K1K

- 126 -- 126 -
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45

150

190
45

150

150

45

150

260

LORENZA 190LORENZA 150

LORENZA 270

Pcs 24
Kg 13,4
mc 0,057

Pcs 24
Kg 11,3
mc 0,057

Pcs 14
Kg 11
mc 0,057

3,5W AS1.000.J1K 7,5W AS2.000.K1K

10,5W AS3.000.P1K

LORENZA
SURFACE LAMP

LORENZA 150 LORENZA 190 LORENZA 270

CCT SETTABLE R7s LED LAMP INCLUDED
2700K/4000K/6500K

CCT SETTABLE R7s LED LAMP INCLUDED
2700K/4000K/6500K

CCT SETTABLE R7s LED LAMP INCLUDED
2700K/4000K/6500K
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RECESSED LAMP
LETI 100 ROUND

2C1.000.G1K

Fornito con 

IP66.

PUBLIC RESIDENTIAL

RECESSED

3000 K 4000 K 6500 K

CCT SETTABLE

LETI 100 ROUND
2C1.000

LETI 100 ROUND-GR
2C2.000

LETI 100 ROUND-EL
2C3.000

LETI 100 ROUND-ST
2C4.000

UV-TREATED

ANTI-SHOCK TEMPERATURERECYCLABLE

DOUBLE
INSULATION

IECEE CB
SCHEME

- 128 -- 128 -
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GX53 LED 100 - 240 V
LAMP POWER LUMINOUS FLUX COLOUR

TEMP.
*ADD.
SUFFIX

3 W

6500 K

.G1K4000 K

3000 K

GX53
LED

3W
410 Lm

40W
incandescent

SAVE 93%

LETI 100 ROUND - COMPONENTS LETI 100 ROUND

Dimensions and weight 
Diameter: Ø 134 mm
Installation housing depth: 80 mm
Weight: 0,4 Kg

RECESSED LAMP
LETI 100 ROUND

Grey

Moulded colours: 

Diffuser PMMA:
Black White

Opal

ø 134

Opal DIFFUSER 

DIFFUSORE

HOUSING 

.

CASSA

. 

INSTALLATION HOUSING

CONTRO-CASSA

COVER 

COVER 

 GASKET 

GUARNIZIONE

LETI 300LETI 200
LETI 100 
SQUARE

LETI 100 
ROUND

CCT SETTABLE LED LAMP

3000 K 4000 K 6500 K

LED LAMPS 

LVD ERPEMC

Comply with:
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2C2.000.G1K2C4.000.G1K2C1.000.G1K

2C3.000.G1K

RECESSED LAMP
LETI 100 ROUND

2C2.000.G1K

- 130 -- 130 -
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80

96134

80

96134

80

96134

80

96134

LETI 100 ROUND-GR

LETI 100 ROUND-ST

LETI 100 ROUND

LETI 100 ROUND-EL

RECESSED LAMP
LETI 100 ROUND

Pcs 48
Kg 20,3
mc 0,12

Pcs 48
Kg 20,3
mc 0,12

Pcs 48
Kg 20,3
mc 0,12

Pcs 48
Kg 20,3
mc 0,12

3W 2C1.000.G1K

3W 2C3.000.G1K

3W 2C2.000.G1K

3W 2C4.000.G1K

CCT SETTABLE GX53 LED LAMP INCLUDED
3000K/4000K/6500K

LETI 300LETI 200
LETI 100 
SQUARE

LETI 100 
ROUND

CCT SETTABLE GX53 LED LAMP INCLUDED
3000K/4000K/6500K

CCT SETTABLE GX53 LED LAMP INCLUDED
3000K/4000K/6500K

CCT SETTABLE GX53 LED LAMP INCLUDED
3000K/4000K/6500K
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3C1.000.G1K

RECESSED LAMP
LETI 100 SQUARE

PUBLIC RESIDENTIAL

RECESSED

con  

3000 K 4000 K 6500 K

CCT SETTABLE

LETI 100 SQUARE
3C1.000

LETI 100 SQUARE-GR
3C2.000

LETI 100 SQUARE-EL
3C3.000

LETI 100 SQUARE-ST
3C4.000

UV-TREATED

ANTI-SHOCK TEMPERATURERECYCLABLE

DOUBLE
INSULATION

IECEE CB
SCHEME

- 132 -- 132 -

U
P&

D
O

W
N

D
O

W
N

LI
G

H
T

IN
-G

RO
U

N
D

B
R

IC
K

LI
G

H
T

FL
O

O
D

LI
G

TH
B
O

LL
A

R
D

B
U

LK
H

EA
D

SO
LA

R
G

A
R
D

EN
U

RB
A

N
 C

LA
SS

IC
U

RB
A

N
 M

O
D

ER
N

PO
ST

LA
M

PS
  

  
CO

M
PA

N
Y

  
  

 R
EF

ER
EN

CE
S

- 132 -



LETI 100 SQUARE - COMPONENTS LETI 100 SQUARE

RECESSED LAMP
LETI 100 SQUARE

Dimensions and weight 
Height: 115 mm 
Width: 115 mm
Installation housing depth: 80 mm
Weight: 0,4 Kg

Grey

Moulded colours: 

Diffuser PMMA:
Black White

Opal

115

115

Opal DIFFUSER 

DIFFUSORE

HOUSING 

. 

CASSA

. 

INSTALLATION HOUSING

CONTRO-CASSA

COVER 

COVER 

 GASKET 

GUARNIZIONE

LETI 300LETI 200
LETI 100 
SQUARE

LETI 100 
ROUND

GX53 LED 100 - 240 V

LAMP POWER LUMINOUS FLUX COLOUR
TEMP.

*ADD.
SUFFIX

GX53
LED

3 W

6500 K

.G1K4000 K

3000 K

3W
410 Lm

40W
incandescent

SAVE 93%

CCT SETTABLE LED LAMP

3000 K 4000 K 6500 K

LED LAMPS 

LVD ERPEMC

Comply with:
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RECESSED LAMP
LETI 100 SQUARE

3C2.000.G1K

3C4.000.G1K

3C3.000.G1K

3C1.000.G1K

3C2.000.G1K

- 134 -- 134 -
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RECESSED LAMP
LETI 100 SQUARE

80

96115

80

96115

80

96115

80

96115

LETI 100 SQUARE-GR

LETI 100 SQUARE-ST

LETI 100 SQUARE

LETI 100 SQUARE-EL

Pcs 48
Kg 20,3
mc 0,12

Pcs 48
Kg 20,3
mc 0,12

Pcs 48
Kg 20,3
mc 0,12

Pcs 48
Kg 20,3
mc 0,12

3W 3C1.000.G1K

3W 3C3.000.G1K

3W 3C2.000.G1K

3W 3C4.000.G1K

LETI 300LETI 200
LETI 100 
SQUARE

LETI 100 
ROUND

CCT SETTABLE GX53 LED LAMP INCLUDED
3000K/4000K/6500K

CCT SETTABLE GX53 LED LAMP INCLUDED
3000K/4000K/6500K

CCT SETTABLE GX53 LED LAMP INCLUDED
3000K/4000K/6500K

CCT SETTABLE GX53 LED LAMP INCLUDED
3000K/4000K/6500K
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RECESSED LAMP
LETI 200

4C4.000.G1K

PUBLIC RESIDENTIAL

RECESSED

 

di protezione IP66.

3000 K 4000 K 6500 K

CCT SETTABLE

LETI 200
4C1.000

LETI 200-GL
4C2.000

LETI 200-RS
4C3.000

LETI 200-HS
4C4.000

LETI 200-VP
4C5.000

UV-TREATED

ANTI-SHOCK TEMPERATURERECYCLABLE

DOUBLE
INSULATION

IECEE CB
SCHEME
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LETI 200 - COMPONENTS LETI 200

Opal DIFFUSER 

DIFFUSORE

HOUSING 

. 

CASSA

. 

INSTALLATION HOUSING

CONTRO-CASSA

Dimensions and weight 
Height: 113 mm 
Width: 188 mm
Installation housing depth: 98 mm
Weight: 0,6 Kg

RECESSED LAMP
LETI 200

Grey

Moulded colours: 

Diffuser PMMA:
Black White

Opal

113

188COVER 

COVER 

basso.

 GASKET 

GUARNIZIONE

LETI 300LETI 200
LETI 100 
SQUARE

LETI 100 
ROUND

GX53 LED 100 - 240 V

LAMP POWER LUMINOUS FLUX  COLOUR
TEMP.

*ADD.
SUFFIX

GX53
LED

3 W

6500 K

.G1K4000 K

3000 K

3W
410 Lm

40W
incandescent

SAVE 93%

CCT SETTABLE LED LAMP

3000 K 4000 K 6500 K

LED LAMPS 

LVD ERPEMC

Comply with:
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4C2.000.G1K

4C5.000.G1K

4C3.000.G1K 4C4.000.G1K

4C1.000.G1K

RECESSED LAMP
LETI 200
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113

188

104

98

113

188

104

98

113

188

104

98

113

188

104

98

113 98

188 180

LETI 200-GLLETI 200

LETI 200-HSLETI 200-RS

LETI 200-VP

RECESSED LAMP
LETI 200

Pcs 36
Kg 22,7
mc 0,12

Pcs 36
Kg 22,7
mc 0,12

Pcs 36
Kg 22,7
mc 0,12

Pcs 36
Kg 22,7
mc 0,12

Pcs 36
Kg 22,7
mc 0,12

3W 4C1.000.G1K

3W 4C3.000.G1K

3W 4C5.000.G1K

3W 4C2.000.G1K

3W 4C4.000.G1K

LETI 300LETI 200
LETI 100 
SQUARE

LETI 100 
ROUND

CCT SETTABLE GX53 LED LAMP INCLUDED
3000K/4000K/6500K

CCT SETTABLE GX53 LED LAMP INCLUDED
3000K/4000K/6500K

CCT SETTABLE GX53 LED LAMP INCLUDED
3000K/4000K/6500K

CCT SETTABLE GX53 LED LAMP INCLUDED
3000K/4000K/6500K

CCT SETTABLE GX53 LED LAMP INCLUDED
3000K/4000K/6500K
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RECESSED LAMP
LETI 300

5C4.000.G2K

PUBLIC RESIDENTIAL

RECESSED

2x 
 

corrosione. Fornita con  
 

IP66.

3000 K 4000 K 6500 K

CCT SETTABLE

LETI 300
5C1.000

LETI 300-GL
5C2.000

LETI 300-RS
5C3.000

LETI 300-HS
5C4.000

LETI 300-VP
5C5.000

UV-TREATED

ANTI-SHOCK TEMPERATURERECYCLABLE

DOUBLE
INSULATION

IECEE CB
SCHEME
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LETI 300 - COMPONENTS LETI 300

Dimensions and weight 
Height: 113 mm 
Width: 293 mm
Installation housing depth: 98 mm
Weight: 0,9 Kg

RECESSED LAMP
LETI 300

Grey

Moulded colours: 

Diffuser PMMA:
Black White

Opal

113

293

Opal DIFFUSER 

DIFFUSORE

HOUSING
 or 

CASSA

INSTALLATION HOUSING

CONTRO-CASSA

COVER 

COVER 

basso.

E27

*ADD.
SUFFIX

E27 .E27

LETI 300LETI 200
LETI 100 
SQUARE

LETI 100 
ROUND

SAVE 90%

GX53 LED

 

. 

 

 
 

100 - 240 V
LAMP POWER LUMINOUS FLUX COLOUR

TEMP.
*ADD.
SUFFIX

GX53
LED 6W

6500 K
.G2K4000 K

3000 K

2x 3W
820 Lm

60W
incandescent

SAVE 93%

CCT SETTABLE LED LAMP

3000 K 4000 K 6500 K

LED LAMPS 

LVD ERPEMC

Comply with:
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RECESSED LAMP
LETI 300

5C4.000.G2K 5C5.000.G2K5C2.000.G2K

5C3.000.G2K

5C1.000.G2K
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113

293

104

98

113

293

104

98

113

293

104

98

113

293

104

98

113

293 284

98

LETI 300-GLLETI 300

LETI 300-HSLETI 300-RS

LETI 300-VP

RECESSED LAMP
LETI 300

LETI 300LETI 200
LETI 100 
SQUARE

LETI 100 
ROUND

Pcs 24
Kg 22,7
mc 0,12

Pcs 24
Kg 22,7
mc 0,12

Pcs 24
Kg 22,7
mc 0,12

Pcs 24
Kg 22,7
mc 0,12

Pcs 24
Kg 22,7
mc 0,12

6W 5C1.000.G2K 6W 5C2.000.G2K

6W 5C3.000.G2K 6W 5C4.000.G2K

6W 5C5.000.G2K

2 CCT SETTABLE GX53 LED LAMP INCLUDED
3000K/4000K/6500K

2 CCT SETTABLE GX53 LED LAMP INCLUDED
3000K/4000K/6500K

2 CCT SETTABLE GX53 LED LAMP INCLUDED
3000K/4000K/6500K

2 CCT SETTABLE GX53 LED LAMP INCLUDED
3000K/4000K/6500K

2 CCT SETTABLE GX53 LED LAMP INCLUDED
3000K/4000K/6500K
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2S3.000.G1K

SURFACE LAMP
EXTRALETI 100 ROUND

PUBLIC RESIDENTIAL

WALL

 . 

IP66. 

3000 K 4000 K 6500 K

CCT SETTABLE

EXTRALETI 100 
ROUND
2S1.000

EXTRALETI 100 
ROUND-GR

2S2.000

EXTRALETI 100 
ROUND-EL

2S3.000

EXTRALETI 100 
ROUND-ST

2S4.000

UV-TREATED

ANTI-SHOCK TEMPERATURERECYCLABLE

DOUBLE
INSULATION

IECEE CB
SCHEME
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EXTRALETI 100 ROUND - COMPONENTS EXTRALETI 100 ROUND

Opal DIFFUSER 

DIFFUSORE

BODY 

.

CORPO

. 

Dimensions and weight 
Diameter: Ø 140 mm
Depth: 64/85 mm
Weight: 0,5 Kg

EXTRALETI 100 ROUND

Grey

Moulded colours: 

Diffuser PMMA:
Black White

Opal

ø 140
COVER 

COVER 

basso.

 GASKET 

GUARNIZIONE

SURFACE LAMP
EXTRALETI 300EXTRALETI 200

EXTRALETI 
100 SQUARE

EXTRALETI 
100 ROUND

GX53 LED 100 - 240 V

LAMP POWER LUMINOUS FLUX COLOUR
TEMP.

*ADD.
SUFFIX

GX53
LED

3 W
6500 K

.G1K4000 K

3000 K

3W
410 Lm

40W
incandescent

SAVE 93%

CCT SETTABLE LED LAMP

3000 K 4000 K 6500 K

LED LAMPS 

LVD ERPEMC

Comply with:
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SURFACE LAMP
EXTRALETI 100 ROUND

2S3.000.G1K

2S1.000.G1K

2S2.000.G1K2S4.000.G1K
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EXTRALETI 100 ROUND

67

140

85

140

64

140

67

140

EXTRALETI 100 ROUND-GR

EXTRALETI 100 ROUND-ST

EXTRALETI 100 ROUND

EXTRALETI 100 ROUND-EL

Pcs 48
Kg 20,3
mc 0,12

Pcs 48
Kg 20,3
mc 0,12

Pcs 48
Kg 20,3
mc 0,12

Pcs 48
Kg 20,3
mc 0,12

3W 2S1.000.G1K

3W 2S3.000.G1K

3W 2S2.000.G1K

3W 2S4.000.G1K

SURFACE LAMP
EXTRALETI 300EXTRALETI 200

EXTRALETI 
100 SQUARE

EXTRALETI 
100 ROUND

CCT SETTABLE GX53 LED LAMP INCLUDED
3000K/4000K/6500K

CCT SETTABLE GX53 LED LAMP INCLUDED
3000K/4000K/6500K

CCT SETTABLE GX53 LED LAMP INCLUDED
3000K/4000K/6500K

CCT SETTABLE GX53 LED LAMP INCLUDED
3000K/4000K/6500K
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3S4.000.G1K

SURFACE LAMP
EXTRALETI 100 SQUARE

 

con  

EXTRALETI 100 
SQUARE
3S1.000

EXTRALETI 100 
SQUARE-GR

3S2.000

EXTRALETI 100 
SQUARE-EL

3S3.000

EXTRALETI 100 
SQUARE-ST

3S4.000

3000 K 4000 K 6500 K

CCT SETTABLE

PUBLIC RESIDENTIAL

WALL

UV-TREATED

ANTI-SHOCK TEMPERATURERECYCLABLE

DOUBLE
INSULATION

IECEE CB
SCHEME
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EXTRALETI 100 SQUARE

EXTRALETI 100 SQUARE

Dimensions and weight 
Height: 120 mm 
Width: 120 mm
Depth: 64/85 mm
Weight: 0,5 Kg

Grey

Moulded colours: 

Diffuser PMMA:
Black White

Opal

120

120

EXTRALETI 100 SQUARE - COMPONENTS

SURFACE LAMP

Opal DIFFUSER 

DIFFUSORE

BODY 

.

CORPO

. 

COVER 

COVER 

basso.

 GASKET 

GUARNIZIONE

EXTRALETI 300EXTRALETI 200
EXTRALETI 

100 SQUARE
EXTRALETI 100 

ROUND

LED LAMPS 

LVD ERPEMC

Comply with:
     

GX53 LED 100 - 240 V

LAMP POWER LUMINOUS FLUX COLOUR
TEMP.

*ADD.
SUFFIX

GX53
LED

3 W
6500 K

.G1K4000 K

3000 K

3W
410 Lm

40W
incandescent

SAVE 93%

CCT SETTABLE LED LAMP

3000 K 4000 K 6500 K
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SURFACE LAMP
EXTRALETI 100 SQUARE

3S4.000.G1K 3S2.000.G1K

3S3.000.G1K

3S1.000.G1K

SURFACE LAMP
EXTRALETI 100 SQUARE

3S2.000.G1K
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EXTRALETI 100 SQUARE

67

120

85

120

64

120

67

120

EXTRALETI 100 SQUARE-GR

EXTRALETI 100 SQUARE-ST

EXTRALETI 100 SQUARE

EXTRALETI 100 SQUARE-EL

Pcs 48
Kg 20,3
mc 0,12

Pcs 48
Kg 20,3
mc 0,12

Pcs 48
Kg 20,3
mc 0,12

Pcs 48
Kg 20,3
mc 0,12

3W 3S1.000.G1K

3W 3S3.000.G1K

3W 3S2.000.G1K

3W 3S4.000.G1K

SURFACE LAMP
EXTRALETI 300EXTRALETI 200

EXTRALETI 
100 SQUARE

EXTRALETI 100 
ROUND

CCT SETTABLE GX53 LED LAMP INCLUDED
3000K/4000K/6500K

CCT SETTABLE GX53 LED LAMP INCLUDED
3000K/4000K/6500K

CCT SETTABLE GX53 LED LAMP INCLUDED
3000K/4000K/6500K

CCT SETTABLE GX53 LED LAMP INCLUDED
3000K/4000K/6500K
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SURFACE LAMP
EXTRALETI 200

4S1.000.G1K

UV-TREATED

ANTI-SHOCK TEMPERATURE

PUBLIC RESIDENTIAL

RECYCLABLE

DOUBLE
INSULATION

WALL

 GX53 

corrosione. Fornita con  

3000 K 4000 K 6500 K

CCT SETTABLE

EXTRALETI 200
4S1.000

EXTRALETI 200-GL
4S2.000

EXTRALETI 200-RS
4S3.000

EXTRALETI 200-HS
4S4.000 EXTRALETI 200-VP

4S5.000
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EXTRALETI 200

Dimensions and weight 
Height: 120 mm 
Width: 200 mm
Depth: 65/85 mm
Weight: 0,7 Kg

Moulded colours: 

Diffuser PMMA:
Black White Grey

Opal

EXTRALETI 200

120

200

Opal DIFFUSER 

DIFFUSORE 

BODY 

.

CORPO

. 

COVER 

COVER 

basso.

 GASKET 

GUARNIZIONE

SURFACE LAMP
EXTRALETI 300

EXTRALETI 
200

EXTRALETI 
100 SQUARE

EXTRALETI 100 
ROUND

GX53 LED 100 - 240 V

LAMP POWER LUMINOUS FLUX COLOUR
TEMP.

*ADD.
SUFFIX

GX53
LED

3 W
6500 K

.G1K4000 K

3000 K

3W
410 Lm

40W
incandescent

SAVE 93%

CCT SETTABLE LED LAMP

3000 K 4000 K 6500 K

LED LAMPS 

LVD ERPEMC

Comply with:
     

EXTRALETI 200 - COMPONENTS

- 153 -

U
P&

D
O

W
N

D
O

W
N

LI
G

H
T

IN
-G

RO
U

N
D

B
R

IC
K

LI
G

H
T

FL
O

O
D

LI
G

TH
B
O

LL
A

R
D

B
U

LK
H

EA
D

SO
LA

R
G

A
R
D

EN
U

RB
A

N
 C

LA
SS

IC
U

RB
A

N
 M

O
D

ER
N

PO
ST

LA
M

PS
  

  
CO

M
PA

N
Y

  
  

 R
EF

ER
EN

CE
S



SURFACE LAMP
EXTRALETI 200

4S3.000.G1K 4S5.000.G1K4S4.000.G1K

4S1.000.G1K

4S2.000.G1K
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65

120

20065

120

200

65

120

200 85

120

200

85

200

120

EXTRALETI 200-GLEXTRALETI 200

EXTRALETI 200-HSEXTRALETI 200-RS

EXTRALETI 200-VP

EXTRALETI 200

Pcs 36
Kg 22,7
mc 0,12

Pcs 36
Kg 22,7
mc 0,12

Pcs 36
Kg 22,7
mc 0,12

Pcs 36
Kg 22,7
mc 0,12

Pcs 36
Kg 22,7
mc 0,12

3W 4S1.000.G1K

3W 4S3.000.G1K

3W 4S5.000.G1K

3W 4S2.000.G1K

3W 4S4.000.G1K

SURFACE LAMP
EXTRALETI 300

EXTRALETI 
200

EXTRALETI 
100 SQUARE

EXTRALETI 100 
ROUND

CCT SETTABLE GX53 LED LAMP INCLUDED
3000K/4000K/6500K

CCT SETTABLE GX53 LED LAMP INCLUDED
3000K/4000K/6500K

CCT SETTABLE GX53 LED LAMP INCLUDED
3000K/4000K/6500K

CCT SETTABLE GX53 LED LAMP INCLUDED
3000K/4000K/6500K

CCT SETTABLE GX53 LED LAMP INCLUDED
3000K/4000K/6500K
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SURFACE LAMP
EXTRALETI 300

5S1.000.G2K

UV-TREATED

ANTI-SHOCK TEMPERATURE

PUBLIC RESIDENTIAL

RECYCLABLE

DOUBLE
INSULATION

WALL

 GX53 LED 

c  

di protezione IP66.

3000 K 4000 K 6500 K

CCT SETTABLE

EXTRALETI 300
5S1.000

EXTRALETI 300-RS
5S3.000

EXTRALETI 300-GL
5S2.000

EXTRALETI 300-HS
5S4.000

EXTRALETI 300-VP
5S5.000
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EXTRALETI 300 - COMPONENTS

Dimensions and weight 
Height: 120 mm 
Width: 300 mm
Depth: 65mm
Weight: 1 Kg

EXTRALETI 300

Grey

Moulded colours: 

Diffuser PMMA:
Black White

Opal

EXTRALETI 300

120

300

Opal DIFFUSER 

DIFFUSORE

BODY 

.
CORPO

. 

COVER 

COVER 

basso.

 GASKET 

GUARNIZIONE

SURFACE LAMPEXTRALETI 
300

EXTRALETI 
200

EXTRALETI 
100 SQUARE

EXTRALETI 100 
ROUND

GX53 LED 100 - 240 V *ADD.
SUFFIX

LAMP POWER LUMINOUS FLUX COLOUR
TEMP.

*ADD.
SUFFIX

6W

6500 K

.G2K4000 K

3000 K

 

. 

 

 
 

GX53
LED

2x 3W
820 Lm

60W
incandescent

SAVE 93%

CCT SETTABLE LED LAMP

3000 K 4000 K 6500 K

LED LAMPS 

LVD ERPEMC

Comply with:
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5S3.000.G2K 5S5.000.G2K5S2.000.G2K

5S4.000.G2K

5S1.000.G2K

SURFACE LAMP
EXTRALETI 300
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120

300 65

120

300 65

120

300 65

120

300 85

120

300

85

EXTRALETI 300-GLEXTRALETI 300

EXTRALETI 300-HSEXTRALETI 300-RS

EXTRALETI 300-VP

SURFACE LAMP
EXTRALETI 300

Pcs 20
Kg 19
mc 0,14

Pcs 12
Kg 11
mc 0,14

Pcs 20
Kg 19
mc 0,14

Pcs 20
Kg 19
mc 0,14

Pcs 12
Kg 11
mc 0,14

6W 5S1.000.G2K 6W 5S2.000.G2K

6W 5S3.000.G2K 6W 5S4.000.G2K

6W 5S5.000.G2K

EXTRALETI 
300

EXTRALETI 
200

EXTRALETI 
100 SQUARE

EXTRALETI 100 
ROUND

2 CCT SETTABLE GX53 LED LAMP INCLUDED
3000K/4000K/6500K

2 CCT SETTABLE GX53 LED LAMP INCLUDED
3000K/4000K/6500K

2 CCT SETTABLE GX53 LED LAMP INCLUDED
3000K/4000K/6500K

2 CCT SETTABLE GX53 LED LAMP INCLUDED
3000K/4000K/6500K

2 CCT SETTABLE GX53 LED LAMP INCLUDED
3000K/4000K/6500K
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NOME
CATEGORIA
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NOME
CATEGORIA

FLOODLIGHT
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NOME
CATEGORIAFLOODLIGHT
MINITOMMY

1M1.001.U1K

PUBLIC RESIDENTIAL

WALL CEILING SPIKE

INDOOR
OUTDOOR

MINITOMMY
1M1.000

MINITOMMY-EL
1M2.000

MINITOMMY 2L
3M1.000

MINITOMMY-EL 2L
3M2.000

corrosione. Idoneo per installazioni a 

inclinare e orientare a piacimento. Classe 

2700 K 4000 K

CCT SETTABLE

UV-TREATED

ANTI-SHOCK TEMPERATURERECYCLABLE

DOUBLE
INSULATION

IECEE CB
SCHEME
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FLOODLIGHT
MINITOMMY

Dimensions and weight 
Height:127 mm
Width: 122 mm
Weight: 0,45 Kg 

MINITOMMY - COMPONENTS MINITOMMY

127

Grey White

Moulded Colours: 

Diffuser PC:

 

Black

Frosted

Blue Green Orange

TOMMYMINITOMMY

 

ELEMENTI DI FISSAGGIO:

COVER

COVER

SPIKE CONNECTION 
FITTING

ROTATION 
DISK

BODY
SUPPORT FORK to allow a fully 

CORPO
FORCELLA

DIFFUSER

DIFFUSORE

CCT SETTABLE LED LAMP

2700 K 4000 K

GU10 LED 100 - 240 V

LAMP POWER LUMINOUS FLUX COLOUR
TEMP.

*ADD.
SUFFIX

GU10
LED

3,5W 366 Lm
4000 K

.U1K
2700 K

6W 615 Lm
4000 K

.L1K
2700 K

. 
3.5W

366 Lm
35W

HALOGEN

SAVE 90%

6W
615 Lm

50W
HALOGEN

SAVE 88%

LED LAMPS 

LVD ERPEMC

Comply with:
     

GU10
LED
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FLOODLIGHT
MINITOMMY

1M1.001.L1K

3M1.001.U2K

1M1.000.LRU1K
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FLOODLIGHT
MINITOMMY

127

73

122 118

MINITOMMY

Pcs 30
Kg 12,6
mc 0,092

310

73

122 118

MINITOMMY SPIKE

Pcs 30
Kg 13,8
mc 0,092

TOMMYMINITOMMY

3,5W 1M1.000.U1K 3,5W 1M1.001.U1K

261/372

136/192

MINITOMMY 2L

Pcs 18
Kg 16,2
mc 0,092

261 / 372

136 / 192

180

MINITOMMY 2L SPIKE

Pcs 18
Kg 17
mc 0,092

2x3,5W 3M1.000.U2K 2x3,5W 3M1.001.U2K

6W 1M1.000.L1K 6W 1M1.001.L1K

2x6W 3M1.000.L2K 2x6W 3M1.001.L2K

2 CCT SETTABLE GU10 LED LAMPS INCLUDED
2700K/4000K

2 CCT SETTABLE GU10 LED LAMPS INCLUDED
2700K/4000K

CCT SETTABLE GU10 LED LAMP INCLUDED
2700K/4000K

CCT SETTABLE GU10 LED LAMP INCLUDED
2700K/4000K

- 165 -

U
P&

D
O

W
N

D
O

W
N

LI
G

H
T

IN
-G

RO
U

N
D

B
R

IC
K

LI
G

H
T

FL
O

O
D

LI
G

TH
B
O

LL
A

R
D

B
U

LK
H

EA
D

SO
LA

R
G

A
R
D

EN
U

RB
A

N
 C

LA
SS

IC
U

RB
A

N
 M

O
D

ER
N

PO
ST

LA
M

PS
  

  
CO

M
PA

N
Y

  
  

 R
EF

ER
EN

CE
S



FLOODLIGHT
MINITOMMY-EL

3M2.001.L2K

1M2.001.U1K
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FLOODLIGHT
MINITOMMY-EL

261/372

136/192

MINITOMMY-EL 2L

261 / 372

136 / 192

180

MINITOMMY-EL 2L SPIKE

TOMMY-ELMINITOMMY-EL

2x3,5W 3M2.000.U2K 2x3,5W 3M2.001.U2K

127

73

122 135

MINITOMMY-EL

310

73

122 135

MINITOMMY-EL SPIKE

3,5W 1M2.000.U1K 3,5W 1M2.001.U1K

Pcs 30
Kg 12,6
mc 0,092

Pcs 30
Kg 13,8
mc 0,092

Pcs 18
Kg 16,2
mc 0,092

Pcs 18
Kg 17
mc 0,092

6W 1M2.000.L1K 6W 1M2.001.L1K

CCT SETTABLE GU10 LED LAMP INCLUDED
2700K/4000K

CCT SETTABLE GU10 LED LAMP INCLUDED
273000K/4000K

2x6W 3M2.000.L2K 2x6W 3M2.001.L2K

2 CCT SETTABLE GU10 LED LAMPS INCLUDED
2700K/4000K

2 CCT SETTABLE GU10 LED LAMPS INCLUDED
2700K/4000K
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NOME
CATEGORIAFLOODLIGHT
TOMMY

2M1.001.D1K

PUBLIC RESIDENTIAL

WALL CEILING SPIKE

INDOOR
OUTDOOR

TOMMY
2M1.000

TOMMY 2L
4M1.000

TOMMY-EL 2L
4M2.000

TOMMY-SQ
5M1.000

TOMMY-EL
2M2.000

 . 

corrosione. Idoneo per installazioni a 

inclinare e orientare a piacimento. Classe 

TOMMY-SQ 2L
6M1.000

3000 K 4000 K 6500 K

CCT SETTABLE

UV-TREATED

ANTI-SHOCK TEMPERATURERECYCLABLE

DOUBLE
INSULATION

IECEE CB
SCHEME
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FLOODLIGHT
TOMMY

Dimensions and weight 
Height:165 mm 
Width: 152 mm
Weight: 0,8 Kg 

TOMMY - COMPONENTS TOMMY

165

Grey White

Moulded Colours: 

Diffuser PC:

 

Black

Frosted

Blue Green Orange

COVER

COVER

TOMMYMINITOMMY

DIFFUSER

DIFFUSORE

GX53 LED 100 - 240 V

LAMP POWER LUMINOUS FLUX COLOUR
TEMP.

*ADD.
SUFFIX

3 W
6500 K

.G1K4000 K

3000 K

10 W
6500 K

.D1K1290 Lm 4000 K

3000 K

 

GX53
LED

GX53
LED

3W
410 Lm

40W
incandescent

SAVE 93%

BODY
SUPPORT FORK to allow a fully 

CORPO
FORCELLA

 

ELEMENTI DI FISSAGGIO:

SPIKE CONNECTION 
FITTING

ROTATION 
DISK

CCT SETTABLE LED LAMP

3000 K 4000 K 6500 K

LED LAMPS 

LVD ERPEMC

Comply with:
     

10W
1290 Lm

100W
incandescent

SAVE 90%

- 169 -

U
P&

D
O

W
N

D
O

W
N

LI
G

H
T

IN
-G

RO
U

N
D

B
R

IC
K

LI
G

H
T

FL
O

O
D

LI
G

TH
B
O

LL
A

R
D

B
U

LK
H

EA
D

SO
LA

R
G

A
R
D

EN
U

RB
A

N
 C

LA
SS

IC
U

RB
A

N
 M

O
D

ER
N

PO
ST

LA
M

PS
  

  
CO

M
PA

N
Y

  
  

 R
EF

ER
EN

CE
S



FLOODLIGHT
TOMMY

2M1.000.D1K

4M1.001.AUD2K
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FLOODLIGHT
TOMMY

165

152

73

100

TOMMY

Pcs 18
Kg 15,3
mc 0,092

73

340

152 100

TOMMY SPIKE

Pcs 18
Kg 16
mc 0,092

TOMMYMINITOMMY

3W 2M1.000.G1K

10W 2M1.000.D1K

3W 2M1.001.G1K

10W 2M1.001.D1K

340/416

193/214

TOMMY 2L

340 / 416

193 / 214

180

TOMMY 2L SPIKE

Pcs 8
Kg 13,9
mc 0,092

Pcs 8
Kg 14,2
mc 0,092

2x3W 4M1.000.G2K

2x10W 4M1.000.D2K

2x3W 4M1.001.G2K

2x10W 4M1.001.D2K

CCT SETTABLE GX53 LED LAMP INCLUDED
3000K/4000K/6500K

CCT SETTABLE GX53 LED LAMP INCLUDED
3000K/4000K/6500K

2 CCT SETTABLE GX53 LED LAMPS INCLUDED
3000K/4000K/6500K

2 CCT SETTABLE GX53 LED LAMPS INCLUDED
3000K/4000K/6500K
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FLOODLIGHT
TOMMY-EL

4M2.001.D2K

2M2.001.D1K
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FLOODLIGHT
TOMMY-EL

340/416

193/214

TOMMY-EL 2L

340 / 416

193 / 214

180

TOMMY-EL 2L SPIKE

TOMMY-ELMINITOMMY-EL

2x3W 4M2.000.G2K

2x10W 4M2.000.D2K

2x3W 4M2.001.G2K

2x10W 4M2.001.D2K

165

152

73

122

TOMMY-EL

340

152

73

122

TOMMY-EL SPIKE

3W 2M2.000.G1K

10W 2M2.000.D1K

3W 2M2.001.G1K

10W 2M2.001.D1K

Pcs 18
Kg 15,3
mc 0,092

Pcs 18
Kg 16
mc 0,092

Pcs 8
Kg 13,9
mc 0,092

Pcs 8
Kg 14,2
mc 0,092

CCT SETTABLE GX53 LED LAMP INCLUDED
3000K/4000K/6500K

CCT SETTABLE GX53 LED LAMP INCLUDED
3000K/4000K/6500K

2 CCT SETTABLE GX53 LED LAMPS INCLUDED
3000K/4000K/6500K

2 CCT SETTABLE GX53 LED LAMPS INCLUDED
3000K/4000K/6500K
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FLOODLIGHT
TOMMY-SQ

6M1.001.D2K

5M1.000.D1K

- 174 -

U
P&

D
O

W
N

D
O

W
N

LI
G

H
T

IN
-G

RO
U

N
D

B
R

IC
K

LI
G

H
T

FL
O

O
D

LI
G

TH
B
O

LL
A

R
D

B
U

LK
H

EA
D

SO
LA

R
G

A
R
D

EN
U

RB
A

N
 C

LA
SS

IC
U

RB
A

N
 M

O
D

ER
N

PO
ST

LA
M

PS
  

  
CO

M
PA

N
Y

  
  

 R
EF

ER
EN

CE
S



FLOODLIGHT
TOMMY-SQ

340/416

193/214

TOMMY-SQ 2L

340/416

193/214

180

TOMMY-SQ 2L SPIKE

2x3W 6M1.000.G2K

2x10W 6M1.000.D2K

2x3W 6M1.001.G2K

2x10W 6M1.001.D2K

155

133

73

100

TOMMY-SQ

133

73

100

150

180

TOMMY-SQ SPIKE

3W 5M1.000.G1K

10W 5M1.000.D1K

3W 5M1.001.G1K

10W 5M1.001.D1K

Pcs 18
Kg 15,3
mc 0,092

Pcs 18
Kg 16
mc 0,092

Pcs 8
Kg 13,9
mc 0,092

Pcs 8
Kg 14,2
mc 0,092

TOMMY-SQMINITOMMY

CCT SETTABLE GX53 LED LAMP INCLUDED
3000K/4000K/6500K

CCT SETTABLE GX53 LED LAMP INCLUDED
3000K/4000K/6500K

2 CCT SETTABLE GX53 LED LAMPS INCLUDED
3000K/4000K/6500K

2 CCT SETTABLE GX53 LED LAMPS INCLUDED
3000K/4000K/6500K
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GIOVA/GERMANA
FLOODLIGHT

2N1.702.D2K

PUBLIC RESIDENTIAL

WALL GROUND

INDOOR
OUTDOOR

  or 
E27

corrosione. Idoneo per installazioni a 

. Disponibile 

GIOVA/GERMANA
2N1.702

UV-TREATED

ANTI-SHOCK TEMPERATURERECYCLABLE

DOUBLE
INSULATION

IECEE CB
SCHEME

3000 K 4000 K 6500 K

CCT SETTABLE
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GIOVA/GERMANA
FLOODLIGHT

Dimensions and weight 
Height: 280 mm 
Width: 180 mm
Weight: 1,6 Kg 

GIOVA/GERMANAGIOVA/GERMANA - COMPONENTS

280

E27

*ADD.
SUFFIX

E27 .P27

.PS7

FU
LLY

PRE-W
IRED

GIOVA/GERMANA GERMANA

Moulded Colours: 

Diffuser PMMA:
Grey WhiteBlack

Opal

2x GX53 LED

100 - 240 V
LAMP POWER LUMINOUS FLUX COLOUR

TEMP.
*ADD.
SUFFIX

GX53
LED 6W

6500 K
.G2K4000 K

3000 K

GX53
LED

20W

6500 K
.D2K4000 K

3000 K

FU
LLY

PRE-W
IRED

CCT SETTABLE LED LAMP

3000 K 4000 K 6500 K

LED LAMPS 

LVD ERPEMC

Comply with:
     

DIFFUSER 

DIFFUSORE

COVER

COVER 

BODY

CORPO

BRACKET

BRACCIO

2x 10W
2.580 Lm

50W
SON-HQI

SAVE 60%
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GIOVA/GERMANA
FLOODLIGHT

2N1.702.D2K

2N1.702.D2K
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GIOVA/GERMANA
FLOODLIGHT

GIOVA/GERMANA GX53

GIOVA/GERMANA E27

Pcs 18
Kg 21,7
mc 0,198

Pcs 18
Kg 29,8
mc 0,198

6W 2N1.702.G2K

E27 lampholder 2N1.702.P27

E27 with sensor 2N1.702.PS7

20W 2N1.702.D2K

180

280

180

280

300

300

300

300

GIOVA/GERMANA GERMANA

2 CCT SETTABLE GX53 LED LAMPS INCLUDED
3000K/4000K/6500K
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GERMANA
FLOODLIGHT

2N1.000.D2K

PUBLIC RESIDENTIAL

WALL POST

INDOOR
OUTDOOR

  or 
E27

corrosione. Idoneo per installazioni a 

 

grado di protezione IP66.  

GERMANA
2N1.000

UV-TREATED

ANTI-SHOCK TEMPERATURERECYCLABLE

DOUBLE
INSULATION

IECEE CB
SCHEME

3000 K 4000 K 6500 K

CCT SETTABLE
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GERMANA
FLOODLIGHT

Dimensions and weight 
Height: 280 mm 
Width: 180 mm
Weight: 1,4 Kg 

GERMANAGERMANA - COMPONENTS

280

DIFFUSER -

DIFFUSORE
-

COVER

COVER

BODY

CORPO 

GIOVA/GERMANA GERMANA

Moulded Colours: 

Diffuser PMMA:
Grey WhiteBlack

Opal

E27

*ADD.
SUFFIX

E27 .P27

.PS7

FU
LLY

PRE-W
IRED

2x GX53 LED

100 - 240 V
LAMP POWER LUMINOUS FLUX COLOUR

TEMP.
*ADD.
SUFFIX

GX53
LED 6W

6500 K
.G2K4000 K

3000 K

GX53
LED

20W

6500 K
.D2K4000 K

3000 K

FU
LLY

PRE-W
IRED

CCT SETTABLE LED LAMP

3000 K 4000 K 6500 K

LED LAMPS 

LVD ERPEMC

Comply with:
     

2x 10W
2.580 Lm

50W
SON-HQI

SAVE 60%
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GERMANA
FLOODLIGHT

2N1.000.D2L2N1.000.P27

2N1.000.D2K
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GERMANA
FLOODLIGHT

GERMANA GX53

GERMANA E27

Pcs 18
Kg 26,2
mc 0,198

Pcs 18
Kg 18,1
mc 0,198

6W 2N1.000.G2K

E27 lampholder 2N1.000.P27

E27 with sensor 2N1.000.PS7

20W 2N1.000.D2K

180

280

180

280

160

250

160

250

GIOVA/GERMANA GERMANA

2 CCT SETTABLE GX53 LED LAMPS INCLUDED
3000K/4000K/6500K

BOLLARD VERSION
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GIOVA/GIUSEPPE
FLOODLIGHT

4P1.702.B1K

PUBLIC RESIDENTIAL

WALL GROUND POST

INDOOR
OUTDOOR

  

with 2x E27

e corrosione. Idoneo per installazioni 

posizione. Fornito con

grado di protezione IP66.  

GIOVA/GIUSEPPE
4P1.702
4P2.702

UV-TREATED

ANTI-SHOCK TEMPERATURERECYCLABLE

DOUBLE
INSULATION

IECEE CB
SCHEME

3000 K 4000 K 6500 K

CCT SETTABLE
2700 K
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2x E27

4P2.702

 with 
 

with . 

*ADD.
SUFFIX

2x E27 .E28

2x E27
+ SENSOR .ES8

4x GX53 LED

4P2.702

. 

100 - 240 V
LAMP POWER LUMINOUS FLUX COLOUR

TEMP.
*ADD.
SUFFIX

GX53
LED

40W

6500 K

.D4K4000 K

3000 K

4x 10W
5160 Lm

100W
SON-HQI

SAVE 60%

GIOVA/GIUSEPPE - COMPONENTS

GIOVA/GIUSEPPE
FLOODLIGHT

GIUSEPPEGIOVA/GIUSEPPE

GX53 LED

4P1.702

 

100 - 240 V
LAMP POWER LUMINOUS FLUX COLOUR

TEMP.
*ADD.
SUFFIX

GX53
LED

7,2 W
6500 K

.A1K4000 K
2700 K

11,3 W
6500 K

.B1K4000 K
2700 K

17 W
6500 K

.E1K4000 K
2700 K

GX53
LED

7,2 W
+ SENSOR

6500 K
.ASK4000 K

2700 K

11,3 W
+ SENSOR

6500 K
.BSK4000 K

2700 K

17 W
+ SENSOR

6500 K
.ESK4000 K

2700 K

3000 K 4000 K 6500 K

CCT SETTABLE
2700 K

7,2W
11,3W

17W

60W
100W
150W

incandescent

SAVE 88%

FU
LLY

PRE-W
IRED

FU
LLY

PRE-W
IRED

FU
LLY

PRE-W
IRED

Dimensions and weight 
Height:150 mm 
Width: 300 mm
Weight: 2,8 Kg 

GIUSEPPE

Moulded Colours: 

Diffuser PMMA:
Grey WhiteBlack

Opal

LED LAMPS 

LVD ERPEMC

Comply with:
     

300

DIFFUSER 

DIFFUSORE

COVER

COVER 
raggi UV.

BODY

CORPO 

BRACKET

BRACCIO
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GIOVA/GIUSEPPE
FLOODLIGHT

4P2.702.D4K

4P2.702.D4K
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GIOVA/GIUSEPPE
FLOODLIGHT

300

300

340

340

300

300

340

340

GIOVA/GIUSEPPE GX53

GIOVA/GIUSEPPE 2xE27

Pcs 10
Kg 21
mc 0,195

Pcs 10
Kg 31
mc 0,195

40W 4P2.702.D4K

2xE27 lampholder 4P2.702.E28

2xE27 with sensor 4P2.702.ES8

11,3W 4P1.702.B1K

7,2W 4P1.702.A1K

17W 4P1.702.E1K

GIUSEPPEGIOVA/GIUSEPPE

CCT SETTABLE GX53 LED LAMPS INCLUDED

POST SYSTEM VERSION
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4P2.000.D4K

PUBLIC RESIDENTIAL

WALL CEILING POST

INDOOR
OUTDOOR

 
2x E27

corrosione. Idoneo per installazioni a 

grado di protezione IP66. 

GIUSEPPE
4P1.000
4P2.000

UV-TREATED

ANTI-SHOCK TEMPERATURERECYCLABLE

DOUBLE
INSULATION

IECEE CB
SCHEME

3000 K 4000 K 6500 K

CCT SETTABLE
2700 K

- 188 -
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GIUSEPPE
FLOODLIGHT



GIUSEPPE
FLOODLIGHT

GIUSEPPE - COMPONENTS

Dimensions and weight 
Height:150 mm 
Width: 300 mm
Weight: 2,8 Kg 

GIUSEPPE

300

GIUSEPPEGIOVA/GIUSEPPE

DIFFUSER 

DIFFUSORE

COVER

COVER 
ai raggi UV.

BODY

CORPO

Moulded Colours: 

Diffuser PMMA:
Grey WhiteBlack

Opal

2x E27

4P2.000

 with 
 

with . 

*ADD.
SUFFIX

2x E27 .E28

2x E27
+ SENSOR .ES8

4x GX53 LED

4P2.000

100 - 240 V
LAMP POWER LUMINOUS FLUX COLOUR

TEMP.
*ADD.
SUFFIX

GX53
LED

40W

6500 K

.D4K4000 K

3000 K

4x 10W
5160 Lm

100W
SON-HQI

SAVE 60%

GX53 LED

4P1.000

 

100 - 240 V
LAMP POWER LUMINOUS FLUX COLOUR

TEMP.
*ADD.
SUFFIX

GX53
LED

7,2 W
6500 K

.A1K4000 K
2700 K

11,3 W
6500 K

.B1K4000 K
2700 K

17 W
6500 K

.E1K4000 K
2700 K

GX53
LED

7,2 W
+ SENSOR

6500 K
.ASK4000 K

2700 K

11,3 W
+ SENSOR

6500 K
.BSK4000 K

2700 K

17 W
+ SENSOR

6500 K
.ESK4000 K

2700 K

3000 K 4000 K 6500 K

CCT SETTABLE
2700 K

7,2W
11,3W

17W

60W
100W
150W

incandescent

SAVE 88%

FU
LLY

PRE-W
IRED

FU
LLY

PRE-W
IRED

FU
LLY

PRE-W
IRED

LED LAMPS 

LVD ERPEMC

Comply with:
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GIUSEPPE
FLOODLIGHT

4P2.000.D4K

4P1.000.E1K

4P2.000.D4K
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GIUSEPPE
FLOODLIGHT

300

300

150

300

300

300

150

300

GIUSEPPE GX53

GIUSEPPE 2xE27

Pcs 10
Kg 29
mc 0,195

Pcs 10
Kg 19
mc 0,195

11,3W 4P1.000.B1K

7,2W 4P1.000.A1K

17W 4P1.000.E1K

2xE27 lampholder 4P2.000.E28

2xE27 with sensor 4P2.000.ES8

40W 4P2.000.D4K

GIUSEPPEGIOVA/GIUSEPPE

CCT SETTABLE GX53 LED LAMPS INCLUDED

BOLLARD VERSION

- 191 -

U
P&

D
O

W
N

D
O

W
N

LI
G

H
T

IN
-G

RO
U

N
D

B
R

IC
K

LI
G

H
T

FL
O

O
D

LI
G

TH
B
O

LL
A

R
D

B
U

LK
H

EA
D

SO
LA

R
G

A
R
D

EN
U

RB
A

N
 C

LA
SS

IC
U

RB
A

N
 M

O
D

ER
N

PO
ST

LA
M

PS
  

  
CO

M
PA

N
Y

  
  

 R
EF

ER
EN

CE
S



- 192 -- 192 -- 192 -

U
P&

D
O

W
N

D
O

W
N

LI
G

H
T

IN
-G

RO
U

N
D

B
R

IC
K

LI
G

H
T

FL
O

O
D

LI
G

TH
B
O

LL
A

R
D

B
U

LK
H

EA
D

SO
LA

R
G

A
R
D

EN
U

RB
A

N
 C

LA
SS

IC
U

RB
A

N
 M

O
D

ER
N

PO
ST

LA
M

PS
  

  
CO

M
PA

N
Y

  
  

 R
EF

ER
EN

CE
S



- 193 -- 193 -

BOLLARD
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STEVEN
BOLLARD

ST1.531.Z1R

- 194 -

PUBLIC RESIDENTIALUV-TREATED

ANTI-SHOCK TEMPERATURERECYCLABLE

DOUBLE
INSULATION

IECEE CB
SCHEME

POST
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BOLLARD
STEVEN

STEVEN

Ø 50

STEVEN

STEVEN - COMPONENTS

G9 LED 100 - 240 V

LAMP POWER LUMINOUS FLUX  
UP TO

COLOUR
TEMP.

*ADD.
SUFFIX

1,7 W
4000 K .Z1L

3000 K .Z1RG9
LED

Dimensions and weight 
Diameter: 50 mm
Height: 450 mm 
Weight: 0,65 Kg

HOUSING

CASSA

COVER

COVER

DIFFUSER

DIFFUSORE

LED LAMPS 

LVD ERPEMC

Comply with:
     

POLE 

PALO

Cover colours: 

Diffuser PC:

 
Blue Green Orange

Frosted

GreyBlack White

GROUND
INSTALLATION

SPIKE
INSTALLATION
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STEVEN
BOLLARD

ST1.531.Z1L

ST1.531.Z1L

ST1.531.Z1L

Z1L1
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STEVEN
BOLLARD

STEVEN

Pcs 10
Kg 8,5
mc 0,092

450

Ø50

130

STEVEN

ST1.531.Z1L 1,7W ST1.531.Z1R

G9 LED LAMP INCLUDED4000K 3000K

450

Ø50

200

130

GROUND
INSTALLATION

SPIKE
INSTALLATION
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ESTER
SQUARE BOLLARD

DS1.564.D1K

- 198 -

 . 

con 

PUBLIC RESIDENTIAL

WALL POST SPIKE

UV-TREATED

ANTI-SHOCK TEMPERATURERECYCLABLE

DOUBLE
INSULATION

IECEE CB
SCHEME

3000 K 4000 K 6500 K

CCT SETTABLE
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SQUARE BOLLARD
ESTER

ESTER COMPONENTS ESTER

CAP 

CALOTTA
stab

REFLECTOR

RIFLETTORE

126

Dimensions
Height: 165/500/800 mm
Width: 126 mm
Depth: 126 mm
Moulded colours: 

Diffuser PMMA:

Black White

Grey

Clear

GX53 LED 100 - 240 V

LAMP POWER LUMINOUS FLUX  COLOUR
TEMP.

*ADD.
SUFFIX

GX53
LED

3 W
6500 K

.G1K4000 K
3000 K

10 W
6500 K

.D1K4000 K
3000 KGX53

LED

DIFFUSER

DIFFUSORE

 

X
xy

2

2

2

2

2 2

2

2

5

5

5

5

5

5

5

5

5

10

10

10

10
10

10

10

20

20

20
20

20

20
40

40

40

40

40

40

60

60

60

60

60

80

80

80

80

80

100

100

100

100

100

PHOTOMETRIC DATA SAMPLE

ESTER 800
10W.

ESTER ELISA

CCT SETTABLE LED LAMP

3000 K 4000 K 6500 K

3W
410 Lm

40W
incandescent

10W
1290 Lm

100W
incandescent

SAVE 93%

SAVE 90%

LED LAMPS 

LVD ERPEMC

Comply with:
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SQUARE BOLLARD
ESTER

DS1.560.D1L

DS1.564.D1K

DS1.563.D1K

DS1.561.D1K

DS1.560.D1K
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SQUARE BOLLARD
ESTER

ESTER 800 ESTER 500

ESTER WALL

Pcs 6 
Kg  16 
mc  0,145

Pcs 12 
Kg  24 
mc  0,145

Pcs 18
Kg  22
mc  0,092

3W DS1.564.G1K 3W DS1.563.G1K

3W DS1.560.G1K

10W DS1.564.D1K 10W DS1.563.D1K

10W DS1.560.D1K

165

165

126

800

126

175

480

126

175

ESTER SPIKE

3W DS1.561.G1K

10W DS1.561.D1K

165

126

175

Pcs 18
Kg  23
mc  0,092

ESTER ELISA

CCT SETTABLE GX53 LED LAMP INCLUDED
3000K/4000K/6500K

CCT SETTABLE GX53 LED LAMP INCLUDED
3000K/4000K/6500K

CCT SETTABLE GX53 LED LAMP INCLUDED
3000K/4000K/6500K

CCT SETTABLE GX53 LED LAMP INCLUDED
3000K/4000K/6500K
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ELISA
SQUARE BOLLARD

- 202 -

 . 

in colore bianco e fornita con 

DS2.564.D1K

PUBLIC RESIDENTIAL

WALL POST SPIKE

UV-TREATED

ANTI-SHOCK TEMPERATURERECYCLABLE

DOUBLE
INSULATION

IECEE CB
SCHEME

3000 K 4000 K 6500 K

CCT SETTABLE
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ELISA 

ELISA

126

ELISA COMPONENTS

CAP 

CALOTTA

REFLECTOR

RIFLETTORE 

DIFFUSER

DIFFUSORE

SQUARE BOLLARD

 

X
xy

2

2

2

2

2

5

5

5

5

5

5

5

5

5

10

10

10

10

10

10

10

20

20

20

20

20

20

30

30

30

30

30

30

40

40

40

40

40

50

50

50

50

50

60

60

60
60

70

70

70

70

80

80

80

80

90

Dimensions
Height: 165/500/800 mm
Width: 126 mm
Depth: 126 mm
Moulded colours: 

Diffuser PMMA:

Black White

Grey

Clear

GX53 LED 100 - 240 V

LAMP POWER LUMINOUS FLUX  COLOUR
TEMP.

*ADD.
SUFFIX

GX53
LED

3 W
6500 K

.G1K4000 K
3000 K

10 W
6500 K

.D1K4000 K
3000 KGX53

LED

PHOTOMETRIC DATA SAMPLE

ELISA 800
10W.

3W
410 Lm

40W
incandescent

10W
1290 Lm

100W
incandescent

SAVE 93%

SAVE 90%

ESTER ELISA

CCT SETTABLE LED LAMP

3000 K 4000 K 6500 K

LED LAMPS 

LVD ERPEMC

Comply with:
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SQUARE BOLLARD
ELISA

DS2.564.D1K

DS2.560.D1K

DS2.561.D1K

DS2.563.D1K
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ELISA

ELISA 800 ELISA 500

ELISA WALL

165

165

126

800

175

126

480

175

126

ELISA SPIKE

165

175

126

3W DS2.564.G1K 3W DS2.563.G1K

3W DS2.560.G1K

10W DS2.564.D1K 10W DS2.563.D1K

10W DS2.560.D1K

3W DS2.561.G1K

10W DS2.561.D1K

ESTER ELISA
SQUARE BOLLARD

Pcs 6 
Kg  16 
mc  0,145

Pcs 12 
Kg  24 
mc  0,145

Pcs 18
Kg  22
mc  0,092

Pcs 18
Kg  23
mc  0,092

CCT SETTABLE GX53 LED LAMP INCLUDED
3000K/4000K/6500K

CCT SETTABLE GX53 LED LAMP INCLUDED
3000K/4000K/6500K

CCT SETTABLE GX53 LED LAMP INCLUDED
3000K/4000K/6500K

CCT SETTABLE GX53 LED LAMP INCLUDED
3000K/4000K/6500K
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CARLO - CARLO DECO
ROUND BOLLARD

DR1.575.L1K

- 206 -

con 

PUBLIC RESIDENTIAL

WALL POST SPIKE

CARLO DECO VERSION

2700 K 4000 K

CCT SETTABLE

UV-TREATED

ANTI-SHOCK TEMPERATURERECYCLABLE

DOUBLE
INSULATION

IECEE CB
SCHEME
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GU10 LED 100 - 240 V

LAMP POWER LUMINOUS FLUX  COLOUR
TEMP.

*ADD.
SUFFIX

GU10
LED

3,5W
4000 K

.U1K
2700 K

6W
4000 K

.L1K
2700 KGU10

LED

  
 

ROUND BOLLARD
CARLO - CARLO DECO

CARLO COMPONENTS CARLO

Ø100

Dimensions
Diameter: Ø100mm
Height: 250/400/800 mm

Moulded colours: 

Outer Diffuser PMMA:

Inner Diffuser PMMA:

Black White

Grey

Clear

Opal

CARLO AMELIACARLO DECO

3.5W
366 Lm

35W
HALOGEN

SAVE 90%

6W
615 Lm

50W
HALOGEN

SAVE 88%

CCT SETTABLE LED LAMP

2700 K 4000 K

LED LAMPS 

LVD ERPEMC

Comply with:
     

CAP

CALOTTA 

OUTER DIFFUSER

DIFFUSORE ESTERNO

INNER DIFFUSER 

DIFFUSORE INTERNO

CONNECTION RING

GHIERA
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ROUND BOLLARD
CARLO

DR1.571.L1K

DR1.575.L1K

DR1.573.L1K

DR1.570.L1K

DR1.574.L1K
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340

170

260

110

250

180

100

800

Ø155

100

400

Ø155

100

250

100

ROUND BOLLARD
CARLO

3,5W DR1.575.U1K 3,5W DR1.574.U1K 3,5W DR1.573.U1K

3,5W DR1.571.U1K 3,5W DR1.570.U1K 3,5W DR1.572.U1K

CARLO 800 CARLO 400 CARLO 250

CARLO-FS CARLO WALL CARLO SPIKE

Pcs 6
Kg  15
mc  0,147

Pcs 12
Kg  22,5
mc  0,147

Pcs 20
Kg  21
mc  0,121

Pcs 20
Kg  21
mc  0,121

Pcs 20
Kg  21
mc  0,121

Pcs 20
Kg  21
mc  0,121

CARLO AMELIA

6W DR1.575.L1K 6W DR1.574.L1K 6W DR1.573.L1K

CCT SETTABLE GU10 LED LAMP INCLUDED
2700K/4000K

CCT SETTABLE GU10 LED LAMP INCLUDED
2700K/4000K

CCT SETTABLE GU10 LED LAMP INCLUDED
2700K/4000K

6W DR1.571.L1K 6W DR1.570.L1K 6W DR1.572.L1K

CCT SETTABLE GU10 LED LAMP INCLUDED
2700K/4000K

CCT SETTABLE GU10 LED LAMP INCLUDED
2700K/4000K

CCT SETTABLE GU10 LED LAMP INCLUDED
2700K/4000K

CARLO DECO
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ROUND BOLLARD
CARLO DECO

DR3.571.L1K

DR3.575.L1K

DR3.573.U1K

DR3.570.L1K

DR3.574.L1K
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340

170

260

110

250

180

100

800

Ø155

100

400

Ø155

100

250

100

ROUND BOLLARD
CARLO DECO

CARLO 800 DECO CARLO 400 DECO CARLO 250 DECO

CARLO-FS DECO CARLO WALL DECO CARLO SPIKE DECO

Pcs 6
Kg  15
mc  0,147

Pcs 12
Kg  22,5
mc  0,147

Pcs 20
Kg  21
mc  0,121

Pcs 20
Kg  21
mc  0,121

Pcs 20
Kg  21
mc  0,121

Pcs 20
Kg  21
mc  0,121

3,5W DR3.575.U1K 3,5W DR3.574.U1K 3,5W DR3.573.U1K

3,5W DR3.571.U1K 3,5W DR3.570.U1K 3,5W DR3.572.U1K

6W DR3.575.L1K 6W DR3.574.L1K 6W DR3.573.L1K

CCT SETTABLE GU10 LED LAMP INCLUDED
2700K/4000K

CCT SETTABLE GU10 LED LAMP INCLUDED
2700K/4000K

CCT SETTABLE GU10 LED LAMP INCLUDED
2700K/4000K

6W DR3.571.L1K 6W DR3.570.L1K 6W DR3.572.L1K

CCT SETTABLE GU10 LED LAMP INCLUDED
2700K/4000K

CCT SETTABLE GU10 LED LAMP INCLUDED
2700K/4000K

CCT SETTABLE GU10 LED LAMP INCLUDED
2700K/4000K

CARLO AMELIACARLO DECO
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AMELIA
ROUND BOLLARD

DR2.575.T1K

- 212 -

con 

PUBLIC RESIDENTIAL

WALL POST SPIKE

2700 K 4000 K 6500 K

CCT SETTABLE

UV-TREATED

ANTI-SHOCK TEMPERATURERECYCLABLE

DOUBLE
INSULATION

IECEE CB
SCHEME
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ROUND BOLLARD
AMELIA

AMELIA COMPONENTS AMELIA

Moulded colours: 

Diffuser PMMA:

Black White

Grey

Opal

AMELIA COMPONENTS

E27 LED 100 - 240 V

LAMP POWER LUMINOUS FLUX  
UP TO

COLOUR
TEMP.

*ADD.
SUFFIX

8,5 W

6500 K

.V1K4000 K

2700 K

11W

6500 K

.T1K4000 K

2700 K

8,5W
11W

60W
75W

incandescent

CCT SET
LED E27

CCT SET
LED E27 

SAVE 85%

Ø100

Dimensions
Diameter: Ø100mm
Height: 250/400/800 mm

CARLO AMELIACARLO DECO

CCT SETTABLE LED LAMP

2700 K 4000 K 6500 K

LED LAMPS 

LVD ERPEMC

Comply with:
     

CAP

CALOTTA 

DIFFUSER

DIFFUSORE

CONNECTION RING

GHIERA
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ROUND BOLLARD
AMELIA

DR2.571.V1K

DR2.575.T1K

DR2.572.T1K

DR2.570.V1K

DR2.574.T1K
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800

Ø155

100

400

Ø155

100

250

100

8,5W DR2.575.V1K

11W DR2.575.T1K

8,5W DR2.574.V1K

11W DR2.574.T1K

8,5W DR2.573.V1K

11W DR2.573.T1K

8,5W DR2.571.V1K

11W DR2.571.T1K

8,5W DR2.570.V1K

11W DR2.570.T1K

8,5W DR2.572.V1K

11W DR2.572.T1K

ROUND BOLLARD
AMELIA

340

170

260

110

250

180

100

AMELIA 800 AMELIA 400 AMELIA 250

AMELIA-FS AMELIA WALL AMELIA SPIKE

Pcs 6
Kg  15
mc  0,147

Pcs 12
Kg  22,5
mc  0,147

Pcs 20
Kg  21
mc  0,121

Pcs 20
Kg  21
mc  0,121

Pcs 20
Kg  21
mc  0,121

Pcs 20
Kg  21
mc  0,121

CARLO AMELIACARLO DECO

CCT SETTABLE E27 LED LAMP INCLUDED
2700K/4000K/6500K

CCT SETTABLE E27 LED LAMP INCLUDED
2700K/4000K/6500K

CCT SETTABLE E27 LED LAMP INCLUDED
2700K/4000K/6500K

CCT SETTABLE E27 LED LAMP INCLUDED
2700K/4000K/6500K

CCT SETTABLE E27 LED LAMP INCLUDED
2700K/4000K/6500K

CCT SETTABLE E27 LED LAMP INCLUDED
2700K/4000K/6500K
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SAURO LED

D15.555.D1KCRB

- 216 -

PUBLIC RESIDENTIAL

WALL POST

. 

Fornita con  

3000 K 4000 K 6500 K

CCT SETTABLE

UV-TREATED

ANTI-SHOCK TEMPERATURERECYCLABLE

DOUBLE
INSULATION

IECEE CB
SCHEME
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SAURO LED

SAURO LED COMPONENTS SAURO LED

Ø150

Dimensions
Diameter: Ø150 mm
Height: 500/800/1100 mm

Moulded colours: 

Painted colours: 

Diffuser PMMA:

Black White

Antique
green

Antique
bronze

Opal

Grey

Clear

GX53 LED 100 - 240 V

LAMP POWER LUMINOUS FLUX  COLOUR
TEMP.

*ADD.
SUFFIX

10 W
6500 K

.D1K4000 K
3000 K

 

GX53
LED

2

2

2

2

2

2

2

2

2

2 5

5

5

5
5

5

5

5

10

10

10
10

10

10 20

20

20

20

20

30

30
30

30
30

40

40
40

40
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50

50

50

50

60

60

60

60

70

70

70

70
80

80
80

9090 90

PHOTOMETRIC DATA SAMPLE

SAURO 1100 GX53 LED
10W.

10W
1290 Lm

100W
incandescent

SAVE 90%

SAURO LED SAURO E27

CCT SETTABLE LED LAMP

3000 K 4000 K 6500 K

LED LAMPS 

LVD ERPEMC

Comply with:
     

CAP 

CALOTTA

DISK

DISCO 

DIFFUSER

DIFFUSORE

White REFLECTOR

RIFLETTORE

CONNECTION RING

GHIERA

U
P&

D
O

W
N

D
O

W
N

LI
G

H
T

IN
-G

RO
U

N
D

B
R

IC
K

LI
G

H
T

FL
O

O
D

LI
G

TH
B
O

LL
A

R
D

B
U

LK
H

EA
D

SO
LA

R
G

A
R
D

EN
U

RB
A

N
 C

LA
SS

IC
U

RB
A

N
 M

O
D

ER
N

PO
ST

LA
M

PS
  

  
CO

M
PA

N
Y

  
  

 R
EF

ER
EN

CE
S



- 218 -

SAURO LED

D15.554.D1KCRB

D15.505.D1KCRB

D15.553.D1KCRB
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SAURO LED

1100

Ø245

150

800

Ø245

150

500

Ø245

150

520

240

150

SAURO 1100 LED SAURO 800 LED MIRELLA LED

SAURO 500 LED

Pcs 1
Kg  4,2
mc  0,068

Pcs 1
Kg  3,4
mc  0,05

Pcs 1
Kg  2,7
mc  0,032

Pcs 1
Kg  2
mc  0,032

10W D15.555.D1KCRB 10W D15.554.D1KCRB 10W D15.505.D1KCRB

10W D15.553.D1KCRB

SAURO LED SAURO E27

CCT SETTABLE GX53 LED LAMP INCLUDED
3000K/4000K/6500K

CCT SETTABLE GX53 LED LAMP INCLUDED
3000K/4000K/6500K

CCT SETTABLE GX53 LED LAMP INCLUDED
3000K/4000K/6500K

CCT SETTABLE GX53 LED LAMP INCLUDED
3000K/4000K/6500K
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Classic hexagonal lanterns made of 
shockproof resin material, UV-rays 
stabilized, rust and corrosion-free.  
Modular construction in two design 
options suitable for post top, hanging 
and wall installation.

Lanterna esagonale classica realizzata 
in resina antiurto, stabilizzata ai 
raggi uv, inattaccabile da ruggine e 
corrosione. Disponibile in due varianti 
decorative, idonea per il montaggio a 
palo, a sospensione o a parete. 

SAURO E27

D15.554.FC1

- 220 -

PUBLIC RESIDENTIAL

WALL POST

UV-TREATED

ANTI-SHOCK TEMPERATURERECYCLABLE

DOUBLE
INSULATION
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SAURO E27 COMPONENTS SAURO E27

ROUND BOLLARD  - CLASSIC
SAURO E27

CAP 

CALOTTA

DIFFUSER

DIFFUSORE 

PHOTOMETRIC DATA SAMPLE
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20

20
20

20

20

20

SAURO1100 E27 CCT SET-opal 11W.

Sauro height 1,1mt
Area: 6x6 mt - average 8,5 lux

The photometric data for all the 
versions are available upon request or 
on our website.

Dimensions
Diameter: Ø150 mm
Height: 500/800/1100 mm

Moulded colours: 

Painted colours: 

Diffuser PMMA:

Black White

Antique
green

Antique
bronze

Opal

Grey (except Nardo)

Clear

E27 VERSIONS 100 - 240 V

max 190 mm

max 23W

E27

6,5 W

8,5 W

11 W

FILAMENT
LED E27

CCT SET
LED E27

CCT SET
LED E27 

Ø150

SAURO LED SAURO E27

* ADD THESE SUFFIXES TO THE REFERENCES 
MENTIONED IN THE CATALOGUE

LED LAMPS 

Technical details on page 596.

LVD ERPEMC

Comply with:
     

CONNECTION RING
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D15.555.FC1

D15.554.FC1

D15.505.FRA

SAURO E27
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1100

Ø245

150

800

Ø245

150

500

Ø245

150

520

240

150

D15.555 D15.554 D15.505

D15.553

SAURO 1100 SAURO 800 MIRELLA

SAURO 500

SAURO E27

Pcs 1
Kg  4
mc  0,068

Pcs 1
Kg  3,2
mc  0,05

Pcs 1
Kg  2,5
mc  0,037

Pcs 1
Kg  1,8
mc  0,032

SAURO LED SAURO E27
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NOME
CATEGORIA

- 224 -

1R3.613.X10

Bollard range in modern style, made 
in shockproof resin material, UV rays 
stabilized, rust and corrosion-free. Poles 
available in two different sizes. Modular 
system for single or double luminaries 
installation. To be combined with LUCIA 
and MADDI bulkhead range 
(pag. 278 - 282). Insulation class II, 
protection rating IP66. 

Gamma di bollard in stile moderno, 
realizzata in resina antiurto, stabilizzata 
ai raggi UV, inattaccabile da ruggine e 
corrosione. Palo disponibile in due diverse 
misure. Sistema modulare per permettere 
l’ installazione singola o doppia dei 
corpi illuminanti. Da combinarsi con la 
gamma di plafoniere LUCIA e MADDI 
(pag. 278 - 282). Classe di isolamento II, 
grado di protezione IP66.

GABRI - MINIGABRI/ RANGE
BULKHEAD BOLLARD

PUBLIC RESIDENTIAL

POST

UV-TREATED

ANTI-SHOCK TEMPERATURERECYCLABLE

DOUBLE
INSULATION

IECEE CB
SCHEME

2700 K 4000 K 6500 K

CCT SETTABLE
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LUMINARIES INSTALLATION

POST made in shockproof resin material, UV rays stabilized, rust 
and corrosion-free. Moulded colours in paste, no maintenance 
or painting required. Post and base are made of one piece only 
without joints to withstand the most strong stress. Provided with 
screws for ground xation.

PALO realizzato in resina antiurto, stabilizzato ai raggi UV, 
inattaccabile da ruggine e corrosione. Colore stampato in pasta, 
non necessita di verniciatura. Palo e basamento sono fabbricati 
in un unico pezzo senza giunzioni per resistere alle più forti 
sollecitazioni. Provvisto di viti per il ssaggio a terra.  

GABRI - MINIGABRI /RANGE
BULKHEAD BOLLARD

AMELIA COMPONENTS

Moulded colours: 

Diffuser PMMA:

Black White

Grey

Opal

POLES GABRI POST

MINIGABRI POST

Dimensions  
Height: 800 mm 
Width: 240 mm
Depth: 240 mm

800

Ø 240

Ø 240

500

Dimensions  
Height: 500 mm 
Width: 240 mm
Depth: 240 mm

GABRI
LUCIA

MINIGABRI
LUCIA

SUITABLE BULKHEADS FOR POST INSTALLATION

MODULAR SYSTEM

SISTEMA MODULARE

REMI.

LUCIA

LUCIA a 
pag.278.

MADDI

MADDI a 
pag.282.

1R3.000

LUCIA

1V3.000

MADDI

2R3.000

LUCIA-EL

2V3.000

MADDI-VE

3R3.000

LUCIA-GD

3V3.000

MADDI-HL

BU
LK

H
EA

D
BU

LK
H

EA
D

GABRI
MADDI

MINIGABRI
MADDI

AVAILABLE LAMPS

GX53 LED
POWER LUM. FLUX  COLOUR

TEMP.
*ADD.
SUFFIX

7,2 W 920 Lm
6500 K

.A1K4000 K
2700 K

11,3 W 1510 Lm
6500 K

.B1K4000 K
2700 K

17 W 2350 Lm
6500 K

.E1K4000 K
2700 K

E27 *ADD.
SUFFIX

E27 V .E27

LED LAMPS 

LVD ERPEMC

Comply with:
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2R3.613.X20

1R3.613.X10

3R3.613.020

GABRI/LUCIA RANGE
BULKHEAD BOLLARD

U
P&

D
O

W
N

D
O

W
N

LI
G

H
T

IN
-G

RO
U

N
D

B
R

IC
K

LI
G

H
T

FL
O

O
D

LI
G

TH
B
O

LL
A

R
D

B
U

LK
H

EA
D

SO
LA

R
G

A
R
D

EN
U

RB
A

N
 C

LA
SS

IC
U

RB
A

N
 M

O
D

ER
N

PO
ST

LA
M

PS
  

  
CO

M
PA

N
Y

  
  

 R
EF

ER
EN

CE
S



- 227 -

GABRI/LUCIA  RANGE
BULKHEAD BOLLARD

1R3.613.010

GABRI/LUCIA 1L

2R3.613.010

GABRI/LUCIA-EL 1L

3R3.613.010

GABRI/LUCIA-GD 1L

1R3.613.020

GABRI/LUCIA 2L

2R3.613.020

GABRI/LUCIA-EL 2L

3R3.613.020

GABRI/LUCIA-GD 2L

1R3.613.X10

GABRI REMI/LUCIA 1L

2R3.613.X10

GABRI REMI/LUCIA-EL 1L

3R3.613.X10

GABRI REMI/LUCIA-GD 1L

2R3.613.X20

GABRI REMI/LUCIA-EL 2L

3R3.613.X20

GABRI REMI/LUCIA-GD 2L

1R3.613.X20

GABRI REMI/LUCIA 2L

Ø 240

Ø 240

Ø 240

Ø 240

Ø 240

Ø 240

Ø 240

Ø 240

Ø 240

Ø 240

Ø 240

Ø 240

Pcs 1
Kg  5
mc  0,097

Pcs 1
Kg  5
mc  0,097

Pcs 1
Kg  5
mc  0,097

Pcs 1
Kg  4
mc  0,097

Pcs 1
Kg  4
mc  0,097

Pcs 1
Kg  4
mc  0,097

Pcs 1
Kg  6
mc  0,097

Pcs 1
Kg  6
mc  0,097

Pcs 1
Kg  6
mc  0,097

Pcs 1
Kg  4,5
mc  0,097

Pcs 1
Kg  4,5
mc  0,097

Pcs 1
Kg  4,5
mc  0,097

GABRI
LUCIA

MINIGABRI
LUCIA

GABRI
MADDI

MINIGABRI
MADDI
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MINIGABRI/LUCIA RANGE
BULKHEAD BOLLARD

2R3.612.X10

1R3.612.010

3R3.612.010
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1R3.612.0201R3.612.010

MINIGABRI/LUCIA 1L MINIGABRI/LUCIA 2L

2R3.612.0202R3.612.010

MINIGABRI/LUCIA-EL 2LMINIGABRI/LUCIA-EL 1L

3R3.612.0203R3.612.010

MINIGABRI/LUCIA-GD 2LMINIGABRI/LUCIA-GD 1L

1R3.612.X10 1R3.612.X20

MINIGABRI REMI/LUCIA 2LMINIGABRI REMI/LUCIA 1L

2R3.612.X202R3.612.X10

MINIGABRI REMI/LUCIA-EL 2LMINIGABRI REMI/LUCIA-EL 1L

3R3.612.X203R3.612.X10

MINIGABRI REMI/LUCIA-GD 2LMINIGABRI REMI/LUCIA-GD 1L

Pcs 1
Kg  3,5
mc  0,065

Pcs 1
Kg  3,5
mc  0,065

Pcs 1
Kg  3,5
mc  0,065

Pcs 1
Kg  5
mc  0,065

Pcs 1
Kg  5
mc  0,065

Pcs 1
Kg  5
mc  0,065

Pcs 1
Kg  3,5
mc  0,065

Pcs 1
Kg  3,5
mc  0,065

Pcs 1
Kg  3,5
mc  0,065

Pcs 1
Kg  4,5
mc  0,065

Pcs 1
Kg  4,5
mc  0,065

Pcs 1
Kg  4,5
mc  0,065

Ø 240

Ø 240

Ø 240

Ø 240

Ø 240

Ø 240

Ø 240

Ø 240

Ø 240

Ø 240

Ø 240

Ø 240

MINIGABRI/LUCIA  RANGE
BULKHEAD BOLLARD

GABRI
LUCIA

MINIGABRI
LUCIA

GABRI
MADDI

MINIGABRI
MADDI
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2V3.613.X10

2V3.613.020

1V3.613.X20

GABRI/MADDI RANGE
BULKHEAD BOLLARD

2V3.613.020
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1V3.613.010

GABRI/MADDI 1L

2V3.613.010

GABRI/MADDI-VE 1L

1V3.613.020

GABRI/MADDI 2L

2V3.613.020

GABRI/MADDI-VE 2L

1V3.613.X201V3.613.X10

GABRI REMI/MADDI 2LGABRI REMI/MADDI 1L

2V3.613.X202V3.613.X10

GABRI REMI/MADDI-VE 2LGABRI REMI/MADDI-VE 1L

3V3.613.X203V3.613.X10

GABRI REMI/MADDI-HL 2LGABRI REMI/MADDI-HL 1L

Pcs 1
Kg  5
mc  0,097

Pcs 1
Kg  5
mc  0,097

Pcs 1
Kg  4
mc  0,097

Pcs 1
Kg  4
mc  0,097

Pcs 1
Kg  6
mc  0,097

Pcs 1
Kg  6
mc  0,097

Pcs 1
Kg  6
mc  0,097

Pcs 1
Kg  4,5
mc  0,097

Pcs 1
Kg  4,5
mc  0,097

Pcs 1
Kg  4,5
mc  0,097

Ø 240

Ø 240

Ø 240

Ø 240

Ø 240

Ø 240

Ø 240

Ø 240

Ø 240

Ø 240

BULKHEAD BOLLARD
GABRI/MADDI RANGE

GABRI
LUCIA

MINIGABRI
LUCIA

GABRI
MADDI

MINIGABRI
MADDI
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1V3.612.020

2V3.612.010

1V3.612.X10

MINIGABRI/MADDI RANGE
BULKHEAD BOLLARD

U
P&

D
O

W
N

D
O

W
N

LI
G

H
T

IN
-G

RO
U

N
D

B
R

IC
K

LI
G

H
T

FL
O

O
D

LI
G

TH
B
O

LL
A

R
D

B
U

LK
H

EA
D

SO
LA

R
G

A
R
D

EN
U

RB
A

N
 C

LA
SS

IC
U

RB
A

N
 M

O
D

ER
N

PO
ST

LA
M

PS
  

  
CO

M
PA

N
Y

  
  

 R
EF

ER
EN

CE
S



- 233 -

750

2V3.612.0202V3.612.010

MINIGABRI/MADDI-VE 2LMINIGABRI/MADDI-VE 1L

1V3.612.010 1V3.612.020

MINIGABRI/MADDI 2LMINIGABRI/MADDI 1L
1V3.612.X10 1V3.612.X20

MINIGABRI REMI/MADDI 2LMINIGABRI REMI/MADDI 1L

2V3.612.X202V3.612.X10

MINIGABRI REMI/MADDI-VE 2LMINIGABRI REMI/MADDI-VE 1L

3V3.612.X203V3.612.X10

MINIGABRI REMI/MADDI-HL 2LMINIGABRI REMI/MADDI-HL 1L

Pcs 1
Kg  3,5
mc  0,065

Pcs 1
Kg  3,5
mc  0,065

Pcs 1
Kg  3,5
mc  0,065

Pcs 1
Kg  5
mc  0,065

Pcs 1
Kg  5
mc  0,065

Pcs 1
Kg  5
mc  0,065

Pcs 1
Kg  3,5
mc  0,065

Pcs 1
Kg  3,5
mc  0,065

Pcs 1
Kg  4,5
mc  0,065

Pcs 1
Kg  4,5
mc  0,065

Ø 240

Ø 240

Ø 240

Ø 240

Ø 240

Ø 240

Ø 240

Ø 240

Ø 240

Ø 240

BULKHEAD BOLLARD
MINIGABRI /MADDI RANGE

GABRI
LUCIA

MINIGABRI
LUCIA

GABRI
MADDI

MINIGABRI
MADDI

U
P&

D
O

W
N

D
O

W
N

LI
G

H
T

IN
-G

RO
U

N
D

B
R

IC
K

LI
G

H
T

FL
O

O
D

LI
G

TH
B
O

LL
A

R
D

B
U

LK
H

EA
D

SO
LA

R
G

A
R
D

EN
U

RB
A

N
 C

LA
SS

IC
U

RB
A

N
 M

O
D

ER
N

PO
ST

LA
M

PS
  

  
CO

M
PA

N
Y

  
  

 R
EF

ER
EN

CE
S



- 234 -- 234 -

2N1.613.D2K

Bollard range in modern style, made 
in shockproof resin material, UV rays 
stabilized, rust and corrosion-free. Poles 
available in two different sizes. Modular 
system for single or double luminaries 
installation. To be combined with 
GERMANA and GIUSEPPE oodlight 
range  (pag. 180 - 188).
Insulation class II, protection rating IP66. 

Gamma di bollard in stile moderno, 
realizzata in resina antiurto, stabilizzata 
ai raggi UV, inattaccabile da ruggine e 
corrosione. Palo disponibile in due diverse 
misure. Sistema modulare per permettere 
l’ installazione singola o doppia dei 
corpi illuminanti. Da combinarsi con la 
gamma di apparecchi GERMANA e 
GIUSEPPE (pag. 180 - 188). Classe di 
isolamento II, grado di protezione IP66.

PINA - PINELA/ RANGE
BULKHEAD BOLLARD

PUBLIC RESIDENTIAL

POST

UV-TREATED

ANTI-SHOCK TEMPERATURERECYCLABLE

DOUBLE
INSULATION

IECEE CB
SCHEME

3000 K 4000 K 6500 K

CCT SETTABLE
2700 K
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AVAILABLE LAMPS

PINA - PINELA/ RANGE
BULKHEAD BOLLARD

Moulded colours: 

Diffuser PMMA:

Black White

Grey

Opal

PINA - PINELA POST

MINIPINELA POST

Dimensions  
Height: 800 mm 
Width: 240 mm
Depth: 240 mm

800

Ø 240

Ø 240

500

Dimensions  
Height: 500 mm 
Width: 240 mm
Depth: 240 mm

GERMANA

GERMANA a pag.180.

GIUSEPPE

GIUSEPPE a pag.188.

2N1.000
GERMANA

4P1.000

GIUSEPPE

FL
O

O
D

LIG
H

T
FL

O
O

D
LIG

H
T

PINAMINIPINELA PINELA

POST made in shockproof resin material, UV rays stabilized, rust 
and corrosion-free. Moulded colours in paste, no maintenance 
or painting required. Post and base are made of one piece only 
without joints to withstand the most strong stress. Provided with 
screws for ground xation.

PALO realizzato in resina antiurto, stabilizzato ai raggi UV, 
inattaccabile da ruggine e corrosione. Colore stampato in 
pasta, non necessita di verniciatura. Palo e basamento sono 
fabbricati in un unico pezzo senza giunzioni per resistere alle 
più forti sollecitazioni. Provvisto di viti per il ssaggio a terra.  

AMELIA COMPONENTSPOLES

LUMINARIES INSTALLATION

MODULAR SYSTEM for single or double luminaries 
installation. 

SISTEMA MODULARE per permettere l’installazione 
singola o doppia dei corpi illuminanti.

4P2.000

SUITABLE LUMINARIES FOR POST INSTALLATION AVAILABLE LAMPS

GX53 LED
POWER LUM. FLUX  COLOUR

TEMP.
*ADD.
SUFFIX

6W

6500 K
.G2K4000 K

3000 K

14W

6500 K
.D2K4000 K

3000 K
E27

E27 V
.P27

4X GX53 LED
POWER LUM. FLUX  COLOUR

TEMP.
*ADD.
SUFFIX

40W

6500 K
.D4K4000 K

3000 K
2x E27

2xE27 V .P27

LED LAMPS 

LVD ERPEMC

Comply with:
     

AVAILABLE LAMPS

GX53 LED
POWER LUM. FLUX  COLOUR

TEMP.
*ADD.
SUFFIX

7,2 W
6500 K

.A1K4000 K
2700 K

11,3 W
6500 K

.B1K4000 K
2700 K

17 W
6500 K

.E1K4000 K
2700 K
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2N1.613.020.D2K

PINA - PINELA RANGE
BULKHEAD BOLLARD

2N1.613.010.D2K

4P1.613.010.D4K44P44P4P14P144444P14P14P14P14P14P14P14P14P1P14P144P14P4P4P14P44P4P4444444 .61.6.61.61.61.61.61.6.61.61.61616161.61616161666613.03.03.03.03.03.03.03.03.003.03.03.03.0.003.03.003.0003.03.0. 10.10.10.10.1010.10.101010.10.101101010.010.10.11101101 .D4KD4KD4KD4KD4KD4KD4KDD4KD4KD4KD4KD4KD4KD4KD4KD4KDD KKD4KD4KD
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- 237 -

320

Ø240

943

PINELA 1L

370

Ø240

943

PINELA  2L

6W 2N1.613.010.G2K 2x6W 2N1.613.020.G2K

E27 lampholder 2N1.613.010.P27

E27 with sensor 2N1.613.010.PS7

E27 lampholder 2N1.613.020.P27

E27 with sensor 2N1.613.020.PS7

20W 2N1.613.010.D2K 2x20W 2N1.613.020.D2K

320

Ø240

700

MINIPINELA 1L

370

Ø240

700

MINIPINELA 2L

6W 2N1.612.010.G2K 2x6W 2N1.612.020.G2K

E27 lampholder 2N1.612.010.P27

E27 with sensor 2N1.612.010.PS7

E27 lampholder 2N1.612.020.P27

E27 with sensor 2N1.612.020.PS7

20W 2N1.612.010.D2K 2x20W 2N1.612.020.D2K

Pcs 1
Kg 3,5
mc 0,06

Pcs 1
Kg 4
mc 0,06

Pcs 1
Kg 4
mc 0,097

Pcs 1
Kg 5
mc 0,097

PINA - PINELA RANGE
BULKHEAD BOLLARD

PINAPINELA MINIPINELA

2 CCT SETTABLE GX53 LED LAMPS INCLUDED
3000K/4000K/6500K

2 CCT SETTABLE GX53 LED LAMPS INCLUDED
3000K/4000K/6500K

2 CCT SETTABLE GX53 LED LAMPS INCLUDED
3000K/4000K/6500K

2 CCT SETTABLE GX53 LED LAMPS INCLUDED
3000K/4000K/6500K

Ø240

300

1000

PINA 1L

Ø240

300 520

1000

PINA 2L

11,3W 4P1.613.010.B1K

7,2W 4P1.613.010.A1K

17W 4P1.613.010.E1K

2x 11,3W 4P1.613.020.B1R

2x 7,2W 4P1.613.020.A1R

2x 17W 4P1.613.020.E1R

2xE27 lampholder 4P2.613.010.E28

2xE27 with sensor 4P2.613.010.ES8
2xE27 lampholder 4P2.613.020.E28

2xE27 with sensor 4P2.613.020.ES8

40W 4P2.613.010.D4K 2x 40W 4P2.613.020.D4R

Pcs 1
Kg 4,5
mc 0,097

Pcs 1
Kg 7
mc 0,097

CCT SETTABLE GX53 LED LAMP INCLUDED CCT SETTABLE GX53 LED LAMP INCLUDED
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NOME
CATEGORIA

- 238 -- 238 -
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NOME
CATEGORIA

BULKHEAD

- 239 -
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2A1.000

RECTANGULAR
FRANCY-OP

Bulkhead lamp with no visible screws and 
front light emission. Made of shockproof 
resin material, UV-rays stabilized, rust 
and corrosion-free. Suitable for wall and 

Kelvin 
 or 

provided with  lampholder. Version 

lampadine a LED GX53 con 
Kelvin impostabile

nella versione 

UV-TREATED

ANTI-SHOCK TEMPERATURE

PUBLIC RESIDENTIAL INDOOR
OUTDOOR

RECYCLABLE

DOUBLE
INSULATION

WALL CEILING

FRANCY-OP 
2A1.000

3000 K 4000 K 6500 K

CCT SETTABLE
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E27

with E27 

LED 

*ADD.
SUFFIX

E27 .E27

LAMP POWER LUMINOUS FLUX  
UP TO

COLOUR
TEMP.

FILAMENT
LED E27

6,5 W 2700 K .F1R

8,5 W
6500 K

.V1K4000 K
3000 KCCT SET

LED E27

FRANCY-0P - COMPONENTS

RECTANGULAR
FRANCY-OP

FRANCY-OP

Dimensions and weight 
Width: 130 mm 
Height: 300 mm
Depth: 90 mm
Weight: 0,6 Kg

300

COVER

COVER

DIFFUSER

DIFFUSORE

BASE

BASE 

E27 with sensor

 with 
E27 E27  as an 

*ADD.
SUFFIX

E27 .ES7

LAMP POWER LUMINOUS FLUX  
UP TO

COLOUR
TEMP.

FILAMENT
LED E27

6,5 W 2700 K .S1R

8,5 W
6500 K

.V1K4000 K
3000 KCCT SET

LED E27

130

FU
LLY

PRE-W
IRED

FU
LLY

PRE-W
IRED

FRANCY

Moulded Colours: 

Diffuser PMMA:
Grey WhiteBlack

Opal

FRANCY-OP

GX53 LED

100 - 240 V
LAMP POWER LUMINOUS FLUX COLOUR

TEMP.
*ADD.
SUFFIX

GX53
LED 6 W

6500 K
.G2K4000 K

3000 K

2x 3W
820 Lm

60W
incandescent

SAVE 93%

FU
LLY

PRE-W
IRED

CCT SETTABLE LED LAMP (*)

3000 K 4000 K 6500 K

LED LAMPS 

LVD ERPEMC

Comply with:
     

8,5W
CCT

60W
incandescent

6,5W

SAVE  89%

(*) (*)

(*)

- 241 -
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RECTANGULAR
FRANCY-OP

2A1.000

2A1.000

- 242 -

0

- 242 -
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85

130

300 85

130

300

FRANCY-OP GX53 FRANCY-OP E27

Pcs 24
Kg  17,2
mc  0,12

Pcs 24
Kg  15,7
mc  0,12

RECTANGULAR
FRANCY-OP

FRANCY-OPFRANCY

6,5W lament 2A1.000.F1R

E27 lampholder 2A1.000.E27

E27 with sensor 2A1.000.ES7

2x3W 2A1.000.G2K

2 CCT SETTABLE GX53 LED LAMPS INCLUDED
3000K/4000K/6500K

8,5W CCT set 2A1.000.V1K

- 243 -
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SMALL ROUND
BERTINA

1B1.000.D1K

PUBLIC RESIDENTIAL INDOOR
OUTDOOR

WALL CEILING

BERTINA
1B1.000

 GX53 
LED 

corrosione. Idonea per il montaggio a 

grado di protezione IP66.
 

UV-TREATED

ANTI-SHOCK TEMPERATURERECYCLABLE

DOUBLE
INSULATION

IECEE CB
SCHEME

3000 K 4000 K 6500 K

CCT SETTABLE

- 244 -- 244 -
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BERTINA

Dimensions and weight 
Diameter: ø 200 mm
Depth: 70 mm
Weight: 0,6 Kg

Grey

Moulded colours: 

Diffuser PMMA:
Black White

Opal

ø 200
COVER 

COVER

Opal DIFFUSER

DIFFUSORE

BASE

BASE

BERTINA - COMPONENTS

BERTINA
SMALL ROUND

BERTA UMBERTABERTINA

GX53 LED 100 - 240 V

LAMP POWER LUMINOUS FLUX  COLOUR
TEMP.

*ADD.
SUFFIX

3 W

6500 K

.G1K4000 K

3000 K

10 W

6500 K

.D1K4000 K

3000 K

GX53
LED

GX53
LED

FU
LLY

PRE-W
IRED

3W
410 Lm

40W
incandescent

SAVE 93%

CCT SETTABLE LED LAMP

3000 K 4000 K 6500 K

LED LAMPS 

LVD ERPEMC

Comply with:
     

10W
1290 Lm

100W
incandescent

SAVE 90%

- 245 -
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BERTINA

1B1.000.D1K

1B1.000.D1K

SMALL ROUND

- 246 -- 246 -
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BERTINA

BERTINA

BERTA UMBERTABERTINA

3W 1B1.000.G1K

10W 1B1.000.D1K

Pcs  45
Kg  30
mc  0,194

SMALL ROUND

Ø200 70

Ø200

CCT SETTABLE GX53 LED LAMP INCLUDED
3000K/4000K/6500K

- 247 -
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MEDIUM ROUND
BERTA

1B2.000

 GX53 LED or E27

Plafoniera circolare 

 o . Classe di 

BERTA
1B2.000

PUBLIC RESIDENTIAL INDOOR
OUTDOOR

WALL CEILING

UV-TREATED

ANTI-SHOCK TEMPERATURERECYCLABLE

DOUBLE
INSULATION

IECEE CB
SCHEME

2700 K 4000 K 6500 K

CCT SETTABLE

- 248 -
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BERTA

Grey

Moulded colours: 

Diffuser PMMA:
Black White

Opal

ø 275
COVER 

COVER 

Opal DIFFUSER

DIFFUSORE

BASE

BASE

BERTA - COMPONENTS

BERTA
MEDIUM ROUND

Dimensions and weight 
Diameter: ø 275 mm
Depth: 80 mm
Weight: 1 Kg

BERTA UMBERTABERTINA

GX53 LED

100 - 240 V
LAMP POWER LUMINOUS FLUX  COLOUR

TEMP.
*ADD.
SUFFIX

GX53
LED

7,2 W
6500 K

.A1K4000 K
2700 K

11,3 W
6500 K

.B1K4000 K
2700 K

17 W
6500 K

.E1K4000 K
2700 K

7,2W
11,3W

17W

60W
100W
150W

incandescent

E27

 with E27 

E27 .P27

E27 + SENSOR .PS7

SAVE 88%

FU
LLY

PRE-W
IRED

FU
LLY

PRE-W
IRED

*ADD.
SUFFIX

CCT SETTABLE LED LAMP

2700 K 4000 K 6500 K

LED LAMPS 

LVD ERPEMC

Comply with:
     

- 249 -
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BERTA

1B2.000

1B2.000

MEDIUM ROUND

- 250 -- 250 -
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BERTA

Ø275 80

Ø275

Ø275 80

Ø275

BERTA GX53 BERTA E27

BERTA UMBERTABERTINA

7,2W 1B2.000.A1K

11,3W 1B2.000.B1K

17W 1B2.000.E1K

E27 lampholder 1B2.000.P27

E27 with sensor 1B2.000.PS7

Pcs  16
Kg  20
mc  0,194

Pcs  16
Kg  16,8
mc  0,194

MEDIUM ROUND

CCT SETTABLE GX53 LED LAMP INCLUDED
2700K/4000K/6500K
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LARGE ROUND
UMBERTA

1B3.000

screws.

 or 2xE27

, 

o 

PUBLIC RESIDENTIAL INDOOR
OUTDOOR

WALL CEILING

UV-TREATED

ANTI-SHOCK TEMPERATURERECYCLABLE

DOUBLE
INSULATION

IECEE CB
SCHEME

2700 K 4000 K 6500 K

CCT SETTABLE

UMBERTA
1B3.000

- 252 -- 252 -
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UMBERTA - COMPONENTS UMBERTA

ø 350

UMBERTA
LARGE ROUND

BERTA UMBERTABERTINA

Dimensions and weight 
Diameter: ø 350 mm
Depth: 94 mm
Weight: 1,3 Kg

Opal DIFFUSER

DIFFUSORE

BASE
REFLECTIVE PLATE

BASE PIATTO RIFLETTENTE

COVER

COVER

Grey White

Moulded Colours: 

Diffuser PMMA:
Black

Opal

GX53 LED

100 - 240 V
LAMP POWER LUMINOUS FLUX  COLOUR

TEMP.
*ADD.
SUFFIX

GX53
LED

7,2 W
6500 K

.A1K4000 K
2700 K

11,3 W
6500 K

.B1K4000 K
2700 K

17 W
6500 K

.E1K4000 K
2700 K

GX53
LED

7,2 W
+ SENSOR

6500 K
.ASK4000 K

2700 K

11,3 W
+ SENSOR

6500 K
.BSK4000 K

2700 K

17 W
+ SENSOR

6500 K
.ESK4000 K

2700 K

E27

 

*ADD.
SUFFIX

E27 .E27

2x E27 .E28

E27 + SENSOR .ES7

2x E27 + SENSOR .ES8

EMERGENCY VERSION

1B3.000.EM1

FU
LLY

PRE-W
IRED

FU
LLY

PRE-W
IRED

7,2W
11,3W

17W

60W
100W
150W

incandescent

SAVE 88%

CCT SETTABLE LED LAMP

2700 K 4000 K 6500 K

LED LAMPS 

LVD ERPEMC

Comply with:
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UMBERTA

1B3.000

1B3.000

LARGE ROUND

- 254 -
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UMBERTA

Ø350 90

Ø350

Ø350 90

Ø350

UMBERTA GX53 UMBERTA E27

BERTA UMBERTABERTINA

7,2W 1B3.000.A1K

11,3W 1B3.000.B1K

17W 1B3.000.E1K

1xE27 lampholder 1B3.000.E27

2xE27 lampholder 1B3.000.E28

1xE27 with sensor 1B3.000.ES7

2xE27 with sensor 1B3.000.ES8

Pcs  12
Kg 22
mc  0,198

Pcs  12
Kg 19,6
mc  0,198

LARGE ROUND

CCT SETTABLE GX53 LED LAMP INCLUDED
2700K/4000K/6500K
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ROUND SHAPE
UMBERTA
LARGE ROUND
UMBERTA EMERGENCY

1B3.000.EM1

dalla modalità “Normale” alla modalità 

di protezione IP66.

UV-TREATED

ANTI-SHOCK TEMPERATURE

PUBLIC RESIDENTIAL INDOOR
OUTDOOR

RECYCLABLE

DOUBLE
INSULATION

WALL CEILING

UMBERTA 
EMERGENCY

1B3.000.EM1

- 256 -- 256 -
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150W
incandescent

15W

Emergency details

BERTA UMBERTABERTINA

LARGE ROUND
UMBERTA EMERGENCY

PRODUCT TYPE
Wall and Ceiling bulkhead with 
Emegency kit

OPERATING VOLTAGE 220~240 vAC

LUMINOUS FLUX
& POWER

LED TYPE

CRI

PF (POWER FACTOR) >0.95

BEAM ANGLE 120°

OPERATING 
TEMPERATURE 0~50°C

BATTERY

BATTERY 
OPERATING TIME

BATTERY 
CHARGING TIME 24 hours

Drivers
Standards

Standards

GREEN LED

emergency 
light and shows 
that the system 

correctly.

TEST BUTTON
Bulkhead 
provided with 

MAINTAINED 
EMERGENCY
Normal mode:

Emergency 
mode:

UMBERTA EMERGENCY - COMPONENTS UMBERTA

ø 350

Dimensions and weight 
Diameter: ø 350 mm
Depth: 94 mm
Weight: 2,3 Kg

Grey White

Moulded Colours: 

Diffuser PMMA:
Black

Opal

UMBERTA MAINTAINED EMERGENCY

94350

350

1B3.000.EM1

Pcs  12
Kg 25
mc  0,198

SAVE 90%
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ROUND
GELMI RANGE

2G3.000

 or 
E27 

a palpebra o a griglia. Realizzata in 

Idonea per il montaggio a parete e a 

 o . Classe 

PUBLIC RESIDENTIAL INDOOR
OUTDOOR

WALL CEILING

UV-TREATED

ANTI-SHOCK TEMPERATURERECYCLABLE

DOUBLE
INSULATION

IECEE CB
SCHEME

2700 K 4000 K 6500 K

CCT SETTABLE

GELMI
1G3.000

GELMI-EL
2G3.000

GELMI-GR
3G3.000U

P&
D

O
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D

O
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H
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GX53 LED

Bulkhead supplied and complete 
Kelvin 

available.

 Quick and easy lamp 

GX53
LED

7,2W
11,3W

17W

60W
100W
150W

incandescent

E27

Bulkhead supplied  with 

side.

max 160 mm

ROUND
GELMI RANGE

GELMI - COMPONENTS GELMI

Dimensions and weight 
Diameter: ø 313 mm
Depth: 90 mm
Weight: 1 Kg

Grey

Moulded colours: 

Diffuser PMMA:
Black White

Opal

ø 313

GELMI-GRGELMI-ELGELMI

 made of shockproof resin material, UV-rays 

disponibile nella versione ad anello, a palpebra e a 
griglia.

 made of UV-rays stabilized 

 made of shockproof resin material, UV-rays 

* ADD THESE SUFFIXES TO THE REFERENCES 
MENTIONED IN THE CATALOGUE

CCT SETTABLE LED LAMP

2700 K 4000 K 6500 K

LED LAMPS 

LVD ERPEMC

Comply with:
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ROUND
GELMI RANGE

1G3.000

3G3.0002G3.000

- 260 -
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ROUND
GELMI RANGE

Ø313 90

Ø313

Ø313 90

Ø313

Ø313 90

Ø313

Ø313 90

Ø313

Ø313 90

Ø313

Ø313 90

Ø313

GELMI-EL GX53 GELMI-EL E27

GELMI GX53 GELMI E27

GELMI-GR GX53 GELMI-GR E27

GELMI-GRGELMI-ELGELMI

Pcs  16
Kg  20
mc  0,194

Pcs  16
Kg  16,8
mc  0,194

Pcs  16
Kg  20
mc  0,194

Pcs  16
Kg  16,8
mc  0,194

Pcs  16
Kg  20
mc  0,194

Pcs  16
Kg  16,8
mc  0,194

7,2W 1G3.000.A1K

11,3W 1G3.000.B1K

17W 1G3.000.E1K

7,2W 3G3.000.A1K

11,3W 3G3.000.B1K

17W 3G3.000.E1K

7,2W 2G3.000.A1K

11,3W 2G3.000.B1K

17W 2G3.000.E1K

E27 lampholder 1G3.000.E27

E27 with sensor 1G3.000.ES7

E27 lampholder 2G3.000.E27

E27 with sensor 2G3.000.ES7

E27 lampholder 3G3.000.E27

E27 with sensor 3G3.000.ES7

CCT SETTABLE GX53 LED LAMP INCLUDED
2700K/4000K/6500K

CCT SETTABLE GX53 LED LAMP INCLUDED
2700K/4000K/6500K

CCT SETTABLE GX53 LED LAMP INCLUDED
2700K/4000K/6500K
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NOME
CATEGORIAOVAL SHAPEOVAL
DANZI RANGE

1D3.000

 GX53 
LED or E27

a palpebra o a griglia. Realizzata in 

Idonea per il montaggio a parete e a 

 o 

protezione IP66.

PUBLIC RESIDENTIAL INDOOR
OUTDOOR

WALL CEILING

UV-TREATED

ANTI-SHOCK TEMPERATURERECYCLABLE

DOUBLE
INSULATION

IECEE CB
SCHEME

2700 K 4000 K 6500 K

CCT SETTABLE

DANZI-GR
3D3.000

DANZI
1D3.000

DANZI-VE
2D3.000
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OVAL
DANZI RANGE

DANZI

Dimensions and weight 
Width: 245 mm
Height: 338 mm
Depth: 90 mm
Weight: 1 Kg

338

Grey

Moulded colours: 

Diffuser PMMA:
Black White

Opal

245

DANZI - COMPONENTS

COVER

COVER

a griglia.

Opal DIFFUSER

DIFFUSORE

GX53 LED

100 - 240 V
LAMP POWER LUMINOUS FLUX  COLOUR

TEMP.
*ADD.
SUFFIX

GX53
LED

7,2 W
6500 K

.A1K4000 K
2700 K

11,3 W
6500 K

.B1K4000 K
2700 K

17 W
6500 K

.E1K4000 K
2700 K

7,2W
11,3W

17W

60W
100W
150W

incandescent

E27

 with E27 

*ADD.
SUFFIX

E27 .E27

E27 + SENSOR .ES7

FU
LLY

PRE-W
IRED

FU
LLY

PRE-W
IRED

BASE

BASE

SAVE 88%

DANZI-GRDANZI-VEDANZI

CCT SETTABLE LED LAMP

2700 K 4000 K 6500 K

LED LAMPS 

LVD ERPEMC

Comply with:
     

- 263 -

U
P&

D
O

W
N

D
O

W
N

LI
G

H
T

IN
-G

RO
U

N
D

B
R

IC
K

LI
G

H
T

FL
O

O
D

LI
G

TH
B
O

LL
A

R
D

B
U

LK
H

EA
D

SO
LA

R
G

A
R
D

EN
U

RB
A

N
 C

LA
SS

IC
U

RB
A

N
 M

O
D

ER
N

PO
ST

LA
M

PS
  

  
CO

M
PA

N
Y

  
  

 R
EF

ER
EN

CE
S



OVAL
DANZI RANGE

2D3.000

3D3.0001D3.000

- 264 -

3D3.000
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OVAL
DANZI RANGE

245

338

90 245

338

90

245

338

90 245

338

90

245

338 90

245

338 90

DANZI-VE GX53 DANZI-VE E27

DANZI GX53 DANZI E27

DANZI-GR GX53 DANZI-GR E27

Pcs  16
Kg  18,7
mc  0,194

Pcs  16
Kg  15,5
mc  0,194

Pcs  16
Kg  18,7
mc  0,194

Pcs  16
Kg  15,5
mc  0,194

Pcs  16
Kg  18,7
mc  0,194

Pcs  16
Kg  15,5
mc  0,194

7,2W 1D3.000.A1K

11,3W 1D3.000.B1K

17W 1D3.000.E1K

7,2W 3D3.000.A1K

11,3W 3D3.000.B1K

17W 3D3.000.E1K

7,2W 2D3.000.A1K

11,3W 2D3.000.B1K

17W 2D3.000.E1K

E27 lampholder 1D3.000.E27

E27 with sensor 1D3.000.ES7

E27 lampholder 2D3.000.E27

E27 with sensor 2D3.000.ES7

E27 lampholder 3D3.000.E27

E27 with sensor 3D3.000.ES7

DANZI-GRDANZI-VEDANZI

CCT SETTABLE GX53 LED LAMP INCLUDED
2700K/4000K/6500K

CCT SETTABLE GX53 LED LAMP INCLUDED
2700K/4000K/6500K

CCT SETTABLE GX53 LED LAMP INCLUDED
2700K/4000K/6500K
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NOME
CATEGORIASQUARE
STUCCHI

1U3.000.BU1

 GX53 
LED or E27

Idonea per il montaggio a parete e a 

 o
grado di protezione IP66.

PUBLIC RESIDENTIAL INDOOR
OUTDOOR

WALL CEILING

UV-TREATED

ANTI-SHOCK TEMPERATURERECYCLABLE

DOUBLE
INSULATION

IECEE CB
SCHEME

2700 K 4000 K 6500 K

CCT SETTABLE

STUCCHI
1U3.000
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GX53 LED

Bulkhead supplied and complete 
Kelvin 

available.

 Quick and easy lamp 

GX53
LED

7,2W
11,3W

17W

60W
100W
150W

incandescent

SQUARE
STUCCHI

STUCCHI

Dimensions and weight 
Height: 310 mm 
Width: 310 mm
Depth: 90 mm
Weight: 1 Kg

Grey

Moulded colours: 

Diffuser PMMA:
Black White

Opal

310

310

STUCCHI

STUCCHI - COMPONENTS

 made of shockproof resin material, UV-rays 
stabilized. 

 made of UV-rays stabilized 

 made of shockproof resin material, provided with 

Blue

E27

Bulkhead supplied  with 

side.

max 160 mm

* ADD THESE SUFFIXES TO THE REFERENCES 
MENTIONED IN THE CATALOGUE
* ADD THESE SUFFIXES TO THE REFERENCES 
MENTIONED IN THE CATALOGUE

CCT SETTABLE LED LAMP

2700 K 4000 K 6500 K

LED LAMPS 

LVD ERPEMC

Comply with:
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SQUARE
STUCCHI

1U3.000.PK1

1U3.000

- 268 -- 268 -
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SQUARE
STUCCHI

310 90 310 90

STUCCHI GX53 STUCCHI E27

STUCCHI

Pcs  16
Kg  20
mc  0,194

Pcs  16
Kg  16.8
mc  0,194

7,2W 1U3.000.A1K

11,3W 1U3.000.B1K

17W 1U3.000.E1K

E27 lampholder 1U3.000.E27

E27 with sensor 1U3.000.ES7

CCT SETTABLE GX53 LED LAMP INCLUDED
2700K/4000K/6500K
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CECCHI
RECTANGULAR

1H3.000.CL1

 GX53 LED or E27

Idonea per il montaggio a parete e a 

 o
grado di protezione IP66.

PUBLIC RESIDENTIAL INDOOR
OUTDOOR

WALL CEILING

UV-TREATED

ANTI-SHOCK TEMPERATURERECYCLABLE

DOUBLE
INSULATION

IECEE CB
SCHEME

2700 K 4000 K 6500 K

CCT SETTABLE

CECCHI
1H3.000

- 270 -
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RECTANGULAR
CECCHI

CECCHI

Dimensions and weight 
Width: 338 mm 
Height: 245 mm
Depth: 90 mm
Weight: 1 Kg

Grey

Moulded colours: 

Diffuser PMMA:
Black White

Opal

338

245

CECCHI

CECCHI COMPONENTS

COVER

COVER

Opal DIFFUSER

DIFFUSORE

BASE

BASE

.CL1 .BU1
Pink
.PK1 .GN1 .OR1

E27

 with E27 

*ADD.
SUFFIX

E27 .E27

E27 + SENSOR .ES7

FU
LLY

PRE-W
IRED

GX53 LED

100 - 240 V
LAMP POWER LUMINOUS FLUX  COLOUR

TEMP.
*ADD.
SUFFIX

GX53
LED

7,2 W
6500 K

.A1K4000 K
2700 K

11,3 W
6500 K

.B1K4000 K
2700 K

17 W
6500 K

.E1K4000 K
2700 K

7,2W
11,3W

17W

60W
100W
150W

incandescent

FU
LLY

PRE-W
IRED

SAVE 88%

CCT SETTABLE LED LAMP

2700 K 4000 K 6500 K

LED LAMPS 

LVD ERPEMC

Comply with:
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RECTANGULAR
CECCHI

1H3.000

1H3.000
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CECCHI
RECTANGULAR

245

338

90 245

338

90

CECCHI GX53 CECCHI E27

CECCHI

Pcs  16
Kg  18,7
mc  0,194

Pcs  16
Kg  15,5
mc  0,194

7,2W 1H3.000.A1K

11,3W 1H3.000.B1K

17W 1H3.000.E1K

E27 lampholder 1H3.000.E27

E27 with sensor 1H3.000.ES7

CCT SETTABLE GX53 LED LAMP INCLUDED
2700K/4000K/6500K
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RITA
CLASSIC ROUND

1T3.000

RITA
1T3.000

 or E27

e corrosione. Idonea per il montaggio 

 o  Classe di isolamento 

PUBLIC RESIDENTIAL INDOOR
OUTDOOR

WALL CEILING

UV-TREATED

ANTI-SHOCK TEMPERATURERECYCLABLE

DOUBLE
INSULATION

IECEE CB
SCHEME

2700 K 4000 K 6500 K

CCT SETTABLE
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CLASSIC ROUND
RITA

RITA

Dimensions and weight 
Diameter: ø 355 mm
Depth: 90 mm
Weight: 1 Kg

ø 355

Moulded colours: 

Painted colours: 

Diffuser PMMA:

Black White

Antique
green

Antique
bronze

Opal

RITA

RITA COMPONENTS

 with classic design made of shockproof 
resin material, UV-rays stabilized. 

stabilizzata ai raggi UV.

 made of UV-rays stabilized 

 opale realizzato in 

E27

Bulkhead supplied  with 

side.

max 160 mm

 made of shockproof resin material, UV-

lampholder. 

GX53 LED

Bulkhead supplied and complete with 

 Quick and easy lamp 

GX53
LED

7,2W
11,3W

17W

60W
100W
150W

incandescent

* ADD THESE SUFFIXES TO THE REFERENCES 
MENTIONED IN THE CATALOGUE
* ADD THESE SUFFIXES TO THE REFERENCES 
MENTIONED IN THE CATALOGUE

CCT SETTABLE LED LAMP

2700 K 4000 K 6500 K

LED LAMPS 

LVD ERPEMC

Comply with:
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RITA
CLASSIC ROUND

1T3.000
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CLASSIC ROUND
RITA

Ø355 90 Ø355 90

RITA GX53 RITA E27

Pcs 12
Kg 17,8
mc 0,198

Pcs 12
Kg 15,4
mc 0,198

RITA

7,2W 1T3.000.A1K

11,3W 1T3.000.B1K

17W 1T3.000.E1K

E27 lampholder 1T3.000.E27

E27 with sensor 1T3.000.ES7

CCT SETTABLE GX53 LED LAMP INCLUDED
2700K/4000K/6500K
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NOME
CATEGORIAROUND

1R3.000.OR1

LUCIA RANGE

 GX53 LED or 
E27

 o
grado di protezione IP66.

PUBLIC RESIDENTIAL INDOOR
OUTDOOR

WALL CEILING

UV-TREATED

ANTI-SHOCK TEMPERATURERECYCLABLE

DOUBLE
INSULATION

IECEE CB
SCHEME

2700 K 4000 K 6500 K

CCT SETTABLE

LUCIA
1R3.000

LUCIA-EL
2R3.000

LUCIA-GD
3R3.000

REMI/LUCIA
1R3.602

REMI/LUCIA-EL
2R3.602

REMI/LUCIA-GD
3R3.602
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ROUND
LUCIA RANGE

LUCIA

Dimensions and weight 
Diameter: ø 300 mm
Depth: 90 mm
Weight: 1 Kg

ø 300

Grey

Moulded colours: 

Diffuser PMMA:
Black White

Opal

LUCIA-GDLUCIA-ELLUCIA

LUCIA COMPONENTS

 made of shockproof resin material, UV-rays  

disponibile nella versione ad anello, a palpebra e a griglia.

 made of UV-rays stabilized 

 made of shockproof resin material, provided with 

Blue

E27

Bulkhead supplied  with 

side.

max 160 mm

GX53 LED

Bulkhead supplied and complete with 

 Quick and easy lamp 

GX53
LED

7,2W
11,3W

17W

60W
100W
150W

incandescent

* ADD THESE SUFFIXES TO THE REFERENCES 
MENTIONED IN THE CATALOGUE

BOLLARD VERSION

mounted on a pole with or 
without an angled bracket. 

at page 224.

CCT SETTABLE LED LAMP

2700 K 4000 K 6500 K

LED LAMPS 

LVD ERPEMC

Comply with:
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ROUND
LUCIA RANGE

2R3.000

3R3.000

1R3.000

3R3.602

2R3.602

- 280 -- 280 -
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ROUND
LUCIA RANGE

Ø300

Ø300

90

Ø300 90

Ø300

Ø300 90

Ø300

2R3.000.E27

1R3.000.E27

3R3.000.E27

LUCIA-EL E27

LUCIA E27

LUCIA GX53

LUCIA-EL GX53

LUCIA-GD GX53

LUCIA-GD E27

LUCIA-GDLUCIA-ELLUCIA

Pcs 16
Kg  16,8
mc  0,194

Pcs  16
Kg  16,8
mc  0,194

Pcs  16
Kg  16,8
mc  0,194

7,2W 1R3.000.A1K

11,3W 1R3.000.B1K

17W 1R3.000.E1K

7,2W 2R3.000.A1K

11,3W 2R3.000.B1K

17W 2R3.000.E1K

7,2W 3R3.000.A1K

11,3W 3R3.000.B1K

17W 3R3.000.E1K

CCT SETTABLE GX53 LED LAMP INCLUDED
2700K/4000K/6500K

CCT SETTABLE GX53 LED LAMP INCLUDED
3000K/4000K/6500K

CCT SETTABLE GX53 LED LAMP INCLUDED
3000K/4000K/6500K

CCT SETTABLE GX53 LED LAMP INCLUDED
2700K/4000K/6500K

CCT SETTABLE GX53 LED LAMP INCLUDED
2700K/4000K/6500K

175

255

35°

175

255

35°

175

255

35°

2R3.602.E27

1R3.602.E27

3R3.602.E27

REMI/LUCIA-EL E27

REMI/LUCIA E27

REMI/LUCIA-GD E27

Pcs  16
Kg  20
mc  0,194

Pcs  16
Kg  20
mc  0,194

Pcs  16
Kg  20
mc  0,194

REMI/LUCIA GX53

REMI/LUCIA-EL GX53

REMI/LUCIA-GD GX53

7,2W 1R3.602.A1K

11,3W 1R3.602.B1K

17W 1R3.602.E1K

7,2W 2R3.602.A1K

11,3W 2R3.602.B1K

17W 2R3.602.E1K

7,2W 3R3.602.A1K

11,3W 3R3.602.B1K

17W 3R3.602.E1K

CCT SETTABLE GX53 LED LAMP INCLUDED
2700K/4000K/6500K

CCT SETTABLE GX53 LED LAMP INCLUDED
2700K/4000K/6500K

CCT SETTABLE GX53 LED LAMP INCLUDED
2700K/4000K/6500K
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NOME
CATEGORIA

1V3.000

OVAL
MADDI RANGE

 GX53 LED or E27

corrosione. Idonea per il montaggio a 

 o
grado di protezione IP66.

PUBLIC RESIDENTIAL INDOOR
OUTDOOR

WALL CEILING

UV-TREATED

ANTI-SHOCK TEMPERATURERECYCLABLE

DOUBLE
INSULATION

IECEE CB
SCHEME

2700 K 4000 K 6500 K

CCT SETTABLE

MADDI-VE
2V3.000

MADDI-HL
3V3.000

MADDI
1V3.000

REMI/MADDI
1V3.602

REMI/MADDI-VE
2V3.602

REMI/MADDI-HL
3V3.602
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E27

 with E27 

*ADD.
SUFFIX

E27 .E27

E27 + SENSOR .ES7

OVAL
MADDI RANGE

MADDI

Dimensions and weight 
Width: 230 mm 
Height: 330 mm
Depth: 90 mm
Weight: 1 Kg

330

230

Grey

Moulded colours: 

Diffuser PMMA:
Black White

Opal

MADDI-HLMADDI-VEMADDI

MADDI COMPONENTS

COVER

COVER

Opal DIFFUSER

DIFFUSORE

BASE

BASE

.CL1 .BU1
Pink
.PK1 .GN1 .OR1

FU
LLY

PRE-W
IRED

GX53 LED

100 - 240 V
LAMP POWER LUMINOUS FLUX  COLOUR

TEMP.
*ADD.
SUFFIX

GX53
LED

7,2 W
6500 K

.A1K4000 K
2700 K

11,3 W
6500 K

.B1K4000 K
2700 K

17 W
6500 K

.E1K4000 K
2700 K

7,2W
11,3W

17W

60W
100W
150W

incandescent

FU
LLY

PRE-W
IRED

SAVE 88%

BOLLARD VERSION

CCT SETTABLE LED LAMP

2700 K 4000 K 6500 K

LED LAMPS 

LVD ERPEMC

Comply with:
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OVAL
MADDI RANGE

2V3.000

3V3.000

2V3.602

1V3.602

1V3.000.GN1

- 284 -- 284 -
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OVAL
MADDI RANGE

230

330

90

230

330

90

330

230

90

2V3.000.E27

1V3.000.E27

3V3.000.E27

MADDI-VE E27

MADDI E27

MADDI-HL E27

MADDI-HLMADDI-VEMADDI

Pcs  16
Kg  15,5
mc  0,194

Pcs  16
Kg  15,5
mc  0,194

Pcs  16
Kg  15,5
mc  0,194

MADDI GX53

MADDI-VE GX53

MADDI-HL GX53

7,2W 1V3.000.A1K

11,3W 1V3.000.B1K

17W 1V3.000.E1K

7,2W 2V3.000.A1K

11,3W 2V3.000.B1K

17W 2V3.000.E1K

7,2W 3V3.000.A1K

11,3W 3V3.000.B1K

17W 3V3.000.E1K

175

255

35°

175

255

35°

175

210

35°

2V3.602.E27

1V3.602.E27

3V3.602.E27

REMI/MADDI-VE E27

REMI/MADDI E27

REMI/MADDI-HL E27

Pcs  16
Kg  18,7
mc  0,194

Pcs  16
Kg  18,7
mc  0,194

Pcs  16
Kg  18,7
mc  0,194

REMI/MADDI GX53

REMI/MADDI-VE GX53

REMI/MADDI-HL GX53

7,2W 1V3.602.A1K

11,3W 1V3.602.B1K

17W 1V3.602.E1K

7,2W 2V3.602.A1K

11,3W 2V3.602.B1K

17W 2V3.602.E1K

7,2W 3V3.602.A1K

11,3W 3V3.602.B1K

17W 3V3.602.E1K

CCT SETTABLE GX53 LED LAMP INCLUDED
2700K/4000K/6500K

CCT SETTABLE GX53 LED LAMP INCLUDED
2700K/4000K/6500K

CCT SETTABLE GX53 LED LAMP INCLUDED
2700K/4000K/6500K

CCT SETTABLE GX53 LED LAMP INCLUDED
2700K/4000K/6500K

CCT SETTABLE GX53 LED LAMP INCLUDED
2700K/4000K/6500K

CCT SETTABLE GX53 LED LAMP INCLUDED
2700K/4000K/6500K
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NOME
CATEGORIA
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SMALL SIZE
MARY

Q18.110.F1R

HANGINGWALL POST

RESIDENTIALUV-TREATED

ANTI-SHOCK TEMPERATURERECYCLABLE

DOUBLE
INSULATION

IECEE CB
SCHEME

completa di  

+80°C
-30°

90% VOLTAGE SURGE
RESISTANT

800 lm 920 lm 1200 lm

CCT
SET

2700 K 4000 K 6500 K

T
T

NEW

C
S
CCT
SET

NEW

FILAMENT LED



E27 FILAMENT E27 CCT SET(*) 100 - 240 V *ADD.
SUFFIX

CFL-LED
 150 mm

E27 .E27

LAMP POWER LUMINOUS 
FLUX  UP TO

COLOUR
TEMP.

6,5W 2700 K .F1R

8,5 W
6500 K

.V1K

 MATCHING WITH
CLASSIC LANTERNS.

360°OMNIDIRECTIONAL LIGHT.
HIGH EFFICIENCY: 90% ENERGY 
SAVING.

A60 

EYE COMFORT opal glass.
HIGH EFFICIENCY: >85% ENERGY 
SAVING.

4000 K
2700 K

FILAMENT
LED E27

CCT SET
LED E27

8,5W
CCT

60W
incandescent

6,5W

SAVE  89%

SMALL SIZE
MARY
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MARY - LANTERN COMPONENTS MARY

Q18.000 *

290

Dimensions and weight 
Height: 290 mm 
Width: 180 mm
Depth: 180 mm
Weight: 1 Kg

Moulded colours: 

Painted colours: 

Diffuser PMMA:

Black White

Antique
green

Clear

Antique
bronze

Opal

Ø 60

CAGE

GABBIA

PINNACLE 

PINNACOLO

PHOTOMETRIC DATA SAMPLE

ROOF

TETTO

MARY

DIFFUSER

IP 55

DIFFUSORE 

IP 55

TOBIA ELIAMARY GOLIA

LED LAMPS 

LVD ERPEMC

Comply with:
     

180

CCT SETTABLE LED LAMP(*)

2700 K 4000 K 6500 K

2

2

2

2

2

3

3

3

3

3

3

3

33

3

6

6

6

6

6

6
6

6

9

9

9

9

9

9

12

12

12

12

12

15

15

15

15

18

18

18

21

21
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Q18.151.F1R

Q18.120.F1R

Q18.131.F1R
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MARY

- 291 -

U
P&

D
O

W
N

D
O

W
N

LI
G

H
T

IN
-G

RO
U

N
D

B
R

IC
K

LI
G

H
T

FL
O

O
D

LI
G

TH
B
O

LL
A

R
D

B
U

LK
H

EA
D

SO
LA

R
G

A
R
D

EN
U

RB
A

N
 C

LA
SS

IC
U

RB
A

N
 M

O
D

ER
N

PO
ST

LA
M

PS
  

  
CO

M
PA

N
Y

  
  

 R
EF

ER
EN

CE
S

255

430

180

365

780

180

470

470

E27 lampholder Q18.131.E27

6,5W lament Q18.131.F1R

8,5W CCT set Q18.131.V1K

E27 lampholder Q18.110.E27

6,5W lament Q18.110.F1R

8,5W CCT set Q18.110.V1K

E27 lampholder Q18.120.E27

6,5W lament Q18.120.F1R

8,5W CCT set Q18.120.V1K

E27 lampholder Q18.141.E27

6,5W lament Q18.141.F1R

8,5W CCT set Q18.141.V1K

BISSO/MARY

PORPORA/MARY

SICHEM/MARY

MIKROLOT/MARY

Pcs 18
Kg 27,6
mc 0,209

Pcs 1
Kg 3,5
mc 0,024

Pcs 18
Kg 29,1
mc 0,209

Pcs 18
Kg 25,4
mc 0,209

Q18.000

MARY

180

290

Ø 60

Pcs 1
Kg  1
mc  0,011

TOBIA ELIAMARY GOLIA

180

1080

E27 lampholder Q18.151.E27

6,5W lament Q18.151.F1R

8,5W CCT set Q18.151.V1K
Pcs 1
Kg 2,8
mc 0,044

MIZAR/MARY resin



SMALL SIZE
MARY
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Q18.158.S20.F1R

Q18.156.S30.F1R

Q18.110.F1R

FUMAGALLI POLES TECHNOLOGY

0.F1R



SMALL SIZE
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1830

570 520

1830

570

2070

520

2070

GIGI BISSO/MARY 2L GIGI BISSO/MARY 3LARTU’ BISSO/MARY 3LARTU’ BISSO/MARY 2L

Pcs 1
Kg 16,5
mc 0,176

Pcs 1
Kg 17,4
mc 0,176

Pcs 1
Kg 18,4
mc 0,182

Pcs 1
Kg 19,5
mc 0,182

1960

570 520

1960
2280

570

2280

520

ARTU’ BISSO/MARY 2+1 ARTU’ BISSO/MARY 3+1 GIGI BISSO/MARY 2+1 GIGI BISSO/MARY 3+1

Pcs 1
Kg 17,5
mc 0,176

Pcs 1
Kg 17,9
mc 0,176

Pcs 1
Kg 18,8
mc 0,182

Pcs 1
Kg 20,3
mc 0,182

E27 lampholder Q18.158.S21.E27

6,5W lament Q18.158.S21.F1R

8,5W CCT set Q18.158.S21.V1K

E27 lampholder Q18.158.S20.E27

6,5W lament Q18.158.S20.F1R

8,5W CCT set Q18.158.S20.V1K

E27 lampholder Q18.158.S31.E27

6,5W lament Q18.158.S31.F1R

8,5W CCT set Q18.158.S31.V1K

E27 lampholder Q18.158.S30.E27

6,5W lament Q18.158.S30.F1R

8,5W CCT set Q18.158.S30.V1K

E27 lampholder Q18.156.S21.E27

6,5W lament Q18.156.S21.F1R

8,5W CCT set Q18.156.S21.V1K

E27 lampholder Q18.156.S20.E27

6,5W lament Q18.156.S20.F1R

8,5W CCT set Q18.156.S20.V1K

E27 lampholder Q18.156.S31.E27

6,5W lament Q18.156.S31.F1R

8,5W CCT set Q18.156.S31.V1K

E27 lampholder Q18.156.S30.E27

6,5W lament Q18.156.S30.F1R

8,5W CCT set Q18.156.S30.V1K

ELIAMARY GOLIA TOBIA
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SMALL SIZE
ANNA

E22.110.V1K

HANGINGWALL POST

RESIDENTIAL FILAMENT LED

completa di 

UV-TREATED

ANTI-SHOCK TEMPERATURERECYCLABLE

DOUBLE
INSULATION

IECEE CB
SCHEME

+80°C
-30°

90% VOLTAGE SURGE
RESISTANT

800 lm 920 lm 1200 lm

CCT
SET

2700 K 4000 K 6500 K

T
T

NEW

C
S
CCT
SET

NEW
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SMALL SIZE
ANNA

ANNA - LANTERN COMPONENTS ANNA

E22.000 *

310

Dimensions and weight 
Height: 310 mm 
Width: 220 mm
Depth: 192 mm
Weight: 1 Kg

Moulded colours: 

Painted colours: 

Diffuser PMMA:

Black White

Antique
green

Clear

Antique
bronze

Opal

220

Ø 60

CAGE

GABBIA

PINNACLE 

PINNACOLO

NOEMIRUTANNA

PHOTOMETRIC DATA SAMPLE

1

1

2

2
2

2

2

2

2

2

2

4

4

4 4

4

4

44
4

4

8

8 8

8

8

8

8

12
12

12

12

12

12

16
16

16

16
16

16

20

20

20

20

24
24

24

24

24

ROOF

TETTO

ANNA

DIFFUSER

IP 55

DIFFUSORE 

IP 55

LED LAMPS 

LVD ERPEMC

Comply with:
     

CCT SETTABLE LED LAMP(*)

2700 K 4000 K 6500 K

E27 FILAMENT E27 CCT SET(*) 100 - 240 V *ADD.
SUFFIX

CFL-LED
mm

E27 .E27

LAMP POWER LUMINOUS 
FLUX  UP TO

COLOUR
TEMP.

6,5W 2700 K .F1R

8,5 W
6500 K

.V1K

 MATCHING WITH
CLASSIC LANTERNS.

360°OMNIDIRECTIONAL LIGHT.
HIGH EFFICIENCY: 90% ENERGY 
SAVING.

EYE COMFORT opal glass.
HIGH EFFICIENCY: >85% ENERGY 
SAVING.

4000 K
2700 K

FILAMENT
LED E27

CCT SET
LED E27

8,5W
CCT

60W
incandescent

6,5W

SAVE  89%
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SMALL SIZE
ANNA

E22.131.F1R

E22.120.F1R

E22.151.V1K555555551.V1.V1.V1.V1.V1.V1.V1.VV1.V.VV1K1K1K1K1K1K1K1K111K
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SMALL SIZE
ANNA

NOEMIRUTANNA

1400

E27 lampholder E22.131.E27

6,5W lament E22.131.F1R

8,5W CCT set E22.131.V1K

E27 lampholder E22.110.E27

6,5W lament E22.110.F1R

8,5W CCT set E22.110.V1K

E27 lampholder E22.151.E27

6,5W lament E22.151.F1R

8,5W CCT set E22.151.V1K

E27 lampholder E22.163.E27

6,5W lament E22.163.F1R

8,5W CCT set E22.163.V1K

E27 lampholder E22.158.E27

6,5W lament E22.158.F1R

8,5W CCT set E22.158.V1K

E27 lampholder E22.120.E27

6,5W lament E22.120.F1R

8,5W CCT set E22.120.V1K

E27 lampholder E22.141.E27

6,5W lament E22.141.F1R

8,5W CCT set E22.141.V1K

BISSO/ANNA

PORPORA/ANNA

SICHEM/ANNA

MIKROLOT/ANNA

Pcs 18
Kg 21,2
mc 0,209

Pcs 1
Kg 3,5
mc 0,024

Pcs 18
Kg 21,2
mc 0,209

Pcs 18
Kg 21,2
mc 0,209

Pcs 1
Kg 2,4
mc 0,044

E22.000

ANNA

Pcs 1
Kg  1
mc  0,011

Pcs 2
Kg 8
mc 0,121

MIZAR/ANNA resin ALOE’.R/ANNA resin ARTU’/ANNA

Pcs 1
Kg 9
mc 0,148
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SMALL SIZE
ANNA

E22.156.S30.F1R

E22.156.S20.V1K

E22.156.S30.F1R

FUMAGALLI POLES TECHNOLOGY

00.V1KV1K
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SMALL SIZE
ANNA

NOEMIRUTANNA

GIGI BISSO/ANNA 2L GIGI BISSO/ANNA 3LARTU’ BISSO/ANNA 3LARTU’ BISSO/ANNA 2L

Pcs 1
Kg 11,1
mc 0,176

Pcs 1
Kg 12,1
mc 0,176

Pcs 1
Kg 13,1
mc 0,182

Pcs 1
Kg 14,1
mc 0,182

ARTU’ BISSO/ANNA 2+1 ARTU’ BISSO/ANNA 3+1 GIGI BISSO/ANNA 2+1 GIGI BISSO/ANNA 3+1

Pcs 1
Kg 12,1
mc 0,176

Pcs 1
Kg 13,1
mc 0,176

Pcs 1
Kg 14,1
mc 0,182

Pcs 1
Kg 15,1
mc 0,182

E27 lampholder E22.158.S21.E27

6,5W lament E22.158.S21.F1R

8,5W CCT set E22.158.S21.V1K

E27 lampholder E22.158.S20.E27

6,5W lament E22.158.S20.F1R

8,5W CCT set E22.158.S20.V1K

E27 lampholder E22.158.S31.E27

6,5W lament E22.158.S31.F1R

8,5W CCT set E22.158.S31.V1K

E27 lampholder E22.158.S30.E27

6,5W lament E22.158.S30.F1R

8,5W CCT set E22.158.S30.V1K

E27 lampholder E22.156.S21.E27

6,5W lament E22.156.S21.F1R

8,5W CCT set E22.156.S21.V1K

E27 lampholder E22.156.S20.E27

6,5W lament E22.156.S20.F1R

8,5W CCT set E22.156.S20.V1K

E27 lampholder E22.156.S31.E27

6,5W lament E22.156.S31.F1R

8,5W CCT set E22.156.S31.V1K

E27 lampholder E22.156.S30.E27

6,5W lament E22.156.S30.F1R

8,5W CCT set E22.156.S30.V1K
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SMALL SIZE
SABA

completa di

K22.131.V1K

HANGINGWALL POST

RESIDENTIAL FILAMENT LEDUV-TREATED

ANTI-SHOCK TEMPERATURERECYCLABLE

DOUBLE
INSULATION

IECEE CB
SCHEME

+80°C
-30°

90% VOLTAGE SURGE
RESISTANT

800 lm 920 lm 1200 lm

CCT
SET

2700 K 4000 K 6500 K

T
T

NEW

C
S
CCT
SET

NEW
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SABA - LANTERN COMPONENTS

ROOF

TETTO

DIFFUSER

IP 55

DIFFUSORE 

IP 55

CAGE

GABBIA

PINNACLE 

PINNACOLO

SABA

K22.000 *

Dimensions and weight 
Height: 320 mm 
Width: 220 mm
Depth: 192 mm
Weight: 1 Kg

Moulded colours: 

Painted colours: 

Diffuser PMMA:

Black White

Antique
green

Clear

Antique
bronze

Opal

320

220

Ø 60

SILOESALEMSABA

SABA
SMALL SIZE

PHOTOMETRIC DATA SAMPLE

1

1

2

2
2

2

2

2

2

2

2

4

4

4 4

4

4

44
4

4

8

8 8

8

8

8

8

12
12

12

12

12

12

16
16

16

16
16

16

20

20

20

20

24
24

24

24

24

SABA

LED LAMPS 

LVD ERPEMC

Comply with:
     

CCT SETTABLE LED LAMP(*)

2700 K 4000 K 6500 K

E27 FILAMENT E27 CCT SET(*) 100 - 240 V *ADD.
SUFFIX

CFL-LED
mm

E27 .E27

LAMP POWER LUMINOUS 
FLUX  UP TO

COLOUR
TEMP.

6,5W 2700 K .F1R

8,5 W
6500 K

.V1K

 MATCHING WITH
CLASSIC LANTERNS.

360°OMNIDIRECTIONAL LIGHT.
HIGH EFFICIENCY: 90% ENERGY 
SAVING.

SUITABLE FOR OUTDOOR 

EYE COMFORT opal glass.
HIGH EFFICIENCY: >85% 
ENERGY SAVING.

4000 K
2700 K

FILAMENT
LED E27

CCT SET
LED E27

8,5W
CCT

60W
incandescent

6,5W

SAVE  89%
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SMALL SIZE
SABA

K22.131.F1R

K22.120.V1K

K22.110.F1R
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SILOESALEMSABA

SABA
SMALL SIZE

4

1400

E27 lampholder K22.131.E27

6,5W  lament K22.131.F1R

8,5W CCT set K22.131.V1K

E27 lampholder K22.110.E27

6,5W  lament K22.110.F1R

8,5W CCT set K22.110.V1K

E27 lampholder K22.151.E27

6,5W lament K22.151.F1R

8,5W CCT set K22.151.V1K

E27 lampholder K22.163.E27

6,5W  lament K22.163.F1R

8,5W CCT set K22.163.V1K

E27 lampholder K22.158.E27

6,5W  lament K22.158.F1R

8,5W CCT set K22.158.V1K

E27 lampholder K22.120.E27

6,5W  lament K22.120.F1R

8,5W CCT set K22.120.V1K

E27 lampholder K22.141.E27

6,5W  lament K22.141.F1R

8,5W CCT set K22.141.V1K

BISSO/SABA

PORPORA/SABA

SICHEM/SABA

MIKROLOT/SABA

K22.000

SABA

Pcs 1
Kg  1
mc  0,011

MIZAR/SABA resin ALOE’.R/SABA resin ARTU’/SABA

Pcs 18
Kg 21,2
mc 0,209

Pcs 1
Kg 3,5
mc 0,024

Pcs 18
Kg 21,2
mc 0,209

Pcs 18
Kg 21,2
mc 0,209

Pcs 1
Kg 2,4
mc 0,044

Pcs 2
Kg 8
mc 0,121

Pcs 1
Kg 9
mc 0,148
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SMALL SIZE
SABA

K22.156.S20.F1R

K22.156.S30.F1R

K22.156.S20.V1K

FUMAGALLI POLES TECHNOLOGY
0.F1R
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SILOESALEMSABA

SABA
SMALL SIZE

GIGI BISSO/SABA 2L GIGI BISSO/SABA 3LARTU’ BISSO/SABA 3LARTU’ BISSO/SABA 2L

Pcs 1
Kg 11,1
mc 0,176

Pcs 1
Kg 12,1
mc 0,176

Pcs 1
Kg 13,1
mc 0,182

Pcs 1
Kg 14,1
mc 0,182

ARTU’ BISSO/SABA 2+1 ARTU’ BISSO/SABA 3+1 GIGI BISSO/SABA 2+1 GIGI BISSO/SABA 3+1

Pcs 1
Kg 12,1
mc 0,176

Pcs 1
Kg 13,1
mc 0,176

Pcs 1
Kg 14,1
mc 0,182

Pcs 1
Kg 15,1
mc 0,182

E27 lampholder K22.158.S21.E27

6,5W lament K22.158.S21.F1R

8,5W CCT set K22.158.S21.V1K

E27 lampholder K22.158.S20.E27

6,5W lament K22.158.S20.F1R

8,5W CCT set K22.158.S20.V1K

E27 lampholder K22.158.S31.E27

6,5W lament K22.158.S31.F1R

8,5W CCT set K22.158.S31.V1K

E27 lampholder K22.158.S30.E27

6,5W lament K22.158.S30.F1R

8,5W CCT set K22.158.S30.V1K

E27 lampholder K22.156.S21.E27

6,5W lament K22.156.S21.F1R

8,5W CCT set K22.156.S21.V1K

E27 lampholder K22.156.S20.E27

6,5W lament K22.156.S20.F1R

8,5W CCT set K22.156.S20.V1K

E27 lampholder K22.156.S31.E27

6,5W lament K22.156.S31.F1R

8,5W CCT set K22.156.S31.V1K

E27 lampholder K22.156.S30.E27

6,5W lament K22.156.S30.F1R

8,5W CCT set K22.156.S30.V1K
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SMALL SIZE
SABA

E26.110.T1K

MEDIUM SIZE
RUT

- 306 -

completa di 

HANGINGWALL POST

RESIDENTIAL FILAMENT LEDUV-TREATED

ANTI-SHOCK TEMPERATURERECYCLABLE

DOUBLE
INSULATION

IECEE CB
SCHEME

+80°C
-30°

90% VOLTAGE SURGE
RESISTANT

800 lm 920 lm 1200 lm

CCT
SET

2700 K 4000 K 6500 K

T
T

NEW

C
S
CCT
SET

NEW
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MEDIUM SIZE
RUT

RUT - LANTERN COMPONENTS RUT

E26.000 *

Dimensions and weight 
Height: 410 mm 
Width: 260 mm
Depth: 227 mm
Weight: 1,3 Kg

Moulded colours: 

Painted colours: 

Diffuser PMMA:

Black White

Antique
green

Clear

Antique
bronze

Opal

410

260

CAGE

GABBIA

Ø 60

PINNACLE 

PINNACOLO

NOEMIRUTANNA

1

1

2

2

2 2

2

2

2

2

2

3

3
3 3

3

3

3

33

3

5

5 5

5

5

55
5

10

10

10

10

10
10

15
15

15

15

15

20

20

20

20

20

25

25

25

25
25 30

30

30

ROOF

TETTO

DIFFUSER

IP 55

DIFFUSORE 

IP 55

PHOTOMETRIC DATA SAMPLE

LED LAMPS 

LVD ERPEMC

Comply with:
     

CCT SETTABLE LED LAMP(*)

2700 K 4000 K 6500 K2700 K 4000 K 6500 K

E27 FILAMENT E27 CCT SET(*) 100 - 240 V *ADD.
SUFFIX

CFL-LED
mm 

E27 .E27

LAMP POWER LUMINOUS 
FLUX  UP TO

COLOUR
TEMP.

6,5W 2700 K .F1R

8,5 W
6500 K

.V1K4000 K
2700 K

11 W
6500 K

.T1K4000 K
 MATCHING WITH 

CLASSIC LANTERNS.

360°OMNIDIRECTIONAL LIGHT.
HIGH EFFICIENCY: 90% ENERGY 
SAVING.

A60 

EYE COMFORT opal glass.
HIGH EFFICIENCY: >85% ENERGY 
SAVING.

2700 K

FILAMENT
LED E27

CCT SET
LED E27

CCT SET
LED E27 

11W
CCT

75W
incandescent

6,5W

8,5W
CCT

60W
incandescent

SAVE  89%
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RUT
MEDIUM SIZE

E26.120.F1R

E26.131.F1R

E26.158.T1K

FUMAGALLI POLES TECHNOLOGY
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MEDIUM SIZE
RUT

NOEMIRUTANNA

E27 lampholder E26.131.E27

6,5W lament E26.131.F1R

8,5W CCT set E26.131.V1K

11W CCT set E26.131.T1K

E27 lampholder E26.111.E27

6,5W lament E26.111.F1R

8,5W CCT set E26.111.V1K

11W CCT set E26.111.T1K

E27 lampholder E26.151.E27

6,5W lament E26.151.F1R

8,5W CCT set E26.151.V1K

11W CCT set E26.151.T1K

E27 lampholder E26.162.E27

6,5W lament E26.162.F1R

8,5W CCT set E26.162.V1K

11W CCT set E26.162.T1K

E27 lampholder E26.163.E27

6,5W lament E26.163.F1R

8,5W CCT set E26.163.V1K

11W CCT set E26.163.T1K

E27 lampholder E26.158.E27

6,5W lament E26.158.F1R

8,5W CCT set E26.158.V1K

11W CCT set E26.158. T1K

E27 lampholder E26.120.E27

6,5W lament E26.120.F1R

8,5W CCT set E26.120.V1K

11W CCT set E26.120.T1K

E27 lampholder E26.141.E27

6,5W lament E26.141.F1R

8,5W CCT set E26.141.V1K

11W CCT set E26.141.T1K

BISSO/RUT

PORPORA/RUT

SICHEM/RUT

MINILOT/RUT

Pcs 12
Kg 19
mc 0,225

Pcs 1
Kg 4
mc 0,034

Pcs 12
Kg 19
mc 0,225

Pcs 12
Kg 19
mc 0,225

Pcs 1
Kg 3
mc 0,07

E26.000
RUT

Pcs 1
Kg  1,3
mc  0,018

Pcs 2
Kg 8,6
mc 0,121

MIZAR/RUT resinIAFET/RUT resin ALOE’.R/RUT resin ARTU’/RUT

Pcs 1
Kg 9,6
mc 0,148

Pcs 2
Kg 7,9
mc 0,086
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MEDIUM SIZE

E26.157.S30.F1R

E26.156.F1R

E26.157.S20.T1K

FUMAGALLI POLES TECHNOLOGY
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MEDIUM SIZE
RUT

NOEMIRUTANNA

Ø 245 Ø 245

RICU BISSO/RUT 2L RICU BISSO/RUT 3LGIGI/RUT RICU/RUT

RICU BISSO/RUT 2+1 RICU BISSO/RUT 3+1
E27 lampholder E26.157.S21.E27

6,5W lament E26.157.S21.F1R

8,5W CCT set E26.157.S21.V1K

11W CCT set E26.157.S21.T1K

E27 lampholder E26.157.E27

6,5W lament E26.157.F1R

8,5W CCT set E26.157.V1K

11W CCT set E26.157.T1K

E27 lampholder E26.157.S31.E27

6,5W lament E26.157.S31.F1R

8,5W CCT set E26.157.S31.V1K

11W CCT set E26.157.S31.T1K

E27 lampholder E26.156.E27

6,5W lament E26.156.F1R

8,5W CCT set E26.156.V1K

11W CCT set E26.156.T1K

E27 lampholder E26.157.S20.E27

6,5W lament E26.157.S20.F1R

8,5W CCT set E26.157.S20.V1K

11W CCT set E26.157.S20.T1K

E27 lampholder E26.157.S30.E27

6,5W lament E26.157.S30.F1R

8,5W CCT set E26.157.S30.V1K

11W CCT set E26.157.S30.T1K
Pcs 1
Kg 15,2
mc 0,214

Pcs 1
Kg 14,2
mc 0,214

Pcs 1
Kg 11,7
mc 0,18

Pcs 1
Kg 10,9
mc 0,172

Pcs 1
Kg 15,2
mc 0,214

Pcs 1
Kg 16,5
mc 0,214
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K26.111.F1R

MEDIUM SIZE
SALEM

- 312 -- 312 -

completa di 

HANGINGWALL POST

RESIDENTIAL FILAMENT LEDUV-TREATED

ANTI-SHOCK TEMPERATURERECYCLABLE

DOUBLE
INSULATION

IECEE CB
SCHEME

+80°C
-30°

90% VOLTAGE SURGE
RESISTANT

800 lm 920 lm 1200 lm

CCT
SET

2700 K 4000 K 6500 K

T
T

NEW

C
S
CCT
SET

NEW
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SALEM - LANTERN COMPONENTS SALEM

K26.000 *

Dimensions and weight 
Height: 410 mm 
Width: 260 mm
Depth: 227 mm
Weight: 1,3 Kg

Black White

Antique
green

Clear

Antique
bronze

Opal

410

260

CAGE

GABBIA

Ø 60

SALEM
MEDIUM SIZE

PINNACLE 

PINNACOLO

SILOESALEMSABA

ROOF 

TETTO

DIFFUSER

IP 55

DIFFUSORE 

IP 55

1

1

2

2

2 2

2

2

2

2

2

3

3
3 3

3

3

3

33

3

5

5 5

5

5

55
5

10

10

10

10

10
10

15
15

15

15

15

20

20

20

20

20

25

25

25

25
25 30

30

30

PHOTOMETRIC DATA SAMPLE

SALEM

Moulded colours: 

Painted colours: 

Diffuser PMMA:

LED LAMPS 

LVD ERPEMC

Comply with:
     

CCT SETTABLE LED LAMP(*)

2700 K 4000 K 6500 K2700 K 4000 K 6500 K

E27 FILAMENT E27 CCT SET(*) 100 - 240 V *ADD.
SUFFIX

CFL-LED
mm 

E27 .E27

LAMP POWER LUMINOUS 
FLUX  UP TO

COLOUR
TEMP.

6,5W 2700 K .F1R

8,5 W
6500 K

.V1K4000 K
2700 K

11 W
6500 K

.T1K4000 K
 MATCHING WITH 

CLASSIC LANTERNS.

360°OMNIDIRECTIONAL LIGHT.
HIGH EFFICIENCY: 90% ENERGY 
SAVING.

A60 

EYE COMFORT opal glass.
HIGH EFFICIENCY: >85% ENERGY 
SAVING.

2700 K

11W
CCT

75W
incandescent

6,5W

8,5W
CCT

60W
incandescent

SAVE  89%

FILAMENT
LED E27

CCT SET
LED E27

CCT SET
LED E27 
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MEDIUM SIZE

K26.120.F1R

K26.131.F1R

K26.151.T1K
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SALEM
MEDIUM SIZE

SILOESALEMSABA

E27 lampholder K26.131.E27

6,5W lament K26.131.F1R

8,5W CCT set K26.131.V1K

11W CCT set K26.131.T1K

E27 lampholder K26.111.E27

6,5W lament K26.111.F1R

8,5W CCT set K26.111.V1K

11W CCT set K26.111.T1K

E27 lampholder K26.151.E27

6,5W lament K26.151.F1R

8,5W CCT set K26.151.V1K

11W CCT set K26.151.T1K

E27 lampholder K26.162.E27

6,5W lament K26.162.F1R

8,5W CCT set K26.162.V1K

11W CCT set K26.162.T1K

E27 lampholder K26.163.E27

6,5W lament K26.163.F1R

8,5W CCT set K26.163.V1K

11W CCT set K26.163.T1K

E27 lampholder K26.158.E27

6,5W lament K26.158.F1R

8,5W CCT set K26.158.V1K

11W CCT set K26.158.T1K

E27 lampholder K26.120.E27

6,5W lament K26.120.F1R

8,5W CCT set K26.120.V1K

11W CCT set K26.120.T1K

E27 lampholder K26.141.E27

6,5W lament K26.141.F1R

8,5W CCT set K26.141.V1K

11W CCT set K26.141.T1K

BISSO/SALEM

PORPORA/SALEM

SICHEM/SALEM

MINILOT/SALEM

K26.000

SALEM

MIZAR/SALEM resinIAFET/SALEM resin ALOE’.R/SALEM resin ARTU’/SALEM

Pcs 12
Kg 19
mc 0,225

Pcs 1
Kg 4
mc 0,034

Pcs 12
Kg 19
mc 0,225

Pcs 12
Kg 19
mc 0,225

Pcs 1
Kg 3
mc 0,07

Pcs 1
Kg  1,3
mc  0,018

Pcs 2
Kg 8,6
mc 0,121

Pcs 1
Kg 9,6
mc 0,148

Pcs 2
Kg 7,9
mc 0,086
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MEDIUM SIZE

K26.157.S30.F1R

K26.156.F1R

K26.157.S20.T1K

FUMAGALLI POLES TECHNOLOGY



- 317 -

U
P&

D
O

W
N

D
O

W
N

LI
G

H
T

IN
-G

RO
U

N
D

B
R

IC
K

LI
G

H
T

FL
O

O
D

LI
G

TH
B
O

LL
A

R
D

B
U

LK
H

EA
D

SO
LA

R
G

A
R
D

EN
U

RB
A

N
 C

LA
SS

IC
U

RB
A

N
 M

O
D

ER
N

PO
ST

LA
M

PS
  

  
CO

M
PA

N
Y

  
  

 R
EF

ER
EN

CE
S

SALEM
MEDIUM SIZE

SILOESALEMSABA

Ø 245 Ø 245 Ø 245

RICU BISSO/SALEM 2L RICU BISSO/SALEM 3LGIGI/SALEM RICU/SALEM

RICU BISSO/SALEM 2+1 RICU BISSO/SALEM 3+1
E27 lampholder K26.157.S21.E27

6,5W lament K26.157.S21.F1R

8,5W CCT set K26.157.S21.V1K

11W CCT set K26.157.S21.T1K

E27 lampholder K26.157.E27

6,5W lament K26.157.F1R

8,5W CCT set K26.157.V1K

11W CCT set K26.157.T1K

E27 lampholder K26.157.S31.E27

6,5W lament K26.157.S31.F1R

8,5W CCT set K26.157.S31.V1K

11W CCT set K26.157.S31.T1K

E27 lampholder K26.156.E27

6,5W lament K26.156.F1R

8,5W CCT set K26.156.V1K

11W CCT set K26.156.T1K

E27 lampholder K26.157.S20.E27

6,5W lament K26.157.S20.F1R

8,5W CCT set K26.157.S20.V1K

11W CCT set K26.157.S20.T1K

E27 lampholder K26.157.S30.E27

6,5W lament K26.157.S30.F1R

8,5W CCT set K26.157.S30.V1K

11W CCT set K26.157.S30.T1K
Pcs 1
Kg 15,2
mc 0,214

Pcs 1
Kg 14,2
mc 0,214

Pcs 1
Kg 11,7
mc 0,18

Pcs 1
Kg 10,9
mc 0,172

Pcs 1
Kg 13
mc 0,214

Pcs 1
Kg 14,3
mc 0,214
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Q23.131.F1R

MEDIUM SIZE
GOLIA

- 318 -

completa di 

HANGINGWALL POST

RESIDENTIAL FILAMENT LEDUV-TREATED

ANTI-SHOCK TEMPERATURERECYCLABLE

DOUBLE
INSULATION

IECEE CB
SCHEME

+80°C
-30°

90% VOLTAGE SURGE
RESISTANT

800 lm 920 lm 1200 lm

CCT
SET

2700 K 4000 K 6500 K

T
T

NEW

C
S
CCT
SET

NEW
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GOLIA - LANTERN COMPONENTS GOLIA

Q23.000 *

Dimensions and weight 
Height: 360 mm 
Width: 230 mm
Depth: 230 mm
Weight: 1,3 Kg

Moulded colours: 

Painted colours: 

Diffuser PMMA:

Black White

Antique
green

Clear

Antique
bronze

Opal

360

230

Ø 60

CAGE

GABBIA

PINNACLE 

PINNACOLO

GOLIA ELIA

2

2

2

2

2

3

3

3

3

3

3

3

33

3

6

6

6

6

6

6
6

6

9

9

9

9

9

9

12

12

12

12

12

15

15

15

15

18

18

18

21

21

ROOF 

TETTO

DIFFUSER

IP 55

DIFFUSORE 

IP 55

PHOTOMETRIC DATA SAMPLE

MARY TOBIA

LED LAMPS 

LVD ERPEMC

Comply with:
     

CCT SETTABLE LED LAMP(*)

2700 K 4000 K 6500 K2700 K 4000 K 6500 K

E27 FILAMENT E27 CCT SET(*) 100 - 240 V *ADD.
SUFFIX

CFL-LED
mm 

E27 .E27

LAMP POWER LUMINOUS 
FLUX  UP TO

COLOUR
TEMP.

6,5W 2700 K .F1R

8,5 W
6500 K

.V1K

 MATCHING WITH 
CLASSIC LANTERNS.

360°OMNIDIRECTIONAL LIGHT.
HIGH EFFICIENCY: 90% ENERGY 
SAVING.

EYE COMFORT opal glass.
HIGH EFFICIENCY: >85% ENERGY 
SAVING.

4000 K
2700 K

FILAMENT
LED E27

CCT SET
LED E27

8,5W
CCT

60W
incandescent

6,5W

SAVE  89%
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Q23.111.V1K

Q23.151.V1K

Q23.120.F1RQ23Q2Q23Q2Q23.12.120.F0 1R1R
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GOLIA

E27 lampholder Q23.131.E27

6,5W lament Q23.131.F1R

8,5W CCT set Q23.131.V1K

E27 lampholder Q23.111.E27

6,5W lament Q23.111.F1R

8,5W CCT set Q23.111.V1K

E27 lampholder Q23.151.E27

6,5W lament Q23.151.F1R

8,5W CCT set Q23.151.V1K

E27 lampholder Q23.162.E27

6,5W lament Q23.162.F1R

8,5W CCT set Q23.162.V1K

E27 lampholder Q23.163.E27

6,5W lament Q23.163.F1R

8,5W CCT set Q23.163.V1K

E27 lampholder Q23.158.E27

6,5W lament Q23.158.F1R

8,5W CCT set Q23.158.V1K

E27 lampholder Q23.120.E27

6,5W lament Q23.120.F1R

8,5W CCT set Q23.120.V1K

E27 lampholder Q23.141.E27

6,5W lament Q23.141.F1R

8,5W CCT set Q23.141.V1K

BISSO/GOLIA PORPORA/GOLIA

SICHEM/GOLIA

MINILOT/GOLIA
Q23.000

GOLIA

MIZAR/GOLIA resin IAFET/GOLIA resin

ALOE’.R/GOLIA resin ARTU’/GOLIA

Pcs 12
Kg 19
mc 0,225

Pcs 2
Kg 8,6
mc 0,121

Pcs 2
Kg 7,9
mc 0,086

Pcs 12
Kg 19
mc 0,225

Pcs 1
Kg 4
mc 0,034

Pcs 1
Kg 9,6
mc 0,148

Pcs 1
Kg  1,3
mc  0,018

Pcs 12
Kg 19
mc 0,225

Pcs 1
Kg 3
mc 0,07

RICU/GOLIA
E27 lampholder Q23.157.E27

6,5W lament Q23.157.F1R

8,5W CCT set Q23.157. V1K

Pcs 1
Kg 11,7
mc 0,18

GIGI/GOLIA
E27 lampholder Q23.156.E27

6,5W lament Q23.156.F1R

8,5W CCT set Q23.156.V1K
Pcs 1
Kg 10,9
mc 0,172

230

GOLIA ELIATOBIAMARY
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Q23.157.S30.F1R

Q23.151.F1R

Q23.156.S20.V1K

FUMAGALLI POLES TECHNOLOGY
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MEDIUM SIZE
GOLIA

RICU BISSO/GOLIA 2L RICU BISSO/GOLIA 3L

GIGI BISSO/GOLIA 2L GIGI BISSO/GOLIA 3L

RICU BISSO/GOLIA 2+1

GIGI BISSO/GOLIA 2+1

RICU BISSO/GOLIA 3+1

GIGI BISSO/GOLIA 3+1

E27 lampholder Q23.157.S21.E27

6,5W lament Q23.157.S21.F1R

8,5W CCT set Q23.157.S21.V1K

E27 lampholder Q23.156.S21.E27

6,5W lament Q23.156.S21.F1R

8,5W CCT set Q23.156.S21.V1K

E27 lampholder Q23.157.S31.E27

6,5W lament Q23.157.S31.F1R

8,5W CCT set Q23.157.S31.V1K

E27 lampholder Q23.156.S31.E27

6,5W lament Q23.156.S31.F1R

8,5W CCT set Q23.156.S31.V1K

E27 lampholder Q23.156.S20.E27

6,5W lament Q23.156.S20.F1R

8,5W CCT set Q23.156.S20.V1K

E27 lampholder Q23.156.S30.E27

6,5W lament Q23.156.S30.F1R

8,5W CCT set Q23.156.S30.V1K

E27 lampholder Q23.157.S20.E27

6,5W lament Q23.157.S20.F1R

8,5W CCT set Q23.157.S20. V1K

E27 lampholder Q23.157.S30.E27

6,5W lament Q23.157.S30.F1R

8,5W CCT set Q23.157.S30.V1K

Pcs 1
Kg 13,5
mc 0,182

Pcs 1
Kg 14,7
mc 0,182

Pcs 1
Kg 16
mc 0,182

Pcs 1
Kg 16,5
mc 0,214

Pcs 1
Kg 15,2
mc 0,214

Pcs 1
Kg 15,2
mc 0,214

Pcs 1
Kg 14,2
mc 0,214

Pcs 1
Kg 14,7
mc 0,182

GOLIA ELIAMARY TOBIA
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U23.111.F1R

MEDIUM SIZE
CEFA

- 324 -

completa di 

HANGINGWALL POST

RESIDENTIAL FILAMENT LEDUV-TREATED

ANTI-SHOCK TEMPERATURERECYCLABLE

DOUBLE
INSULATION

IECEE CB
SCHEME

+80°C
-30°

90% VOLTAGE SURGE
RESISTANT

800 lm 920 lm 1200 lm

CCT
SET

2700 K 4000 K 6500 K

T
T

NEW

C
S
CCT
SET

NEW
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CEFA - LANTERN COMPONENTS CEFA

U23.000 *

Dimensions and weight 
Height: 380 mm 
Width: 230 mm
Depth: 230 mm
Weight: 1,3 Kg

Moulded colours: 

Painted colours: 

Diffuser PMMA:

Black White

Antique
green

Clear

Antique
bronze

Opal

380

230

CAGE

GABBIA

Ø 60

PINNACLE 

PINNACOLO

PIETROSIMONCEFA

ROOF 

TETTO

DIFFUSER

IP 55

DIFFUSORE 

IP 55

2

2

2

2

2

3

3

3

3

3

3

3

33

3

6

6

6

6

6

6
6

6

9

9

9

9

9

9

12

12

12

12

12

15

15

15

15

18

18

18

21

21

PHOTOMETRIC DATA SAMPLE

LED LAMPS 

LVD ERPEMC

Comply with:
     

CCT SETTABLE LED LAMP(*)

2700 K 4000 K 6500 K2700 K 4000 K 6500 K

E27 FILAMENT E27 CCT SET(*) 100 - 240 V *ADD.
SUFFIX

CFL-LED
mm 

E27 .E27

LAMP POWER LUMINOUS 
FLUX  UP TO

COLOUR
TEMP.

6,5W 2700 K .F1R

8,5 W
6500 K

.V1K

 MATCHING WITH 
CLASSIC LANTERNS.

360°OMNIDIRECTIONAL LIGHT.
HIGH EFFICIENCY: 90% ENERGY 
SAVING.

EYE COMFORT opal glass.
HIGH EFFICIENCY: >85% ENERGY 
SAVING.

4000 K
2700 K

8,5W
CCT

60W
incandescent

6,5W

SAVE  89%

FILAMENT
LED E27

CCT SET
LED E27
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U23.163.F1R
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PIETROSIMONCEFA

E27 lampholder U23.131.E27

6,5W lament U23.131.F1R

8,5W CCT set U23.131.V1K

E27 lampholder U23.111.E27

6,5W lament U23.111.F1R

8,5W CCT set U23.111.V1K

E27 lampholder U23.151.E27

6,5W lament U23.151.F1R

8,5W CCT set U23.151.V1K

E27 lampholder U23.162.E27

6,5W lament U23.162.F1R

8,5W CCT set U23.162.V1K

E27 lampholder U23.163.E27

6,5W lament U23.163.F1R

8,5W CCT set U23.163.V1K

E27 lampholder U23.158.E27

6,5W lament U23.158.F1R

8,5W CCT set U23.158.V1K

E27 lampholder U23.120.E27

6,5W lament U23.120.F1R

8,5W CCT set U23.120.V1K

E27 lampholder U23.141.E27

6,5W lament U23.141.F1R

8,5W CCT set U23.141.V1K

BISSO/CEFA PORPORA/CEFA

SICHEM/CEFA

MINILOT/CEFA
U23.000

CEFA

MIZAR/CEFA resin IAFET/CEFA resin

ALOE’.R/CEFA resin ARTU’/CEFA

Pcs 12
Kg 19
mc 0,225

Pcs 2
Kg 8,6
mc 0,121

Pcs 2
Kg 7,9
mc 0,086

Pcs 12
Kg 19
mc 0,225

Pcs 1
Kg 4
mc 0,034

Pcs 1
Kg 9,6
mc 0,148

Pcs 1
Kg  1,3
mc  0,018

Pcs 12
Kg 19
mc 0,225

Pcs 1
Kg 3
mc 0,07

RICU/CEFA
E27 lampholder U23.157.E27

6,5W lament U23.157.F1R

8,5W CCT set U23.157. V1K
Pcs 1
Kg 11,7
mc 0,18

GIGI/CEFA
E27 lampholder U23.156.E27

6,5W lament U23.156.F1R

8,5W CCT set U23.156.V1K
Pcs 1
Kg 10,9
mc 0,172
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MEDIUM SIZE
CEFA

U23.157.S30.F1R

U23.157.S20.V1K

U23.158.V1K

FUMAGALLI POLES TECHNOLOGY
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RICU BISSO/CEFA 2L RICU BISSO/CEFA 3L

GIGI BISSO/CEFA 2L GIGI BISSO/CEFA 3L

RICU BISSO/CEFA 2+1

GIGI BISSO/CEFA 2+1

RICU BISSO/CEFA 3+1

GIGI BISSO/CEFA 3+1

E27 lampholder U23.157.S21.E27

6,5W lament U23.157.S21.F1R

8,5W CCT set U23.157.S21. V1K

E27 lampholder U23.156.S21.E27

6,5W lament U23.156.S21.F1R

8,5W CCT set U23.156.S21.V1K

E27 lampholder U23.157.S31.E27

6,5W lament U23.157.S31.F1R

8,5W CCT set U23.157.S31. V1K

E27 lampholder U23.156.S31.E27

6,5W lament U23.156.S31.F1R

8,5W CCT set U23.156.S31.V1K

E27 lampholder U23.156.S20.E27

6,5W lament U23.156.S20.F1R

8,5W CCT set U23.156.S20.V1K

E27 lampholder U23.156.S30.E27

6,5W lament U23.156.S30.F1R

8,5W CCT set U23.156.S30.V1K

E27 lampholder U23.157.S20.E27

6,5W lament U23.157.S20.F1R

8,5W CCT set U23.157.S20.V1K

E27 lampholder U23.157.S30.E27

6,5W lament U23.157.S30.F1R

8,5W CCT set U23.157.S30.V1K

Pcs 1
Kg 13,5
mc 0,182

Pcs 1
Kg 14,7
mc 0,182

Pcs 1
Kg 16
mc 0,182

Pcs 1
Kg 16,5
mc 0,214

Pcs 1
Kg 15,2
mc 0,214

Pcs 1
Kg 15,2
mc 0,214

Pcs 1
Kg 14,2
mc 0,214

Pcs 1
Kg 14,7
mc 0,182

MEDIUM SIZE
CEFA

PIETROSIMONCEFA



NOME
CATEGORIA

U
P&

D
O

W
N

D
O

W
N

LI
G

H
T

IN
-G

RO
U

N
D

B
R

IC
K

LI
G

H
T

FL
O

O
D

LI
G

TH
B
O

LL
A

R
D

B
U

LK
H

EA
D

SO
LA

R
G

A
R
D

EN
U

RB
A

N
 C

LA
SS

IC
U

RB
A

N
 M

O
D

ER
N

PO
ST

LA
M

PS
  

  
CO

M
PA

N
Y

  
  

 R
EF

ER
EN

CE
S

M22.000.F1R

SMALL SIZE
IESSE

- 330 -

LED 

WALL

RESIDENTIAL

+80°C
-30°

90% VOLTAGE SURGE
RESISTANT

800 lm 920 lm 1200 lm

CCT
SET

2700 K 4000 K 6500 K

T
T

NEW

C
S
CCT
SET

NEW

UV-TREATED

ANTI-SHOCK TEMPERATURERECYCLABLE

DOUBLE
INSULATION

IECEE CB
SCHEME

FILAMENT LED
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SMALL SIZE
IESSE

IESSE - LANTERN COMPONENTS IESSE

M22.000

Dimensions and weight 
Height: 350 mm 
Width: 220 mm
Depth: 130 mm
Weight: 0,82 Kg

Moulded colours: 

Painted colours: 

Diffuser PMMA:

Black White

Antique
green

Clear

Antique
bronze

Opal

IESSE

Pcs 16
Kg 14
mc 0,224

350

DIFFUSER 

DIFFUSORE 

CAGE 

GABBIA

WALL PLATE

BASE A MURO

IESSE DARIA

IESSE

E27 M22.000.E27

6,5W lament M22.000.F1R

8,5W CCT set M22.000.V1K

PHOTOMETRIC DATA SAMPLE

LED LAMPS 

LVD ERPEMC

Comply with:
     

CCT SETTABLE LED LAMP(*)

2700 K 4000 K 6500 K2700 K 4000 K 6500 K

E27 FILAMENT E27 CCT SET(*) 100 - 240 V *ADD.
SUFFIX

CFL-LED
mm 

E27 .E27

LAMP POWER LUMINOUS 
FLUX  UP TO

COLOUR
TEMP.

6,5W 2700 K .F1R

8,5 W
6500 K

.V1K

 MATCHING WITH
CLASSIC LANTERNS.

360°OMNIDIRECTIONAL LIGHT.
HIGH EFFICIENCY: 90% ENERGY 
SAVING.

EYE COMFORT opal glass.
HIGH EFFICIENCY: >85% ENERGY 
SAVING.

4000 K
2700 K

FILAMENT
LED E27

CCT SET
LED E27

8,5W
CCT

60W
incandescent

6,5W

SAVE  89%

2

2

2

2

2

3

3

3

3

3

3

3

33

3

6

6

6

6

6

6
6

6

9

9

9

9

9

9

12

12

12

12

12

15

15

15

15

18

18

18

21

21

1

2

2

2

2

3

3

3

3

3

3

4

4

4

4

4

4

4

5

5

5

5

5

5

6

6

6

6

6

6

6

7

7

7

7

7

7

7

8

8

8

8

8

8 9

9

9

10

10

11
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M28.000.F1R

LARGE SIZE
DARIA

- 332 -

fornita completa di 

PUBLIC

WALL

RESIDENTIAL

+80°C
-30°

90% VOLTAGE SURGE
RESISTANT

800 lm 920 lm 1200 lm

CCT
SET

2700 K 4000 K 6500 K

T
T

NEW

C
S
CCT
SET

NEW

UV-TREATED

ANTI-SHOCK TEMPERATURERECYCLABLE

DOUBLE
INSULATION

IECEE CB
SCHEME

FILAMENT LED
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LARGE SIZE
DARIA

DARIA - LANTERN COMPONENTS DARIA

M28.000

Dimensions and weight 
Height: 515 mm 
Width: 286 mm
Depth: 143 mm
Weight: 2,3 Kg

Moulded colours: 

Painted colours: 

Diffuser PMMA:

Black White

Antique
green

Clear

Antique
bronze

Opal

515

IESSE DARIA

CAGE made of shockproof resin 
material, UV rays stabilized, rust and 
corrosion-free.

GABBIA

ruggine e corrosione.

PHOTOMETRIC DATA SAMPLE

DARIA lantern clear with
Fumagalli Led Lamp CCT set 11W.

2

5

5

5

5

5

10

10

10

10

10

15

15

15

15

0

20

20

20

20

25

25

25

25

25

30

30

30

30

30

35

35

35

35

35

40
40

40

45

45

50

DARIA

Pcs 1
Kg 2,3
mc 0,03

DIFFUSER made of UV stabilized 
polymethylmethacrylate (PMMA) 
resistant to yellowing process due to 
sun rays, available in clear or opal color 
and made of one piece only.

DIFFUSORE 
(PMMA) resistente al processo di 
ingiallimento dovuto ai raggi solari, 
disponibile in colore trasparente od 
opale e realizzato in un pezzo unico.

* ADD THESE SUFFIXES TO THE REFERENCES 
MENTIONED IN THE CATALOGUE

E27 M28.000.E27

6,5W lament M28.000.F1R

11W CCT set M28.000.T1K

LED LAMPS 

Technical details on page 596.

LVD ERPEMC

Comply with:EU2019/2015
     EU2019/2020

CCT SETTABLE LED LAMP(*)

to select the desired Kelvin 
temperature
(2700K/4000K/6500K)
and get a customized 

2700 K 4000 K 6500 K2700 K 4000 K 6500 K

WALL PLATE made of shockproof 

rays stabilized, rust and corrosion-
free. Supplied complete with E27 
lampholder.

BASE A MURO realizzata in resina 

ruggine e corrosione. Fornita completa 
di portalampada E27.

E27 FILAMENT E27 CCT SET(*) 100 - 240 V *ADD.
SUFFIX

suitable lamps:
CFL-LED

E27
lampholder only .E27

LAMP POWER LUMINOUS 
FLUX  UP TO

COLOUR
TEMP.

6,5W 800 lm 2700 K .F1R

11 W 1200 lm
6500 K

.T1K

Perfect MATCHING WITH
CLASSIC LANTERNS.
SUITABLE FOR OUTDOOR USE: 
100-240V driver.
360°OMNIDIRECTIONAL LIGHT.
HIGH EFFICIENCY: 90% ENERGY 
SAVING.

A60 CCT SETTABLE: 
2700K/4000K/6500K.
SUITABLE FOR OUTDOOR USE: 
100-240V driver.
EYE COMFORT opal glass.
HIGH EFFICIENCY: >85% ENERGY 
SAVING.

4000 K
2700 K

FILAMENT
LED E27

CCT SET
LED E27

11W
CCT

75W
incandescent

6,5W 60W
incandescent

SAVE up to 89%

(*)
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SMALL SIZE
SABA

G25.131

SMALL SIZE
GLOBE 250 CLASSIC

- 334 -HANGING

UV-TREATED

ANTI-SHOCK TEMPERATURERECYCLABLE

DOUBLE
INSULATION

WALL POST

RESIDENTIAL

55. 

completo di 

+80°C
-30°

90% VOLTAGE SURGE
RESISTANT

800 lm 920 lm 1200 lm

CCT
SET

2700 K 4000 K 6500 K

T
T

NEW

C
S
CCT
SET

NEW

90% VOLTAGE SURGE
RESISTANT
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SMALL SIZE
GLOBE 250 CLASSIC

GLOBE 250 CLASSIC - COMPONENTS GLOBE 250 CLASSIC

G25.B25 *

Dimensions and weight 
Height: 260 mm 
Diameter: 250 mm
Weight: 0,8 Kg

Moulded colours: 

Painted colours: 

Diffuser PMMA:

Black White

Antique
green

Clear

Antique
bronze

Opal Smoked

260

GLOBE BASE

REGGIBOCCIA 

GLOBE

GLOBO  

fumé.
Opal

Ø 60

250

PHOTOMETRIC DATA SAMPLE

1

1

1

1

1

1

2

2

2
2

2

2

2

22

2

2

4

4

4

4

4

4
4

4

4

6

6

6

6

6
6

6

6

8

8

8

8

8

8

8

10
10

10
10

10

10

12

12

12

12

12

14

14

14

14

16 16
16

GLOBE 250
CLASSIC

GLOBE 300
CLASSIC

GLOBE 400
CLASSIC

GLOBE 500
CLASSIC

LED LAMPS 

LVD ERPEMC

Comply with:
     

CCT SETTABLE LED LAMP(*)

2700 K 4000 K 6500 K2700 K 4000 K 6500 K

E27 FILAMENT E27 CCT SET(*) 100 - 240 V *ADD.
SUFFIX

CFL-LED
E27 .E27

LAMP POWER LUMINOUS 
FLUX  UP TO

COLOUR
TEMP.

6,5W 2700 K .F1R

8,5 W
6500 K

.V1K4000 K
2700 K

11 W
6500 K

.T1K

 MATCHING WITH
CLASSIC LANTERNS.

360°OMNIDIRECTIONAL LIGHT.
HIGH EFFICIENCY: 90% ENERGY 
SAVING.

EYE COMFORT opal glass.
HIGH EFFICIENCY: >85% ENERGY 
SAVING.

4000 K
2700 K

FILAMENT
LED E27

CCT SET
LED E27

CCT SET
LED E27 

11W
CCT

75W
incandescent

6,5W

8,5W
CCT

60W
incandescent

SAVE  89%
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SMALL SIZE
GLOBE 250 CLASSIC

G25.158.S20

G25.141.F1R G25.162.V1K

G25.156.F1R

G25.131.F1R G25.110.F1R

FUMAGALLI POLES TECHNOLOGY

G25G255G25.16.16.1662.V2.V.VV1K11K1K
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GIGI BISSO/G250 2L RICU BISSO/G250 2L

MIKROLOT/G250 BISSO/G250

MIZAR/G250 resin

PORPORA/G250

IAFET.R/G250 resin GIGI BISSO/G250 3L

ALOE’.R/G250 resin

RICU BISSO/G250 3L

GIGI/G250

ARTU’/G250

2050

SICHEM/G250

Pcs 2
Kg 7
mc 0,122

Pcs 2
Kg 24,8
mc 0,304

Pcs 2
Kg 27,5
mc 0,339

Pcs 36
Kg 42
mc 0,829

Pcs 2
Kg 6,9
mc 0,092

Pcs 2
Kg 23,7
mc 0,27

Pcs 2
Kg 25,4
mc 0,31

Pcs 2
Kg 4
mc 0,078

Pcs 2
Kg 20,1
mc 0,217

Pcs 1
Kg 4
mc 0,028

Pcs 36
Kg 42
mc 0,829

Pcs 2
Kg 17,1
mc 0,186

Pcs 36
Kg 42
mc 0,829

G25.B25

GLOBE 250 CLASSIC

Pcs 2
Kg  1,6
mc  0,025

SMALL SIZE
GLOBE 250 CLASSIC

GLOBE 250
CLASSIC

GLOBE 300
CLASSIC

GLOBE 400
CLASSIC

GLOBE 500
CLASSIC

E27 G25.110.E27

6,5W G25.110.F1R

8,5W G25.110.V1K

11W G25.110.T1K

E27 G25.131.E27

6,5W G25.131.F1R

8,5W G25.131.V1K

11W G25.131.T1K

E27 G25.163.E27

6,5W G25.163.F1R

8,5W G25.163.V1K

11W G25.163.T1K

E27 G25.158.E27

6,5W G25.158.F1R

8,5W G25.158.V1K

11W G25.158.T1K

E27 G25.151.E27

6,5W G25.151.F1R

8,5W G25.151.V1K

11W G25.151.T1K

E27 G25.162.E27

6,5W G25.162.F1R

8,5W G25.162.V1K

11W G25.162.T1K

E27 G25.120.E27

6,5W G25.120.F1R

8,5W G25.120.V1K

11W G25.120.T1K

E27 G25.156.S30.E27

6,5W G25.156.S30.F1R

8,5W G25.156.S30.V1K

11W G25.156.S30. T1K

E27 G25.157.S30.E27

6,5W G25.157.S30.F1R

8,5W G25.157.S30.V1K

11W G25.157.S30.T1K

E27 G25.141.E27

6,5W G25.141.F1R

8,5W G25.141.V1K

11W G25.141.T1K

E27 G25.157.S20.E27

6,5W G25.157.S20.F1R

8,5W G25.157.S20.V1K

11W G25.157.S20.T1K

E27 G25.156.S20.E27

6,5W G25.156.S20.F1R

8,5W G25.156.S20.V1K

11W G25.156.S20.T1K

E27 G25.156.E27

6,5W G25.156.F1R

8,5W G25.156.V1K

12W G25.156.T1K

CCT set

lament

CCT set
CCT set

lament

CCT set
CCT set

lament

CCT set

CCT set

lament

CCT set
CCT set

lament

CCT set
CCT set

lament

CCT set
CCT set

lament

CCT set
CCT set

lament

CCT set

CCT set

lament

CCT set
CCT set

lament

CCT set
CCT set

lament

CCT set

CCT set

lament

CCT set
CCT set

lament

CCT set
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SMALL SIZE
SABA
MEDIUM SIZE
GLOBE 300 CLASSIC

G30.162

G30.111

- 338 -HANGING

UV-TREATED

ANTI-SHOCK TEMPERATURERECYCLABLE

DOUBLE
INSULATION

WALL POST

RESIDENTIAL

 

+80°C
-30°

90% VOLTAGE SURGE
RESISTANT

800 lm 920 lm 1200 lm

CCT
SET

2700 K 4000 K 6500 K

T
T

NEW

C
S
CCT
SET

NEW

% VOLTAGE SURGE
RESISTANT

700 K 4000 K 6500 K
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MEDIUM SIZE
GLOBE 300 CLASSIC

GLOBE 300 CLASSIC - COMPONENTS GLOBE 300 CLASSIC

G30.B30 *

Dimensions and weight 
Height: 310 mm 
Diameter: 300 mm
Weight: 1,1 Kg

Moulded colours: 

Painted colours: 

Diffuser PMMA:

Black White

Antique
green

Clear

Antique
bronze

Opal

310

Ø 60

300

PHOTOMETRIC DATA SAMPLE

0.50

0.50

0.50

1.00

1.00

1.00

1.00

1.00

2.00

2.00

2.00

2.00

2.00

2.00

2.00

2.00

2.00

2.00

2.00

2.00

2.00

3.00

3.00

3.00

3.00

3.00

3.00

3.00

3.00

3.00

3.00
3.00

3.50
3.50

3.50

3.50 3.50

3.50

3.50

3.50
3.50

4.00

4.00

4.00

4.00

4.00

4.00

GLOBE 250
CLASSIC

GLOBE 300
CLASSIC

GLOBE 400
CLASSIC

GLOBE 500
CLASSIC

Smoked

LED LAMPS 

LVD ERPEMC

Comply with:
     

CCT SETTABLE LED LAMP(*)

2700 K 4000 K 6500 K2700 K 4000 K 6500 K

GLOBE BASE

REGGIBOCCIA 

GLOBE

GLOBO  

fumé.
Opal

E27 FILAMENT E27 CCT SET(*) 100 - 240 V *ADD.
SUFFIX

CFL-LED
E27 .E27

LAMP POWER LUMINOUS 
FLUX  UP TO

COLOUR
TEMP.

6,5W 2700 K .F1R

8,5 W
6500 K

.V1K4000 K
2700 K

11 W
6500 K

.T1K

 MATCHING WITH
CLASSIC LANTERNS.

360°OMNIDIRECTIONAL LIGHT.
HIGH EFFICIENCY: 90% ENERGY 
SAVING.

EYE COMFORT opal glass.
HIGH EFFICIENCY: >85% ENERGY 
SAVING.

4000 K
2700 K

FILAMENT
LED E27

CCT SET
LED E27

CCT SET
LED E27 

11W
CCT

75W
incandescent

6,5W

8,5W
CCT

60W
incandescent

SAVE  89%
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MEDIUM SIZE
GLOBE 300 CLASSIC

G30.131.F1R

G30.111.F1R

G30.120.F1R

G30.157.S20.F1R

FUMAGALLI POLES TECHNOLOGY

30303030303033 .12.12.12.12.12120.F0.F0.F0.F0 F0 F0.F1R1R1R1R1R1RR
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ARTU’/G300 ALOE’.R/G300 MINILOT/G300

SICHEM/G300BISSO/G300

GIGI/G300RICU/G300

430

430

330

330

IAFET.R/G300 resin

Pcs 24
Kg 44,2
mc 0,638

Pcs 24
Kg 44,2
mc 0,638

Pcs 24
Kg 44,2
mc 0,638

Pcs 2
Kg 20,7
mc 0,242

Pcs 2
Kg 17,7
mc 0,211

Pcs 2
Kg 8,2
mc 0,146

Pcs 2
Kg 7,5
mc 0,117

Pcs 2
Kg 22,2
mc 0,274

G30.B30

GLOBE 300 CLASSIC

Pcs 2
Kg  2,2
mc  0,059

MEDIUM SIZE
GLOBE 300 CLASSIC

GLOBE 250
CLASSIC

GLOBE 300
CLASSIC

GLOBE 400
CLASSIC

GLOBE 500
CLASSIC

RICU BISSO/G300 3LRICU BISSO/G300 2L

Pcs 2
Kg  31,8
mc  0,401

Pcs 2
Kg  29,4
mc  0,366

E27 G30.157.S20.E27

6,5W G30.157.S20.F1R

8,5W G30.157.S20.V1K

11W G30.157.S20.T1K

E27 G30.157.E27

6,5W G30.157.F1R

8,5W G30.157.V1K

11W G30.157.T1K

E27 G30.156.E27

6,5W G30.156.F1R

8,5W G30.156.V1K

11W G30.156.T1K

E27 G30.158.E27

6,5W G30.158.F1R

8,5W G30.158.V1K

11W G30.158.T1K

E27 G30.163.E27

6,5W G30.163.F1R

8,5W  30.163.V1K

11W G30.163.T1K

E27 G30.111.E27

6,5W G30.111.F1R

8,5W G30.111.V1K

11W G30.111. T1K

E27 G30.162.E27

6,5W G30.162.F1R

8,5W G30.162.V1K

11W G30.162.T1K

E27 G30.157.S30.E27

6,5W G30.157.S30.F1R

8,5W G30.157.S30.V1K

11W G30.157.S30.T1K

E27 G30.131.E27

6,5W G30.131.F1R

8,5W G30.131.V1K

11W G30.131.T1K

E27 G30.120.E27

6,5W G30.120.F1R

8,5W G30.120.V1K

11W G30.120.T1K
CCT set

lament

CCT set
CCT set

lament

CCT set

CCT set

lament

CCT set
CCT set

lament

CCT set

CCT set

lament

CCT set
CCT set

lament

CCT set

CCT set

lament

CCT set

CCT set 

lament

CCT set

CCT set

lament

CCT set

CCT set

lament

CCT set
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MEDIUM SIZE
GLOBE 300 CLASSIC

G30.201.R30.F1R

G30.201.R20

G30.201.T1KFUMAGALLI POLES TECHNOLOGY

G30.132.V1K

.TT1K1K
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NEBO/G300 NEBO OFIR/G300 2L NEBO OFIR/G300 3L

Pcs 1
Kg  22,2
mc  0,163

Pcs 1
Kg  25,7
mc  0,208

Pcs 1
Kg  30,8
mc  0,237

MEDIUM SIZE
GLOBE 300 CLASSIC

GLOBE 250
CLASSIC

GLOBE 300
CLASSIC

GLOBE 400
CLASSIC

GLOBE 500
CLASSIC

RICU OFIR/G300 3L

RICU OFIR/G300 2L

Pcs 2
Kg 26,3
mc 0,379

Pcs 2
Kg 29,9
mc 0,439

OFIR/G300

Pcs 2
Kg 4,6
mc 0,077

MIRRA/G300

Pcs 1
Kg 5,1
mc 0,077

E27 G30.157.R30.E27

6,5W G30.157.R30.F1R

8,5W G30.157.R30.V1K

11W G30.157.R30.T1K

E27 G30.157.R20.E27

6,5W G30.157.R20.F1R

8,5W G30.157.R20.V1K

11W G30.157.R20.T1K

E27 G30.201.E27

6,5W G30.201.F1R

8,5W G30.201.V1K

11W G30.201.T1K

E27 G30.201.R20.E27

6,5W G30.201.R20.F1R

8,5W G30.201.R20.V1K

11W G30.201.R20.T1K

E27 G30.201.R30.E27

6,5W G30.201.R30.F1R

8,5W G30.201.R30.V1K

11W G30.201.R30.T1K

E27 G30.142.E27

6,5W G30.142.F1R

8,5W G30.142.V1K

11W G30.142.T1K

E27 G30.132.E27

6,5W G30.132.F1R

8,5W G30.132.V1K

11W G30.132.T1K

CCT set

lament

CCT set

CCT set

lament

CCT set

CCT set

lament

CCT set

CCT set

lament

CCT set

CCT set

lament

CCT set

CCT set

lament

CCT set

CCT set

lament

CCT set
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SMALL SIZE
GLOBE 250 MODERN

G26.114

- 344 -

UV-TREATED

ANTI-SHOCK TEMPERATURERECYCLABLE

DOUBLE
INSULATION

POST

RESIDENTIAL

LED 

corrosione. Idoneo per il montaggio a 

+80°C
-30°

90% VOLTAGE SURGE
RESISTANT

800 lm 920 lm 1200 lm

CCT
SET

2700 K 4000 K 6500 K

T
T

NEW

C
S
CCT
SET

NEW

WALL

666666666....
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E27 FILAMENT E27 CCT SET(*) 100 - 240 V *ADD.
SUFFIX

CFL-LED
E27 .E27

LAMP POWER LUMINOUS 
FLUX  UP TO

COLOUR
TEMP.

6,5W 2700 K .F1R

8,5 W
6500 K

.V1K4000 K
2700 K

11 W
6500 K

.T1K

 MATCHING WITH CLAS-
SIC LANTERNS.

360°OMNIDIRECTIONAL LIGHT.
HIGH EFFICIENCY: 90% ENERGY 
SAVING.

EYE COMFORT opal glass.
HIGH EFFICIENCY: >85% ENERGY 
SAVING.

4000 K
2700 K

FILAMENT
LED E27

CCT SET
LED E27

CCT SET
LED E27 

GLOBE

GLOBO  

fumé.
Opal

SMALL SIZE
GLOBE 250 MODERN

GLOBE 250 MODERN - COMPONENTS

PHOTOMETRIC DATA SAMPLE

1

1

1

1

1

1

2

2

2
2

2

2

2

22

2

2

4

4

4

4

4

4
4

4

4

6

6

6

6

6
6

6

6

8

8

8

8

8

8

8

10
10

10
10

10

10

12

12

12

12

12

14

14

14

14

16 16
16

GLOBE 500
MODERN

GLOBE 400
MODERN

GLOBE 300
MODERN

GLOBE 250
MODERN

LED LAMPS 

LVD ERPEMC

Comply with:
     

CCT SETTABLE LED LAMP(*)

2700 K 4000 K 6500 K2700 K 4000 K 6500 K

GLOBE BASE

REGGIBOCCIA 

11W
CCT

75W
incandescent

6,5W

8,5W
CCT

60W
incandescent

SAVE  89%

GLOBE 250 MODERN

G26.B26 *

Dimensions and weight 
Height: 260 mm 
Diameter: 250 mm
Weight: 0,8 Kg

Moulded colours: 

Diffuser PMMA:
Black White

Clear Opal

Ø 60

250

Smoked

270
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GLOBE 250 MODERN
SMALL SIZE

G26.242.F1R

G26.240

G26.257G26G26G26G26G266G26G2626.25.25.25.25.25.2555225777777
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GLOBE 250 MODERN
SMALL SIZE

GLOBE 500
MODERN

GLOBE 400
MODERN

GLOBE 300
MODERN

GLOBE 250
MODERN

Ø250

Ø60

Ø180

1750

FEBO 1500/G250

Pcs 2
Kg 11,4
mc 0,173

E27 lampholder G26.263.E27

6,5W lament G26.263.F1R

8,5W CCT set G26.263.V1K

11W CCT set G26.263.T1K

*

750
Ø60

Ø170

Ø250

1000

Ø60

Ø170

Ø250

ARGO 500/G250 ARGO 800/G250

140

Ø250

1000

GIAFFA /G250

Pcs 2
Kg 5
mc 0,070

Pcs 2
Kg 6,1
mc 0,093

G26.B26.E27

GLOBE 250 MODERN

Ø250 270

Ø60

Pcs 2
Kg  1,6
mc  0,025

NARDO /G250
E27 lampholder G26.240.E27

6,5W lament G26.240.F1R

8,5W CCT set G26.240.V1K

11W CCT set G26.240.T1K

DISMA /G250

120

Ø250
350

Pcs 36
Kg 36,5
mc 0,829

550
Ø60

Ø170

Ø250

ARGO 300/G250

Pcs 2
Kg 4,3
mc 0,061

E27 lampholder G26.257.E27 resin

6,5W lament G26.257.F1R resin

8,5W CCT set G26.257.V1K resin

11W CCT set G26.257.T1K resin

E27 lampholder G26.256.E27 resin

6,5W lament G26.256.F1R resin

8,5W CCT set G26.256.V1K resin

11W CCT set G26.256.T1K resin

E27 lampholder G26.255.E27 resin

6,5W lament G26.255.F1R resin

8,5W CCT set G26.255.V1K resin

11W CCT set G26.255.T1K resin

E27 lampholder G26.242.E27 resin

6,5W lament G26.242.F1R resin

8,5W CCT set G26.242.V1K resin

11W CCT set G26.242.T1K resin

E27 lampholder G26.114.E27

6,5W lament G26.114.F1R

8,5W CCT set G26.114.V1K

11W CCT set G26.114.T1K

Ø250
330

290

Ø250
330

290

Pcs 2
Kg 4
mc 0,078

Pcs 36
Kg 32,9
mc 0,829

***

*available colour: black *available colour: black *available colour: black *available colour: black
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MEDIUM SIZE
GLOBE 300 MODERN

G31.240

- 348 -

UV-TREATED

ANTI-SHOCK TEMPERATURERECYCLABLE

DOUBLE
INSULATION

WALL POST

RESIDENTIAL

LED 

corrosione. Idoneo per il montaggio a 

+80°C
-30°

90% VOLTAGE SURGE
RESISTANT

800 lm 920 lm 1200 lm

CCT
SET

2700 K 4000 K 6500 K

T
T

NEW

C
S
CCT
SET

NEW
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E27 FILAMENT E27 CCT SET(*) 100 - 240 V *ADD.
SUFFIX

CFL-LED
E27 .E27

LAMP POWER LUMINOUS 
FLUX  UP TO

COLOUR
TEMP.

6,5W 2700 K .F1R

8,5 W
6500 K

.V1K4000 K
2700 K

11 W
6500 K

.T1K

 MATCHING WITH
CLASSIC LANTERNS.

360°OMNIDIRECTIONAL LIGHT.
HIGH EFFICIENCY: 90% ENERGY 
SAVING.

EYE COMFORT opal glass.
HIGH EFFICIENCY: >85% ENERGY 
SAVING.

4000 K
2700 K

FILAMENT
LED E27

CCT SET
LED E27

CCT SET
LED E27 

MEDIUM SIZE
GLOBE 300 MODERN

GLOBE 300 MODERN

G31.B31 *

Dimensions and weight 
Height: 310 mm 
Diameter: 300 mm
Weight: 1,1 Kg

Moulded colours: 

Diffuser PMMA:
Black White

Clear Opal

310

Ø 60

300

GLOBE 300 MODERN - COMPONENTS

PHOTOMETRIC DATA SAMPLE

Smoked

GLOBE 500
MODERN

GLOBE 400
MODERN

GLOBE 300
MODERN

GLOBE 250
MODERN

LED LAMPS 

LVD ERPEMC

Comply with:
     

CCT SETTABLE LED LAMP(*)

2700 K 4000 K 6500 K2700 K 4000 K 6500 K

GLOBE BASE

REGGIBOCCIA 

GLOBE

GLOBO  

fumé.
Opal

11W
CCT

75W
incandescent

6,5W

8,5W
CCT

60W
incandescent

SAVE  89%

0.50

0.50

0.50

1.00

1.00

1.00

1.00

1.00

2.00

2.00

2.00

2.00

2.00

2.00

2.00

2.00

2.00

2.00

2.00

2.00

2.00

3.00

3.00

3.00

3.00

3.00

3.00

3.00

3.00

3.00

3.00
3.00

3.50
3.50

3.50

3.50 3.50

3.50

3.50

3.50
3.50

4.00

4.00

4.00

4.00

4.00

4.00
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GLOBE 300 MODERN
MEDIUM SIZE

G31.265

G31.242

G31.114.V1K



- 351 -

U
P&

D
O

W
N

D
O

W
N

LI
G

H
T

IN
-G

RO
U

N
D

B
R

IC
K

LI
G

H
T

FL
O

O
D

LI
G

TH
B
O

LL
A

R
D

B
U

LK
H

EA
D

SO
LA

R
G

A
R
D

EN
U

RB
A

N
 C

LA
SS

IC
U

RB
A

N
 M

O
D

ER
N

PO
ST

LA
M

PS
  

  
CO

M
PA

N
Y

  
  

 R
EF

ER
EN

CE
S

GLOBE 300 MODERN
MEDIUM SIZE

GLOBE 500
MODERN

GLOBE 400
MODERN

GLOBE 300
MODERN

GLOBE 250
MODERN

Ø60

Ø180

1800

Ø300

G31.B30

GLOBE 300 MODERN

310

Ø60

Pcs 2
Kg  2,2
mc  0,059

ARGO 800/G300

ARGO 500/G300

ARGO 300/G300

NARDO /G300

Ø60

Ø170

1050

Ø300

Ø60

Ø170

800

Ø300

Ø60

Ø170

600

Ø300

380

320

Ø300

380

320

Ø300

Pcs 2
Kg 4,9
mc 0,08

Pcs 2
Kg 6,7
mc 0,117

Pcs 2
Kg 5,6
mc 0,094

G31.B31.E27

GLOBE 300 MODERN

Ø60

310Ø300

Pcs 2
Kg  2,2
mc  0,059

ENEA 2000/G300

FEBO 1500/G300

Pcs 2
Kg 18,2
mc 0,281

Pcs 2
Kg 12
mc 0,207

E27 lampholder G31.255.E27 resin

6,5W lament G31.255.F1R resin

8,5W CCT set G31.255.V1K resin

11W CCT set G31.255.T1K resin

E27 lampholder G31.256.E27 resin

6,5W lament G31.256.F1R resin

8,5W CCT set G31.256.V1K resin

11W CCT set G31.256.T1K resin

E27 lampholder G31.257.E27 resin

6,5W lament G31.257.F1R resin

8,5W CCT set G31.257.V1K resin

11W CCT set G31.257.T1K resin

E27 lampholder G31.264.E27

6,5W lament G31.264.F1R

8,5W CCT set G31.264.V1K

11W CCT set G31.264.T1K

E27 lampholder G31.263.E27

6,5W lament G31.263.F1R

8,5W CCT set G31.263.V1K

11W CCT set G31.263.T1K

E27 lampholder G31.240.E27

6,5W lament G31.240.F1R

8,5W CCT set G31.240.V1K

11W CCT set G31.240.T1K

Pcs 24
Kg 39,4
mc 0,638

DISMA /G300

120

400Ø300

E27 lampholder G31.114.E27

6,5W lament G31.114.F1R

8,5W CCT set G31.114.V1K

11W CCT set G31.114.T1K

Pcs 24
Kg 40,6
mc 0,638

ENEA 2400/G300
E27 lampholder G31.265.E27

6,5W lament G31.265.F1R

8,5W CCT set G31.265.V1K

11W CCT set G31.265.T1K

GIAFFA /G300

140

Ø300

1050

E27 lampholder G31.242.E27

6,5W lament G31.242.F1R

8,5W CCT set G31.242.V1K

11W CCT set G31.242.T1K

Pcs 2
Kg 4,6
mc 0,117

Ø60

Ø180

2700
G31.265

2300
G31.264

Ø300

Pcs 2
Kg 22,2
mc 0,323

* * *

*

*

*

*available colour: black *available colour: black *available colour: black *available colour: black

*available colour: black
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LARGE SIZE
NOEMI HIGH POWER LED

E35.121.Q1K

Lanterna esagonale realizzata in resina 

+80°C
-30°

90%

VOLTAGE SURGE
RESISTANT

PUBLIC RESIDENTIAL

WALL POST HANGING

UV-TREATED

ANTI-SHOCK TEMPERATURERECYCLABLE

DOUBLE
INSULATION

IECEE CB
SCHEME

3000 K 4000 K

CCT SETTABLE

6

- 354 -
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Dimensions and weight 
Height: 530 mm 
Width: 350 mm
Depth: 305 mm
Weight: 3,9 Kg
Junction to support: diameter 60 mm
Area exposed to wind pressure:
CxS = m2 0,110

Moulded colours: 

Painted colours: 

Diffuser PMMA:

Black White

Antique
green

Clear

NOEMI HIGH POWER LED - LANTERN COMPONENTS NOEMI HIGH POWER LED

530

Antique
bronze

Opal

350

NOEMI HIGH POWER LED
LARGE SIZE

Ø 60

CEILING
HIGH 

SOFFITTO

a 

 ROOF 

TETTO

DIFFUSER

DIFFUSORE

CAGE

GABBIA

PINNACLE 

PINNACOLO

NOEMIRUTANNA

E35.000 *

PHOTOMETRIC DATA SAMPLE

5

5

5

5

5

5

10

1010

10

10

10

10

10

10

10

15

15
15

15

15

15

15

15

15

20

20

20

20

20

20 20

20

25

25

25

25

25

25

25

25

30

30

30

30

30
30

30

35
35

35

35

35

35

35

35
40

40

40

40

40

45

LED LAMPS 

LVD ERPEMC

Comply with:
     

HIGH POWER
30W

HIGH POWER LED

100 - 240 V

LAMP POWER LUMINOUS FLUX 
UP TO

COLOUR
TEMP.

*ADD.
SUFFIX

CCT SET
LED E27

15 W 4000 K
.R1K

3000 K

30 W 4000 K
.Q1K

3000 K

LED E27 
50W 4000 K .H1L

3000 K .H1R

(*) CCT SETTABLE LED LAMP(*)

3000 K 4000 K

- 355 -
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E35.000.F1R

LARGE SIZE
NOEMI E27

corrosione. Idonea per il montaggio a 

PUBLIC RESIDENTIAL

WALL POST HANGING

UV-TREATED

ANTI-SHOCK TEMPERATURERECYCLABLE

DOUBLE
INSULATION

IECEE CB
SCHEME

+80°C
-30°

90% VOLTAGE SURGE
RESISTANT

800 lm 920 lm 1200 lm

CCT
SET

2700 K 4000 K 6500 K

T
T

NEW

C
S
CCT
SET

NEW

- 356 -
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Dimensions and weight 
Height: 530 mm 
Width: 350 mm
Depth: 305 mm
Weight: 3,2 Kg
Junction to support: diameter 60 mm
Area exposed to wind pressure:
CxS = m2 0,110

NOEMI E27 - LANTERN COMPONENTS NOEMI E27

E35.000 *

530

CAGE 

GABBIA

PINNACLE 

PINNACOLO
350

NOEMIRUTANNA

NOEMI E27
LARGE SIZE

Ø 60

Moulded colours: 

Painted colours: 

Diffuser PMMA:

Black White

Antique
green

Clear

Antique
bronze

Opal

PHOTOMETRIC DATA SAMPLE

 

DIFFUSER

DIFFUSORE

CEILING

SOFFITTO

 ROOF 

TETTO

LED LAMPS 

LVD ERPEMC

Comply with:
     

E27 VERSION 100 - 240 V *ADD.
SUFFIX

CFL-LED-SON-HQI
MAX 70W

E27 .E27

LAMP POWER LUMINOUS FLUX  
UP TO

COLOUR
TEMP.

6,5W 2700 K .F1R

8,5 W
6500 K

.V1K4000 K
2700 K

11 W
6500 K

.T1K4000 K
2700 K

FILAMENT
LED E27

CCT SET
LED E27

(*)

CCT SET
LED E27 

CCT SETTABLE LED LAMP(*)

2700 K 4000 K 6500 K2700 K 4000 K 6500 K

(*)

- 357 -
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LARGE SIZE
NOEMI

E35.162.R1K

E35.121.Q1K

E35.157.Q1K

E35.132.Q1K

E35.132.Q1K

E35.113.R1K

- 358 -
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E35.162 resin

E35.121

IAFET.R/NOEMI

SICHEM/NOEMI

E35.158 E35.163 resin

ARTU’/NOEMI ALOE’.R/NOEMI
E35.156E35.157

GIGI/NOEMIRICU/NOEMI

E35.132

OFIR/NOEMI

E35.142

MIRRA/NOEMI
E35.113

LOT/NOEMI

Pcs 1
Kg  4,6
mc  0,048

Pcs 1
Kg  4,8
mc  0,061

Pcs 2
Kg  27,8
mc  0,310

Pcs 1
Kg  9,5
mc  0,083

Pcs 2
Kg  26,3
mc  0,278

Pcs 2
Kg  23,3
mc  0,247

Pcs 2
Kg  12,8
mc  0,182

Pcs 2
Kg  13,1
mc  0,153

Pcs 1
Kg  4,4
mc  0,048

EVA/NOEMI
E35.181

Pcs 1
Kg  10,9
mc  0,168

NOEMIRUTANNA

NOEMI
LARGE SIZE

E35.000

NOEMI

Pcs 1
Kg  3,9
mc  0,043
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NEBO/NOEMI
LARGE SIZE

E35.201.R20.Q1K

E35.201.R20.Q1K

E35.201.Q1K
FUMAGALLI POLES TECHNOLOGY

- 360 -
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NEBO OFIR/NOEMI 3L
E35.201.R30

NEBO OFIR/NOEMI 2L NEBO OFIR/NOEMI 3LNEBO/NOEMI
E35.201.R20 E35.201.R30E35.201

Pcs 1
Kg  35,8
mc  0,342

Pcs 1
Kg  24,9
mc  0,196

Pcs 1
Kg  31,9
mc  0,268

Pcs 1
Kg  35,8
mc  0,342

NEBO OFIR/NOEMI 2L
E35.201.R20

Pcs 1
Kg  31,9
mc  0,268

NOEMIRUTANNA

NEBO/NOEMI
LARGE SIZE
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E35.204.R20.Q1K

E35.204.Q1K

E35.204.R30.Q1K

TABOR/NOEMI
LARGE SIZE

FUMAGALLI POLES TECHNOLOGY

- 362 -
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TABOR OFIR/NOEMI 3L
E35.204.R30

TABOR OFIR/NOEMI 2L TABOR OFIR/NOEMI 3LTABOR/NOEMI
E35.204.R20 E35.204.R30E35.204

Pcs 1
Kg  29,4
mc  0,223

Pcs 1
Kg  36,4
mc  0,295

Pcs 1
Kg  39,5
mc  0,369

TABOR OFIR/NOEMI 2L
E35.204.R20

Pcs 1
Kg  36,4
mc  0,295

Pcs 1
Kg  39,5
mc  0,369

NOEMIRUTANNA

TABOR/NOEMI
LARGE SIZE
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HOREB/NOEMI
LARGE SIZE

E35.171.Q1K

E35.207.M21.Q1K

E35.207.M30.Q1K

FUMAGALLI POLES TECHNOLOGY
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HOREB ADAM/NOEMI 1L

HOREB ADAM/NOEMI 2+1

HOREB ADAM/NOEMI 3+1

HOREB ADAM/NOEMI 3L

HOREB ADAM/NOEMI 2L

HOREB/NOEMI

E35.207.M10

E35.207.M21

E35.207.M31

E35.207.M30

E35.207.M20

E35.207

Pcs 1
Kg  33,8
mc  0,280

Pcs 1
Kg  43
mc  0,404

Pcs 1
Kg  31,9
mc  0,249

Pcs 1
Kg  48
mc  0,476

Pcs 1
Kg  44,1
mc  0,414

Pcs 1
Kg  38,8
mc  0,342

E35.171

ADAM/NOEMI

Pcs 1
Kg  5,3
mc  0,083

NOEMIRUTANNA

HOREB/NOEMI
LARGE SIZE
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KARMEL 3000/NOEMI
LARGE SIZE

E35.231.R20.Q1K

E35.231.R30.Q1K

E35.231.Q1K
FUMAGALLI POLES TECHNOLOGY
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KARMEL 3000 OFIR/NOEMI 3L
E35.231.R30

KARMEL 3000 OFIR/NOEMI 3L
E35.231.R30

KARMEL 3000 OFIR/NOEMI 2L
E35.231.R20

KARMEL 3000 OFIR/NOEMI 2LKARMEL 3000/NOEMI
E35.231.R20E35.231

Pcs 1
Kg  39,5
mc  0,369

Pcs 1
Kg  39,5
mc  0,369

Pcs 1
Kg  36,4
mc  0,295

Pcs 1
Kg  36,4
mc  0,295

Pcs 1
Kg  29,4
mc  0,223

NOEMIRUTANNA

KARMEL 3000/NOEMI
LARGE SIZE
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KARMEL 3500-4000/NOEMI
LARGE SIZE

E35.171.Q1K

E35.234.Q1K

E35.234.M21.Q1K

FUMAGALLI POLES TECHNOLOGY
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KARMEL 3500
ADAM/NOEMI 3L

KARMEL 3500
ADAM/NOEMI 3+1

KARMEL 3500
ADAM/NOEMI 2+1

KARMEL 3500
ADAM/NOEMI 1L

KARMEL 3500
ADAM/NOEMI 2L

KARMEL 4000
ADAM/NOEMI 3L

KARMEL 4000
ADAM/NOEMI 3+1

KARMEL 4000
ADAM/NOEMI 2+1

KARMEL 4000
ADAM/NOEMI 1L

KARMEL 4000
ADAM/NOEMI 2L

E35.234.M30

E35.234.M31

E35.234.M21E35.234.M10

E35.234.M20

E35.237.M30

E35.237.M31

E35.237.M21E35.237.M10

E35.237.M20

Pcs 1
Kg  33,8
mc  0,280

Pcs 1
Kg  43
mc  0,404

Pcs 1
Kg  44,1
mc  0,414

Pcs 1
Kg  48
mc  0,476

Pcs 1
Kg  38,8
mc  0,342

Pcs 1
Kg  46,6

mc  0,441

Pcs 1
Kg  50,5

mc  0,503

Pcs 1
Kg  41,3

mc  0,369

Pcs 1
Kg  45,5

mc  0,431
Pcs 1

Kg  36,3
mc  0,287

NOEMIRUTANNA

KARMEL 3500-4000/NOEMI
LARGE SIZE

KARMEL 3500/NOEMI
E35.234

Pcs 1
Kg  31,9
mc  0,249
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LARGE SIZE
SILOE HIGH POWER LED

K35.132.Q1K

E27 
. 

IP55.  

Lanterna esagonale realizzata in 

corrosione. Idonea per il montaggio 

POTENZA

+80°C
-30°

90%

VOLTAGE SURGE
RESISTANT

PUBLIC RESIDENTIAL

WALL POST HANGING

UV-TREATED

ANTI-SHOCK TEMPERATURERECYCLABLE

DOUBLE
INSULATION

IECEE CB
SCHEME

3000 K 4000 K

CCT SETTABLE

6
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SILOESALEMSABA

SILOE HIGH POWER LED
LARGE SIZE

Dimensions and weight 
Height: 530 mm 
Width: 350 mm
Depth: 305 mm
Weight: 3,9 Kg
Junction to support: diameter 60 mm
Area exposed to wind pressure:
CxS = m2 0,113

Moulded colours: 

Painted colours: 

Diffuser PMMA:

Black White

Antique
green

Clear

SILOE HIGH POWER LED - LANTERN COMPONENTS SILOE HIGH POWER LED

530

Antique
bronze

Opal

350

Ø 60

K35.000 *

CEILING
HIGH 

SOFFITTO

a 

 ROOF 

TETTO

DIFFUSER

DIFFUSORE

CAGE

GABBIA

PINNACLE 

PINNACOLO

PHOTOMETRIC DATA SAMPLE

5

5

5

5

5

5

10

1010

10

10

10

10

10

10

10

15

15
15

15

15

15

15

15

15

20

20

20

20

20

20 20

20

25

25

25

25

25

25

25

25

30

30

30

30

30
30

30

35
35

35

35

35

35

35

35
40

40

40

40

40

45

LED LAMPS 

LVD ERPEMC

Comply with:
     

 HIGH POWER
30W

HIGH POWER LED

100 - 240 V

LAMP POWER LUMINOUS FLUX 
UP TO

COLOUR
TEMP.

*ADD.
SUFFIX

CCT SET
LED E27

15 W 4000 K
.R1K

3000 K

30 W 4000 K
.Q1K

3000 K

LED E27 
50W 4000 K .H1L

3000 K .H1R

(*)
CCT SETTABLE LED LAMP(*)

3000 K 4000 K
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LARGE SIZE
SILOE E27

K35.000.F1R

corrosione. Idonea per il montaggio a 

PUBLIC RESIDENTIAL

WALL POST HANGING

UV-TREATED

ANTI-SHOCK TEMPERATURERECYCLABLE

DOUBLE
INSULATION

IECEE CB
SCHEME

+80°C
-30°

90% VOLTAGE SURGE
RESISTANT

800 lm 920 lm 1200 lm

CCT
SET

2700 K 4000 K 6500 K

T
T

NEW

C
S
CCT
SET

NEW
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CAGE 

GABBIA

PINNACLE 

PINNACOLO

DIFFUSER

DIFFUSORE

CEILING

SOFFITTO

 ROOF 

TETTO

Dimensions and weight 
Height: 530 mm 
Width: 350 mm
Depth: 305 mm
Weight: 3,2 Kg
Junction to support: diameter 60 mm
Area exposed to wind pressure:
CxS = m2 0,113

SILOE E27 - LANTERN COMPONENTS SILOE E27

K35.000 *

530

350

Ø 60

SILOESALEMSABA

SILOE E27
LARGE SIZE

PHOTOMETRIC DATA SAMPLE

SILOE 

Moulded colours: 

Painted colours: 

Diffuser PMMA:

Black White

Antique
green

Clear

Antique
bronze

Opal

LED LAMPS 

LVD ERPEMC

Comply with:
     

E27 VERSION 100 - 240 V *ADD.
SUFFIX

CFL-LED-SON-HQI
MAX 70W

E27 .E27

LAMP POWER LUMINOUS FLUX  
UP TO

COLOUR
TEMP.

6,5W 2700 K .F1R

8,5 W
6500 K

.V1K4000 K
2700 K

11 W
6500 K

.T1K4000 K
2700 K

FILAMENT
LED E27

CCT SET
LED E27

(*)

CCT SET
LED E27 

CCT SETTABLE LED LAMP(*)

2700 K 4000 K 6500 K2700 K 4000 K 6500 K

(*)
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LARGE SIZE
SILOE

K35.121.Q1K

K35.162.Q1K

K35.113.Q1K

K35.157.Q1K

K35.132.Q1K
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K35.158 K35.163 resin

K35.162 resin

K35.121K35.142K35.113

K35.132

ARTU’/SILOE ALOE’.R/SILOE

IAFET.R/SILOE

SICHEM/SILOEMIRRA/SILOELOT/SILOE

K35.156K35.157

GIGI/SILOERICU/SILOE

OFIR/SILOE EVA/SILOE
K35.181

Pcs 1
Kg  10,9
mc  0,168

Pcs 1
Kg  9,5
mc  0,083

Pcs 1
Kg  4,8
mc  0,061

Pcs 1
Kg  4,6
mc  0,048

Pcs 1
Kg  4,4
mc  0,048

Pcs 2
Kg  12,8
mc  0,182

Pcs 2
Kg  13,1
mc  0,153

Pcs 2
Kg 23,3
mc  0,247

Pcs 2
Kg  26,3
mc  0,278

Pcs 2
Kg  27,8
mc  0,310

SILOESALEMSABA

SILOE
LARGE SIZE

K35.000

SILOE

Pcs 1
Kg  3,9
mc  0,043
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LARGE SIZE
NEBO/SILOE

K35.201.R20.Q1K

K35.201.Q1K

FUMAGALLI POLES TECHNOLOGY

- 376 -



U
P&

D
O

W
N

D
O

W
N

LI
G

H
T

IN
-G

RO
U

N
D

B
R

IC
K

LI
G

H
T

FL
O

O
D

LI
G

TH
B
O

LL
A

R
D

B
U

LK
H

EA
D

SO
LA

R
G

A
R
D

EN
U

RB
A

N
 C

LA
SS

IC
U

RB
A

N
 M

O
D

ER
N

PO
ST

LA
M

PS
  

  
CO

M
PA

N
Y

  
  

 R
EF

ER
EN

CE
S

NEBO OFIR/SILOE 3L
K35.201.R30

NEBO OFIR/SILOE 2L NEBO OFIR/SILOE 3LNEBO/SILOE
K35.201.R20 K35.201.R30K35.201

Pcs 1
Kg  35,8
mc  0,342

Pcs 1
Kg  24,9
mc  0,196

Pcs 1
Kg  31,9
mc  0,268

Pcs 1
Kg  35,8
mc  0,342

NEBO OFIR/SILOE 2L
K35.201.R20

Pcs 1
Kg  31,9
mc  0,268

SILOESALEMSABA

NEBO/SILOE
LARGE SIZE
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LARGE SIZE
TABOR/SILOE

K35.204.Q1K

K35.204.R20.Q1K

K35.204.R20.Q1K

FUMAGALLI POLES TECHNOLOGY
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TABOR OFIR/SILOE 3L
K35.204.R30

TABOR OFIR/SILOE 2L TABOR OFIR/SILOE 3LTABOR/SILOE
K35.204.R20 K35.204.R30K35.204

Pcs 1
Kg  29,4
mc  0,223

Pcs 1
Kg  36,4
mc  0,295

Pcs 1
Kg  39,5
mc  0,369

TABOR OFIR/SILOE 2L
K35.204.R20

Pcs 1
Kg  36,4
mc  0,295

Pcs 1
Kg  39,5
mc  0,369

SILOESALEMSABA

TABOR/SILOE
LARGE SIZE
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LARGE SIZE
HOREB/SILOE

K35 .207.Q1K

K35.171.Q1K

K35 .207.M21.Q1K

FUMAGALLI POLES TECHNOLOGY
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HOREB ADAM/SILOE 1L

HOREB ADAM/SILOE 3L

HOREB ADAM/SILOE 3+1

HOREB ADAM/SILOE 2+1

HOREB ADAM/SILOE 2L

HOREB/SILOE

K35.207.M10

K35.207.M30

K35.207.M31

K35.207.M21

K35.207.M20

K35.207

Pcs 1
Kg  33,8
mc  0,280

Pcs 1
Kg  43
mc  0,414

Pcs 1
Kg  31,9
mc  0,249

Pcs 1
Kg  48
mc  0,476

Pcs 1
Kg  44,1
mc  0,404

Pcs 1
Kg  38,8
mc  0,342

K35.171

ADAM/SILOE

Pcs 1
Kg  5,3
mc  0,083

SILOESALEMSABA

HOREB/SILOE
LARGE SIZE

- 381 -



U
P&

D
O

W
N

D
O

W
N

LI
G

H
T

IN
-G

RO
U

N
D

B
R

IC
K

LI
G

H
T

FL
O

O
D

LI
G

TH
B
O

LL
A

R
D

B
U

LK
H

EA
D

SO
LA

R
G

A
R
D

EN
U

RB
A

N
 C

LA
SS

IC
U

RB
A

N
 M

O
D

ER
N

PO
ST

LA
M

PS
  

  
CO

M
PA

N
Y

  
  

 R
EF

ER
EN

CE
S

LARGE SIZE
KARMEL 3000/SILOE

K35.231.Q1K

K35.231.R20.Q1K

K35.231.R30.Q1K

FUMAGALLI POLES TECHNOLOGY
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KARMEL 3000 OFIR/SILOE 3L
K35.231.R30

KARMEL 3000 OFIR/SILOE 3L
K35.231.R30

KARMEL 3000 OFIR/SILOE 2L
K35.231.R20

KARMEL 3000 OFIR/SILOE 2LKARMEL 3000/SILOE
K35.231.R20K35.231

Pcs 1
Kg  39,5
mc  0,369

Pcs 1
Kg  39,5
mc  0,369

Pcs 1
Kg  36,4
mc  0,295

Pcs 1
Kg  36,4
mc  0,295

Pcs 1
Kg  29,4
mc  0,223

SILOESALEMSABA

KARMEL 3000/SILOE
LARGE SIZE
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LARGE SIZE
KARMEL 3500-4000/SILOE

K35 .234.Q1K

K35.171.Q1K

K35.234.M30.Q1K

FUMAGALLI POLES TECHNOLOGY
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KARMEL 3500
ADAM/SILOE 3L

KARMEL 3500
ADAM/SILOE 3+1

KARMEL 3500
ADAM/SILOE 2+1

KARMEL 3500
ADAM/SILOE 1L

KARMEL 3500
ADAM/SILOE 2L

KARMEL 4000
ADAM/SILOE 3L

KARMEL 4000
ADAM/SILOE 3+1

KARMEL 4000
ADAM/SILOE 2+1

KARMEL 4000
ADAM/SILOE 1L

KARMEL 3500/SILOE

KARMEL 4000
ADAM/SILOE 2L

K35.234.M30

K35.234.M31

K35.234.M21K35.234.M10

K35.234.M20

K35.237.M30

K35.237.M31

K35.237.M21K35.237.M10

K35.234

K35.237.M20

Pcs 1
Kg  33,8
mc  0,280

Pcs 1
Kg  43
mc  0,404

Pcs 1
Kg  44,1
mc  0,414

Pcs 1
Kg  48
mc  0,476

Pcs 1
Kg  38,8
mc  0,342

Pcs 1
Kg  46,6

mc  0,441

Pcs 1
Kg  50,5

mc  0,503

Pcs 1
Kg  41,3

mc  0,369

Pcs 1
Kg  45,5

mc  0,431

Pcs 1
Kg  36,3

mc  0,287

SILOESALEMSABA

KARMEL 3500-4000/SILOE
LARGE SIZE

Pcs 1
Kg  31,9
mc  0,249
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LARGE SIZE
TOBIA HIGH POWER LED

Q33.000.Q1K

+80°C
-30°

90%

VOLTAGE SURGE
RESISTANT

PUBLIC RESIDENTIAL

WALL POST HANGING

UV-TREATED

ANTI-SHOCK TEMPERATURERECYCLABLE

DOUBLE
INSULATION

IECEE CB
SCHEME

3000 K 4000 K

CCT SETTABLE

6
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LARGE SIZE
TOBIA HIGH POWER LED

Dimensions and weight 
Height: 520 mm 
Width: 330 mm
Depth: 330 mm
Weight: 4,6 Kg
Junction to support: diameter 60 mm
Area exposed to wind pressure:
CxS = m2 0,089

Moulded colours: 

Painted colours: 

Diffuser PMMA:

Black White

Antique
green

Clear

TOBIA HIGH POWER LED - LANTERN COMPONENTS TOBIA HIGH POWER LED

520

Antique
bronze

Opal

330

Ø 60

Q33.000 *

CEILING
HIGH 

SOFFITTO

a 

 ROOF 

TETTO

DIFFUSER

DIFFUSORE

CAGE

GABBIA

PINNACLE 

PINNACOLO

PHOTOMETRIC DATA SAMPLE

3

4

4

5

5

5

5

6

6

6

6

6

6

6

6

6

6

6

6

7

7

7

7

7

7

7

7

7

7

7 8

8

8

8

8

8

8

8

8

8

8

9

9

9

9

9

9

9

9

9

99

10

10

10

10
10

10

10

10

10

10

11

1111 11
11

11

12 12

ELIAGOLIA TOBIA

CCT SETTABLE LED LAMP(*)

3000 K 4000 K3000 K 4000 K

MARY

LED LAMPS 

LVD ERPEMC

Comply with:
     

HIGH POWER
30W

HIGH POWER LED

100 - 240 V

LAMP POWER LUMINOUS FLUX 
UP TO

COLOUR
TEMP.

*ADD.
SUFFIX

CCT SET
LED E27

15 W 4000 K
.R1K

3000 K

30 W 4000 K
.Q1K

3000 K

LED E27 
50W 4000 K .H1L

3000 K .H1R

(*)

- 387 -



CATEGORIA

U
P&

D
O

W
N

D
O

W
N

LI
G

H
T

IN
-G

RO
U

N
D

B
R

IC
K

LI
G

H
T

FL
O

O
D

LI
G

TH
B
O

LL
A

R
D

B
U

LK
H

EA
D

SO
LA

R
G

A
R
D

EN
U

RB
A

N
 C

LA
SS

IC
U

RB
A

N
 M

O
D

ER
N

PO
ST

LA
M

PS
  

  
CO

M
PA

N
Y

  
  

 R
EF

ER
EN

CE
S

LARGE SIZE
TOBIA E27

corrosione. Idonea per il montaggio a 

Q33.000.F1R

PUBLIC RESIDENTIAL

WALL POST HANGING

UV-TREATED

ANTI-SHOCK TEMPERATURERECYCLABLE

DOUBLE
INSULATION

IECEE CB
SCHEME

+80°C
-30°

90% VOLTAGE SURGE
RESISTANT

800 lm 920 lm 1200 lm

CCT
SET

2700 K 4000 K 6500 K

T
T

NEW

C
S
CCT
SET

NEW

- 388 -



U
P&

D
O

W
N

D
O

W
N

LI
G

H
T

IN
-G

RO
U

N
D

B
R

IC
K

LI
G

H
T

FL
O

O
D

LI
G

TH
B
O

LL
A

R
D

B
U

LK
H

EA
D

SO
LA

R
G

A
R
D

EN
U

RB
A

N
 C

LA
SS

IC
U

RB
A

N
 M

O
D

ER
N

PO
ST

LA
M

PS
  

  
CO

M
PA

N
Y

  
  

 R
EF

ER
EN

CE
S

LARGE SIZE
TOBIA E27

Dimensions and weight 
Height: 520 mm 
Width: 330 mm
Depth: 330 mm
Weight: 3,8 Kg
Junction to support: diameter 60 mm
Area exposed to wind pressure:
CxS = m2 0,089

TOBIA E27 - LANTERN COMPONENTS

CAGE 

GABBIA

PINNACLE 

PINNACOLO

Moulded colours: 

Painted colours: 

Diffuser PMMA:

Black White

Antique
green

Clear

Antique
bronze

Opal

TOBIA E27

Q33.000 *

PHOTOMETRIC DATA SAMPLE

TOBIA  

CEILING

SOFFITTO 

 ROOF 

TETTO

DIFFUSER

DIFFUSORE

520

330

Ø 60

ELIAGOLIA TOBIAMARY

LED LAMPS 

LVD ERPEMC

Comply with:
     

CCT SETTABLE LED LAMP(*)

2700 K 4000 K 6500 K2700 K 4000 K 6500 K

E27 VERSION 100 - 240 V *ADD.
SUFFIX

CFL-LED-SON-HQI
MAX 70W

E27 .E27

LAMP POWER LUMINOUS FLUX  
UP TO

COLOUR
TEMP.

6,5W 2700 K .F1R

8,5 W
6500 K

.V1K4000 K
2700 K

11 W
6500 K

.T1K4000 K
2700 K

FILAMENT
LED E27

CCT SET
LED E27

(*)

(*)

CCT SET
LED E27 
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CAC TEGOGORIALARGE SIZE
TOBIA GX53 LED - FLAT DIFFUSER

1
UV-TREATED

ANTI-SHOCK TEMPERATURE

PUBLIC RESIDENTIAL ZONE 1

RECYCLABLE

DOUBLE
INSULATION

WALL POST HANGING

Fornita con 
con 

Q35.000.D4K

3000 K 4000 K 6500 K

CCT SETTABLE
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LARGE SIZE
TOBIA GX53 LED - FLAT DIFFUSER

Dimensions and weight 
Height: 520 mm 
Width: 330 mm
Depth: 330 mm
Weight: 4,6 Kg
Junction to support: diameter 60 mm
Area exposed to wind pressure:
CxS = m2 0,089

Moulded colours: 

Painted colours: 

Diffuser PMMA:

Black White

Antique
green

Clear

TOBIA GX53 LED - LANTERN COMPONENTS TOBIA GX53 LED

520

CAGE 

GABBIA

PINNACLE 

PINNACOLO

Antique
bronze

Opal

330

Ø 60

Q35.000 *

LANTERN ROOF 

TETTO

DIFFUSER

DIFFUSORE

GX53 LED

100 - 240 V
LAMP POWER LUMINOUS FLUX COLOUR

TEMP.
*ADD.
SUFFIX

GX53
LED

40 W

6500 K
.D4K4000 K

3000 K

x

5

5

5

5

10

10

10

10

10

10

10

10 10

10

15

1515

15

15

15

15

15

20

20

20

20

20

20

20

25

25

25

25

25 25

30

30

30

30

30

35
35

35

35

35

35

PHOTOMETRIC DATA SAMPLE

CCT SETTABLE LED LAMP

3000 K 4000 K 6500 K

ELIAMARY GOLIA TOBIA

LED LAMPS 

LVD ERPEMC

Comply with:
     

4X10W
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LARGE SIZE
TOBIA

Q33.157.Q1K

Q33.113.Q1K

Q33.162.Q1KQ33.156.Q1K

Q33.121.Q1K

Q33.132.Q1K

FUMAGALLI POLES TECHNOLOGY

- 392 -

.Q.Q1K1K1K



U
P&

D
O

W
N

D
O

W
N

LI
G

H
T

IN
-G

RO
U

N
D

B
R

IC
K

LI
G

H
T

FL
O

O
D

LI
G

TH
B
O

LL
A

R
D

B
U

LK
H

EA
D

SO
LA

R
G

A
R
D

EN
U

RB
A

N
 C

LA
SS

IC
U

RB
A

N
 M

O
D

ER
N

PO
ST

LA
M

PS
  

  
CO

M
PA

N
Y

  
  

 R
EF

ER
EN

CE
S

Q35.163 resin

Q33.163 resin

Q35.132

Q33.132

Q35.113

Q33.113

Q35.142

Q33.142

Q35.121

Q33.121

ARTU’/TOBIA ALOE’/TOBIA

OFIR/TOBIA

LOT/TOBIA MIRRA/TOBIA SICHEM/TOBIA

Q35.156

Q33.156

Q35.157

Q33.157

GIGI/TOBIARICU/TOBIA

Q35.158

Q33.158

Q35.162 resin

Q33.162 resin

IAFET.R/TOBIA

1200

EVA/TOBIA

Q35.181

Q33.181

Pcs 1
Kg  12,3
mc  0,168

Pcs 1
Kg  5,6
mc  0,061

Pcs 1
Kg  5,8
mc  0,061

Pcs 2
Kg  29,2
mc  0,334

Pcs 1
Kg  10,9
mc  0,083

Pcs 2
Kg  27,7
mc  0,304

Pcs 2
Kg  24,7
mc  0,273

Pcs 1
Kg  5,4
mc  0,061

Pcs 2
Kg  15,2
mc  0,208

Pcs 2
Kg  14,5
mc  0,179

TOBIA
LARGE SIZE

Q35.000

Q33.000

TOBIA

Pcs 1
Kg  4,6
mc  0,043

GX53

GX53 GX53 GX53

GX53

GX53

GX53GX53GX53

GX53 GX53

ELIAGOLIA TOBIAMARY
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LARGE SIZE
NEBO/TOBIA

Q33.201.Q1K

Q33.201.R20.Q1K

Q33.201.R30.Q1K

Q33.142.Q1K

FUMAGALLI POLES TECHNOLOGY
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NEBO OFIR/TOBIA 3L

Q35.201.R30

Q33.201.R30

NEBO OFIR/TOBIA 2L NEBO OFIR/TOBIA 3LNEBO/TOBIA

Q35.201.R20

Q33.201.R20

Q35.201.R30

Q33.201.R30

Q35.201

Q33.201

Pcs 1
Kg  36,5
mc  0,342

Pcs 1
Kg  25,6
mc  0,196

Pcs 1
Kg  31,9
mc  0,268

Pcs 1
Kg  36,5
mc  0,342

NEBO OFIR/TOBIA 2L

Q35.201.R20

Q33.201.R20

Pcs 1
Kg  31,8
mc  0,268

NEBO/TOBIA
LARGE SIZE

GX53

GX53GX53

GX53

GX53

ELIAGOLIA TOBIAMARY
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LARGE SIZE
TABOR/TOBIA

Q33.204.R20.Q1K
Q33.204.R30.Q1K

Q35.204.D4K

FUMAGALLI POLES TECHNOLOGY

- 396 -



U
P&

D
O

W
N

D
O

W
N

LI
G

H
T

IN
-G

RO
U

N
D

B
R

IC
K

LI
G

H
T

FL
O

O
D

LI
G

TH
B
O

LL
A

R
D

B
U

LK
H

EA
D

SO
LA

R
G

A
R
D

EN
U

RB
A

N
 C

LA
SS

IC
U

RB
A

N
 M

O
D

ER
N

PO
ST

LA
M

PS
  

  
CO

M
PA

N
Y

  
  

 R
EF

ER
EN

CE
S

TABOR OFIR/TOBIA 3L

Q35.204.R30

Q33.204.R30

TABOR OFIR/TOBIA 2L TABOR OFIR/TOBIA 3LTABOR/TOBIA

Q35.204.R20

Q33.204.R20

Q35.204.R30

Q33.204.R30

Q35.204

Q33.204

Pcs 1
Kg  30,1
mc  0,223

Pcs 1
Kg  36,5
mc  0,295

Pcs 1
Kg  41,1
mc  0,369

TABOR OFIR/TOBIA 2L

Q35.204.R20

Q33.204.R20

Pcs 1
Kg  36,5
mc  0,295

Pcs 1
Kg  41,1
mc  0,369

TABOR/TOBIA
LARGE SIZE

GX53

GX53GX53

GX53

GX53

ELIAGOLIA TOBIAMARY
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LARGE SIZE
HOREB/TOBIA

Q33.207.M20.Q1K

Q33.171.Q1K

Q35.207.D4K

FUMAGALLI POLES TECHNOLOGY
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Pcs 1
Kg  34,5
mc  0,280

Pcs 1
Kg  32,6
mc  0,249

Pcs 1
Kg  52,4
mc  0,476

Pcs 1
Kg  41,8
mc  0,342

Pcs 1
Kg  46,4
mc  0,404

HOREB ADAM/TOBIA 1L

HOREB ADAM/TOBIA 3+1

HOREB ADAM/TOBIA 2+1

HOREB ADAM/TOBIA 3L

HOREB ADAM/TOBIA 2L

HOREB/TOBIA

Q35.207.M10

Q33.207.M10

Q35.207.M31

Q33.207.M31

Q35.207.M21

Q33.207.M21

Q35.207.M30

Q33.207.M30

Q35.207.M20

Q33.207.M20

Q35.207

Q33.207

Pcs 1
Kg  47,8
mc  0,414

Q35.171

Q33.171

ADAM/TOBIA

Pcs 1
Kg  6,1
mc  0,083

HOREB/TOBIA
LARGE SIZE

GX53

GX53

GX53

GX53

GX53

GX53

GX53

ELIAGOLIA TOBIAMARY
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LARGE SIZE
KARMEL 3000/TOBIA

Q33.231.R20.Q1K

Q33.231.Q1K

Q33.231.R30.Q1K

FUMAGALLI POLES TECHNOLOGY
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KARMEL 3000 OFIR/TOBIA 3L

Q35.231.R30

Q33.231.R30

KARMEL 3000 OFIR/TOBIA 3L

Q35.231.R30

Q33.231.R30

Pcs 1
Kg  36,5
mc  0,295

Pcs 1
Kg  36,5
mc  0,295

Pcs 1
Kg  30,1
mc  0,223

Pcs 1
Kg  41,1
mc  0,369

Pcs 1
Kg  41,1
mc  0,369

KARMEL 3000 OFIR/TOBIA 2L

Q35.231.R20

Q33.231.R20

KARMEL 3000 OFIR/TOBIA 2L

Q35.231.R20

Q33.231.R20

Q35.231

Q33.231

KARMEL 3000/TOBIA

KARMEL 3000/TOBIA
LARGE SIZE

GX53

GX53GX53

GX53

GX53

ELIAGOLIA TOBIAMARY
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LARGE SIZE
KARMEL 3500-4000/TOBIA

Q33.171.Q1K

Q33.234.M21.Q1K

Q33.234.M20.Q1K

FUMAGALLI POLES TECHNOLOGY
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KARMEL 3500
ADAM/TOBIA 3L

KARMEL 3500
ADAM/TOBIA 3+1

KARMEL 3500
ADAM/TOBIA 2+1

KARMEL 3500
ADAM/TOBIA 1L

KARMEL 3500
ADAM/TOBIA 2L

KARMEL 4000
ADAM/TOBIA 3L

KARMEL 4000
ADAM/TOBIA 3+1

KARMEL 4000
ADAM/TOBIA 2+1

KARMEL 4000
ADAM/TOBIA 1L

KARMEL 4000
ADAM/TOBIA 2L

Q35.234.M30

Q33.234.M30

Q35.234.M31

Q33.234.M31

Q35.234.M21

Q33.234.M21

Q35.234.M10

Q33.234.M10

Q35.234.M20

Q33.234.M20

Q35.237.M30

Q33.237.M30

Q35.237.M31

Q33.237.M31

Q35.237.M21

Q33.237.M21

Q35.237.M10

Q33.237.M10

Q35.237.M20

Q33.237.M20

Pcs 1
Kg  34,5
mc  0,280

Pcs 1
Kg  46,4
mc  0,404

Pcs 1
Kg  47,8
mc  0,414

Pcs 1
Kg  50,3

mc  0,441

Pcs 1
Kg  52,4
mc  0,476

Pcs 1
Kg  54,9

mc  0,503

Pcs 1
Kg  41,8
mc  0,342

Pcs 1
Kg  44,3

mc  0,369

Pcs 1
Kg  48,9

mc  0,431

Pcs 1
Kg  38

mc  0,287

KARMEL 3500-4000/TOBIA
LARGE SIZE

Q35.234

Q33.234

KARMEL 3500/TOBIA

Pcs 1
Kg  32,6
mc  0,249

GX53

GX53 GX53 GX53

GX53

GX53

ELIAGOLIA TOBIAMARY
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LARGE SIZE
SIMON HIGH POWER LED

- 404 -

U33.132.Q1K

+80°C
-30°

90%

VOLTAGE SURGE
RESISTANT

PUBLIC RESIDENTIAL

WALL POST HANGING

UV-TREATED

ANTI-SHOCK TEMPERATURERECYCLABLE

DOUBLE
INSULATION

IECEE CB
SCHEME

3000 K 4000 K

CCT SETTABLE

6

- 404 -
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SIMON HIGH POWER LED  

Dimensions and weight 
Height: 560 mm 
Width: 330 mm
Depth: 330 mm
Weight: 4,6 Kg
Junction to support: diameter 60 mm
Area exposed to wind pressure:
CxS = m2 0,102

Moulded colours: 

Painted colours: 

Diffuser PMMA:

Black White

Antique
green

Clear

Antique
bronze

Opal

560

330

Ø 60

SIMON HIGH POWER LED
LARGE SIZE

PIETROSIMONCEFA

U33.000 *

SIMON HIGH POWER LED - LANTERN COMPONENTS

CEILING

SOFFITTO

 ROOF 

TETTO

DIFFUSER

DIFFUSORE

CAGE

GABBIA

PINNACLE 

PINNACOLO

PHOTOMETRIC DATA SAMPLE

3

4

4

5

5

5

5

6

6

6

6

6

6

6

6

6

6

6

6

7

7

7

7

7

7

7

7

7

7

7 8

8

8

8

8

8

8

8

8

8

8

9

9

9

9

9

9

9

9

9

99

10

10

10

10
10

10

10

10

10

10

11

1111 11
11

11

12 12

LED LAMPS 

LVD ERPEMC

Comply with:
     

HIGH POWER
30W

CCT SETTABLE LED LAMP(*)

3000 K 4000 K3000 K 4000 K

HIGH POWER LED

100 - 240 V

LAMP POWER LUMINOUS FLUX 
UP TO

COLOUR
TEMP.

*ADD.
SUFFIX

CCT SET
LED E27

15 W 4000 K
.R1K

3000 K

30 W 4000 K
.Q1K

3000 K

LED E27 
50W 4000 K .H1L

3000 K .H1R

(*)

- 405 -
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U33.000.T1K

LARGE SIZE
SIMON E27

- 406 -

PUBLIC RESIDENTIAL

WALL POST HANGING

UV-TREATED

ANTI-SHOCK TEMPERATURERECYCLABLE

DOUBLE
INSULATION

IECEE CB
SCHEME

+80°C
-30°

90% VOLTAGE SURGE
RESISTANT

800 lm 920 lm 1200 lm

CCT
SET

2700 K 4000 K 6500 K

T
T

NEW

C
S
CCT
SET

NEW
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SIMON E27

U33.000 *

SIMON E27 - LANTERN COMPONENTS

Dimensions and weight 
Height: 560 mm 
Width: 330 mm
Depth: 330 mm
Weight: 3,8 Kg
Junction to support: diameter 60 mm
Area exposed to wind pressure:
CxS = m2 0,102

SIMON E27
LARGE SIZE

PIETROSIMONCEFA

PHOTOMETRIC DATA SAMPLE

SIMON 

Moulded colours: 

Painted colours: 

Diffuser PMMA:

Black White

Antique
green

Clear

Antique
bronze

Opal

CAGE 

GABBIA

PINNACLE 

PINNACOLO

CEILING

SOFFITTO 

 ROOF 

TETTO

DIFFUSER 

DIFFUSORE

560

330

Ø 60

LED LAMPS 

LVD ERPEMC

Comply with:
     

CCT SETTABLE LED LAMP

2700 K 4000 K 6500 K2700 K 4000 K 6500 K

E27 VERSION 100 - 240 V *ADD.
SUFFIX

CFL-LED-SON-HQI
MAX 70W

E27 .E27

LAMP POWER LUMINOUS FLUX  
UP TO

COLOUR
TEMP.

6,5W 2700 K .F1R

8,5 W
6500 K

.V1K4000 K
2700 K

11 W
6500 K

.T1K4000 K
2700 K

FILAMENT
LED E27

CCT SET
LED E27

(*)

(*)

CCT SET
LED E27 

- 407 -
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LARGE SIZE
SIMON GX53 LED - FLAT DIFFUSER 

corrosione. Idonea per il montaggio a 

con 
 

U35.132.D4K

1
UV-TREATED

ANTI-SHOCK TEMPERATURE

PUBLIC RESIDENTIAL ZONE 1

RECYCLABLE

DOUBLE
INSULATION

WALL POST HANGING

3000 K 4000 K 6500 K

CCT SETTABLE

- 408 -
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SIMON GX53  LED 

Dimensions and weight 
Height: 560 mm 
Width: 330 mm
Depth: 330 mm
Weight: 4,6 Kg
Junction to support: diameter 60 mm
Area exposed to wind pressure:
CxS = m2 0,102

Moulded colours: 

Painted colours: 

Diffuser PMMA:

Black White

Antique
green

Clear

Antique
bronze

Opal

560

330

Ø 60

SIMON GX53 LED - FLAT DIFFUSER
LARGE SIZE

PIETROSIMONCEFA

U35.000 *

SIMON GX53 LED - LANTERN COMPONENTS

CAGE

GABBIA

PINNACLE

PINNACOLO

LANTERN ROOF 

TETTO

DIFFUSER

DIFFUSORE

x

5

5

5

5

10

10

10

10

10

10

10

10 10

10

15

1515

15

15

15

15

15

20

20

20

20

20

20

20

25

25

25

25

25 25

30

30

30

30

30

35
35

35

35

35

35

PHOTOMETRIC DATA SAMPLE

CCT SETTABLE LED LAMP

3000 K 4000 K 6500 K

GX53 LED

100 - 240 V
LAMP POWER LUMINOUS FLUX COLOUR

TEMP.
*ADD.
SUFFIX

GX53
LED

40 W

6500 K
.D4K4000 K

3000 K

LED LAMPS 

LVD ERPEMC

Comply with:
     

4X10W
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LARGE SIZE
SIMON

U33.157.Q1K

U33.132.Q1K

U33.121.Q1K

U33.162.Q1K

U33.113.Q1K

FUMAGALLI POLES TECHNOLOGY

- 410 -
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U35.163 resin

U33.163 resin

U33.132

U35.132

U33.113

U35.113

U33.000

U35.000

U33.142

U35.142

U33.121

U35.121

ARTU’/SIMON ALOE’/SIMON

OFIR/SIMON

LOT/SIMON

SIMON

MIRRA/SIMON SICHEM/SIMON

U35.156

U33.156

U35.157

U33.157

GIGI/SIMONRICU/SIMON

U35.158

U33.158

U33.162 resin

U35.162 resin

IAFET.R/SIMON

EVA/SIMON
U33.181

U35.181
Pcs 1
Kg  12,3
mc  0,168

Pcs 1
Kg  5,6
mc  0,061

Pcs 1
Kg  5,8
mc  0,061

Pcs 1
Kg  4,6
mc  0,043

Pcs 2
Kg  29,2
mc  0,334

Pcs 2
Kg  24,7
mc  0,273

Pcs 2
Kg 15,2
mc  0,208

Pcs 2
Kg 14,5
mc  0,179

Pcs 2
Kg  27,7
mc  0,304

Pcs 1
Kg  10,9
mc  0,083

Pcs 1
Kg  5,4
mc  0,061

PIETROSIMONCEFA

SIMON
LARGE SIZE

GX53

GX53 GX53 GX53 GX53

GX53

GX53 GX53 GX53

GX53 GX53
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LARGE SIZE
NEBO/SIMON

U35.201.D4K

U33.201.R30.Q1K

FUMAGALLI POLES TECHNOLOGY

U33.201.R20.Q1K
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NEBO OFIR/SIMON 3L

U35.201.R30

U33.201.R30

NEBO OFIR/SIMON 2L NEBO OFIR/SIMON 3LNEBO/SIMON

U35.201.R20

U33.201.R20

U35.201.R30

U33.201.R30

U35.201

U33.201

Pcs 1
Kg  36,5
mc  0,342

Pcs 1
Kg  25,6
mc  0,196

Pcs 1
Kg  31,9
mc  0,268

Pcs 1
Kg  36,5
mc  0,342

NEBO OFIR/SIMON 2L

U35.201.R20

U33.201.R20

Pcs 1
Kg  31,9
mc  0,268

PIETROSIMONCEFA

NEBO/SIMON
LARGE SIZE

GX53

GX53

GX53

GX53GX53
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LARGE SIZE
TABOR/SIMON

U33.204.Q1K

U33.204.R20.Q1K

U33.204.R30.Q1K

FUMAGALLI POLES TECHNOLOGY
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TABOR OFIR/SIMON 3L

U35.204.R30

U33.204.R30

TABOR OFIR/SIMON 2L TABOR OFIR/SIMON 3LTABOR/SIMON

U35.204.R20

U33.204.R20

U35.204.R30

U33.204.R30

U35.204

U33.204

Pcs 1
Kg  41,1
mc  0,342

Pcs 1
Kg  30,1
mc  0,196

Pcs 1
Kg  36,5
mc  0,268

Pcs 1
Kg  41,1
mc  0,342

TABOR OFIR/SIMON 2L

U35.204.R20

U33.204.R20

Pcs 1
Kg  36,5
mc  0,268

PIETROSIMONCEFA

TABOR/SIMON
LARGE SIZE

GX53

GX53

GX53

GX53GX53
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LARGE SIZE
HOREB/SIMON

U33.204.R20

U33.207.M10.Q1K

U33.171.Q1K

U33.207.M20.Q1K

FUMAGALLI POLES TECHNOLOGY
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Pcs 1
Kg  34,5

mc  0,280

Pcs 1
Kg  32,6
mc  0,249

Pcs 1
Kg  52,4
mc  0,476

Pcs 1
Kg  41,8
mc  0,342

Pcs 1
Kg  46,4
mc  0,404

HOREB ADAM/SIMON 1L

HOREB ADAM/SIMON 3+1

HOREB ADAM/SIMON 2+1

HOREB ADAM/SIMON 3L

HOREB ADAM/SIMON 2L

HOREB/SIMON

U33.207.M10

U35.207.M10

U35.207.M31

U33.207.M31

U35.207.M21

U33.207.M21

U35.207.M30

U33.207.M30

U35.207.M20

U33.207.M20

U35.207

U33.207

Pcs 1
Kg  47,8
mc  0,414

U33.171

U35.171

ADAM/SIMON

Pcs 1
Kg  6,1
mc  0,083

PIETROSIMONCEFA

HOREB/SIMON
LARGE SIZE

GX53GX53 GX53

GX53

GX53GX53

GX53

- 417 -



U
P&

D
O

W
N

D
O

W
N

LI
G

H
T

IN
-G

RO
U

N
D

B
R

IC
K

LI
G

H
T

FL
O

O
D

LI
G

TH
B
O

LL
A

R
D

B
U

LK
H

EA
D

SO
LA

R
G

A
R
D

EN
U

RB
A

N
 C

LA
SS

IC
U

RB
A

N
 M

O
D

ER
N

PO
ST

LA
M

PS
  

  
CO

M
PA

N
Y

  
  

 R
EF

ER
EN

CE
S

LARGE SIZE
KARMEL 3000/SIMON

U33.231.R20.Q1K

U33.231.Q1K

U33.231.R30.Q1K

FUMAGALLI POLES TECHNOLOGY
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KARMEL 3000 OFIR/SIMON 3L

U35.231.R30

U33.231.R30

KARMEL 3000 OFIR/SIMON 3L

U35.231.R30

U33.231.R30

Pcs 1
Kg  36,5
mc  0,295

Pcs 1
Kg  36,5
mc  0,295

Pcs 1
Kg  30,1
mc  0,223

Pcs 1
Kg  41,1
mc  0,369

Pcs 1
Kg  41,1
mc  0,369

KARMEL 3000 OFIR/SIMON 2L

U35.231.R20

U33.231.R20

KARMEL 3000 OFIR/SIMON 2LKARMEL 3000/SIMON

U35.231.R20

U33.231.R20

U35.231

U33.231

PIETROSIMONCEFA

KARMEL 3000/SIMON
LARGE SIZE

GX53

GX53GX53

GX53

GX53
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LARGE SIZE
KARMEL 3500-4000/SIMON

U33.234.M20.Q1K

U33.171.Q1K

U33.234.Q1K
FUMAGALLI POLES TECHNOLOGY
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KARMEL 3500
ADAM/SIMON 3L

KARMEL 3500
ADAM/SIMON 3+1

KARMEL 3500
ADAM/SIMON 2+1

KARMEL 3500
ADAM/SIMON 1L

KARMEL 3500
ADAM/SIMON 2L

KARMEL 4000
ADAM/SIMON 3L

KARMEL 4000
ADAM/SIMON 3+1

KARMEL 4000
ADAM/SIMON 2+1

KARMEL 4000
ADAM/SIMON 1L

KARMEL 4000
ADAM/SIMON 2L

U33.234.M30

U35.234.M30

U33.234.M31

U35.234.M31

U33.234.M21

U35.234.M21

U33.234.M10

U35.234.M10

U33.234.M20

U35.234.M20

U33.237.M30

U35.237.M30

U33.237.M31

U35.237.M31

U33.237.M21

U35.237.M21

U33.237.M10

U35.237.M10

U33.237.M20

U35.237.M20

Pcs 1
Kg  34,5
mc  0,280

Pcs 1
Kg  46,4
mc  0,404

Pcs 1
Kg  47,8
mc  0,414

Pcs 1
Kg  52,4
mc  0,476

Pcs 1
Kg  41,8
mc  0,342

Pcs 1
Kg  50,3

mc  0,441

Pcs 1
Kg  54,8

mc  0,503

Pcs 1
Kg  44,3

mc  0,369

Pcs 1
Kg  48,8

mc  0,431

Pcs 1
Kg  38

mc  0,287

PIETROSIMONCEFA

KARMEL 3500-4000/SIMON
LARGE SIZE

U33.234

U35.234

KARMEL 3500/SIMON

Pcs 1
Kg  32,6
mc  0,249

GX53

GX53

GX53

GX53

GX53

GX53
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ELIA HIGH POWER LED
GRAND SIZE

- 422 -

PUBLIC

WALL POST HANGING

Q43.000.W1R

+80°C
-30°

90%

VOLTAGE SURGE
RESISTANT

UV-TREATED

ANTI-SHOCK TEMPERATURERECYCLABLE

DOUBLE
INSULATION

IECEE CB
SCHEME
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HIGH POWER LED

100 - 240 V
LAMP POWER LUMINOUS FLUX 

UP TO
COLOUR

TEMP.
*ADD.
SUFFIX

E27
LED 50 W 6550 Lm

4000 K .H1L
3000 K .H1R

E27
LED 60 W 7600 Lm

4000 K .W1L
3000 K .W1R

Dimensions and weight 
Height: 740 mm 
Width: 430 mm
Depth: 430 mm
Weight: 7,5 Kg
Junction to support: diameter 60 mm
Area exposed to wind pressure:
CxS = m2 0,165

ELIA HIGH POWER LED - LANTERN COMPONENTS

ELIA E27 HIGH POWER LED
GRAND SIZE

Moulded colours: 

Painted colours: 

Diffuser PMMA:

Black White

Antique
green

Clear

Antique
bronze

Opal

ELIA HIGH POWER LED

Q43.000 *

740

430

Ø 60

*ADD.
SUFFIX

CEILING

SOFFITTO

 ROOF 

TETTO

DIFFUSER

DIFFUSORE

CAGE

GABBIA

PINNACLE 

PINNACOLO

PHOTOMETRIC DATA SAMPLE

10

10

15

15

15
15

15

15

15

15

15

15

15

15

20

20

20

20

20

20

20

20

20

20

20

20

25

25

25

25

25

25

25

25

25

25

25

30

30

30

30

30

30

30

30

30

35

35

35

35

35

35

35

35

35

40

40

40
40

40

45

45

45

45

ELIAGOLIA TOBIA

LED LAMPS 

LVD ERPEMC

Comply with:
     

MARY

HIGH POWER
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ELIA E27
GRAND SIZE

- 424 -

corrosione. Idonea per il montaggio a 

Q43.000.E27

PUBLIC

WALL POST HANGING

UV-TREATED

ANTI-SHOCK TEMPERATURERECYCLABLE

DOUBLE
INSULATION

IECEE CB
SCHEME
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E27-E40 VERSION 100 - 240 V *ADD.
SUFFIX

CFL-LED
SON-HQI

100W

E27 
.E27

E40
.E40

E27 or . 

Dimensions and weight 
Height: 740 mm 
Width: 430 mm
Depth: 430 mm
Weight: 7,5 Kg
Junction to support: diameter 60 mm
Area exposed to wind pressure:
CxS = m2 0,165

ELIA E27 - LANTERN COMPONENTS

ELIA E27
GRAND SIZE

PHOTOMETRIC DATA SAMPLE

ELIA  clear SON 100W.

Moulded colours: 

Painted colours: 

Diffuser PMMA:

Black White

Antique
green

Clear

Antique
bronze

Opal

ELIA E27

Q43.000 *

740

430

Ø 60

ROOF

TETTO

DIFFUSER

DIFFUSORE

PINNACLE 

PINNACOLO

CHROME ALUMINIUM LOUVRE

*ADD.
SUFFIX

CEILING

SOFFITTO 

CAGE

GABBIA

ELIAGOLIA TOBIAMARY
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ELIA GX53 LED - FLAT DIFFUSER
GRAND SIZE

Q45.000.D8K

UV-TREATED

ANTI-SHOCK TEMPERATURE

PUBLIC

RECYCLABLE

DOUBLE
INSULATION

WALL POST HANGING

1
ZONE 1

3000 K 4000 K 6500 K

CCT SETTABLE

- 426 -
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ELIA GX53 LED - FLAT DIFFUSER
GRAND SIZE

Dimensions and weight 
Height: 740 mm 
Width: 430 mm
Depth: 430 mm
Weight: 9,1 Kg
                                    
Area exposed to wind pressure:
CxS = m2 0,165

Moulded colours: 

Painted colours: 

Diffuser PMMA:

Black White

Antique
green

Clear

ELIA GX53 LED - LANTERN COMPONENTS ELIA GX53 LED

740

Antique
bronze

Opal

430

Ø 60

Q45.000 *

10

10

15

15

15

15

15

15

15

15

15
15

15

15

20

20
20

20

20

20

20

20

20

20

25

25

25

25

25

25

25 25

25

30

30

30

30

30

30

30

3030

35

35
35

35
35

35

35
35

35

35

35

CAGE

GABBIA

PINNACLE 

PINNACOLO

LANTERN ROOF 

TETTO

DIFFUSER

DIFFUSORE

CCT SETTABLE LED LAMP

3000 K 4000 K 6500 K

PHOTOMETRIC DATA SAMPLE

GX53 LED

100 - 240 V
LAMP POWER LUMINOUS FLUX COLOUR

TEMP.
*ADD.
SUFFIX

GX53
LED

80 W

6500 K

.D8K4000 K

3000 K

ELIAGOLIA TOBIA

LED LAMPS 

LVD ERPEMC

Comply with:
     

MARY
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ELIA
GRAND SIZE

Q43.221.W1L

FUMAGALLI POLES TECHNOLOGY
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GIONA 5000/ELIA

KARMEL 3000/ELIA

Q45.227

Q43.227

Q45.231

Q43.231

Pcs 1
Kg  67,5
mc  1,112

Pcs 1
Kg  33
mc  0,362 Pcs 1

Kg  33
mc  0,362

Pcs 1
Kg  35,5

mc  0,402

Pcs 1
Kg  62,5
mc  0,862

Pcs 1
Kg  65,5

mc  0,982

GIONA
4000/ELIA

GIONA
4500/ELIA

Q45.221

Q43.221

Q45.224

Q43.224

Pcs 1
Kg  38,6
mc  0,402

Pcs 1
Kg  42

mc  0,453

KARMEL
3500/ELIA

TABOR/
ELIA

KARMEL
4000/ELIA

HOREB/
ELIA

Q45.234

Q43.234

Q45.204

Q43.204

Q45.237

Q43.237

Q45.207

Q43.207

ELIA
GRAND SIZE

Pcs 1
Kg  7,5
mc  0,182

ELIA

Q45.000

Q43.000

GX53

GX53GX53

GX53 GX53

GX53

ELIAGOLIA TOBIAMARY
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GIONA 4000/ELIA
GRAND SIZE

Q45.221.C8K

Q43.171.H1L

Q43.113.H1L

FUMAGALLI POLES TECHNOLOGY
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910

Ø 190

GIONA 4000 ADAM/ELIA 2+1

GIONA 4000 ADAM/ELIA 2L

GIONA 4000 ADAM/ELIA 1L

GIONA 4000 ADAM/ELIA 3L

LOT/ELIA

Q45.221.M21

Q43.221.M21

Q45.221.M20

Q43.221.M20

Q45.221.M10

Q43.221.M10

Q45.221.M30

Q43.221.M30

Q45.113

Q43.113

Pcs 1
Kg  80,5
mc  0,931

Pcs 1
Kg  73
mc  0,863

Pcs 1
Kg  64
mc  0,752

Pcs 1
Kg  82
mc  1,100

ADAM/ELIA

Q45.171

Q43.171

Pcs 1
Kg  9
mc  0,190

GIONA 4000/ELIA
GRAND SIZE

Pcs 1
Kg  8,4
mc  0,182

GX53 GX53

GX53

GX53

GX53

GX53

ELIAGOLIA TOBIAMARY
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GIONA 4500-5000/ELIA
GRAND SIZE

Q43.224.N10.W1L

Q43.172.W1L

Q43.224.N20.W1L
FUMAGALLI POLES TECHNOLOGY
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Pcs 1
Kg  71,5
mc  0,949

Pcs 1
Kg  73,5

mc  1,191

GIONA 4500 
ARON/ELIA

GIONA 4500 ARON/ELIA 2L

GIONA 5000 
ARON/ELIA

GIONA 5000 ARON/ELIA 2L

Q45.224.N10

Q43.224.N10

Q45.224.N20

Q43.224.N20

Q45.227.N10

Q43.227.N10

Q45.227.N20

Q43.227.N20

ARON/ELIA

Q45.172

Q43.172

Pcs 1
Kg  13
mc  0,223

Pcs 1
Kg  82,5
mc  1,196

Pcs 1
Kg  84,5

mc  1,329

GIONA 4500-5000/ELIA
GRAND SIZE

GX53 GX53

GX53

GX53 GX53

GIONA 4500 ARON/ELIA 4L GIONA 5000 ARON/ELIA 4L

Q45.224.N40

Q43.224.N40

Q45.227.N40

Q43.227.N40

ERMON.R/ELIA

Q45.195 resin

Q43.195 resin

Pcs 1
Kg  105
mc  1,444

Pcs 1
Kg  13,5
mc  0,250

Pcs 1
Kg  107

mc  1,605

GX53GX53 GX53

ELIAGOLIA TOBIAMARY
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GRAND SIZE
PIETRO HIGH POWER LED
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U43.000.H1L

+80°C
-30°

90%

VOLTAGE SURGE
RESISTANT

PUBLIC

WALL POST HANGING

UV-TREATED

ANTI-SHOCK TEMPERATURERECYCLABLE

DOUBLE
INSULATION

IECEE CB
SCHEME
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Dimensions and weight 
Height: 770 mm 
Width: 430 mm
Depth: 430 mm
Weight: 7,5 Kg
Junction to support: diameter 60 mm
Area exposed to wind pressure:
CxS = m2 0,182

PIETRO HIGH POWER LED - LANTERN COMPONENTS

PIETROSIMONCEFA

PIETRO  HIGH POWER LED
GRAND SIZE

Moulded colours: 

Painted colours: 

Diffuser PMMA:

Black White

Antique
green

Clear

Antique
bronze

Opal

PIETRO HIGH POWER LED

U43.000 *

770

430

Ø 60
CEILING

SOFFITTO

 ROOF 

TETTO

DIFFUSER

DIFFUSORE

CAGE

GABBIA

PINNACLE 

PINNACOLO

PHOTOMETRIC DATA SAMPLE

10

10

15

15

15
15

15

15

15

15

15

15

15

15

20

20

20

20

20

20

20

20

20

20

20

20

25

25

25

25

25

25

25

25

25

25

25

30

30

30

30

30

30

30

30

30

35

35

35

35

35

35

35

35

35

40

40

40
40

40

45

45

45

45

HIGH POWER LED

100 - 240 V
LAMP POWER LUMINOUS FLUX 

UP TO
COLOUR

TEMP.
*ADD.
SUFFIX

E27
LED 50 W 6550 Lm

4000 K .H1L
3000 K .H1R

E27
LED 60 W 7600 Lm

4000 K .W1L
3000 K .W1R

LED LAMPS 

LVD ERPEMC

Comply with:
     

HIGH POWER
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GRAND SIZE
PIETRO E27
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alta resistenza al calore idoneo per 

U43.000.E27

PUBLIC

WALL POST HANGING

UV-TREATED

ANTI-SHOCK TEMPERATURERECYCLABLE

DOUBLE
INSULATION

IECEE CB
SCHEME
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Dimensions and weight 
Height: 770 mm 
Width: 430 mm
Depth: 430 mm
Weight: 7,5 Kg
Junction to support: diameter 60 mm
Area exposed to wind pressure:
CxS = m2 0,182

PIETRO E27 - LANTERN COMPONENTS

PIETROSIMONCEFA

PIETRO E27
GRAND SIZE

PHOTOMETRIC DATA SAMPLE

PIETRO  clear SON 100W.

Moulded colours: 

Painted colours: 

Diffuser PMMA:

Black White

Antique
green

Clear

Antique
bronze

Opal

PIETRO E27

U43.000 *

770

430

Ø 60

CHROME ALUMINIUM LOUVRE

ROOF

TETTO

DIFFUSER

DIFFUSORE

CAGE

GABBIA

PINNACLE 

PINNACOLO

E27-E40 100 - 240 V *ADD.
SUFFIX

CFL-LED
SON-HQI

100W

E27 
.E27

E40
.E40

E27 or . 

CEILING

SOFFITTO 
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PIETRO GX53 LED - FLAT DIFFUSER
GRAND SIZE

UV-TREATED

ANTI-SHOCK TEMPERATURE

PUBLIC

RECYCLABLE

DOUBLE
INSULATION

WALL POST HANGING

Fornita con 
con 

U45.000.D8K

UV-TREEATATETETEDD

ANTI-SANTI-SHOOOOCKK TEEMPPERATUUREEURRECYCLABLEBLE

DDOOUBLEEE
INSINNSUULATIOTIOON

PUBBBLLLICC

WAAAALLWA POSTOSTOSTTPOSTPOSPOPO HANGING

1
UV-TREATED

ANTI-SHOCK TEMPERATURE

PUBLIC ZONE 1

RECYCLABLE

DOUBLE
INSULATION

WALL POST HANGING

3000 K 4000 K 6500 K

CCT SETTABLE

- 438 -
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PIETROSIMONCEFA

PIETRO GX53 LED - FLAT DIFFUSER
GRAND SIZE

Dimensions and weight 
Height: 770 mm 
Width: 430 mm
Depth: 430 mm
Weight: 9,1 Kg
Junction to support: diameter 60 mm
Area exposed to wind pressure:
CxS = m2 0,182

Moulded colours: 

Painted colours: 

Diffuser PMMA:

Black White

Antique
green

Clear

PIETRO GX53 LED - LANTERN COMPONENTS PIETRO GX53 LED

Antique
bronze

Opal

770

430

Ø 60

U45.000 *

CAGE

GABBIA

PINNACLE 

PINNACOLO

LANTERN ROOF 

TETTO

DIFFUSER

DIFFUSORE

10

10

15

15

15

15

15

15

15

15

15
15

15

15

20

20
20

20

20

20

20

20

20

20

25

25

25

25

25

25

25 25

25

30

30

30

30

30

30

30

3030

35

35
35

35
35

35

35
35

35

35

35

PHOTOMETRIC DATA SAMPLE

CCT SETTABLE LED LAMP

3000 K 4000 K 6500 K

GX53 LED

100 - 240 V
LAMP POWER LUMINOUS FLUX COLOUR

TEMP.
*ADD.
SUFFIX

GX53
LED

80 W 10320 Lm

6500 K

.D8K4000 K

3000 K

LED LAMPS 

LVD ERPEMC

Comply with:
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GRAND SIZE
PIETRO

U43.113.D8K

U43.224.H1L

FUMAGALLI POLES TECHNOLOGY
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GIONA 5000/PIETRO

KARMEL 3000/PIETRO

U45.227

U43.227

U45.231

U43.231

Pcs 1
Kg  67,5
mc  1,112

Pcs 1
Kg  33
mc  0,362

Pcs 1
Kg  33
mc  0,362

Pcs 1
Kg  35,5
mc  0,402

Pcs 1
Kg  62,5
mc  0,862

Pcs 1
Kg  65,5
mc  0,982

GIONA
4000/PIETRO

GIONA
4500/PIETRO

U45.221

U43.221

U45.224

U43.224

Pcs 1
Kg  38,6
mc  0,402

Pcs 1
Kg  42
mc  0,453

KARMEL
3500/PIETRO

TABOR/
PIETRO

KARMEL
4000/PIETRO

HOREB/
PIETRO

U45.234

U43.234

U45.204

U43.204

U45.237

U43.237

U45.207

U43.207

Pcs 1
Kg  8,4
mc  0,182

Pcs 1
Kg  7,5
mc  0,182

LOT/PIETRO PIETRO

U45.113

U43.113

U45.000

U43.000

PIETROSIMONCEFA

PIETRO
GRAND SIZE

GX53

GX53 GX53

GX53

GX53

GX53

GX53
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GRAND SIZE
GIONA 4000/PIETRO

U43.171.W1L

U45.221.M10.C8K

U43.221.M21.W1L

FUMAGALLI POLES TECHNOLOGY

- 442 -

U45U45U .22221.M1.M1 10.10.C8KC8K8



U
P&

D
O

W
N

D
O

W
N

LI
G

H
T

IN
-G

RO
U

N
D

B
R

IC
K

LI
G

H
T

FL
O

O
D

LI
G

TH
B
O

LL
A

R
D

B
U

LK
H

EA
D

SO
LA

R
G

A
R
D

EN
U

RB
A

N
 C

LA
SS

IC
U

RB
A

N
 M

O
D

ER
N

PO
ST

LA
M

PS
  

  
CO

M
PA

N
Y

  
  

 R
EF

ER
EN

CE
S

GIONA 4000 ADAM/PIETRO 2L

GIONA 4000 ADAM/PIETRO 3L

GIONA 4000 ADAM/PIETRO 1L

GIONA 4000 ADAM/PIETRO 2+1

U45.221.M20

U43.221.M20

U45.221.M30

U43.221.M30

U45.221.M10

U43.221.M10

U45.221.M21

U43.221.M21

Pcs 1
Kg  73
mc  0,863

Pcs 1
Kg  82
mc  1,100

Pcs 1
Kg  64
mc  0,752

Pcs 1
Kg  80,5
mc  0,931

ADAM/PIETRO

U45.171

U43.171

Pcs 1
Kg  9
mc  0,190

PIETROSIMONCEFA

GIONA 4000/PIETRO
GRAND SIZE

GX53 GX53 GX53

GX53

GX53
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GRAND SIZE
GIONA 4500-5000/PIETRO

U43.195

U43.224.N20.W1L

U43.224.N10.H1L
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2200

5300
5800

5300
5800

2200

Pcs 1
Kg  71,5
mc  0,949

Pcs 1
Kg  73,5

mc  1,191

GIONA 4500 ARON/
PIETRO 1L

GIONA 4500 ARON/PIETRO 2L

GIONA 4500 ARON/PIETRO 4L

GIONA 5000 ARON/
PIETRO 1L

GIONA 5000 ARON/PIETRO 2L

GIONA 5000 ARON/PIETRO 4L

U45.224.N10

U43.224.N10

U45.224.N20

U43.224.N20

U45.224.N40

U43.224.N40

U45.227.N10

U43.227.N10

U45.227.N20

U43.227.N20

U45.227.N40

U43.227.N40

ARON/PIETRO

ERMON.R/PIETRO

U45.172

U45.195 resin

U43.172

U43.195 resin

Pcs 1
Kg  13
mc  0,223

Pcs 1
Kg  82,5
mc  1,196

Pcs 1
Kg  84,5

mc  1,329

Pcs 1
Kg  105
mc  1,444

Pcs 1
Kg  13,5
mc  0,250

Pcs 1
Kg  107

mc  1,605

PIETROSIMONCEFA

GIONA 4500-5000/PIETRO
GRAND SIZE

GX53

GX53

GX53

GX53GX53

GX53 GX53
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LARGE SIZE
GLOBE 400 CLASSIC

- 446 -

UV-TREATED

ANTI-SHOCK TEMPERATURE

PUBLIC

RECYCLABLE

DOUBLE
INSULATION

WALL POST HANGING
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Dimensions and weight 
Height: 410 mm 
Diameter: 400 mm
Junction to support: diameter 60 mm
Weight: 2,3 Kg
Area exposed to wind pressure:
CxS = m2 0,122

GLOBE 400 CLASSIC - COMPONENTS GLOBE 400 CLASSIC

G40.B40 *

530

Smoked

GLOBE 400 CLASSIC
LARGE SIZE

GLOBE 250
CLASSIC

GLOBE 300
CLASSIC

GLOBE 400
CLASSIC

GLOBE 500
CLASSIC

Ø 60

400

Moulded colours: 

Painted colours: 

Diffuser PMMA:

Black White

Antique
green

Clear

Antique
bronze

Opal

BASE

BASE

LOUVRE

FRANGILUCE

400 mm GLOBE

GLOBO Ø 400 mm 

Opal

CHROME ALUMINIUM LOUVRE

E27 *ADD.
SUFFIX

CFL-LED E27 
.E27

E27

PHOTOMETRIC DATA SAMPLE

 
4

4

4

4

5

5

5 5

5

5

5

5

5

5

5

5

6

6

6

6

6

6

6

6

6

6

6

7

7

7

7

7

7

7

7

7

7

8

8
8

8

8

8

8

8

8

9

9
9

9

9

9
9

9

10

10

10

10

10
10

10

10

11

11

11

11

11

11

11
12
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LARGE SIZE
TABOR/GLOBE 400 CLASSIC

G40.204.R30

FUMAGALLI POLES TECHNOLOGY

G40.132

G40.204
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690

660

660

620

425

425

TABOR/G400 TABOR OFIR/G400 2L TABOR OFIR/G400 3L
G40.204 G40.204.R20 G40.204.R30

OFIR/G400
G40.132

Pcs 1
Kg  27,9
mc  0,230

Pcs 1
Kg  33,2
mc  0,347

Pcs 1
Kg  36
mc  0,429

Pcs 2
Kg  6,1
mc  0,133

ADAM/G400
G40.171

Pcs 2
Kg  7,5
mc  0,192

TABOR/GLOBE 400 CLASSIC
LARGE SIZE

GLOBE 250
CLASSIC

GLOBE 300
CLASSIC

GLOBE 400
CLASSIC

GLOBE 500
CLASSIC

Pcs 2
Kg  4,7
mc  0,133

GLOBE 400 CLASSIC
G40.B40

- 449 -
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LARGE SIZE
HOREB/GLOBE 400 CLASSIC

G40.113

G40.207.M20

G40.207.M21

FUMAGALLI POLES TECHNOLOGY
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960

HOREB ADAM/G400 2L
G40.207.M20

HOREB ADAM/G400 2+1

HOREB ADAM/G400 3L

HOREB ADAM/G400 3+1
G40.207.M21

G40.207.M30

G40.207.M31
Pcs 1
Kg  41,6
mc  0,545

Pcs 1
Kg  32,2
mc  0,310

Pcs 1
Kg  30,3
mc  0,256

Pcs 1
Kg  38
mc  0,447

Pcs 1
Kg  39,4
mc  0,477

HOREB/G400

HOREB ADAM/G400 1L

G40.207

G40.207.M10

LOT/G400
G40.113

Pcs 2
Kg  6,5
mc  0,152

Pcs 2
Kg  5,3
mc  0,133

SICHEM/G400
G40.121

Pcs 1
Kg  35,7
mc  0,378

HOREB/GLOBE 400 CLASSIC
LARGE SIZE

GLOBE 250
CLASSIC

GLOBE 300
CLASSIC

GLOBE 400
CLASSIC

GLOBE 500
CLASSIC
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LARGE SIZE
KARMEL 3000/GLOBE 400 CLASSIC

G40.231.R30

G40.231

G40.231.R20

FUMAGALLI POLES TECHNOLOGY
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Pcs 1
Kg  36
mc  0,429

Pcs 1
Kg  33,2
mc  0,347

Pcs 1
Kg  27,9
mc  0,230

KARMEL 3000 OFIR/G400 3L
G40.231.R30

KARMEL 3000 OFIR/G400 2LKARMEL 3000/G400
G40.231.R20G40.231

KARMEL 3000/GLOBE 400
LARGE SIZE

GLOBE 250
CLASSIC

GLOBE 300
CLASSIC

GLOBE 400
CLASSIC

GLOBE 500
CLASSIC
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LARGE SIZE
KARMEL 3500-4000/GLOBE 400 CLASSIC

G40.171

G40.234

G40.234.M20

FUMAGALLI POLES TECHNOLOGY
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Pcs 1
Kg  32,2
mc  0,310

Pcs 1
Kg  30,3
mc  0,256

Pcs 1
Kg  34,7

mc  0,407

Pcs 1
Kg  32,8

mc  0,283

Pcs 1
Kg  38
mc  0,420

Pcs 1
Kg  40,5

mc  0,545

Pcs 1
Kg  39,4
mc  0,477

Pcs 1
Kg  41,6
mc  0,502

Pcs 1
Kg  35,7
mc  0,378

Pcs 1
Kg  41,9

mc  0,482

Pcs 1
Kg  44,1

mc  0,545

Pcs 1
Kg 38,2  

mc  0,400

KARMEL 3500
ADAM/G400 3L

KARMEL 3500
ADAM/G400 1L

KARMEL 3500
ADAM/G400 3+1

KARMEL 3500
ADAM/G400 2+1

KARMEL 
3500/G400

KARMEL 3500
ADAM/G400 2L

KARMEL 4000
ADAM/G400 3L

KARMEL 4000
ADAM/G400 1L

KARMEL 4000
ADAM/G400 3+1

KARMEL 4000
ADAM/G400 2+1

KARMEL 
4000/G400

KARMEL 4000
ADAM/G400 2L

G40.234.M30G40.234.M10

G40.234.M31

G40.234.M21

G40.234

G40.234.M20

G40.237.M30G40.237.M10

G40.237.M31

G40.237.M21

G40.237

G40.237.M20

KARMEL 3500-4000/GLOBE 400
LARGE SIZE

GLOBE 250
CLASSIC

GLOBE 300
CLASSIC

GLOBE 400
CLASSIC

GLOBE 500
CLASSIC

EVA/G400 2L
G40.181

Pcs 1
Kg  7,9
mc  0,353
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LARGE SIZE
GIONA 4000/GLOBE 400 CLASSIC

G40.221.M30

G40.221.M21

FUMAGALLI POLES TECHNOLOGY
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4690

GIONA 4000 ADAM/G400 1L GIONA 4000 ADAM/G400 3+1
G40.221.M10 G40.221.M31

GIONA 4000 ADAM/G400 2L

GIONA 4000 ADAM/G400 2+1

GIONA 4000 ADAM/G400 3L

G40.221.M20

G40.221.M21

G40.221.M30

Pcs 1
Kg  59,2
mc  0,897

Pcs 1
Kg  69,1
mc  1,32

Pcs 1
Kg 63
mc  0,965

Pcs 1
Kg 65,3
mc  1,034

Pcs 1
Kg 66,7
mc  1,064

GIONA 4000/GLOBE 400 
LARGE SIZE

GLOBE 250
CLASSIC

GLOBE 300
CLASSIC

GLOBE 400
CLASSIC

GLOBE 500
CLASSIC
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GLOBE 500 CLASSIC
GRAND SIZE
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UV-TREATED

ANTI-SHOCK TEMPERATURE

PUBLIC

RECYCLABLE

DOUBLE
INSULATION

WALL POST HANGING

a sospensione o a parete. Base fornita 

G50.B50.E27FC1
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Dimensions and weight 
Height: 630 mm 
Diameter: 500 mm
Junction to support: diameter 60 mm
Weight: 3,6 Kg
Area exposed to wind pressure:
CxS = m2 0,181

GLOBE 500 CLASSIC - COMPONENTS GLOBE 500 CLASSIC

G50.B50 *

630

GLOBE 500 CLASSIC
GRAND SIZE

GLOBE 250
CLASSIC

GLOBE 300
CLASSIC

GLOBE 400
CLASSIC

GLOBE 500
CLASSIC

Ø 60

500

Smoked

Moulded colours: 

Painted colours: 

Diffuser PMMA:

Black White

Antique
green

Clear

Antique
bronze

Opal

BASE

BASE

LOUVRE

FRANGILUCE

500 mm GLOBE

GLOBO Ø 500 mm

Opal

CHROME ALUMINIUM LOUVRE

E27-E40 *ADD.
SUFFIX

CFL-LED
SON-HQI

100W

E27 
.E27

E40
.E40

E27 or E40

PHOTOMETRIC DATA SAMPLE

HQI 100W

6

6

7

7

7

7

7

7

7

7

7

8

8

8

8

8

8

8

8

8

8

8

8

8

9

9

9

9

9

9

9

9
9

9

9

9

10

10

10

10

10

10

10

10

10

10

10

11

11

11

11

11

11

11

11

11

11

12

12

12

12

12

12

12

12

12

12

13

13
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GRAND SIZE
GLOBE 500 CLASSIC

G50.227

FUMAGALLI POLES TECHNOLOGY
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GLOBE 500 CLASSICSICHEM/G500
G50.B50G50.121

Pcs 2
Kg  7,2
mc  0,275

Pcs 2
Kg  15,2
mc  0,275

GIONA 5000/G500

KARMEL 3000/G500

G50.227

G50.231

Pcs 1
Kg  63,6
mc  1,157

Pcs 1
Kg  29,1
mc  0,407

Pcs 1
Kg  29,1
mc  0,407

Pcs 1
Kg  31,6

mc  0,447

Pcs 1
Kg  58,6
mc  0,907

Pcs 1
Kg  61,6

mc  1,027

GIONA
4000/G500

GIONA
4500/G500

G50.221 G50.224
Pcs 1
Kg  31,6
mc  0,447

Pcs 1
Kg  34,1

mc  0,498

KARMEL
3500/G500

TABOR/
G500

KARMEL
4000/G500

HOREB/
G500

G50.234

G50.204

G50.237

G50.207

GLOBE 500 CLASSIC
GLOBE 250

CLASSIC
GLOBE 300

CLASSIC
GLOBE 400

CLASSIC
GLOBE 500

CLASSIC

GRAND SIZE
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GRAND SIZE
GIONA 4500-5000/GLOBE 500 CLASSIC

G50.224.N10

G50.224.N40

FUMAGALLI POLES TECHNOLOGY
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GIONA 4500 ARON/G500 2L

GIONA 4500 ARON/G500 1L

GIONA 5000 ARON/G500 2L

GIONA 5000 ARON/G500 1L

G50.224.N20

G50.224.N10

G50.227.N20

G50.227.N10

Pcs 1
Kg  74
mc  1,115

Pcs 1
Kg  67,4
mc  1,031

Pcs 1
Kg  69,4

mc  1,146

Pcs 1
Kg  76

mc  1,239

GIONA 4500-5000/GLOBE 500
GLOBE 250

CLASSIC
GLOBE 300

CLASSIC
GLOBE 400

CLASSIC
GLOBE 500

CLASSIC

GIONA 4500 ARON/G500 4L GIONA 5000 ARON/G500 4L
G50.224.N40 G50.227.N40

Pcs 1
Kg  89
mc  1,282

Pcs 1
Kg  91
mc  1,425

ARON/G500
G50.172

Pcs 1
Kg  8,9
mc  0,178

LOT/G500
G50.113

Pcs 2
Kg  9
mc  0,275

GRAND SIZE

ERMON.R/G500
G50.195 resin

Pcs 1
Kg  9,6
mc  0,212
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URBAN
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 GX53 

2x E27

con 

. Classe 

4P2.000.G10

GIORGIO-ROSA
FLOODLIGHT

ROSA
4P2.000.G20
4P1000.G20

4P2.000.G20

GIORGIO
4P2.000.G10
4P1.000.G10

PUBLIC

WALL GROUND POST

UV-TREATED

ANTI-SHOCK TEMPERATURERECYCLABLE

DOUBLE
INSULATION

IECEE CB
SCHEME

3000 K 4000 K 6500 K

CCT SETTABLE
2700 K

P2P2P22.0000.00.000.G0.G0.G20202020
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15°-135°

POST TOP SYSTEM

SISTEMA A PALO con braccio 
singolo o doppio realizzato in resina 

GIORGIO-ROSA
FLOODLIGHT

Dimensions and weight 
Height:200 mm 
Width: 420 mm
Weight: 4 Kg 

Dimensions and weight 
Height:200 mm 
Width: 700 mm
Weight: 6 Kg 

GIORGIO

ROSA

GIORGIO ROSA

Moulded Colours: 

Diffuser PMMA:
Grey WhiteBlack

Opal

GIORGIO/ROSA - COMPONENTS

 FLOODLIGHT 

PROIETTORE 

4P2.000.G10 *

4P2.000.G20 *

SINGLE LIGHT

DOUBLE LIGHT

2x E27

4P2.000

 with 
 

with . 

*ADD.
SUFFIX

2x E27 .E28

2x E27
+ SENSOR .ES8

4x GX53 LED

4P2.000

100 - 240 V
LAMP POWER LUMINOUS FLUX COLOUR

TEMP.
*ADD.
SUFFIX

GX53
LED

40W

6500 K

.D4K4000 K

3000 K

GX53 LED

4P1.000

 

100 - 240 V
LAMP POWER LUMINOUS FLUX COLOUR

TEMP.
*ADD.
SUFFIX

GX53
LED

7,2 W
6500 K

.A1K4000 K
2700 K

11,3 W
6500 K

.B1K4000 K
2700 K

17 W
6500 K

.E1K4000 K
2700 K

GX53
LED

7,2 W
+ SENSOR

6500 K
.ASK4000 K

2700 K

11,3 W
+ SENSOR

6500 K
.BSK4000 K

2700 K

17W
+ SENSOR

6500 K
.ESK4000 K

2700 K
7,2W

11,3W
17W

60W
100W
150W

incandescent

SAVE 88%

FU
LLY

PRE-W
IRED

FU
LLY

PRE-W
IRED

FU
LLY

PRE-W
IRED

4x 10W
5160 Lm

100W
SON-HQI

SAVE 60%

3000 K 4000 K 6500 K

CCT SETTABLE
2700 K

LED LAMPS 

LVD ERPEMC

Comply with:
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GIORGIO-ROSA
FLOODLIGHT

4P2.702

4P2.000

4P2.361.G10

4P2.414.G20

FUMAGALLI POLES TECHNOLOGY

P2P2P2P2P222P2P22.3636.3.36.36.36.36.3636.36336661.G1.G1.G1.G.G.GGGGGG1.G1.GG1.G110100101010101010101010100
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GIORGIO-ROSA
FLOODLIGHT

2700
3200

420

2700

700

3200
2700

700

3200

420

Pcs 1
Kg  27
mc  0,181

Pcs 1
Kg  37
mc  0,214

Pcs 1
Kg  34
mc  0,188

Pcs 1
Kg  40
mc  0,240

Pcs 1
Kg  24
mc  0,161

Pcs 1
Kg  4
mc  0,029

Pcs 1
Kg  6
mc  0,049

Pcs 1
Kg  37
mc  0,208

Pcs 1
Kg  43
mc  0,260

Pcs 1
Kg  40
mc  0,234

EKTOR 2500/ROSA

EKTOR 2500/GIORGIO

GIOVA/GIUSEPPE GIORGIO ROSA

EKTOR 3500/GIORGIO AKILLE 3500/GIORGIO EKTOR 3500/ROSA AKILLE 3500/ROSA

EKTOR 3000/GIORGIO AKILLE 3000/GIORGIO EKTOR 3000/ROSA AKILLE 3000/ROSA

EKTOR 4000/GIORGIO AKILLE 4000/GIORGIO EKTOR 4000/ROSA AKILLE 4000/ROSA

4P2.361.G20

4P2.361.G10

4P2.367.G10 4P2.417.G10 4P2.367.G20 4P2.417.G20

4P2.364.G10 4P2.414.G10 4P2.364.G20 4P2.414.G20

4P2.371.G10 4P2.421.G10 4P2.371.G20 4P2.421.G20

Pcs 10
Kg 31
mc 0,195

11,3W 4P1.000.G10.B1K

17W 4P1.000.G10.E1K

40W 4P2.000.G10.D4K

2x E27 lampholder 4P2.000.G10.E28 2x E27 lampholder 4P2.000.G20.E28 2x E27 lampholder 4P2.702.E28

2x 11,3W 4P1.000.G20.B1K

2x 17W 4P1.000.G20.E1K

2x 40W 4P2.000.G20.D4K

11,3W 4P1.702.B1K

17W 4P1.702.E1K

40W 4P2.702.D4K

34340

GIORGIO ROSA

420

3

700

EKTOR3000

AKILLE3500

EKTOR3000

AKILLE3500

4200
3700
3200

2700

4200
3700
3200

CCT SETTABLE GX53 LED LAMP INCLUDED CCT SETTABLE GX53 LED LAMP INCLUDED CCT SETTABLE GX53 LED LAMP INCLUDED

700

Ø60

300

153

420

Ø60

300

153

300300

340340
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V50.000.H1L

LARGE SIZE
VIVI 400 HIGH POWER LED

PUBLIC

WALL HANGINGPOST

. 

completo di 
POTENZA

+80°C
-30°

90%

VOLTAGE SURGE
RESISTANT

UV-TREATED

ANTI-SHOCK TEMPERATURERECYCLABLE

DOUBLE
INSULATION

IECEE CB
SCHEME

- 470 -
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LARGE SIZE
VIVI 400 HIGH POWER LED

VIVI 400 HIGH POWER LED

V50.000 *

Dimensions and weight 
Height: 420 mm
Diameter: 480 mm
Weight: 4,2 Kg
Junction to support: Ø 60 mm
Area expose to wind pressure:
CxS = m2 0,1449

420

480

Ø 60

Grey

Moulded colours: 

Diffuser PMMA: 
Black White

Clear Opal

VIVI 400 HIGH POWER LED - COMPONENTS

DIFFUSER 

DIFFUSORE

RING

ANELLO

ROOF

TETTO

CEILING

SOFFITTO

VIVI 400 ECOVIVI 400 VIVI 500 ECOVIVI 500

CCT SETTABLE LED LAMP(*)

3000 K 4000 K

HIGH POWER LED

, 

100 - 240 V
LAMP POWER LUMINOUS FLUX 

UP TO
COLOUR

TEMP.
*ADD.
SUFFIX

CCT SET
LED E27 30 W 4000 K

.Q1K
3000 K

LED E27 50 W 4000 K .H1L
3000 K .H1R

(*)

PHOTOMETRIC DATA SAMPLE 

5

5

10

10

10
10

10

10

10

10

1010

10

15

15

15

15

15

15

15

15

15

15

25

25 25

25

25

2525

25

35

35

35

35

35

35

45

45

45

45

45

55

55

55

55

65

65

LED LAMPS 

LVD ERPEMC

Comply with:
     

HIGH POWER LED
50W
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LARGE SIZE
VIVI 400 GX53 LED

PUBLIC

WALL HANGINGPOST

2
ZONE 2

 GX53 LED 

V50.000.D6K

3000 K 4000 K 6500 K

CCT SETTABLE

UV-TREATED

ANTI-SHOCK TEMPERATURERECYCLABLE

DOUBLE
INSULATION

IECEE CB
SCHEME
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GX53 LED

 

100 - 240 V
LAMP POWER LUMINOUS FLUX COLOUR

TEMP.
*ADD.
SUFFIX

GX53
LED

60W

6500 K

.D6K4000 K

3000 K

LARGE SIZE
VIVI 400 GX53 LED

VIVI 400 GX53 LED

Dimensions and weight 
Height: 420 mm
Diameter: 480 mm
Weight: 4,9 Kg
Junction to support: Ø 60 mm
Area expose to wind pressure:
CxS = m2 0,1449

Grey

Moulded colours: 

Diffuser PMMA: 
Black White

Clear Opal

VIVI 400 GX53 LED - COMPONENTS

ROOF

TETTO

RING

ANELLO

DIFFUSER

DIFFUSORE

PHOTOMETRIC DATA SAMPLE 

420

V50.000 *

5

5

10

10

10
10

10

10

10

10

1010

10

15

15

15

15

15

15

15

15

15

15

25

25 25

25

25

2525

25

35

35

35

35

35

35

45

45

45

45

45

55

55

55

55

65

65

480

Ø 60

VIVI 400 ECOVIVI 400 VIVI 500 ECOVIVI 500

CCT SETTABLE LED LAMP

3000 K 4000 K 6500 K

LED LAMPS 

LVD ERPEMC

Comply with:
     

6X10W
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V50.000.E27

LARGE SIZE
VIVI 400 E27

UV-TREATED

ANTI-SHOCK TEMPERATURE

PUBLIC

RECYCLABLE

DOUBLE
INSULATION

WALL HANGINGPOST

2
ZONE 2

ad alta resistenza al calore idoneo per 

alle norme internazionali contro 
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LARGE SIZE
VIVI 400 E27

VIVI 400 E27

V50.000 *

Dimensions and weight 
Height: 420 mm
Diameter: 480 mm
Weight: 3,7 Kg
Junction to support: Ø 60 mm
Area expose to wind pressure:
CxS = m2 0,1449

420

480

Ø 60

Grey

Moulded colours: 

Diffuser PMMA: 
Black White

Clear Opal

VIVI 400 E27 - E40 - COMPONENTS

DIFFUSER 

DIFFUSORE

RING

ANELLO

ROOF

TETTO

CEILING

SOFFITTO

Parabolic REFLECTOR

PARABOLA

PHOTOMETRIC DATA SAMPLE

HQI 

5

5

10

10

10

15

15

15

15

15

20

20

20

20

20

20

20

20
20

20

25

25

25

25

25

25

2525

25

30

30
30

30

30

30
30

30

35

35
35

35

35

35

35

40
40

40

40

40

40

45
45

45

45

45

50
50

50

50

HORIZONTAL BULB

AGAINST LIGHT POLLUTION

E27 - E40 VERSION

E27-E40 *ADD.
SUFFIX

CFL-LED
SON-HQI

100W

E27 
.E27

E40
.E40

VIVI 400 ECOVIVI 400 VIVI 500 ECOVIVI 500
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LARGE SIZE
VIVI 400

V50.364.A10.C6K

V50.414.A10.Q1K
FUMAGALLI POLES TECHNOLOGY

L41.128.H1L
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NEW LOT/VIVI400

MIDIPILAR/VIVI400 MARIO/VIVI400

V50.115

V50.254 V50.129

480

420

EKTOR 2500 MIDIPILAR/VIVI400 1L

EKTOR 3500
MIDIPILAR/VIVI400 1L

AKILLE 3500
MIDIPILAR/VIVI400 1L

EKTOR 4000
MIDIPILAR/VIVI400 1L

AKILLE 4000
MIDIPILAR/VIVI400 1L

EKTOR 3000 
MIDIPILAR/VIVI400 1L

AKILLE 3000 
MIDIPILAR/VIVI400 1LV50.361.A10

V50.367.A10 V50.417.A10

V50.371.A10 V50.421.A10

V50.364.A10 V50.414.A10

4255

745

3255
2755

745

VIVI 400

V50.000

Ø 60

4255
3755

Ø 265Ø 265 Ø 265

EKTOR3000

AKILLE3000

EKTOR4000

AKILLE3500

3255 4255
3755

LARGE SIZE
VIVI 400

Pcs 1
Kg  5,2
mc  0,071

Pcs 1
Kg  5,5
mc  0,092

Pcs 1
Kg  5,2
mc  0,07

Pcs 1
Kg  37,5
mc  0,284

Pcs 1
Kg  4,9
mc  0,09

Pcs 1
Kg  41
mc  0,314

Pcs 1
Kg  30,6
mc  0,235 Pcs 1

Kg  34
mc  0,262

2755

745

VIVI 400 ECOVIVI 400 VIVI 500 ECOVIVI 500

LUIGI 400-DR

L41.128

Pcs 1
Kg  4,2
mc  0,09
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V50.364.A30.H1L

FUMAGALLI POLES TECHNOLOGY

V50.414.A20.H1L

LARGE SIZE
VIVI 400

V50.129.C6K

V50.115.E27

V50.254.Q1K
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3755
4255

1220

EKTOR 3500 
MIDIPILAR/VIVI400 2L

AKILLE 3500 
MIDIPILAR/VIVI400 2L

EKTOR 4000 
MIDIPILAR/VIVI400 2L

AKILLE 4000 
MIDIPILAR/VIVI400 2L

V50.367.A20 V50.417.A20

V50.371.A20 V50.421.A20

EKTOR 2500 MIDIPILAR/VIVI400 2L

EKTOR 3000 
MIDIPILAR/VIVI400 2L

AKILLE 3000 
MIDIPILAR/VIVI400 2L

V50.361.A20

V50.364.A20 V50.414.A20

2755

1220

2755

1135

EKTOR 2500 MIDIPILAR/VIVI400 3L

EKTOR 3000 
MIDIPILAR/VIVI400 3L

AKILLE 3000 
MIDIPILAR/VIVI400 3L

V50.361.A30

V50.364.A30 V50.414.A30

EKTOR 3500 
MIDIPILAR/VIVI400 3L

AKILLE 3500 
MIDIPILAR/VIVI400 3L

EKTOR 4000 
MIDIPILAR/VIVI400 3L

AKILLE 4000 
MIDIPILAR/VIVI400 3L

V50.367.A30 V50.417.A30

V50.371.A30 V50.421.A30

4255
3755

1135

Ø 265

Ø 265

Ø 265 Ø 265 Ø 265

Pcs 1
Kg  43
mc  0,358

Pcs 1
Kg  46,5
mc  0,385

Pcs 1
Kg  86,2
mc  0,306

Pcs 1
Kg  39,6
mc  0,332

Pcs 1
Kg  42
mc  0,497

Pcs 1
Kg  45,2
mc  0,523

Pcs 1
Kg  48,6
mc  0,55

Pcs 1
Kg  52
mc  0,576

LARGE SIZE
VIVI 400

3255

EKTOR3000 AKILLE4000

4255
3755
3255 3255

EKTOR4000 AKILLE3000

4255
3755
3255

VIVI 400 ECOVIVI 400 VIVI 500 ECOVIVI 500
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LARGE SIZE
ECOVIVI 400 GX53 LED

PUBLIC

WALL HANGINGPOST

1
ZONE 1

 . 

sospensione o a parete. Fornito con 

EV4.000.C6K

3000 K 4000 K 6500 K

CCT SETTABLE

UV-TREATED

ANTI-SHOCK TEMPERATURERECYCLABLE

DOUBLE
INSULATION

IECEE CB
SCHEME

- 480 -
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LARGE SIZE
ECOVIVI 400 GX53 LED

ECOVIVI 400 GX53 LED

Dimensions and weight 
Height: 243 mm
Diameter: 480 mm
Weight: 4,6 Kg 

Junction to support: diameter 60 mm
Area expose to wind pressure:
CxS = m2 0,1449

Grey

Moulded colours: 

Diffuser PC (UV treated): 
Black White

Clear

ECOVIVI 400 GX53 LED - COMPONENTS

ROOF 

TETTO

RING

ANELLO

DIFFUSER

DIFFUSORE 

ai raggi UV.

243

480

Ø 60

EV4.000 *

PHOTOMETRIC DATA SAMPLE 

5

5

10

10

10
10

10

10

10

10

1010

10

15

15

15

15

15

15

15

15

15

15

25

25 25

25

25

2525

25

35

35

35

35

35

35

45

45

45

45

45

55

55

55

55

65

65

GX53 LED

100 - 240 V

 

LAMP POWER LUMINOUS FLUX COLOUR
TEMP.

*ADD.
SUFFIX

GX53
LED

60W

6500 K

.D6K4000 K

3000 K

VIVI 400 ECOVIVI 400 VIVI 500 ECOVIVI 500

CCT SETTABLE LED LAMP

3000 K 4000 K 6500 K

LED LAMPS 

LVD ERPEMC

Comply with:
     

6X10W

- 481 -

U
P&

D
O

W
N

D
O

W
N

LI
G

H
T

IN
-G

RO
U

N
D

B
R

IC
K

LI
G

H
T

FL
O

O
D

LI
G

TH
B
O

LL
A

R
D

B
U

LK
H

EA
D

SO
LA

R
G

A
R
D

EN
U

RB
A

N
 C

LA
SS

IC
U

RB
A

N
 M

O
D

ER
N

PO
ST

LA
M

PS
  

  
CO

M
PA

N
Y

  
  

 R
EF

ER
EN

CE
S



LARGE SIZE
ECOVIVI 400 E27

UV-TREATED

ANTI-SHOCK TEMPERATURE

PUBLIC

RECYCLABLE

DOUBLE
INSULATION

WALL HANGINGPOST

1
ZONE 1

sospensione o a parete. Fornito con 

alle norme internazionali contro 

EV4.000.E27

- 482 -
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LARGE SIZE
ECOVIVI 400 E27

ECOVIVI 400 E27

Dimensions and weight 
Height: 243 mm
Diameter: 480 mm
Weight: 3,4 Kg 

Junction to support: diameter 60 mm
Area expose to wind pressure:
CxS = m2 0,1449

Grey

Moulded colours: 

Diffuser PC (UV treated): 
Black White

Clear

ECOVIVI 400 E27 - E40 - COMPONENTS

ROOF 

TETTO 

RING

ANELLO

DIFFUSER

DIFFUSORE 

raggi UV.

243

480

Ø 60

PHOTOMETRIC DATA SAMPLE

EV4.000 *

HQI 

CEILING 

SOFFITTO 

Parabolic REFLECTOR

PARABOLA

5

5

10

10

10

15

15

15

15

15

20

20

20

20

20

20

20

20
20

20

25

25

25

25

25

25

2525

25

30

30
30

30

30

30
30

30

35

35
35

35

35

35

35

40
40

40

40

40

40

45
45

45

45

45

50
50

50

50

*ADD.
SUFFIXE27-E40 *ADD.

SUFFIX

CFL-LED
SON-HQI

100W

E27 
.E27

E40
.E40

HORIZONTAL BULB

AGAINST LIGHT POLLUTION

E27 - E40 VERSION

VIVI 400 ECOVIVI 400 VIVI 500 ECOVIVI 500
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LARGE SIZE
ECOVIVI 400

EV4.364.A10.C6K

FUMAGALLI POLES TECHNOLOGY

EV4.414.A10.D6K

L4F.128.D6K
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LARGE SIZE
ECOVIVI 400

NEW LOT/ECOVIVI400

MIDIPILAR/ECOVIVI400 MARIO/ECOVIVI400

EV4.115

EV4.254 EV4.129

Pcs 1
Kg  4,9
mc  0,071

Pcs 1
Kg  5,2
mc  0,092

Pcs 1
Kg  4,9
mc  0,07

300

365

348

480

243

Pcs 1
Kg  37,1
mc  0,284

Pcs 1
Kg  4,6
mc  0,09

Pcs 1
Kg  40,5
mc  0,314

Pcs 1
Kg  30,3
mc  0,235 Pcs 1

Kg  33,7
mc  0,262

EKTOR 2500 MIDIPILAR/ECOVIVI400 1L

EKTOR 3500
MIDIPILAR/ECOVIVI400 1L

AKILLE 3500
MIDIPILAR/ECOVIVI400 1L

EKTOR 4000
MIDIPILAR/ECOVIVI400 1L

AKILLE 4000
MIDIPILAR/ECOVIVI400 1L

EKTOR 3000 MIDIPILAR/
ECOVIVI400 1L

AKILLE 3000 MIDIPILAR/
ECOVIVI400 1LEV4.361.A10

EV4.367.A10 EV4.417.A10

EV4.371.A10 EV4.421.A10

EV4.364.A10 EV4.414.A10

2755

745

745

3255
2755

745

ECOVIVI 400

EV4.000

Ø 60

4255
3755

Ø 265Ø 265 Ø 265

EKTOR3000

AKILLE3000

EKTOR4000

AKILLE3500

3255 4255
3755

VIVI 400 ECOVIVI 400 VIVI 500 ECOVIVI 500

Pcs 1
Kg  3,7
mc  0,09

330

LUIGI 400

L4F.128
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LARGE SIZE
ECOVIVI 400

EV4.421.A30.D6K

EV4.364.A20.D6K

FUMAGALLI POLES TECHNOLOGY

EV4.254.C6K

EV4.421.A30.D6K
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LARGE SIZE
ECOVIVI 400

EKTOR 3500 
MIDIPILAR/ECOVIVI400 2L

AKILLE 3500 
MIDIPILAR/ECOVIVI400 2L

EKTOR 4000 
MIDIPILAR/ECOVIVI400 2L

AKILLE 4000 
MIDIPILAR/ECOVIVI400 2L

EV4.367.A20 EV4.417.A20

EV4.371.A20 EV4.421.A20

Pcs 1
Kg  42,5
mc  0,358

Pcs 1
Kg  46
mc  0,385

Pcs 1
Kg  35,7
mc  0,306

Pcs 1
Kg  39,1
mc  0,332

EKTOR 2500 MIDIPILAR/ECOVIVI400 2L

EKTOR 3000 
MIDIPILAR/ECOVIVI400 2L

AKILLE 3000 
MIDIPILAR/ECOVIVI400 2L

EV4.361.A20

EV4.364.A20 EV4.414.A20

2755

1220

1120

2755

EKTOR 2500 MIDIPILAR/ECOVIVI400 3L

EKTOR 3000 
MIDIPILAR/ECOVIVI400 3L

AKILLE 3000 
MIDIPILAR/ECOVIVI400 3L

EV4.361.A30

EV4.364.A30 EV4.414.A30

Pcs 1
Kg  41
mc  0,497

Pcs 1
Kg  44,3
mc  0,523

EKTOR 3500 
MIDIPILAR/ECOVIVI400 3L

AKILLE 3500 
MIDIPILAR/ECOVIVI400 3L

EKTOR 4000 
MIDIPILAR/ECOVIVI400 3L

AKILLE 4000 
MIDIPILAR/ECOVIVI400 3L

EV4.367.A30 EV4.417.A30

EV4.371.A30 EV4.421.A30

Pcs 1
Kg  47,7
mc  0,55

Pcs 1
Kg  51,1
mc  0,576

4255
3755

1120

Ø 265 Ø 265 Ø 265 Ø 265

4255

1220

3255

EKTOR3000 AKILLE4000 EKTOR4000 AKILLE3000

3255
2755

4255
3755
3255

4255
3755
3255

VIVI 400 ECOVIVI 400 VIVI 500 ECOVIVI 500
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P50.000.H1L

LARGE SIZE
BEPPE 400 HIGH POWER LED

. 

Idoneo per il montaggio a palo e a 

+80°C
-30°

90%

VOLTAGE SURGE
RESISTANT

PUBLIC

POST

UV-TREATED

ANTI-SHOCK TEMPERATURERECYCLABLE

DOUBLE
INSULATION

IECEE CB
SCHEME

- 488 -
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LARGE SIZE
BEPPE 400 HIGH POWER LED

BEPPE 400 HIGH POWER LED

P50.000 *

Dimensions and weight 
Height: 420 mm
Diameter: 480 mm
Weight: 4 Kg
Junction to support: Ø 60 mm
Area expose to wind pressure:
CxS = m2 0,1449

420

480

Grey

Moulded colours: 

Diffuser PMMA: 
Black White

Clear Opal

BEPPE 400 HIGH POWER LED - COMPONENTS

ECOBEPPE 400BEPPE 400 ECOBEPPE 500BEPPE 500

CAGE

BIPODE

DIFFUSER 

DIFFUSORE

ROOF

TETTO

CEILING

SOFFITTO

Ø 60

PHOTOMETRIC DATA SAMPLE

10

10

10

10

10

10

10

10

10

10

15

15

15

1515

15

15

15

15

15
15

15

20

20

20

20
20

20

20

20

20

20

20

25
25

25

25

25

25

25

25

25
25

3030

30

30

30

3030

30

30

30

35

35

35
35

35

35

35 35

40

40

40

40

40

40

45

45

45

45

45

45

50

50

50

50

55

55

CCT SETTABLE LED LAMP(*  

3000 K 4000 K

LED LAMPS 

LVD ERPEMC

Comply with:
     

HIGH POWER LED

HIGH POWER LED

, 

100 - 240 V
LAMP POWER LUMINOUS FLUX 

UP TO
COLOUR

TEMP.
*ADD.
SUFFIX

CCT SET
LED E27 30 W 4000 K

.Q1K
3000 K

LED E27 50 W 4000 K .H1L
3000 K .H1R

(*)
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LARGE SIZE
BEPPE 400 GX53 LED

PUBLIC

POST

2
ZONE 2

P50.000.D6K

 . 

 

3000 K 4000 K 6500 K

CCT SETTABLE

UV-TREATED

ANTI-SHOCK TEMPERATURERECYCLABLE

DOUBLE
INSULATION

IECEE CB
SCHEME

- 490 -
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LARGE SIZE
BEPPE 400 GX53 LED

BEPPE 400 GX53 LED

Dimensions and weight 
Height: 420 mm
Diameter: 480 mm
Weight: 5 Kg
Junction to support: Ø 60 mm
Area expose to wind pressure:
CxS = m2 0,1449

Grey

Moulded colours: 

Diffuser PMMA: 
Black White

Clear Opal

BEPPE 400 GX53 LED - COMPONENTS

ROOF

TETTO

DIFFUSER

DIFFUSORE

PHOTOMETRIC DATA SAMPLE

420

P50.000 *

480

Ø 60

10

10

20

20

2020

20

20

20

20

20

20

20

20

30

30

30

30

30

30

30

30 30

30

40

40

40

40

40

40

40 40

40

50

50
50

50

50

50
50

50

60

60

60

60

60
60

60

70

70

70

70

70

70

8080

80

80

90

90

90

100

100

100

110

110

120

130

GX53 LED

100 - 240 V
LAMP POWER LUMINOUS FLUX COLOUR

TEMP.
*ADD.
SUFFIX

GX53
LED

60W

6500 K

.D6K4000 K

3000 K

ECOBEPPE 400BEPPE 400 ECOBEPPE 500BEPPE 500

CCT SETTABLE LED LAMP

3000 K 4000 K 6500 K

LED LAMPS 

LVD ERPEMC

Comply with:
     

CAGE

BIPODE

6X10W
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P50.000.E27

LARGE SIZE
BEPPE 400 E27

Idoneo per il montaggio a palo. Fornito con 

UV-TREATED

ANTI-SHOCK TEMPERATURE

PUBLIC

RECYCLABLE

DOUBLE
INSULATION

POST

2
ZONE 2

- 492 -
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E27-E40 *ADD.
SUFFIX

CFL-LED
SON-HQI

100W

E27 
.E27

E40
.E40

LARGE SIZE
BEPPE 400 E27

BEPPE 400 E27

P50.000 *

Dimensions and weight 
Height: 420 mm
Diameter: 480 mm
Weight: 3,7 Kg
Junction to support: Ø 60 mm
Area expose to wind pressure:
CxS = m2 0,1449

420

480

Grey

Moulded colours: 

Diffuser PMMA: 
Black White

Clear Opal

BEPPE 400 E27 - E40 - COMPONENTS

DIFFUSER 

DIFFUSORE

ROOF

TETTO

CEILING

SOFFITTO

Parabolic REFLECTOR

PARABOLA

PHOTOMETRIC DATA SAMPLE

HQI 

5

5

10

10

10

15

15

15

15

15

20

20

20

20

20

20

20

20
20

20

25

25

25

25

25

25

2525

25

30

30
30

30

30

30
30

30

35

35
35

35

35

35

35

40
40

40

40

40

40

45
45

45

45

45

50
50

50

50

Ø 60

ECOBEPPE 400BEPPE 400 ECOBEPPE 500BEPPE 500

CAGE

BIPODE
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LARGE SIZE
BEPPE 400

P50.367.C6K

P50.361.H1L

P50.115.Q1K

FUMAGALLI POLES TECHNOLOGY

P50.414.H1L

P50.361.H1L
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LARGE SIZE
BEPPE 400

Pcs 1
Kg  29,3
mc  0,256

Pcs 1
Kg  32,7
mc  0,282

Pcs 1
Kg  36,1
mc  0,309

Pcs 1
Kg  39,5
mc  0,335

480

3565

480

4565

3065

480

4065

480

680

480Pcs 1
Kg  5
mc  0,113

Pcs 1
Kg 5,3
mc  0,119

790

480

EKTOR 2500/BEPPE400

EKTOR 4000/
BEPPE400

AKILLE 4000/
BEPPE400

P50.361.000

EKTOR 3000/
BEPPE400

AKILLE 3000/
BEPPE400

EKTOR 3500/
BEPPE400

AKILLE 3500/
BEPPE400

P50.364.000 P50.414.000 P50.367.000 P50.417.000 P50.371.000 P50.421.000

480

35

480

40

480

45

BEPPE400

P50.000

NEW LOT/BEPPE400

P50.115

Ø 60

Ø 265Ø 265Ø 265 Ø 265

ECOBEPPE 400BEPPE 400 ECOBEPPE 500BEPPE 500
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LARGE SIZE
ECOBEPPE 400 GX53 LED

 GX53 

corrosione. Idoneo per il montaggio a 

EP5.000.D6K

PUBLIC

POST

ZONE 1

1

3000 K 4000 K 6500 K

CCT SETTABLE

UV-TREATED

ANTI-SHOCK TEMPERATURERECYCLABLE

DOUBLE
INSULATION

IECEE CB
SCHEME

- 496 -
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LARGE SIZE
ECOBEPPE 400 GX53 LED

ECOBEPPE 400 GX53 LED

Dimensions and weight 
Height: 420 mm
Diameter: 480 mm
Weight: 4,7 Kg
Junction to support: Ø 60 mm
Area expose to wind pressure:
CxS = m2 0,1449

Grey

Moulded colours: 

Diffuser PC (UV treated): 
Black White

Clear

ECOBEPPE 400 GX53 LED - COMPONENTS

ROOF

TETTO

PHOTOMETRIC DATA SAMPLE

420

EP5.000 *

5

5

10

10

10
10

10

10

10

10

1010

10

15
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480

DIFFUSER

DIFFUSORE 

ai raggi UV.

Ø 60

GX53 LED

 

100 - 240 V
LAMP POWER LUMINOUS FLUX COLOUR

TEMP.
*ADD.
SUFFIX

GX53
LED

60W

6500 K

.D6K4000 K

3000 K

ECOBEPPE 400BEPPE 400 ECOBEPPE 500BEPPE 500

CCT SETTABLE LED LAMP

3000 K 4000 K 6500 K

LED LAMPS 

LVD ERPEMC

Comply with:
     

CAGE

BIPODE

6X10W
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EP5.000.E27

LARGE SIZE
ECOBEPPE 400 E27

corrosione. Idoneo per il montaggio 

ad alta resistenza al calore idoneo per 
orizzontale della lampadina e completo 

UV-TREATED

ANTI-SHOCK TEMPERATURE

PUBLIC

RECYCLABLE

DOUBLE
INSULATION

POST

ZONE 1

1
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E27-E40 *ADD.
SUFFIX

CFL-LED
SON-HQI

100W

E27 
.E27

E40
.E40

LARGE SIZE
ECOBEPPE 400 E27

ECOBEPPE 400 E27

EP5.000 *

Dimensions and weight 
Height: 420 mm
Diameter: 480 mm
Weight: 3,4 Kg
Junction to support: Ø 60 mm
Area expose to wind pressure:
CxS = m2 0,1449

420

480

Ø 60

Grey

Moulded colours: 

Diffuser PC (UV treated):
Black White

Clear

ECOBEPPE 400 E27 - E40 - COMPONENTS

ROOF

TETTO

CEILING

SOFFITTO

Parabolic REFLECTOR

PARABOLA

PHOTOMETRIC DATA SAMPLE
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50
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DIFFUSER

DIFFUSORE 

ai raggi UV.

ECOBEPPE 400BEPPE 400 ECOBEPPE 500BEPPE 500

CAGE

BIPODE
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EP5.367.D6K

EP5.417.D6K

LARGE SIZE
ECOBEPPE 400

FUMAGALLI POLES TECHNOLOGY

EP5.115.D6K
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480

3565

480

4565

4065

480

680

480

EKTOR 2500/ECOBEPPE400

EKTOR 4000/
ECOBEPPE400

AKILLE 4000/
ECOBEPPE400

EP5.361.000

EKTOR 3000/
ECOBEPPE400

AKILLE 3000/
ECOBEPPE400

EP5.364.000 EP5.414.000 EP5.371.000 EP5.421.000

480

35

4

480

480

45

Ø 60

LARGE SIZE
ECOBEPPE 400

Pcs 1
Kg  29,3
mc  0,256

Pcs 1
Kg  32,7
mc  0,282

3065

480

Pcs 1
Kg  5
mc  0,119

Pcs 1
Kg  4,7
mc  0,113

Pcs 1
Kg  39,5
mc  0,335

Pcs 1
Kg  36,1
mc  0,309

790

480

EKTOR 3500/
ECOBEPPE400

AKILLE 3500/
ECOBEPPE400

EP5.367.000 EP5.417.000

ECOBEPPE400

EP5.000

NEW LOT/ECOBEPPE400

EP5.115

Ø 265Ø 265Ø 265 Ø 265

ECOBEPPE 400BEPPE 400 ECOBEPPE 500BEPPE 500
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LARGE SIZE
REMO 400 HIGH POWER LED

PUBLIC

WALL POST

. 

e corrosione. Idoneo per il montaggio a palo 

completo di 
POTENZA

R50.000.Q1K
+80°C
-30°

90%

VOLTAGE SURGE
RESISTANT

UV-TREATED

ANTI-SHOCK TEMPERATURERECYCLABLE

DOUBLE
INSULATION

IECEE CB
SCHEME

- 502 -
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REMO 400 HIGH POWER LED - COMPONENTS

LARGE SIZE
REMO 400 HIGH POWER LED

REMO 500 GINO 500GINO 400REMO 400

REMO 400 GX53 LED

715

Dimensions and weight 
Height: 715 mm 
Diameter: 480 mm
Weight: 5,8 Kg
Junction to support: diameter 60 mm 
Area expose to wind pressure:
CxS = m2 0,157

Grey

Moulded colours: 

Diffuser PMMA: 
Black White

Clear Opal

480

Ø 60

R50.000 *
ROOF

TETTO

OUTER DIFFUSER

DIFFUSORE ESTERNO 

CEILING

SOFFITTO

BASE 

BASE 

5

5

7

7

7

7

7

9

9

99

9

9

9

9

9 9
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17
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17

17
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19

19

PHOTOMETRIC DATA SAMPLE

INNER DIFFUSER 

DIFFUSORE INTERNO 

DOWNWARD 
LIGHT EMISSION 

480

LED LAMPS 

LVD ERPEMC

Comply with:
     

HIGH POWER LED

HIGH POWER LED

, 
100 - 240 V

LAMP POWER LUMINOUS FLUX 
UP TO

COLOUR
TEMP.

*ADD.
SUFFIX

CCT SET
LED E27 30 W 4000 K

.Q1K
3000 K

LED E27 50 W 4000 K .H1L
3000 K .H1R

(*)

CCT SETTABLE LED LAMP(*

3000 K 4000 K

- 503 -
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LARGE SIZE
REMO 400 GX53 LED

PUBLIC

WALL POST

 

e corrosione. Idoneo per il montaggio a palo o 

R50.000.D6K

3000 K 4000 K 6500 K

CCT SETTABLE

UV-TREATED

ANTI-SHOCK TEMPERATURERECYCLABLE

DOUBLE
INSULATION

IECEE CB
SCHEME

- 504 -

U
P&

D
O

W
N

D
O

W
N

LI
G

H
T

IN
-G

RO
U

N
D

B
R

IC
K

LI
G

H
T

FL
O

O
D

LI
G

TH
B
O

LL
A

R
D

B
U

LK
H

EA
D

SO
LA

R
G

A
R
D

EN
U

RB
A

N
 C

LA
SS

IC
U

RB
A

N
 M

O
D

ER
N

PO
ST

LA
M

PS
  

  
CO

M
PA

N
Y

  
  

 R
EF

ER
EN

CE
S



REMO 400 GX53 LED - COMPONENTS

PHOTOMETRIC DATA SAMPLE

LARGE SIZE
REMO 400 GX53 LED

REMO 500 GINO 500GINO 400REMO 400

REMO 400 GX53 LED

715

Dimensions and weight 
Height: 715 mm 
Diameter: 480 mm
Weight: 5,8 Kg
Junction to support: diameter 60 mm 
Area expose to wind pressure:
CxS = m2 0,157

Grey

Moulded colours: 

Diffuser PMMA: 
Black White

Clear Opal

480

Ø 60

R50.000 *
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36 36
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36

ROOF

TETTO

RING

ANELLO

DIFFUSER

DIFFUSORE

BASE

CONE REFLECTOR
output.

BASE

CONO

GX53 LED

 

100 - 240 V
LAMP POWER LUMINOUS FLUX COLOUR

TEMP.
*ADD.
SUFFIX

GX53
LED

60W

6500 K

.D6K4000 K
3000 K

CCT SETTABLE LED LAMP

3000 K 4000 K 6500 K

LED LAMPS 

LVD ERPEMC

Comply with:
     

6X10W

- 505 -
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LARGE SIZE
REMO 400 E27

UV-TREATED

ANTI-SHOCK TEMPERATURE

PUBLIC

RECYCLABLE

DOUBLE
INSULATION

WALL POST

e corrosione. Idoneo per il montaggio a palo 

R50.000.E27FC6

- 506 -
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E27-E40 *ADD.
SUFFIX

CFL-LED

E27 
.E27

E40
.E40

LARGE SIZE
REMO 400 E27

REMO 400 E27

R50.000 *

715

Dimensions and weight 
Height: 715 mm 
Diameter: 480 mm
Weight: 4,2 Kg
Junction to support: diameter 60 mm 
Area expose to wind pressure:
CxS = m2 0,157

Grey

Moulded colours: 

Diffuser PMMA: 
Black White

Clear Opal

REMO500 GINO500GINO400REMO400

PHOTOMETRIC DATA SAMPLE

E277
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480

Ø 60

REMO 400 E27 - E40 - COMPONENTS

BASE

BASE

DIFFUSER

DIFFUSORE

Parabolic REFLECTOR

PARABOLA

ROOF

TETTO

LOUVRE with a laminar 

FRANGILUCE CHROME ALUMINIUM LOUVRE

- 507 -
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LARGE SIZE
REMO 400

R50.364.C6K

R50.361.H1L

R50.115.Q1K

FUMAGALLI POLES TECHNOLOGY

- 508 -
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LARGE SIZE
REMO 400

EKTOR 2500/REMO400

EKTOR 4000/
REMO400

AKILLE 4000/
REMO400

R50.361.000
Pcs 1
Kg  30,1
mc  0,21

Pcs 1
Kg  33,5
mc  0,241

Pcs 1
Kg  26,9
mc  0,268

EKTOR 3000/
REMO400

AKILLE 3000/
REMO400

EKTOR 3500/
REMO400

AKILLE 3500/
REMO400

R50.364.000 R50.414.000

R50.367.000 R50.417.000
Pcs 1
Kg  40,3
mc  0,294

R50.371.000 R50.421.000

480

3600

480

36

4

480

480

4600

4

480

3100

480

4100

480

715

480

940

860

MIDIPILAR/REMO400

R50.254
Pcs 1
Kg  6,4
mc  0,09

REMO400

R50.000
Pcs 1
Kg  5,8
mc  0,06

NEW LOT/REMO400

R50.115
Pcs 1
Kg  6,1
mc  0,07

825

480

REMO 500 GINO 500GINO 400REMO 400

Ø 60

Ø 265Ø 265Ø 265
Ø 265

- 509 -
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LARGE SIZE
GINO 400 HIGH POWER LED

PUBLIC

WALL POST

Idoneo per il montaggio a palo e a 

F50.000.Q1K

+80°C
-30°

90%

VOLTAGE SURGE
RESISTANT

UV-TREATED

ANTI-SHOCK TEMPERATURERECYCLABLE

DOUBLE
INSULATION

IECEE CB
SCHEME

- 510 -
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715

Dimensions and weight 
Height: 715 mm 
Diameter: 480 mm
Weight: 5,8 Kg 

Junction to support: diameter 60 mm 
Area expose to wind pressure:
CxS = m2 0,157

LARGE SIZE
GINO 400 HIGH POWER LED

GINO 400 HIGH POWER LED

Grey

Moulded colours: 

Diffuser PMMA: 
Black White

Clear Opal

REMO 500 GINO 500GINO 400REMO 400

GINO 400 HIGH POWER LED - COMPONENTS

F50.000 *

480

Ø 60

ROOF

TETTO

OUTER DIFFUSER

DIFFUSORE ESTERNO 

CEILING
HIGH 

SOFFITTO

BASE 

BASE 

5

5

7

7

7

7

7

9

9

99

9

9

9

9

9 9
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19
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PHOTOMETRIC DATA SAMPLE

DOWNWARD 
LIGHT EMISSION 

480

CCT SETTABLE LED LAMP(*

3000 K 4000 K

INNER DIFFUSER 

DIFFUSORE INTERNO 

LED LAMPS 

LVD ERPEMC

Comply with:
     

HIGH POWER LED

HIGH POWER LED

100 - 240 V
LAMP POWER LUMINOUS FLUX 

UP TO
COLOUR

TEMP.
*ADD.
SUFFIX

CCT SET
LED E27 30 W 4000 K

.Q1K
3000 K

LED E27 50 W 4000 K .H1L
3000 K .H1R

(*)
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LARGE SIZE
GINO 400 GX53 LED

PUBLIC

WALL POST

 in 

Idoneo per il montaggio a palo o a parete. 
 

F50.000.D6K

3000 K 4000 K 6500 K

CCT SETTABLE

UV-TREATED

ANTI-SHOCK TEMPERATURERECYCLABLE

DOUBLE
INSULATION

IECEE CB
SCHEME

- 512 -
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715

Dimensions and weight 
Height: 715 mm 
Diameter: 480 mm
Weight: 5,8 Kg 

Junction to support: diameter 60 mm 
Area expose to wind pressure:
CxS = m2 0,157

LARGE SIZE
GINO 400 GX53 LED

GINO 400 GX53 LED

Grey

Moulded colours: 

Diffuser PMMA: 
Black White

Clear Opal

REMO 500 GINO 500GINO 400REMO 400

GINO 400 GX53 LED - COMPONENTS

ROOF

TETTO

RING

ANELLO

DIFFUSER

DIFFUSORE

BASE
CONE 

REFLECTOR

BASE

CONO

F50.000 *

480

Ø 60

4

4

8

8

8

8

8

8

8

8

8

88

8

8

12

12

12
12

12

12

12

12

12

12

12

16

16

16

16

16

16

16

16

16

16

20

20

20

20

20

20

2020

20

24

24

24

24

24

24

24

24

28

28 28

28

28

28

28

32

32

32

32

32
32

36 36

36

36
36

PHOTOMETRIC DATA SAMPLE

GX53 LED

 

100 - 240 V
LAMP POWER LUMINOUS FLUX COLOUR

TEMP.
*ADD.
SUFFIX

GX53
LED

60W

6500 K

.D6K4000 K
3000 K

CCT SETTABLE LED LAMP

3000 K 4000 K 6500 K

LED LAMPS 

LVD ERPEMC

Comply with:
     

6X10W
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LARGE SIZE
GINO 400 E27

UV-TREATED PUBLICDOUBLE
INSULATION

ANTI-SHOCK TEMPERATURERECYCLABLE WALL POST

F50.000.E27FC6

e corrosione. Idoneo per il montaggio a palo 
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E27-E40 *ADD.
SUFFIX

CFL-LED

E27 
.E27

E40
.E40

LARGE SIZE
GINO 400 E27

GINO 400 E27

F50.000 *

715

Dimensions and weight 
Height: 715 mm 
Diameter: 480 mm
Weight: 4,2 Kg 

Junction to support: diameter 60 mm 
Area expose to wind pressure:
CxS = m2 0,157

Grey

Moulded colours: 

Diffuser PMMA: 
Black White

Clear Opal

GINO 400 E27 - E40 - COMPONENTS

Parabolic REFLECTOR

PARABOLA

DIFFUSER

DIFFUSORE

BASE

BASE

REMO 500 GINO 500GINO 400REMO 400

PHOTOMETRIC DATA SAMPLE

480

Ø 60

7

7

10

10

10

10

10

10

10

10

10

1010

10

13

13

13
13

13

13

13

13
13

13

16

16

16

16

16

16

16
16

16

19

19

19

19

19

1919

22

22

22

22

2222

25

25

25

25

ROOF

TETTO

LOUVRE with a laminar 

FRANGILUCE CHROME ALUMINIUM LOUVRE
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LARGE SIZE
GINO 400

FUMAGALLI POLES TECHNOLOGY

F50.115.Q1K

F50.364.D6K

F50.417.H1L

F50.254.H1L

HHHH.HHH.HH.H.HH.H1L11L1L1L1L1L1LLL
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EKTOR 2500/GINO400

EKTOR 4000/
GINO400

AKILLE 4000/
GINO400

F50.361.000

EKTOR 3000/
GINO400

AKILLE 3000/
GINO400

EKTOR 3500/
GINO400

AKILLE 3500/
GINO400

F50.364.000 F50.414.000

F50.367.000 F50.417.000 F50.371.000 F50.421.000

3600

480

36

480

4

480

4600

480 480

46

4100

480

480

715

MIDIPILAR/GINO400

F50.254

GINO400

F50.000

NEW LOT/GINO400

F50.115

Ø 60

Ø 265Ø 265Ø 265 Ø 265

LARGE SIZE
GINO 400

Pcs 1
Kg  30,1
mc  0,21

Pcs 1
Kg  33,5
mc  0,24

Pcs 1
Kg  26,9
mc  0,26

Pcs 1
Kg  40,3
mc  0,29

480

3100

940

615

Pcs 1
Kg  6,4
mc  0,09

Pcs 1
Kg  6,1
mc  0,07

825

480

Pcs 1
Kg  5,8
mc  0,06

REMO 500 GINO 500GINO 400REMO 400
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V60.000.W1L

GRAND SIZE
VIVI 500 HIGH POWER LED

PUBLIC

WALL HANGINGPOST

. 

completo di 
POTENZA

+80°C
-30°

90%

VOLTAGE SURGE
RESISTANT

UV-TREATED

ANTI-SHOCK TEMPERATURERECYCLABLE

DOUBLE
INSULATION

IECEE CB
SCHEME
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GRAND SIZE
VIVI 500 HIGH POWER LED

VIVI 500 HIGH POWER LED

V60.000 *

Dimensions and weight 
Height: 600 mm
Diameter: 600 mm
Weight: 7 Kg
Junction to support: Ø 60 mm
Area expose to wind pressure:
CxS = m2 0,1932

600

600

Ø 60

Grey

Moulded colours: 

Diffuser PMMA: 
Black White

Clear Opal

VIVI 500 HIGH POWER LED - COMPONENTS

DIFFUSER 

DIFFUSORE

RING

ANELLO

ROOF

TETTO

CEILING

SOFFITTO

ALTA POTENZA

ECOVIVI 400 ECOVIVI 500VIVI 400 VIVI 500

HIGH POWER LED

, 

100 - 240 V
LAMP POWER LUMINOUS FLUX 

UP TO
COLOUR

TEMP.
*ADD.
SUFFIX

E27 50 W
4000 K .H1L
3000 K .H1R

E27 60 W
4000 K .W1L
3000 K .W1R

PHOTOMETRIC DATA SAMPLE

5

5

10

10

10
10

10

10

10

10

1010

10

15

15

15

15

15

15

15

15

15

15

25

25 25

25

25

2525

25

35

35

35

35

35

35

45

45

45

45

45

55

55

55

55

65

65

LED LAMPS 

LVD ERPEMC

Comply with:
     

HIGH POWER LED
60W
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GRAND SIZE
VIVI 500 GX53 LED

PUBLIC

WALL HANGINGPOST

2
ZONE 2

 . 

V60.000.D9K

UV-TREATED

ANTI-SHOCK TEMPERATURERECYCLABLE

DOUBLE
INSULATION

IECEE CB
SCHEME

3000 K 4000 K 6500 K

CCT SETTABLE
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VIVI 500 GX53 LED

Dimensions and weight 
Height: 600 mm 
Diameter: 600 mm
Weight: 7,7 Kg
Junction to support: diameter 60 mm 
Area expose to wind pressure:
CxS = m2 0,1932

600

GRAND SIZE
VIVI 500 GX53 LED

Grey

Moulded colours: 

Diffuser PMMA:
Black White

Clear Opal

ECOVIVI 500 - LANTERN COMPONENTSVIVI 500 GX53 LED - COMPONENTS

ROOF

TETTO

RING

ANELLO

DIFFUSER 

DIFFUSORE

V60.000 *

10

20

20

20

20

20

20

20

20

20

20
20

20

20

30

30

30

30

30

30

30

30
30

30

40

40
40

40

40

40

40
40

40

50

50
50

50

50

50

50

60

60

60

60

6060

70
70

70

70

70

80
80

80
80

90

90

600

Ø 60

PHOTOMETRIC DATA SAMPLE

GX53 LED

 

100 - 240 V
LAMP POWER LUMINOUS FLUX COLOUR

TEMP.
*ADD.
SUFFIX

GX53
LED

90W

6500 K

.D9K4000 K

3000 K

ECOVIVI 400 ECOVIVI 500VIVI 400 VIVI 500

CCT SETTABLE LED LAMP

3000 K 4000 K 6500 K

LED LAMPS 

LVD ERPEMC

Comply with:
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GRAND SIZE
VIVI 500 E27

UV-TREATED

ANTI-SHOCK TEMPERATURE

PUBLIC

RECYCLABLE

DOUBLE
INSULATION

WALL HANGINGPOST

2
ZONE 2

ad alta resistenza al calore idoneo per 

V60.000.E27
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VIVI 500 E27

V60.000 *

Dimensions and weight 
Height: 600 mm 
Diameter: 600 mm
Weight: 6 Kg
Junction to support: diameter 60 mm 
Area expose to wind pressure:
CxS = m2 0,1932

600

GRAND SIZE
VIVI 500 E27

Grey

Moulded colours: 

Diffuser PMMA: 
Black White

Clear Opal

ECOVIVI 500 - LANTERN COMPONENTSVIVI 500 E27 - E40 - COMPONENTS

600

Ø 60

PHOTOMETRIC DATA SAMPLE

10

15

20

25

25

25

30

30

30

30

35

35

35

35

35

35

35

35
35

35

40

40 40

40

40

40

40
40

40

45

45 45

45

45

4545

45

50
50 50

50

50

50

50

55 55
55

55

55

55

60

60

60

60

DIFFUSER

DIFFUSORE

RING

ANELLO

ROOF

TETTO

CEILING

SOFFITTO

Parabolic REFLECTOR

PARABOLA

HORIZONTAL BULB

AGAINST LIGHT POLLUTION

E27 - E40 VERSION

*ADD.
SUFFIXE27-E40 *ADD.

SUFFIX

CFL-LED
SON-HQI

150W

E27 
.E27

E40
.E40

ECOVIVI 400 ECOVIVI 500VIVI 400 VIVI 500
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GRAND SIZE
VIVI 500

FUMAGALLI POLES TECHNOLOGY

V60.384.P10.D9K

V60.129.D9K

V60.253.H1L

L51.128.W1L
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600

600

*rope not included

600

600
600

600

VIVI 500

V60.000

Pcs 1
Kg  7,7
mc  0,10

Pcs 1
Kg  7,7
mc  0,10

Pcs 1
Kg  7,1
mc  0,11

MARIO/VIVI500

V60.129

Ø 
60

GRAND SIZE
VIVI 500

400

6220

1030

EKTOR 6000 PILAR/VIVI500 1L

V60.384.P10

400

6220

1800

EKTOR 6000 PILAR/VIVI500 2L

V60.384.P20
Pcs 1
Kg  86,2
mc  1,36

Pcs 1
Kg  94,6
mc  1,46

920

650

PILAR/VIVI500

V60.253

Pcs 1
Kg  9,7
mc  0,15

680

600

LUIGI 500-DR
L51.128

Pcs 1
Kg  7,7
mc  0,10

ECOVIVI 400 ECOVIVI 500VIVI 400 VIVI 500

600

710

NEW LOT/VIVI500

V60.115

Pcs 1
Kg  8,7
mc  0,13
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GRAND SIZE
VIVI 500

V60.371.P20.D9K V60.421.P10.W1L

FUMAGALLI POLES TECHNOLOGY
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EKTOR 4500 
PILAR/VIVI500 1L

AKILLE 4500 
PILAR/VIVI500 1L

EKTOR 5000 
PILAR/VIVI500 1L

AKILLE 5000 
PILAR/VIVI500 1L

V60.374.P10 V60.424.P10

V60.377.P10 V60.427.P10
Pcs 1
Kg  55,7
mc  0,43

Pcs 1
Kg  50,2
mc  0,40

EKTOR 4000 
PILAR/VIVI500 1L

AKILLE 4000 
PILAR/VIVI500 1L

V60.371.P10 V60.421.P10
Pcs 1
Kg  44,7
mc  0,37

Ø 265

GRAND SIZE
VIVI 500

EKTOR 4500 
PILAR/VIVI500 2L

AKILLE 4500 
PILAR/VIVI500 2L

EKTOR 5000 
PILAR/VIVI500 2L

AKILLE 5000 
PILAR/VIVI500 2L

V60.374.P20 V60.424.P20

V60.377.P20 V60.427.P20
Pcs 1
Kg  65,1
mc  0,60

Pcs 1
Kg  59,6
mc  0,57

Pcs 1
Kg  54,1
mc  0,54

EKTOR 4000 
PILAR/VIVI500 2L

AKILLE 4000 
PILAR/VIVI500 2L

V60.371.P20 V60.421.P20

1800

5220
4720

4220

Ø 265

5220
4520
4220

1030

52
47

EKTOR4000

AKILLE5000

EKTOR4000

AKILLE5000

4220
5220
4520
4220

ECOVIVI 400 ECOVIVI 500VIVI 400 VIVI 500
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GRAND SIZE
ECOVIVI 500 GX53 LED

PUBLIC

WALL HANGINGPOST

1
ZONE 1

 GX53 LED 

sospensione o a parete. Fornito con 

EV6.000.D9K

UV-TREATED

ANTI-SHOCK TEMPERATURERECYCLABLE

DOUBLE
INSULATION

IECEE CB
SCHEME

3000 K 4000 K 6500 K

CCT SETTABLE
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ECOVIVI 500 GX53 LED

Dimensions and weight 
Height: 300 mm 
Diameter: 600 mm
Weight: 6,7 Kg
Junction to support: diameter 60 mm 
Area expose to wind pressure:
CxS = m2 0,0982

300

GRAND SIZE
ECOVIVI 500 GX53 LED

ECOVIVI 500 - LANTERN COMPONENTSECOVIVI 500 GX53 LED - COMPONENTS

RING

ANELLO

EV6.000 *

10

20

20

20

20

20

20

20

20

20

20
20

20

20

30

30

30

30

30

30

30

30
30

30

40

40
40

40

40

40

40
40

40

50

50
50

50

50

50

50

60

60

60

60

6060

70
70

70

70

70

80
80

80
80

90

90

600

Ø 60

PHOTOMETRIC DATA SAMPLE

ROOF 

TETTO

DIFFUSER 

DIFFUSORE 
Grey

Moulded colours: 

Diffuser PC (UV treated):
Black White

Clear

ECOVIVI 400 ECOVIVI 500VIVI 400 VIVI 500

GX53 LED

100 - 240 V
LAMP POWER LUMINOUS FLUX COLOUR

TEMP.
*ADD.
SUFFIX

GX53
LED

90W

6500 K

.D9K4000 K

3000 K

CCT SETTABLE LED LAMP

3000 K 4000 K 6500 K

LED LAMPS 

LVD ERPEMC

Comply with:
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GRAND SIZE
ECOVIVI 500 E27

UV-TREATED

ANTI-SHOCK TEMPERATURE

PUBLIC

RECYCLABLE

DOUBLE
INSULATION

WALL HANGINGPOST

1
ZONE 1

orizzontale della lampadina e completo 

EV6.000.E27

- 530 -
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E27-E40 *ADD.
SUFFIX

CFL-LED
SON-HQI

150W

E27 
.E27

E40
.E40

ECOVIVI 500 - LANTERN COMPONENTS ECOVIVI 500 E27

EV6.000 *

300

Dimensions and weight 
Height: 300 mm 
Diameter: 600 mm
Weight: 5 Kg
Junction to support: diameter 60 mm 
Area expose to wind pressure:
CxS = m2 0,0982

GRAND SIZE
ECOVIVI 500 E27

ECOVIVI 500 E27 - E40 - COMPONENTS

600

Ø 60

PHOTOMETRIC DATA SAMPLE

10

15
20

20

25

25

25

30

30

30

30

35

35

35

35

35

35

35

40

40

40

40

40

40

40

40
40

40

45

45
45

45

45

45

4545

45

50

50
50

50

50

5050

50

55

55 55

55

55

55

55

60
60

60

60

60
60

65
65

65

6565

70

70

70

70

75

ROOF

TETTO

RING
ANELLO

DIFFUSER

DIFFUSORE

ai raggi UV.

CEILING

SOFFITTO 

Parabolic REFLECTOR

PARABOLA Grey

Moulded colours: 

Diffuser PC (UV treated):
Black White

Clear

HORIZONTAL BULB

AGAINST LIGHT POLLUTION

E27 - E40 VERSION

ECOVIVI 400 ECOVIVI 500VIVI 400 VIVI 500
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EV6.384.P20.E27

GRAND SIZE
ECOVIVI 500

FUMAGALLI POLES TECHNOLOGY

EV60.129.D9K

EV6.253.D9K

L5F.128.D9K
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300

600

300

600

ECOVIVI 500

EV6.000

Pcs 1
Kg  6,7
mc  0,06

L5F.128

6220

400

1030

EKTOR 6000 PILAR/ECOVIVI500 1L

EV6.384.P10
Pcs 1
Kg  84,2
mc  1,32

GRAND SIZE
ECOVIVI 500

6220

400

1800

LUIGI 500 

Pcs 1
Kg  3,7
mc  0,09

EV6.384.P20
Pcs 1
Kg  92,6
mc  1,42

EKTOR 6000 PILAR/ECOVIVI500 2L

ECOVIVI 400 ECOVIVI 500VIVI 400 VIVI 500

600

410

EV6.115

NEW LOT/ECOVIVI500

Pcs 1
Kg  4,9
mc  0,09

920

400

PILAR/ECOVIVI500

EV6.253

Pcs 1
Kg  8,7
mc  0,11

600

410

*rope not included

MARIO/ECOVIVI500

EV6.129

Pcs 1
Kg  4,9
mc  0,09
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EV6.371.P10.D9K

EV6.424.P20.E27

GRAND SIZE
ECOVIVI 500

FUMAGALLI POLES TECHNOLOGY
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EKTOR 4000 
PILAR/ECOVIVI500 1L

EV6.371.P10
Pcs 1
Kg  43,7
mc  0,35

GRAND SIZE
ECOVIVI 500

EKTOR 4500 
PILAR/ECOVIVI500 2L

AKILLE 4500 
PILAR/ECOVIVI500 2L

EKTOR 5000 
PILAR/ECOVIVI500 2L

AKILLE 5000 
PILAR/ECOVIVI500 2L

EV6.374.P20 EV6.424.P20

EV6.377.P20 EV6.427.P20
Pcs 1
Kg  63,1
mc  0,49

Pcs 1
Kg  57,6
mc  0,47

EKTOR 4000 
PILAR/ECOVIVI500 2L

AKILLE 4000 
PILAR/ECOVIVI500 2L

EV6.371.P20 EV6.421.P20
Pcs 1
Kg  52,1
mc  0,45

Ø 265

4220
3720

1030

EKTOR 4500 
PILAR/ECOVIVI500 1L

AKILLE 4500 
PILAR/ECOVIVI500 1L

EKTOR 5000 
PILAR/ECOVIVI500 1L

AKILLE 5000 
PILAR/ECOVIVI500 1L

EV6.374.P10 EV6.424.P10

EV6.377.P10 EV6.427.P10
Pcs 1
Kg  54,7
mc  0,39

Pcs 1
Kg  49,2
mc  0,37

AKILLE 4000 
PILAR/ECOVIVI500 1L

EV6.421.P10

EKTOR4000

AKILLE5000

Ø 265

4220
3720

4720
5220

1800

EKTOR4000

AKILLE5000

5220
4520
4220

5220
4520
4220

ECOVIVI 400 ECOVIVI 500VIVI 400 VIVI 500
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P50.000.H1L

GRAND SIZE
BEPPE 500 HIGH POWER LED

. 

IP55. 

Idoneo per il montaggio a palo e a 

+80°C
-30°

90%

VOLTAGE SURGE
RESISTANT

PUBLIC

WALL POST

UV-TREATED

ANTI-SHOCK TEMPERATURERECYCLABLE

DOUBLE
INSULATION

IECEE CB
SCHEME

- 536 -
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GRAND SIZE
BEPPE 500 HIGH POWER LED

BEPPE 500 HIGH POWER LED

P60.000 *

Dimensions and weight 
Height: 850 mm
Diameter: 600 mm
Weight: 7.5 Kg
Junction to support: Ø 60 mm
Area expose to wind pressure:
CxS = m2 0,246

850

600

Grey

Moulded colours: 

Diffuser PMMA: 
Black White

Clear Opal

BEPPE 500 HIGH POWER LED - COMPONENTS

ECOBEPPE 400 ECOBEPPE 500

CAGE

BIPODE

DIFFUSER 

DIFFUSORE

ROOF

TETTO

CEILING

SOFFITTO

Ø 60

HIGH POWER LED

100 - 240 V
LAMP POWER LUMINOUS FLUX UP TO COLOUR

TEMP.
*ADD.
SUFFIX

E27 50 W
4000 K .H1L

3000 K .H1R

E27 60 W
4000 K .W1L

3000 K .W1R

PHOTOMETRIC DATA SAMPLE
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15

15

15

15

15

15

15

15

20

2020

20

20

20

20

20

20

20

20

20

25

25
25

25

25

25

25

25

25

25

25

25
25

25

30
30

30

30

30

30

30

30

30

30

30

30

3535

35

35

35

3535

35

35

35

40

40

40

40

40

40

40

40

45

45

45

45

50

50

BEPPE 400 BEPPE 500

LED LAMPS 

LVD ERPEMC

Comply with:
     

HIGH POWER LED
60W
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GRAND SIZE
BEPPE 500 GX53 LED

PUBLIC

2
ZONE 2

WALL POST

 . 

Idoneo per il montaggio a palo o a parete. 
 

P60.000.D9K

3000 K 4000 K 6500 K

CCT SETTABLE

UV-TREATED

ANTI-SHOCK TEMPERATURERECYCLABLE

DOUBLE
INSULATION

IECEE CB
SCHEME
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BEPPE 500 GX53 LED

Dimensions and weight 
Height: 850 mm 
Diameter: 600 mm
Weight: 9,1 Kg
Junction to support: diameter 60 mm
Area expose to wind pressure:
CxS = m2 0,246

850

BEPPE 500 LED - LANTERN COMPONENTS

GRAND SIZE
BEPPE 500 GX53 LED

Grey

Moulded colours: 

Diffuser PMMA:
Black White

Clear Opal

ECOVIVI 500 - LANTERN COMPONENTSBEPPE 500 GX53 LED - COMPONENTS

CAGE

BIPODE

ROOF

TETTO

DIFFUSER 

DIFFUSORE

P60.000 *

15

15

15

20

20

20

20

20

20

20

20

20

25

25

25

25

25

25

25

25

25

25

25

30

30

30

30

30

30

30

30

30

30

35

35

35

35

35

35

35

35

35

40

40

40

40

40

40

4040

40

45

45 45

45

45

4545

50

50

50

50

50

50

50

50

600

Ø 60

PHOTOMETRIC DATA SAMPLE

ECOBEPPE 400 ECOBEPPE 500BEPPE 400 BEPPE 500

CCT SETTABLE LED LAMP

3000 K 4000 K 6500 K

GX53 LED

100 - 240 V
LAMP POWER LUMINOUS FLUX COLOUR

TEMP.
*ADD.
SUFFIX

GX53
LED

90W 11610 Lm
6500 K

.D9K4000 K

3000 K

LED LAMPS 

LVD ERPEMC

Comply with:
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GRAND SIZE
BEPPE 500 E27

UV-TREATED PUBLICDOUBLE
INSULATION

2
ZONE 2

ANTI-SHOCK TEMPERATURERECYCLABLE WALL POST

montaggio a palo o a parete. Fornito con 

P60.000.E27
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E27-E40 *ADD.
SUFFIX

CFL-LED
SON-HQI

150W

E27 
.E27

E40
.E40

BEPPE 500 E27

P60.000 *

Dimensions and weight 
Height: 850 mm 
Diameter: 600 mm
Weight: 7,5 Kg
Junction to support: diameter 60 mm
Area expose to wind pressure:
CxS = m2 0,246

850

GRAND SIZE
BEPPE 500 E27

Grey

Moulded colours: 

Diffuser PMMA: 
Black White

Clear Opal

ECOVIVI 500 - LANTERN COMPONENTSBEPPE 500 E27 - E40 - COMPONENTS

CAGE

BIPODE

Parabolic REFLECTOR

PARABOLA

DIFFUSER 

DIFFUSORE

600

Ø 60

CEILING

SOFFITTO

PHOTOMETRIC DATA SAMPLE

10

15

20

25

25

25

30

30

30

30

35

35

35

35

35

35

35

35
35

35

40

40 40

40

40

40

40
40

40

45

45 45

45

45

4545

45

50
50 50

50

50

50

50

55 55
55

55

55

55

60

60

60

60

ROOF

TETTO

ECOBEPPE 400 ECOBEPPE 500BEPPE 400 BEPPE 500
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GRAND SIZE
BEPPE 500

P60.371.W1R

P60.421.D9K

FUMAGALLI POLES TECHNOLOGY
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1250

920

4735

600

EKTOR 3000/
BEPPE500

AKILLE 3000/
BEPPE500

EKTOR 3500/
BEPPE500

AKILLE 3500/
BEPPE500

EKTOR 4000/
BEPPE500

AKILLE 4000/
BEPPE500

EKTOR 4500/
BEPPE500

AKILLE 4500/
BEPPE500

EKTOR 5000/
BEPPE500

AKILLE 5000/
BEPPE500

EKTOR 6000/BEPPE500

P60.364.000 P60.414.000

P60.367.000 P60.417.000

P60.371.000 P60.421.000

P60.374.000 P60.424.000

P60.377.000 P60.427.000
P60.384.000

Pcs 1
Kg  36,8
mc  0,38

Pcs 1
Kg  40,2
mc  0,40

Pcs 1
Kg  43,6
mc  0,43

Pcs 1
Kg  49,1
mc  0,46

Pcs 1
Kg  54,6
mc  0,48

Pcs 1
Kg  84,1
mc  1,41

5735

600

6735

600

400

GRAND SIZE
BEPPE 500

600

850

BEPPE500

P60.000
Pcs 1
Kg  9,1
mc  0,20

Ø 60

Ø 265Ø 265

5235

600

5735
5235

4235

600

4735
4235
3735

PILAR/BEPPE500

P60.253
Pcs 1
Kg  11,1
mc  0,24

600

960

NEW LOT/BEPPE500

P60.115
Pcs 1
Kg  9,4
mc  0,21

EKTOR5000

AKILLE4500

EKTOR4000

AKILLE3500

ECOBEPPE 400 ECOBEPPE 500BEPPE 400 BEPPE 500
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GRAND SIZE
ECOBEPPE 500 GX53 LED

PUBLIC

1
ZONE 1

WALL POST

 GX53 LED 

Idoneo per il montaggio a palo o a parete. 

EP6.000.D9K

UV-TREATED

ANTI-SHOCK TEMPERATURERECYCLABLE

DOUBLE
INSULATION

IECEE CB
SCHEME

3000 K 4000 K 6500 K

CCT SETTABLE
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ECOBEPPE 500 GX53 LED

Dimensions and weight 
Height: 850 mm 
Diameter: 600 mm
Weight: 8,1 Kg
Junction to support: diameter 60 mm
Area expose to wind pressure:
CxS = m2 0,246

850

BEPPE 500 LED - LANTERN COMPONENTS

GRAND SIZE
ECOBEPPE 500 GX53 LED

Grey

Moulded colours: 

Diffuser PC (UV treated):
Black White

Clear

ECOVIVI 500 - LANTERN COMPONENTSECOBEPPE 500 GX53 LED - COMPONENTS

CAGE

BIPODE

ROOF

TETTO

EP6.000 *

15

15

15

20

20

20

20

20

20

20

20

20

25

25

25

25

25

25

25

25

25

25

25

30

30

30

30

30

30

30

30

30

30

35

35

35

35

35

35

35

35

35

40

40

40

40

40

40

4040

40

45

45 45

45

45

4545

50

50

50

50

50

50

50

50

600

Ø 60

PHOTOMETRIC DATA SAMPLE

DIFFUSER 

DIFFUSORE 

ECOBEPPE 400 ECOBEPPE 500BEPPE 400 BEPPE 500

GX53 LED

100 - 240 V
LAMP POWER LUMINOUS FLUX COLOUR

TEMP.
*ADD.
SUFFIX

GX53
LED

90W 11610 Lm
6500 K

.D9K4000 K

3000 K

CCT SETTABLE LED LAMP

3000 K 4000 K 6500 K

LED LAMPS 

LVD ERPEMC

Comply with:
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GRAND SIZE
ECOBEPPE 500 E27

UV-TREATED PUBLICDOUBLE
INSULATION

1
ZONE 1

ANTI-SHOCK TEMPERATURERECYCLABLE WALL POST

Idoneo per il montaggio a palo o a 

ad alta resistenza al calore idoneo per 
orizzontale della lampadina e completo 

EP6.000.E27

- 546 -
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E27-E40 *ADD.
SUFFIX

CFL-LED
SON-HQI

150W

E27 
.E27

E40
.E40

ECOBEPPE 500 E27

EP6.000 *

Dimensions and weight 
Height: 850 mm 
Diameter: 600 mm
Weight: 6,5Kg
Junction to support: diameter 60 mm
Area expose to wind pressure:
CxS = m2 0,246

850

GRAND SIZE
ECOBEPPE 500 E27

Grey

Moulded colours: 

Diffuser PC (UV treated):
Black White

Clear

ECOVIVI 500 - LANTERN COMPONENTSECOBEPPE 500 E27 - E40 - COMPONENTS

CAGE

BIPODE

Parabolic REFLECTOR

PARABOLA

600

Ø 60

CEILING

SOFFITTO

PHOTOMETRIC DATA SAMPLE

10

15

20

25

25

25

30

30

30

30

35

35

35

35

35

35

35

35
35

35

40

40 40

40

40

40

40
40

40

45

45 45

45

45

4545

45

50
50 50

50

50

50

50

55 55
55

55

55

55

60

60

60

60

ROOF

TETTO

DIFFUSER 

DIFFUSORE 

ECOBEPPE 400 ECOBEPPE 500BEPPE 400 BEPPE 500
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GRAND SIZE
ECOBEPPE 500 

EP6.384.D9K

EP6.421.D9K

FUMAGALLI POLES TECHNOLOGY
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4735

600

EKTOR 3000/
ECOBEPPE500

AKILLE 3000/
ECOBEPPE500

EKTOR 3500/
ECOBEPPE500

AKILLE 3500/
ECOBEPPE500

EKTOR 4000/
ECOBEPPE500

AKILLE 4000/
ECOBEPPE500

EKTOR 4500/
ECOBEPPE500

EKTOR 4500/
ECOBEPPE500

EKTOR 5000/
ECOBEPPE500

AKILLE 5000/
ECOBEPPE500

EKTOR 6000/ECOBEPPE500

EP6.364.000 EP6.414.000

EP6.367.000 EP6.417.000

EP6.371.000 EP6.421.000

EP6.374.000 EP6.424.000

EP6.377.000 EP6.427.000
EP6.384.000

Pcs 1
Kg  35,8
mc  0,38

Pcs 1
Kg  39,2
mc  0,40

Pcs 1
Kg  42,6
mc  0,43

Pcs 1
Kg  48,1
mc  0,46

Pcs 1
Kg  53,6
mc  0,48

5735

600

5235

600

4235

600

6735

600

400

GRAND SIZE
ECOBEPPE 500

600

850

ECOBEPPE500

EP6.000
Pcs 1
Kg  8,1
mc  0,20

4735
4235
3735

5735
5235

Ø 60

Ø 265Ø 265

1250

920

PILAR/ECOBEPPE500

EP6.253
Pcs 1
Kg  10,1
mc  0,24

600

960

NEW LOT/ECOBEPPE500

EP6.115
Pcs 1
Kg  8,4
mc  0,21

EKTOR5000

AKILLE4500

EKTOR4000

AKILLE3500

Pcs 1
Kg  83,1
mc  1,41

ECOBEPPE 400 ECOBEPPE 500BEPPE 400 BEPPE 500
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GRAND SIZE
REMO 500 HIGH POWER LED

PUBLIC

WALL POST

R60.000.W1L

+80°C
-30°

90%

VOLTAGE SURGE
RESISTANT

Idoneo per il montaggio a palo e a 

UV-TREATED

ANTI-SHOCK TEMPERATURERECYCLABLE

DOUBLE
INSULATION

IECEE CB
SCHEME

- 550 -
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REMO 500 GX53 LED

Dimensions and weight 
Height: 850 mm 
Diameter: 600 mm
Weight: 9 Kg
Junction to support: diameter 60 mm
Area expose to wind pressure:
CxS = m2 0,238

850

GRAND SIZE
REMO 500 HIGH POWER LED

Grey

Moulded colours: 

Diffuser PMMA:
Black White

Clear Opal

ECOVIVI 500 - LANTERN COMPONENTSREMO 500 - COMPONENTSECOVIVI 500 - LANTERN COMPONENTSREMO 500 HIGH POWER LED - COMPONENTS

REMO 500 GINO 500GINO 400REMO 400

R60.000 *

600

Ø 60

6

6

7

7

8

8

88

8

8

8

8

9

9

9
9

9

9

9

9

9
9

9

9

9

10

10

10

10

10

10

10

10

10

10

10

10

11

11

11

11

11

11

11
11

11

11

11

11

11
12

12
12

12

12

PHOTOMETRIC DATA SAMPLE

HIGH POWER LED

, 

100 - 240 V
LAMP POWER LUMINOUS FLUX 

UP TO
COLOUR

TEMP.
*ADD.
SUFFIX

E27 50 W
4000 K .H1L
3000 K .H1R

E27 60 W
4000 K .W1L
3000 K .W1R

ROOF

TETTO

OUTER DIFFUSER

DIFFUSORE ESTERNO 

CEILING

SOFFITTO

BASE 

BASE 

INNER DIFFUSER 

DIFFUSORE INTERNO 

DOWNWARD 
LIGHT EMISSION 

480

LED LAMPS 

LVD ERPEMC

Comply with:
     

HIGH POWER LED
60W

- 551 -
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GRAND SIZE
REMO 500 GX53 LED

PUBLIC

WALL POST

 . 

Idoneo per il montaggio a palo o a parete. 

R60.000.D9LK

UV-TREATED

ANTI-SHOCK TEMPERATURERECYCLABLE

DOUBLE
INSULATION

IECEE CB
SCHEME

3000 K 4000 K 6500 K

CCT SETTABLE

- 552 -
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REMO 500 GX53 LED

Dimensions and weight 
Height: 850 mm 
Diameter: 600 mm
Weight: 9 Kg
Junction to support: diameter 60 mm
Area expose to wind pressure:
CxS = m2 0,238

850

GRAND SIZE
REMO 500 GX53 LED

Grey

Moulded colours: 

Diffuser PMMA:
Black White

Clear Opal

ECOVIVI 500 - LANTERN COMPONENTSREMO 500 - COMPONENTSECOVIVI 500 - LANTERN COMPONENTSREMO 500 GX53 LED - COMPONENTS

REMO 500 GINO 500GINO 400REMO 400

ROOF

TETTO

RING

ANELLO

DIFFUSER

DIFFUSORE

BASE
CONE 

REFLECTOR

BASE 

CONO

R60.000 *

15

15

15

20

20

20

20

20

20

20

20

20

25

25

25

25

25

25

25

25

25

25

25

30

30

30

30

30

30

30

30

30

30

35

35

35

35

35

35

35

35

35

40

40

40

40

40

40

4040

40

45

45 45

45

45

4545

50

50

50

50

50

50

50

50

600

Ø 60

PHOTOMETRIC DATA SAMPLE

GX53 LED

100 - 240 V
LAMP POWER LUMINOUS FLUX COLOUR

TEMP.
*ADD.
SUFFIX

90W

6500 K

.D9K4000 K

3000 K
GX53
LED

CCT SETTABLE LED LAMP

3000 K 4000 K 6500 K

LED LAMPS 

LVD ERPEMC

Comply with:
     

REMO 500 GX53 LED
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GRAND SIZE
REMO 500 E27

UV-TREATED PUBLICDOUBLE
INSULATION

ANTI-SHOCK TEMPERATURERECYCLABLE WALL POST

R60.000.E27FC6

e corrosione. Idoneo per il montaggio a palo 
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E27-E40 *ADD.
SUFFIX

CFL-LED
SON-HQI

150W

E27 
.E27

E40
.E40

REMO 500 E27

R60.000 *

Dimensions and weight 
Height: 850 mm 
Diameter: 600 mm
Weight: 6,5 Kg
Junction to support: diameter 60 mm
Area expose to wind pressure:
CxS = m2 0,238

850

GRAND SIZE
REMO 500 E27

Grey

Moulded colours: 

Diffuser PMMA:
Black White

Clear Opal

ECOVIVI 500 - LANTERN COMPONENTSREMO 500 E27 - E40 - COMPONENTS

REMO 500 GINO 500GINO 400REMO 400

600

Ø 60

PHOTOMETRIC DATA SAMPLE

HQI 

13

13

15

15

15

15

15

18

18

18

18

18

18

18

18

18
18

18

20

20

20
20

20

20

20

20

20

23

23 23

23
23

23

23

23
23

25

25

BASE 

BASE

DIFFUSER 

DIFFUSORE

Parabolic REFLECTOR

PARABOLA

ROOF

TETTO

CHROME ALUMINIUM LOUVRE

LOUVRE with a laminar 

FRANGILUCE
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GRAND SIZE
REMO 500

R60.374.W1L

R60.417.D9K

R60.253.W1L

R60.115

FUMAGALLI POLES TECHNOLOGY

- 556 -
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600

850

Pcs 1
Kg  9
mc  0,11

960

600

Pcs 1
Kg  9,3
mc  0,12

1250

920

Pcs 1
Kg  11
mc  0,14

600

4735

EKTOR 3000/
REMO500

AKILLE 3000/
REMO500

EKTOR 3500/
REMO500

AKILLE 3500/
REMO500

EKTOR 4000/
REMO500

AKILLE 4000/
REMO500

EKTOR 4500/
REMO500

AKILLE 4500/
REMO500

EKTOR 5000/
REMO500

AKILLE 5000/
REMO500

EKTOR 6000/REMO500

R60.364.000 R60.414.000

R60.367.000 R60.417.000

R60.371.000 R60.421.000

R60.374.000 R60.424.000

R60.377.000 R60.427.000
R60.384.000

REMO500

R60.000

Ø 60

600

5235

600

4235

4735
4235
3735

PILAR/REMO500

R60.253

NEW LOT/REMO500

R60.115

Pcs 1
Kg  36,7
mc  0,28

Pcs 1
Kg  40,1
mc  0,31

Pcs 1
Kg  43,5
mc  0,33

Pcs 1
Kg  49
mc  0,36

Pcs 1
Kg  54,5
mc  0,39

GRAND SIZE
REMO 500

REMO 500 GINO 500GINO 400REMO 400

Pcs 1
Kg  84
mc  1,32

6735

400

600

600

5735
5735
5235

Ø 265Ø 265

EKTOR5000

AKILLE4500

EKTOR4000

AKILLE3500

- 557 -
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GRAND SIZE
GINO 500 HIGH POWER LED

PUBLIC

WALL POST

F60.000.W1L

Idoneo per il montaggio a palo e a 

UV-TREATED

ANTI-SHOCK TEMPERATURERECYCLABLE

DOUBLE
INSULATION

IECEE CB
SCHEME

- 558 -
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GINO 500 E27

F60.000 *

Dimensions and weight 
Height: 850 mm 
Diameter: 600 mm
Weight: 7,3 Kg
Junction to support: diameter 60 mm
Area expose to wind pressure:
CxS = m2 0,262

850

GRAND SIZE
GINO 500 HIGH POWER LED

Grey

Moulded colours: 

Diffuser PMMA:
Black White

Clear Opal

ECOVIVI 500 - LANTERN COMPONENTSGINO 500 E27 - E40 - COMPONENTS

REMO 500 GINO 500GINO 400REMO 400

600

Ø 60

HIGH POWER LED

, 

100 - 240 V
LAMP POWER LUMINOUS FLUX 

UP TO
COLOUR

TEMP.
*ADD.
SUFFIX

E27 50 W 6550 Lm
4000 K .H1L
3000 K .H1R

E27 60 W 7600 Lm
4000 K .W1L
3000 K .W1R

ROOF

TETTO

CEILING
HIGH 

SOFFITTO

BASE 

BASE 

6

6

7

7

8

8

88

8

8

8

8

9

9

9
9

9

9

9

9

9
9

9

9

9

10

10

10

10

10

10

10

10

10

10

10

10

11

11

11

11

11

11

11
11

11

11

11

11

11
12

12
12

12

12

PHOTOMETRIC DATA SAMPLE

DOWNWARD 
LIGHT EMISSION 

480

OUTER DIFFUSER

or opal colour. 

DIFFUSORE ESTERNO 

INNER DIFFUSER 

DIFFUSORE INTERNO 

LED LAMPS 

LVD ERPEMC

Comply with:
     

HIGH POWER LED 
60W
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GRAND SIZE
GINO 500 GX53 LED

PUBLIC

WALL POST

 . 

Idoneo per il montaggio a palo o a parete. 

F60.000.D9K

UV-TREATED

ANTI-SHOCK TEMPERATURERECYCLABLE

DOUBLE
INSULATION

IECEE CB
SCHEME

3000 K 4000 K 6500 K

CCT SETTABLE
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GINO 500 GX53 LED

Dimensions and weight 
Height: 850 mm 
Diameter: 600 mm
Weight: 9,8 Kg
Junction to support: diameter 60 mm
Area expose to wind pressure:
CxS = m2 0,262

850

GRAND SIZE
GINO 500 GX53 LED

Grey

Moulded colours: 

Diffuser PMMA:
Black White

Clear Opal

GINO 500 GX53 LED - COMPONENTS

ROOF

TETTO

RING

ANELLO

DIFFUSER

DIFFUSORE

BASE 

BASE

REMO 500 GINO 500GINO 400REMO 400

F60.000 *

15

15

15

20

20

20

20

20

20

20

20

20

25

25

25

25

25

25

25

25

25

25

25

30

30

30

30

30

30

30

30

30

30

35

35

35

35

35

35

35

35

35

40

40

40

40

40

40

4040

40

45

45 45

45

45

4545

50

50

50

50

50

50

50

50

600

Ø 60

PHOTOMETRIC DATA SAMPLE

GX53 LED

100 - 240 V
LAMP POWER LUMINOUS FLUX COLOUR

TEMP.
*ADD.
SUFFIX

90W

6500 K
.D9K4000 K

3000 K
GX53
LED

CCT SETTABLE LED LAMP

3000 K 4000 K 6500 K

LED LAMPS 

LVD ERPEMC

Comply with:
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GRAND SIZE
GINO 500 E27

UV-TREATED PUBLICDOUBLE
INSULATION

ANTI-SHOCK TEMPERATURERECYCLABLE WALL POST

F60.000.E27FC6

e corrosione. Idoneo per il montaggio a palo 
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E27-E40 *ADD.
SUFFIX

CFL-LED
SON-HQI

150W

E27 
.E27

E40
.E40

GINO 500 E27

F60.000 *

Dimensions and weight 
Height: 850 mm 
Diameter: 600 mm
Weight: 7,3 Kg
Junction to support: diameter 60 mm
Area expose to wind pressure:
CxS = m2 0,262

850

GRAND SIZE
GINO 500 E27

Grey

Moulded colours: 

Diffuser PMMA:
Black White

Clear Opal

ECOVIVI 500 - LANTERN COMPONENTSGINO 500 E27 - E40 - COMPONENTS

REMO 500 GINO 500GINO 400REMO 400

600

Ø 60

PHOTOMETRIC DATA SAMPLE

HQI 

13

13

15

15

15

15

15

18

18

18

18

18

18

18

18

18
18

18

20

20

20
20

20

20

20

20

20

23

23 23

23
23

23

23

23
23

25

25

BASE 

BASE

DIFFUSER

DIFFUSORE

Parabolic REFLECTOR

PARABOLA

ROOF

TETTO

LOUVRE with a laminar 

FRANGILUCE
CHROME ALUMINIUM LOUVRE
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GRAND SIZE
GINO 500

F60.421.W1L

F60.115

F60.253.W1L

FUMAGALLI POLES TECHNOLOGY

F60.367.D9K
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1250

920

Pcs 1
Kg  11,8
mc  0,14

600

960

Pcs 1
Kg  10,1
mc  0,12

600

5735

600

850

600

4735

EKTOR 3000/
GINO 500

AKILLE 3000/
GINO 500

EKTOR 3500/
GINO 500

AKILLE 3500/
GINO 500

EKTOR 4000/
GINO 500

AKILLE 4000/
GINO 500

EKTOR 4500/
GINO 500

AKILLE 4500/
GINO 500

EKTOR 5000/
GINO 500

AKILLE 5000/
GINO 500

EKTOR 6000/GINO 500

F60.364.000 F60.414.000

F60.367.000 F60.417.000

F60.371.000 F60.421.000

F60.374.000 F60.424.000

F60.377.000 F60.427.000
F60.384.000

GINO 500

F60.000

Ø 60

600

5235

EKTOR5000

AKILLE4500

600

4235

EKTOR4000

AKILLE3500

4735
4235
3735

PILAR/GINO 500

F60.253

NEW LOT/GINO 500

F60.115

5735
5235

Ø 265Ø 265

Pcs 1
Kg  37,5
mc  0,28

Pcs 1
Kg  40,9
mc  0,31

Pcs 1
Kg  44,3
mc  0,33

Pcs 1
Kg  49,8
mc  0,36

Pcs 1
Kg  55,3
mc  0,39

GRAND SIZE
GINO 500

REMO 500 GINO 500GINO 400REMO 400

Pcs 1
Kg  9,8
mc  0,11

Pcs 1
Kg  84,8
mc  1,32

6735

400

600
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LARGE SIZE
GLOBE 400 MODERN

UV-TREATED PUBLICDOUBLE
INSULATION

ANTI-SHOCK TEMPERATURERECYCLABLE WALL POST

a sospensione o a parete. Base fornita 

G41.B40.E27FC1
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LARGE SIZE
GLOBE 400  MODERN

GLOBE 400 MODERN

G41.B40 *

530

Dimensions and weight 
Height: 530 mm 
Diameter: 400 mm
Weight: 2,1 Kg
Junction to support: diameter 60 mm 
Area expose to wind pressure:
CxS = m2 0,122

Grey

Moulded colours: *

Diffuser PMMA: 
Black White

Clear Opal

GLOBE 400 MODERN E27 - COMPONENTS

400

Ø 60

BASE

BASE

LOUVRE

FRANGILUCE

Smoked

PHOTOMETRIC DATA SAMPLE

4

4

4

4

5

5

5 5

5

5

5

5

5

5

5

5

6

6

6

6

6

6

6

6

6

6

6

7

7

7

7

7

7

7

7

7

7

8

8
8

8

8

8

8

8

8

9

9
9

9

9

9
9

9

10

10

10

10

10
10

10

10

11

11

11

11

11

11

11
12

400 mm GLOBE

GLOBO Ø 400 mm 

fumé.
Opal

CHROME ALUMINIUM LOUVRE

E27 *ADD.
SUFFIX

CFL-LED

50W

E27 
.E27

GLOBE 500
MODERN

GLOBE 400
MODERN

GLOBE 300
MODERN

GLOBE 250
MODERN
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LARGE SIZE
GLOBE 400 MODERN

G41.364.A10.E27FC6

G41.115

G41.254.E27FC1

G41.414

FUMAGALLI POLES TECHNOLOGY

G41.254.E27FC1
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3900

400

400

530

2915

400

G41.B40
Pcs 2
Kg  4,2
mc  0,17

GLOBE 400EKTOR 2500/GLOBE400
G41.361.000

Pcs 1
Kg  26,4
mc  0,15

Pcs 1
Kg  29,8
mc  0,17

Pcs 1
Kg  33,2
mc  0,19

EKTOR 3000 /GLOBE400 AKILLE 3000 /GLOBE400

EKTOR 3500/GLOBE400 AKILLE 3500/GLOBE400

G41.364.000 G41.414.000

G41.367.000 G41.417.000

EKTOR 4000/GLOBE400 AKILLE 4000/GLOBE400

G41.371.000 G41.421.000
Pcs 1
Kg  36,6
mc  0,21

LARGE SIZE
GLOBE 400 MODERN  

2755

705

EKTOR 3500 
MIDIPILAR/GLOBE400 1L

AKILLE 3500 
MIDIPILAR/GLOBE400 1L

EKTOR 2500 
MIDIPILAR/GLOBE400 1L

EKTOR 4000 
MIDIPILAR/GLOBE400 1L

AKILLE 4000 
MIDIPILAR/GLOBE400 1L

EKTOR 3000 
MIDIPILAR/GLOBE400 1L

AKILLE 3000 
MIDIPILAR/GLOBE400 1L

G41.367.A10 G41.417.A10

G41.361.A10

G41.371.A10 G41.421.A10

G41.364.A10 G41.414.A10

Pcs 1
Kg  34,5
mc  0,26

Pcs 1
Kg  27,7
mc  0,24

Pcs 1
Kg  37,9
mc  0,30

Pcs 1
Kg  31,1
mc  0,26

Ø 60

Ø 265 Ø 265

G41.254

MIDIPILAR/GLOBE 400

Pcs 1
Kg  2,7
mc  0,09

640

590

650

400

G41.115
Pcs 1
Kg  2,4
mc  0,07

NEW LOT/GLOBE 400

4255

705 400

Ø 265

4255
3755
3255

4400
3900
3400

EKTOR3500
AKILLE3000

EKTOR3500
AKILLE3000

GLOBE 500
MODERN

GLOBE 400
MODERN

GLOBE 300
MODERN

GLOBE 250
MODERN
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LARGE SIZE
GLOBE 400 MODERN

G41.414.A30
G41.364.A20.E27FC1

FUMAGALLI POLES TECHNOLOGY
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1140

3115

1040

2755

3615

1040

EKTOR 3500 
MIDIPILAR/GLOBE400 2L

AKILLE 3500 
MIDIPILAR/GLOBE400 2L

EKTOR 3500
MIDIPILAR/GLOBE400 3L

AKILLE 3500
MIDIPILAR/GLOBE400 3L

EKTOR 2500 
MIDIPILAR/GLOBE400 2L

EKTOR 2500
MIDIPILAR/GLOBE400 3L

EKTOR 4000 
MIDIPILAR/GLOBE400 2L

AKILLE 4000 
MIDIPILAR/GLOBE400 2L

EKTOR 4000
MIDIPILAR/GLOBE400 3L

AKILLE 4000
MIDIPILAR/GLOBE400 3L

EKTOR 3000 
MIDIPILAR/GLOBE400 2L

AKILLE 3000 
MIDIPILAR/GLOBE400 2L

EKTOR 3000
MIDIPILAR/GLOBE400 3L

AKILLE 3000
MIDIPILAR/GLOBE400 3L

G41.367.A20 G41.417.A20 G41.367.A30 G41.417.A30

G41.361.A20

G41.361.A30 G41.371.A20 G41.421.A20 G41.371.A30 G41.421.A30

G41.364.A20 G41.414.A20 G41.364.A30 G41.414.A30

Pcs 1
Kg  37,4
mc  0,47

Pcs 1
Kg  40,2
mc  0,55

Pcs 1
Kg  30,6
mc  0,42

Pcs 1
Kg  33,4
mc  0,51

Pcs 1
Kg  40,8
mc  0,49

Pcs 1
Kg  43,6
mc  0,57

Pcs 1
Kg  34
mc  0,45

Pcs 1
Kg  36,8
mc  0,53

LARGE SIZE
GLOBE 400 MODERN  

Ø 265 Ø 265 Ø 265

3255

1140

3755
4255

1140

4615
4115

1040

EKTOR3000

AKILLE4000

EKTOR3000

AKILLE4000

4255
3755
3255

4615
4115
3615

GLOBE 500
MODERN

GLOBE 400
MODERN

GLOBE 300
MODERN

GLOBE 250
MODERN
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GRAND SIZE
GLOBE 500 MODERN

UV-TREATED PUBLICDOUBLE
INSULATION

ANTI-SHOCK TEMPERATURERECYCLABLE WALL POST

a sospensione o a parete. Base fornita con 

G51.B50.E27FC1
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GLOBE 500 MODERN E27 - COMPONENTS GLOBE 500

G51.B50 *

640

Dimensions and weight 
Height: 640 mm 
Diameter: 500 mm
Weight: 4 Kg
Junction to support: diameter 60 mm 
Area expose to wind pressure:
CxS = m2 0,181

GRAND SIZE
GLOBE 500 MODERN

Grey

Moulded colours: 

Diffuser PMMA: 
Black White

Clear Opal

500

Ø 60

BASE

BASE

LOUVRE

FRANGILUCE

Smoked

PHOTOMETRIC DATA SAMPLE

HQI 100W

6

6

7

7

7

7

7

7

7

7

7

8

8

8

8

8

8

8

8

8

8

8

8

8
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9

9

9

9

9

9

9
9

9

9

9
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10

10

10

10

10

10

10

11

11

11

11

11

11

11

11

11

11

12

12

12

12

12

12

12

12

12

12

13

13

500 mm GLOBE

GLOBO Ø 500 mm 

fumé.
Opal

CHROME ALUMINIUM LOUVRE

E27-E40 *ADD.
SUFFIX

CFL-LED
SON-HQI

100W

E27 
.E27

E40
.E40

GLOBE 500
MODERN

GLOBE 400
MODERN

GLOBE 300
MODERN

GLOBE 250
MODERN
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GRAND SIZE
GLOBE 500 MODERN

G51.371.P10.E27FC6

G51.253.E27FC6

G51.115

G51.371.E27FC1

FUMAGALLI POLES TECHNOLOGY
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GRAND SIZE
GLOBE 500 MODERN

500

630

GLOBE500

G51.B50
Pcs 2
Kg  8
mc  0,29

740

500

NEW LOT/GLOBE500

G51.115
Pcs 1
Kg  4,3
mc  0,15

4220

982

EKTOR 4500 
PILAR/GLOBE500 1L

AKILLE 4500 
PILAR/GLOBE500 1L

EKTOR 5000 
PILAR/GLOBE500 1L

AKILLE 5000 
PILAR/GLOBE500 1L

G51.374.P10 G51.424.P10

G51.377.P10 G51.427.P10
Pcs 1
Kg  52
mc  0,45

Pcs 1
Kg  46,5
mc  0,42

EKTOR 4000
PILAR/GLOBE500 1L

AKILLE 4000
PILAR/GLOBE500 1L

G51.371.P10 G51.421.P10
Pcs 1
Kg  41
mc  0,39

4220

1700

EKTOR 4500 PILAR/GLOBE500 2L AKILLE 4500 PILAR/GLOBE500 2L

EKTOR 5000 PILAR/GLOBE500 2L AKILLE 5000 PILAR/GLOBE500 2L

G51.374.P20 G51.424.P20

G51.377.P20 G51.427.P20
Pcs 1
Kg  57,7
mc  0,64

Pcs 1
Kg  52,2
mc  0,61

Pcs 1
Kg  46,7
mc  0,58

EKTOR 4000 PILAR/GLOBE500 2L AKILLE 4000 PILAR/GLOBE500 2L

G51.371.P20 G51.421.P20

750

850

PILAR/GLOBE500

G51.253
Pcs 1
Kg  6
mc  0,17

Ø 60

Ø 265Ø 265Ø 265

EKTOR 3500/
GLOBE500

AKILLE 3500/
GLOBE500

EKTOR 4000/
GLOBE500

AKILLE 4000/
GLOBE500

EKTOR 4500/
GLOBE500

AKILLE 4500/
GLOBE500

EKTOR 5000/
GLOBE500

AKILLE 5000/
GLOBE500

G51.367.000 G51.417.000

G51.371.000 G51.421.000

G51.374.000 G51.424.000

G51.377.000 G51.427.000

Pcs 1
Kg  35,1
mc  0,34

Pcs 1
Kg  38,5
mc  0,37

Pcs 1
Kg  44
mc  0,39

Pcs 1
Kg  49,5
mc  0,42

3990 39

5220
4520
4220

5220
4520
4220

EKTOR4000

AKILLE4000

EKTOR4000

AKILLE4000

EKTOR3500

AKILLE3500

3990
4490
4990
5490

GLOBE 500
MODERN

GLOBE 400
MODERN

GLOBE 300
MODERN

GLOBE 250
MODERN
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CATEGORIA

U
P&

D
O

W
N

D
O

W
N

LI
G

H
T

IN
-G

RO
U

N
D

B
R

IC
K

LI
G

H
T

FL
O

O
D

LI
G

TH
B
O

LL
A

R
D

B
U

LK
H

EA
D

SO
LA

R
G

A
R
D

EN
U

RB
A

N
 C

LA
SS

IC
U

RB
A

N
 M

O
D

ER
N

PO
ST

LA
M

PS
  

  
CO

M
PA

N
Y

  
  

 R
EF

ER
EN

CE
S

- 576 -



NOME
CATEGORIA

POST

FUMAGALLI POLES TECHNOLOGY
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NOME
CATEGORIA

- 578 -

OUR COLLECTION
CLASSIC POSTS

- 578 -
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THE EXCLUSIVE TECHNOLOGY
CLASSIC POSTS

  METAL POST COVERED BY RESIN

FULLY MODULAR POST COLOURS

ANTI CORROSION

UV-RAYS STABILIZED

SAFE

UNAFFECTED BY 
CHEMICAL FERTILIZES

NO MAINTENANCE

Ø 60mm BLACK WHITE

ANTIQUE
GREEN
(painted)

ANTIQUE
BRONZE
(painted)

created FUMATECH

creato
FUMATECH

ANTI RUST

NO PAINTING
REQUIRED

LIFETIME
GUARANTEE

MADE IN
ITALY

FUMAGALLI POLES TECHNOLOGY

OUTER RESIN COVER

un unico pezzo 

EXPANSE

INNER METAL
POLE STRUCTURE

more details
at Pag.26
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240

370

550

400

400

240

for KARMEL posts

for NEBO TABOR HOREB posts

for GIONA posts

The inspection 
door can be 
personalized with 
your own logo 
(available only for 
KARMEL posts)

La porta di 
ispezione può essere 
personalizzata con il 
vostro LOGO
(disponibile solo per i 
pali KARMEL)

Duble Insulation
4 x 16 mm2
3 - WAY

Fuse holder Ifo electric cc.10

300
81

55

VERY EASY MAINTENANCE: IT’S 
ENOUGH TO CLEAN THE POST 
WITH SOME OIL TO KEEP IT AS 
BRIGHT AS NEW.

INSPECTION DOORS
CLASSIC POSTS

Inspection door 
opening:
320 x 60 mm

Inspection door 
opening:
185 x 80 mm

Inspection door 
opening:
340 x 80 mm
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A = 400
B = 400
C = 500
D = 600
E = 800

A = Ø 10
B = Ø 10
C = Ø 14
D = Ø 18
E = Ø 18

A = 400
B = 400
C = 500
D = 600
E = 800

A = 300
B = 300
C = 400
D = 500
E= 700

CLASSIC POST - FOUNDATION SYSTEM

SUGGESTED SIZES FOR CONCRETE FOUNDATION

CAGE - A CAGE - D CAGE - E

CAGE - B

CAGE - C
H.GAB.10.A H.GAB.18.D H.GAB.18.E

H.GAB.10.B

H.GAB.14.C

FOUNDATION
CLASSIC POSTS

123 182 182 325

182
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WITHOUT DOOR

WITH DOOR AND BOX

WITH DOOR

MIZAR GIGIERMON.R

MINILOT

ALOE’.R RICU

LOT

ARTU’IAFET.R

MIKROLOT

000.151 000.156000.195

H.111

000.163 000.157

H.113

000.158000.162

H.110

CAGE - A

SCREWS

CAGE -BSCREWSCAGE - C

SCREWS

CAGE - BCAGE - A

SCREWS

CAGE - B

CAGE - A

CAGE - D CAGE - E

CAGE - B CAGE - C
H.GAB.10.A

H.GAB.18.D H.GAB.18.E

H.GAB.10.B H.GAB.14.C

CLASSIC POST COLLECTION
CLASSIC POSTS

123 182 182

325
182

resin resinresin resin
DOOR NOT AVAILABLE DOOR NOT AVAILABLE

Pcs 2
Kg  15,5
mc  0,151

Pcs 5
Kg  3
mc  0,61

Pcs 2
Kg  18,5
mc  0,182

Pcs 2
Kg  6
mc  0,086

Pcs 2
Kg  20
mc  0,214

Pcs 2
Kg  5,3
mc  0,057

Pcs 1
Kg  4,3
mc  0,075
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TABOR KARMEL 3500 GIONA 4500HOREB KARMEL 4000 GIONA 5000NEBO KARMEL 3000 GIONA 4000

000.204 000.234 000.224000.207 000.237 000.227000.201 000.231 000.221

000.206 000.236 000.226000.209 000.239 000.229000.203 000.233 000.223

000.205 000.235 000.225000.208 000.238 000.228000.202 000.232 000.222

CAGE - C CAGE - ECAGE - CCAGE - C CAGE - ECAGE - CCAGE - C CAGE - ECAGE - D

CLASSIC POST COLLECTION
CLASSIC POSTS

DOOR IS OPTIONAL DOOR IS OPTIONAL DOOR IS OPTIONAL

Pcs 1
Kg  21
mc  0,135

Pcs 1
Kg  55
mc  0,744

Pcs 1
Kg  25,5
mc  0,167

Pcs 1
Kg  25,5
mc  0,164

Pcs 1
Kg  58
mc  0,871

Pcs 1
Kg  28
mc  0,193

Pcs 1
Kg  28
mc  0,190

Pcs 1
Kg  60
mc  0,968

Pcs 1
Kg  30,5
mc  0,220

*

*available in black colour only

* *
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CLASSIC POST TOP SYSTEMS

ARON SYSTEM
ARON SYSTEM 1L

000.000.N10

ARON SYSTEM 2L
000.000.N20

ARON SYSTEM 4L
000.000.N40

CLASSIC POSTS

950 1900 1900

ADAM SYSTEM
ADAM SYSTEM 2L

000.000.M20

ADAM SYSTEM 2 + 1
000.000.M21

ADAM SYSTEM 3L
000.000.M30

ADAM SYSTEM 3 + 1
000.000.M31

1050 1050 900 900

BISSO SYSTEM
BISSO SYSTEM 2L

000.000.S20

BISSO SYSTEM 2 + 1
000.000.S21

BISSO SYSTEM 3L
000.000.S30

BISSO SYSTEM 3 + 1
000.000.S31

550 550 470 470

 OFIR SYSTEM
OFIR SYSTEM 2L

000.000.R20

OFIR SYSTEM 2 + 1
000.000.R21

OFIR SYSTEM 3L
000.000.R30

OFIR SYSTEM 3 + 1
000.000.R31

650 650 560 560

FULLY MODULAR

Ø 60mm

Ø 60mm
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CLASSIC DIFFUSERS

SMALL SIZE

H
EX

A
G

O
N

A
L 

LA
N

TE
R
N

S
SQ

U
A

R
E 

LA
N

TE
R
N

S
H

A
LF

 L
A

N
TE

R
N

S
G

LO
B
ES

MEDIUM SIZE LARGE SIZE GRAND SIZE

220

310

Ø 60

GOLIA TOBIA

DARIA

GLOBE 400 CLASSICGLOBE 300 CLASSIC

IESSE

GLOBE 250 CLASSIC

ELIA
Q23.000 Q33.000

Q35.000 *

 * FLAT
DIFFUSER

 * FLAT
DIFFUSER

Q45.000 *

M28.000

G40.B40G30.B30

M22.000

G25.B25

Q43.000

CEFA SIMON

GLOBE 500 CLASSIC

PIETRO
U23.000 U33.000

U35.000 * U45.000 *

G50.B50

U43.000

ANNA
E22.000

RUT
E26.000

NOEMI
E35.000

SABA
K22.000

SALEM
K26.000

SILOE
K35.000

220

220

260 350

280

230

23
0

330

33
0

430

43
0

CLASSIC POSTS

MARY
Q18.000

180

18
0

Ø500Ø300 Ø400Ø250

220

320

Ø 60

260

410

Ø 60

260

410

Ø 60

350

530

Ø 60

350

530

Ø 60

180

290

Ø 60 Ø 60

740

430

Ø 60

770

430

360

Ø 60

230

380

230

Ø 60 Ø 60

520

330

Ø 60

560

330

350

130

515

143

Ø250 260

Ø60

310

Ø60

Ø 300

Ø 60

530Ø 400
Ø 500

Ø 60

630
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NOME
CATEGORIA
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OUR COLLECTION
MODERN POSTS

- 586 -
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THE EXCLUSIVE TECHNOLOGY
MODERN POSTS

METAL POST COVERED BY RESIN

MODULAR SYSTEM POST COLOURS

ANTI CORROSION

UV-RAYS STABILIZED

SAFE

NO MAINTENANCE

Ø 60mm

GREY BLACK WHITE

UNAFFECTED BY 
CHEMICAL FERTILIZES

ANTI RUST

NO PAINTING
REQUIRED

LIFETIME
GUARANTEE

MADE IN
ITALY

created FUMATECH

creato
FUMATECH

FUMAGALLI POLES TECHNOLOGY

more details
at Pag.26

OUTER RESIN COVER

un unico pezzo 

EXPANSE

INNER METAL
POLE STRUCTURE
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220

400

510

400

for EKTOR2500 post

for EKTOR and AKILLE posts

4 x 16 mm2
3 - WAY

Inspection door 
opening:
340 x 80 mm

Inspection door 
opening:
340 x 80 mm

300
81

55

VERY EASY MAINTENANCE: IT’S 
ENOUGH TO CLEAN THE POST 
WITH SOME OIL TO KEEP IT AS 
BRIGHT AS NEW.

INSPECTION DOORS
MODERN POSTS
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A = 400
C = 500
D = 600

 = 800

A = Ø 10
C = Ø 14
D = Ø 18
E

E
E = Ø 18

A = 400
C = 500
D = 600

A = 300
C = 400
D = 500

E  = 800E  = 700

MODERN POST - FOUNDATION SYSTEM

SUGGESTED SIZES FOR CONCRETE FOUNDATIONS

FOUNDATION
MODERN POSTS

CAGE - A CAGE - D CAGE - ECAGE - C
H.GAB.10.A H.GAB.18.D H.GAB.18.EH.GAB.14.C

123 182 182 325
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300

Ø 170

500

Ø 170

800

Ø 170

ARGO 300 FEBO1500ARGO 500 ARGO 800

000.255

For GIAFFA post: 
 

000.263000.256 000.257

resin resin resin

SCREWSSCREWS CAGE - ASCREWS

Pcs 2
Kg  2,26
mc  0,057

Pcs 2
Kg  1,28
mc  0,025

Pcs 2
Kg  9,80
mc  0,148

Pcs 2
Kg  1,69
mc  0,035

WITHOUT DOOR

WITH DOOR AND BOX

WITH DOOR

MODERN POST COLLECTION
MODERN POSTS

DOOR NOT AVAILABLE

AKILLE 3000 AKILLE 3500 AKILLE 4000

000.414 000.417 000.421

000.416 000.419 000.423

000.415 000.418 000.422

CAGE - DCAGE - C CAGE - C

DOOR IS OPTIONAL

Pcs 1
Kg  34,5
mc  0,212

Pcs 1
Kg  27,7
mc  0,159

Pcs 1
Kg  31,1
mc  0,185

ENEA 2400

000.265

CAGE - A

000.264

ENEA 2000

CAGE - A

DOOR NOT AVAILABLE

Pcs 1
Kg  8
mc  0,111

Pcs 1
Kg  10
mc  0,132

770

GIAFFA

000.242

resin

SCREWS

Pcs 5
Kg  3
mc  0,61

DOOR NOT
AVAILABLE

CAGE - A

CAGE - D CAGE - E

CAGE - B CAGE - C
H.GAB.10.A

H.GAB.18.D H.GAB.18.E

H.GAB.10.B H.GAB.14.C

123 182 182

325
182

NEWLOTDISMA
H.115H.114

SCREWS SCREWS

115

100
175

200

Black Black 
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EKTOR 3000EKTOR 2500

000.364000.361

000.366000.363

000.365000.362

CAGE - C CAGE - C

Pcs 1
Kg  24,3
mc  0,159

Pcs 1
Kg  27,7
mc  0,159

AKILLE 4500 AKILLE 5000

000.424 000.427

000.426 000.429

000.425 000.428

CAGE - D CAGE - D CAGE - D CAGE - D CAGE - DCAGE - C

Pcs 1
Kg  34,5
mc  0,212

Pcs 1
Kg  40
mc  0,238

Pcs 1
Kg  45,5
mc  0,265

Pcs 1
Kg  75
mc  1,21

Pcs 1
Kg  31,1
mc  0,185

EKTOR 4500 EKTOR 5000 EKTOR 6000EKTOR 3500 EKTOR 4000

000.374 000.377 000.384000.367 000.371

000.376 000.379 000.386000.369 000.373

000.375 000.378 000.385000.368 000.372

MODERN POST COLLECTION
MODERN POSTS

CAGE - E

DOOR IS OPTIONALDOOR IS OPTIONAL

Pcs 1
Kg  40
mc  0,238

Pcs 1
Kg  45,5
mc  0,265
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MODERN POST TOP SYSTEMS
MODERN POSTS

Ø 60mm

FULLY MODULAR

Ø 60mm

MIDIPILAR SYSTEM 1L
000.000.A10

MIDIPILAR SYSTEM 2L
000.000.A20

MIDIPILAR SYSTEM 3L
000.000.A30

470 830 650

 MIDIPILAR SYSTEM

PILAR SYSTEM 1L
000.000.P10

PILAR SYSTEM 2L
000.000.P20

610 1210

PILAR SYSTEM

GIORGIO
4P2.000.G10

ROSA
4P2.000.G20

420

Ø60

300

153

700

Ø60

300

153

4P1.000.G10 4P1.000.G20
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LARGE SIZE GRAND SIZE

Ø 60

600

850

MODERN DIFFUSERS

REMO 400

BEPPE 400

ECOVIVI 400

REMO 500

BEPPE 500

VIVI 500

GINO 400

ECOBEPPE 400

VIVI 400

GINO 500

ECOBEPPE 500

ECOVIVI 500

R50.000

P50.000

EV4.000

R60.000

P60.000

V60.000

F50.000

EP5.000

V50.000

F60.000

EP6.000

EV6.000

Ø600

Ø600 Ø600Ø480

Ø480

Ø480

Ø480

Ø480 Ø480 Ø600

Ø600 Ø600

MODERN POSTS

GLOBE 300 MODERN GLOBE 400 MODERNGLOBE 250 MODERN GLOBE 500 MODERN
G31.B31 G41.B40G26.B26 G51.B50

Ø500Ø300 Ø400Ø250

Ø 60

850

600

Ø 60

480

715

Ø 60

715

480

600

850

Ø 60

600

Ø 60

850

680

480

Ø 60

680

480

Ø 60

300

600

Ø 60Ø 60

600

600

0

Ø 60

480

243

Ø 60

480

420

Ø 500

Ø 60

630

Ø 60

530Ø 400

310

Ø60

Ø 300Ø250 270

Ø60
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LAMPS

U
P&

D
O

W
N

D
O

W
N

LI
G

H
T

IN
-G

R
O

U
N

D
B

R
IC

K
LI

G
H

T
FL

O
O

D
LI

G
TH

B
O

LL
A

R
D

B
U

LK
H

EA
D

SO
LA

R
G

A
R
D

EN
U

R
B
A

N
 C

LA
SS

IC
U

RB
A

N
 M

O
D

ER
N

PO
ST

LA
M

PS
  
  
C
O

M
PA

N
Y

  
  
 R

EF
ER

EN
C
ES

- 595 -



 with standard E27, GX53 ,R7s, 

combing in series Fumagalli GX53 lamps you get a powerful 

luminaries. 

FUMAGALLI LED LAMPS
MODULAR SYSTEM

LVD EMC ERP RoHS
REACH
compliant

quick and easy lamp replacement.
standard lamp holder.

performances easy to upgrade to latest technology developments.
driver fully protected against heat and humidity by silicone paste.

TÜ

- 596 -
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to protect the driver both from voltage droop and voltage 

components of the driver and the consequent risk of components unsoldering.

-30°+80°C

 Chips connected by pure gold wires, which are able to withstand at the 

case of high and low temperatures.

Hum
 The driver is fully enclosed in a special silicone paste, which ensures the 

Tested according to :

OUTDOOR
APPROVED

-30 +80 °C

SILICONE PROTECTION

90%
HUMIDITY

INDOOR &
OUTDOOR USE

DRIVER

VOLTAGE SURGE
RESISTANT

EMC
TESTED and its amendments.

LVD
TESTED

RoHS
REACH
COMPLIANT

countries all over the world.IECEE CB
SCHEME

NEW
ERP
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FUMAGALLI LED LAMPS
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IECEE CB CERTIFICATE
SG PSB-LE-02677

SOLAR PANEL

PIR SENSOR

120°
5m

SENSOR

3 WORKING MODE

SUMMER MODE

WINTER MODE

SENSOR MODE

WORKING MODE

LED

LED chips connected by pure 
 able to withstand at the 

highest and lowest temperatures 

.

MATERIAL

LENS
Frosted color lens reducing 
dazzle.
Made of UV rays stabilized 
resin material to avoid 
yellowing process.
Very compact and slim design 

and for improving the light 

3000 K 4000 K 6500 K

CCT SETTABLE

Press the switch to select the 
desired Kelvin temperature 

customized ambiance.

on 3 separate circuits to grant 

CCT
SET

SWITCH

REPLACEABLE
BATTERY

REPLACEABLE BATTERY

SOLAR PANEL

SOLAR MODULE
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SOLAR MODULE - CCT SETTABLE

SIZE

Ø160

40

SUMMER MODE
LUMEN 42

AUTONOMY 25h

WINTER MODE
LUMEN 20

AUTONOMY 46h

SENSOR MODE

LUMEN 280

ACTIVE TIME 25 sec

N° Detections 423

SOLAR PANEL

5V/2W

Monocrystaline PET type

Antishock material

CHARGING TIME 6h

REPLACEABLE 
BATTERY

LiFePO4 IFR26650 3,3Ah, 3,2V

No Risk of explosion

Working temperature -10° to +60°C                                                                                            

Longer Lifetime

PIR SENSOR

Detection angle 120°

Fields of detection up to 5 mt

Active for 25 sec.

IECEE CB CERTIFICATE:
SG PSB-LE-02677M1 LVD EMC ERP

LED

3 CIRCUITS SMD 3528

COLOR RENDERING INDEX RA > 80

SDCM < 6

LIFETIME 30.000 h

KELVIN SETTABLE 3000 K / 4000 K / 6500 K

REF. CODE H.LED.SOL.CCT

3000 K 4000 K 6500 K

CCT SETTABLE

SOLAR PANEL

REPLACEABLE
BATTERY

R7s
E27 
HIP

E27 
A60

GX53
Ø75

GX53 
Ø100

GX53 
Ø180 GU10G9

E27 
FILAMENT

SOLAR 
MODULE

SENSOR

SOLAR MODULE
TÜV - CB CERTIFIED LED MODULES



-30 +80 °C

SILICONE PROTECTION

90%
HUMIDITY

INDOOR &
OUTDOOR USE

DRIVER

VOLTAGE SURGE
RESISTANT

IECEE CB CERTIFICATE

30W
100-240V

4000K
362 lm

3000K
3325lm

CCT SETTABLE

Kelvin temperature (3000K, 4000K) 
and get a customized ambiance.
3000k and 4000K led chips on 2 

3000 K 4000 K 6500 K

DRIVER 100-240V
IC isolated driver technology.
Wide voltage range: 100-240V 

driver both from voltage droop 
and voltage overshoot.

 and 

power surges.

THERMOCONDUCTIVE
SILICONE PASTE

To protect the driver against 
moisture and humidity up to 90%, 

to the metal powder inside the 
-30°+80°C working 

temperature.

unsoldering of the electronic 
components of the driver.

HEATSINK
Made by white painted 
aluminum.
Special design to grant a correct 

LENS
Opal color lens reducing dazzle.
Made of UV stabilized resin 
material to avoid yellowing 
process.

GOLD WIRE BONDING
LED chips connected by pure 

 able to withstand 
at the highest and lowest 

80%.

0

- 600 -
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E27 HIGH POWER LED



E27 HIGH POWER LED - CCT SETTABLE

POWER 15 W

LUMINOUS FLUX (Φ TOTAL)
3000 K 1545 lm
4000 K 1690 lm

SIZE & SOCKET

Ø100

165

VOLTAGE 100-240 V

FREQUENCY 50/60 Hz

DISPLACEMENT FACTOR >0,7

PSTLM (NO FLICKER) <1

SVM 0,4

CRI > 80

SDCM <6

SWITCHING CYCLE 30.000

WARM UP TIME < 0,5”

LIFETIME 25.000 h

EFFICIENCY CLASS F

REF. CODE H3.LED.HIP.CCT

E27

3000 K 4000 K

CCT SETTABLE

6

-30 +80 °C

SILICONE PROTECTION

90%
HUMIDITY

INDOOR &
OUTDOOR USE

DRIVER

VOLTAGE SURGE
RESISTANT

COMPLY WITH:
EU 2019/2015
EU 2019/2020

LVD

EMC

ERP

IECEE CB CERTIFICATE:
SG PSB-LE-03835

E27 HIGH POWER LED - CCT SETTABLE

POWER 30W

LUMINOUS FLUX (Φ TOTAL)
3000 K 3325 lm
4000 K 3620 lm

SIZE & SOCKET

Ø100

165

VOLTAGE 100-240 V
FREQUENCY 50/60 Hz
DISPLACEMENT FACTOR >0,9
PSTLM (NO FLICKER) <1
SVM 0,4
CRI > 80
SDCM <6
SWITCHING CYCLE 30.000
WARM UP TIME < 1”
LIFETIME 25.000 h
EFFICIENCY CLASS E
REF. CODE H2.LED.HIP.CCT

E27

3000 K 4000 K

CCT SETTABLE

6

-30 +80 °C

SILICONE PROTECTION

90%
HUMIDITY

INDOOR &
OUTDOOR USE

DRIVER

VOLTAGE SURGE
RESISTANT

COMPLY WITH:
EU 2019/2015
EU 2019/2020

LVD

EMC

ERP

IECEE CB CERTIFICATE:
SG PSB-LE-03834

- 601 -
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E27 HIGH POWER LED
TÜV - CB CERTIFIED LED MODULES

R7s
E27 
HIP

E27 
A60

GX53
Ø75

GX53 
Ø100

GX53 
Ø180 GU10G9

E27 
FILAMENT

SOLAR 
MODULE



DRIVER 100-240V
IC isolated driver technology.
Wide voltage range: 100-240V 

driver both from voltage droop 
and voltage overshoot.

 and 

power surges.

-30 +80 °C

SILICONE PROTECTION

90%
HUMIDITY

INDOOR &
OUTDOOR USE

DRIVER

VOLTAGE SURGE
RESISTANT

GOLD WIRE BONDING
LED chips connected by pure 

 able to withstand 
at the highest and lowest 

80%.

THERMOCONDUCTIVE
SILICONE PASTE

To protect the driver against 
moisture and humidity up to 90%, 

to the metal powder inside the 
-30°+80°C working 

temperature.

unsoldering of the electronic 
components of the driver.

LENS
Opal color lens reducing dazzle.
Made of UV stabilized resin 
material to avoid yellowing 
process.

HEATSINK
Made by white painted 
aluminum.
Special design to grant a correct 

IECEE CB CERTIFICATE

- 602 -
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E27 HIGH POWER LED



E27 HIGH POWER LED

POWER 60W

LUMINOUS FLUX
(Φ TOTAL)

3000 K 6800 lm
4000 K 7600 lm

SIZE & SOCKET

Ø138

205

E27

-30 +80 °C

SILICONE PROTECTION

90%
HUMIDITY

INDOOR &
OUTDOOR USE

DRIVER

VOLTAGE SURGE
RESISTANT

VOLTAGE 100-240 V
FREQUENCY 50/60 Hz
DISPLACEMENT FACTOR >0,9
PSTLM (NO FLICKER) <1
SVM 0,4
CRI > 80
SWITCHING CYCLE 30.000
WARM UP TIME < 0,5”
LIFETIME 25.000 h
KELVIN 3000 K 4000 K
EFFICIENCY CLASS E E
REF. CODE H4.LED.HIP.3K H4.LED.HIP.4K

COMPLY WITH:
EU 2019/2015
EU 2019/2020

LVD

EMC

ERP

IECEE CB CERTIFICATE:
SG PSB-LE-03799

E27 HIGH POWER LED

POWER 50 W

LUMINOUS FLUX
(Φ TOTAL)

3000 K 5850 lm
4000 K 6550 lm

SIZE & SOCKET

Ø118

185

E27

-30 +80 °C

SILICONE PROTECTION

90%
HUMIDITY

INDOOR &
OUTDOOR USE

DRIVER

VOLTAGE SURGE
RESISTANT

VOLTAGE 100-240 V
FREQUENCY 50/60 Hz
DISPLACEMENT FACTOR >0,9
PSTLM (NO FLICKER) <1
SVM 0,4
CRI > 80
SWITCHING CYCLE 30.000
WARM UP TIME < 1”
LIFETIME 25.000 h
KELVIN 3000 K 4000 K
EFFICIENCY CLASS E E
REF. CODE H.LED.HIP.3K H.LED.HIP.4K

COMPLY WITH:
EU 2019/2015
EU 2019/2020

LVD

EMC

ERP

IECEE CB CERTIFICATE:
SG PSB-LE-03791
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E27 HIGH POWER LED
TÜV - CB CERTIFIED LED MODULES

R7s
E27 
HIP

E27 
A60

GX53
Ø75

GX53 
Ø100

GX53 
Ø180 GU10G9

E27 
FILAMENT

SOLAR 
MODULE



DRIVER 100-240V

100-240V 

GOLD WIRE BONDING
 

.

CCT SETTABLE

Kelvin temperature (2700K, 

customized ambiance.

chips on 3 separate circuits to 

2700 K 4000 K 6500 K

LENS
Opal color lens reducing dazzle.
Made of UV stabilized resin 
material to avoid yellowing 
process.

-30 +80 °C 90%
HUMIDITY

INDOOR &
OUTDOOR USE

VOLTAGE SURGE
RESISTANT
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E27 LED



E27 LED A60- CCT SETTABLE

POWER 8,5 W 11 W

LUMINOUS FLUX (Φ TOTAL)

2700 K 840 lm 1100 lm
4000 K 920 lm 1200 lm
6500 K 920 lm 1200 lm

SIZE & SOCKET

VOLTAGE 100-240 V 100-240 V
FREQUENCY 50/60 Hz 50/60 Hz
DISPLACEMENT FACTOR >0,5 >0,7
PSTLM (NO FLICKER) < 1 < 1
SVM  0,4  0,4
CRI > 80 > 80
SDCM <6 <6
LIFETIME 25.000 h 25.000 h
EFFICIENCY CLASS F F
REF. CODE H.LED.A60.CCT H2.LED.A60.CCT

 
=60W

incandescent

86%
savings

Ø60

110

E27

Ø60

120

E27

2700 K 4000 K 6500 K

CCT SETTABLE

-30 +80 °C 90%
HUMIDITY

INDOOR &
OUTDOOR USE

VOLTAGE SURGE
RESISTANT

FUMAGALLI S.R.L.
H.LED.A60.CCT

A
B
C
D
E
F
G

kWh/1000h

2019/2015

F

9

COMPLY WITH:
EU 2019/2015
EU 2019/2020

LVD

EMC

ERP

IECEE CB CERTIFICATE:
SG PSB-LE-03297

 
=75W

incandescent

85%
savings

E27 LED FILAMENT A60

POWER 6,5 W
LUMINOUS FLUX (Φ TOTAL) 2700 K 800 lm

SIZE & SOCKET

Ø60

110

E27

VOLTAGE 100-240 V
FREQUENCY 50/60 Hz
DISPLACEMENT FACTOR >0,5
CRI > 80
SWITCHING CYCLE >100.000
WARM UP TIME ≤ 0,5”
LIFETIME 25.000 h
EFFICIENCY CLASS E
REF. CODE H.LED.FIL.3K

 
=60W

incandescent

89%
savings

COMPLY WITH:
EU 2019/2015
EU 2019/2020

LVD

EMC

ERP

IECEE CB CERTIFICATE:
SG PSB-LE-03735

-30 +80 °C 90%
HUMIDITY

INDOOR &
OUTDOOR USE

VOLTAGE SURGE
RESISTANT
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E27 LED
TÜV - CB CERTIFIED LED MODULES

R7s
E27 
HIP

E27 
A60
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Ø75

GX53 
Ø100
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Ø180 GU10G9

E27 
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SOLAR 
MODULE



GOLD WIRE BONDING
LED chips connected by pure 

 able to withstand at the 
highest and lowest temperatures 

.

PCB AND CONNECTION RING

temperatures and to keep the 
PCB adhering to the heatsink.

GX53 LAMPHOLDER
Quick and easy lamp replacement 
and version upgrade.

DRIVER 100-240V
IC isolated driver technology.
Wide voltage range: 100-240V 

driver both from voltage droop 
and voltage overshoot.
High quality capacitors and 

withstand power surges.

LENS
Frosted color lens reducing dazzle.
Made of UV stabilized resin material to 
avoid yellowing process.
Very compact and  for 

-30 +80 °C 90%
HUMIDITY

INDOOR &
OUTDOOR USE

VOLTAGE SURGE
RESISTANT

IECEE CB CERTIFICATE

CCT SETTABLE

Kelvin temperature (3000K, 

customized ambiance.

chips on 3 separate circuits to 

3000 K 4000 K 6500 K
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GX53 LED Ø75mm



GX53 LED Ø75mm- CCT SETTABLE

POWER 3 W

LUMINOUS FLUX 
(Φ TOTAL)

3000 K 405 lm
4000 K 410 lm
6500 K 410 lm

SIZE & SOCKET

LUMINOUS FLUX (Φ USE 120°) 335 lm
VOLTAGE 100-240 V
FREQUENCY 50/60 Hz
PSTLM (NO FLICKER) < 1
SVM 0,4
CRI > 80
SDCM <6
BEAM ANGLE 112°

IECEE CB CERTIFICATE:
SG PSB-LE-03887

SWITCHING CYCLE > 30.000
WARM UP TIME 0s
LIFETIME 25.000 h
EFFICIENCY CLASS E
REF. CODE H.LED.G53.CCT

Ø75

20

GX53

3000 K 4000 K 6500 K

CCT SETTABLE

-30 +80 °C 90%
HUMIDITY

INDOOR &
OUTDOOR USE

VOLTAGE SURGE
RESISTANT

COMPLY WITH:
EU 2019/2015
EU 2019/2020

LVD

EMC

ERP

- 607 -

U
P&

D
O

W
N

D
O

W
N

LI
G

H
T

IN
-G

RO
U

N
D

B
R

IC
K

LI
G

H
T

FL
O

O
D

LI
G

TH
B
O

LL
A

R
D

B
U

LK
H

EA
D

SO
LA

R
G

A
R
D

EN
U

RB
A

N
 C

LA
SS

IC
U

RB
A

N
 M

O
D

ER
N

PO
ST

LA
M

PS
  

  
CO

M
PA

N
Y

  
  

 R
EF

ER
EN

CE
S
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TÜV - CB CERTIFIED LED MODULES
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LENS
Frosted color lens reducing dazzle.
Made of UV stabilized resin material to 
avoid yellowing process.

HEATSINK
Made by white painted 
aluminum.
Special design to grant a correct 

GX53 LAMP HOLDER
Quick and easy lamp replacement 
and version upgrade.

DRIVER 100-240V
IC isolated driver technology.
Wide voltage range: 100-240V 

driver both from voltage droop 
and voltage overshoot.

 and 

power surges.

-30 +80 °C

SILICONE PROTECTION

90%
HUMIDITY

INDOOR &
OUTDOOR USE

DRIVER

VOLTAGE SURGE
RESISTANT

PCB AND CONNECTION RING

temperatures and to keep the 
PCB adhering to the heatsink.

heatsink and for helping the heat 

THERMOCONDUCTIVE
SILICONE PASTE

To protect the driver against 
moisture and humidity up to 90%, 

to the metal powder inside the 
-30°+80°C working 

temperature.

unsoldering of the electronic 
components of the driver.

GOLD WIRE BONDING
LED chips connected by pure 

 able to withstand at the 
highest and lowest temperatures 

.

CCT SETTABLE

and get a customized ambiance.

IECEE CB CERTIFICATE

3000 K 4000 K 6500 K
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GX53 LED Ø100mm



GX53 LED Ø100mm - CCT SETTABLE

POWER 10W

LUMINOUS FLUX (Φ TOTAL)

3000 K 1190 lm
4000 K 1290 lm
6500 K 1210 lm

SIZE & SOCKET

-30 +80 °C

SILICONE PROTECTION

90%
HUMIDITY

INDOOR &
OUTDOOR USE

DRIVER

VOLTAGE SURGE
RESISTANT

LUMINOUS FLUX (Φ USE 120°) 975 lm
VOLTAGE 100-240 V
FREQUENCY 50/60 Hz
DISPLACEMENT FACTOR >0,5
PSTLM (NO FLICKER) < 1
SVM 0,4
CRI > 80
SDCM <6

IECEE CB CERTIFICATE:
SG PSB-LE-03887

BEAM ANGLE 112°
SWITCHING CYCLE > 30.000
WARM UP TIME 0s
LIFETIME 25.000 h
EFFICIENCY CLASS E
REF. CODE H3.LED.G53.CCT

Ø100 37

GX53

LVD

EMC

ERP

3000 K 4000 K 6500 K

CCT SETTABLE

COMPLY WITH:
EU 2019/2015
EU 2019/2020
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TÜV - CB CERTIFIED LED MODULES

R7s
E27 
HIP

E27 
A60

GX53
Ø75

GX53 
Ø100

GX53 
Ø180 GU10G9

E27 
FILAMENT

SOLAR 
MODULE



-30 +80 °C

SILICONE PROTECTION

90%
HUMIDITY

INDOOR &
OUTDOOR USE

DRIVER

VOLTAGE SURGE
RESISTANT

GX53 LAMP HOLDER
Quick and easy lamp replacement 
and version upgrade.

GOLD WIRE BONDING
LED chips connected by pure 

 able to withstand at the 
highest and lowest temperatures 

.

HEAT DISSIPATION
Special design of the lamp base to 

LENS
Frosted color lens reducing dazzle.
Made of UV stabilized resin material to 
avoid yellowing process.
Very compact and slim design for 

DRIVER 100-240V
IC isolated driver technology.
Wide voltage range: 100-240V 

driver both from voltage droop 
and voltage overshoot.

 and 

power surges.

THERMOCONDUCTIVE
SILICONE PASTE 

To protect the driver against 
moisture and humidity up to 90%, 

to the metal powder inside 
-30°+80°C  

working temperature.

unsoldering of the electronic 
components of the driver.

IECEE CB CERTIFICATE

CCT SETTABLE

and get a customized ambiance.

2700 K 4000 K 6500 K
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GX53 LED Ø180mm



GX53 LED Ø180mm- CCT SETTABLE

POWER 7,2 W

LUMINOUS FLUX 
(Φ TOTAL)

2700 K 795 lm
4000 K 920 lm
6500 K 920 lm

SIZE & SOCKET

LUMINOUS FLUX (Φ USE 120°) 640 lm
VOLTAGE 100-240 V
FREQUENCY 50/60 Hz
DISPLACEMENT FACTOR >0,5
PSTLM (NO FLICKER) <1
SVM 0,4
CRI > 80
SDCM <6

IECEE CB CERTIFICATE:
SG PSB-LE-03936

BEAM ANGLE (FWHM) 109°
SWITCHING CYCLE > 30.000
WARM UP TIME ≤ 0,5”
LIFETIME 25.000 h
EFFICIENCY CLASS F
REF. CODE H6.LED.G53.CCT

Ø183 32

GX53

2700 K 4000 K 6500 K

CCT SETTABLE

COMPLY WITH:
EU 2019/2015
EU 2019/2020

LVD

EMC

ERP

GX53 LED Ø180mm- CCT SETTABLE

POWER 11,3 W 17 W

LUMINOUS FLUX 
(Φ TOTAL)

2700 K 1380 lm 2070 lm
4000 K 1510 lm 2350 lm
6500 K 1510 lm 2350 lm

SIZE & SOCKET

LUMINOUS FLUX (Φ USE 120°) 1100 lm 1660 lm
VOLTAGE 100-240 V 100-240 V
FREQUENCY 50/60 Hz 50/60 Hz
DISPLACEMENT FACTOR >0,7 >0,7
PSTLM (NO FLICKER) <1 <1
SVM 0,4 0,4
CRI > 80 > 80
SDCM <6 <6

IECEE CB CERTIFICATE:
SG PSB-LE-03936

BEAM ANGLE (FWHM) 110° 108°
SWITCHING CYCLE > 25.000 > 25.000
WARM UP TIME ≤ 0,5” ≤ 0,5”
LIFETIME 25.000 h 25.000 h
EFFICIENCY CLASS E E
REF. CODE H4.LED.G53.CCT H5.LED.G53.CCT

Ø183 32

GX53

2700 K 4000 K 6500 K

CCT SETTABLE

-30 +80 °C

SILICONE PROTECTION

90%
HUMIDITY

INDOOR &
OUTDOOR USE

DRIVER

VOLTAGE SURGE
RESISTANT

COMPLY WITH:
EU 2019/2015
EU 2019/2020

LVD

EMC

ERP

-30 +80 °C 90%
HUMIDITY

INDOOR &
OUTDOOR USE

VOLTAGE SURGE
RESISTANT
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TÜV - CB CERTIFIED LED MODULES
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GOLD WIRE BONDING

.
SMD 3528 LED.

DRIVER 100-240V

100-240V 

IECEE CB CERTIFICATE

LENS

G9 LAMPHOLDER

up to 250°.

-30 +80 °C 90%
HUMIDITY

INDOOR &
OUTDOOR USE

VOLTAGE SURGE
RESISTANT

HEATSINK

- 612 -
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G9 LED



G9 LED

1,7 W

-30 +80 °C 90%
HUMIDITY

INDOOR &
OUTDOOR USE

VOLTAGE SURGE
RESISTANT

FUMAGALLI S.R.L.
H.LED.G09.3K

A
B
C
D
E
F
G

2019/2015

2
kWh/1000h

F

LVD

EMC

ERP

F F

Ø23

31

COMPLY WITH:
EU 2019/2015
EU 2019/2020

IECEE CB CERTIFICATE:
SG PSB-LE-02130
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G9 LED

R7s
E27 
HIP

E27 
A60

GX53
Ø75

GX53 
Ø100

GX53 
Ø180 GU10G9

E27 
FILAMENT

SOLAR 
MODULE



-30 +80 °C 90%
HUMIDITY

INDOOR &
OUTDOOR USE

DRIVER

VOLTAGE SURGE
RESISTANT

GOLD WIRE BONDING
LED chips connected by pure 

 able to withstand at the 
highest and lowest temperatures 

.

DRIVER 100-240V
IC isolated driver technology.
Wide voltage range: 100-240V 

driver both from voltage droop 
and voltage overshoot.

 and 

power surges.

THERMOCONDUCTIVE
SILICONE PASTE

To protect the driver against 
moisture and humidity up to 90%, 

to the metal powder inside the 
-30°+80°C working 

temperature.

unsoldering of the electronic 
components of the driver.

SILICONE PROTECTION

LENS

reducing dazzle.
Made of UV stabilized PMMA to avoid 
yellowing process.

GU10 LAMPHOLDER
Quick and easy lamp replacement 
and version upgrade.
Made of ceramic material to resist 
up to 250°.

HEATSINK
Made by aluminum and 
designed to grant a correct heat 

IECEE CB CERTIFICATE

CCT SETTABLE

Kelvin temperature (2700K, 4000K) 
and get a customized ambiance.
2700k and 4000K led chips on 2 

2700 K 4000 K
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GU10 LED



GU10 LED - CCT SETTABLE

3,5 W

LVD

EMC

ERP

IECEE CB CERTIFICATE:
SG PSB-LE-02300A1 F

Ø50

54

-30 +80 °C

SILICONE PROTECTION

90%
HUMIDITY

INDOOR &
OUTDOOR USE

DRIVER

VOLTAGE SURGE
RESISTANT

2700 K 4000 K

CCT SETTABLE

3

COMPLY WITH:
EU 2019/2015
EU 2019/2020

FUMAGALLI S.R.L.
H.LED.GU10.CCT

A
B
C
D
E
F
G

2019/2015

4
kWh/1000h

F

GU10 LED - CCT SETTABLE

6 W

LVD

EMC

ERP

IECEE CB CERTIFICATE:
SG PSB-LE-02300A1 F

Ø50

58

2700 K 4000 K

CCT SETTABLE

3

-30 +80 °C

SILICONE PROTECTION

90%
HUMIDITY

INDOOR &
OUTDOOR USE

DRIVER

VOLTAGE SURGE
RESISTANT

COMPLY WITH:
EU 2019/2015
EU 2019/2020

FUMAGALLI S.R.L.
H2.LED.GU10.CCT

A
B
C
D
E
F
G

2019/2015

6
kWh/1000h

F

 
88%

=50W
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R7s
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HIP
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A60
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Ø100
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SOLAR 
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R7s LAMPHOLDER

up to 250°.

GOLD WIRE BONDING

.
SMD 3014 LED.

DRIVER 100-240V

100-240V 

LENS

-30 +80 °C 90%
HUMIDITY

INDOOR &
OUTDOOR USE

VOLTAGE SURGE
RESISTANT

DRIVER

THERMOCONDUCTIVE
SILICONE PASTE 

90%

-30°+80°C 

HEATSINK

CCT SETTABLE

Kelvin temperature (2700K, 

customized ambiance.

chips on 3 separate circuits to 

2700 K 4000 K 6500 K
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R7s LED



R7s LED 78mm- CCT SETTABLE

3,5W

F

Ø22

78

-30 +80 °C 90%
HUMIDITY

INDOOR &
OUTDOOR USE

VOLTAGE SURGE
RESISTANT

LVD

ERP

EMC

2700 K 4000 K 6500 K

CCT SETTABLE

COMPLY WITH:
EU 2019/2015
EU 2019/2020

R7s LED 118mm- CCT SETTABLE

7,5 W

F

Ø22

118

-30 +80 °C

SILICONE PROTECTION

90%
HUMIDITY

INDOOR &
OUTDOOR USE

DRIVER

VOLTAGE SURGE
RESISTANT

COMPLY WITH:
EU 2019/2015
EU 2019/2020

LVD

ERP

EMC

2700 K 4000 K 6500 K

CCT SETTABLE

R7s LED 189mm- CCT SETTABLE

10,5 W

-30 +80 °C

SILICONE PROTECTION

90%
HUMIDITY

INDOOR &
OUTDOOR USE

DRIVER

VOLTAGE SURGE
RESISTANT

F

189

Ø22

COMPLY WITH:
EU 2019/2015
EU 2019/2020

LVD

ERP

EMC

2700 K 4000 K 6500 K

CCT SETTABLE
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R7s LED

R7s
E27 
HIP

E27 
A60

GX53
Ø75

GX53 
Ø100

GX53 
Ø180 GU10G9

E27 
FILAMENT

SOLAR 
MODULE
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FUMAGALLI IN 
THE WORLD

PORTUGAL PORTUGAGALL AZORAZORESSAA REZOORESS
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ITALYITATALYLYLY

ITALYITATALYLYLY
PANORAMA GOLF CLUBPAPANORAMA G LF CLUOLF CLUB

ITALYITATALYLYLY

ITAITAITAITATAITAITAAITATATAAITATAITAITAITAATAITAITAITAITAITTATTITITATTTTTTTTAITTTAAITTATAITTT LYLYLYLYLYLYLYLYLYLYLYLYLYLLYLYYLLLYLLYLYLYYYYYLYYYLIIIIIIIIITTTTATATATTTTTTATATAAAATAAAAATALYLYLYLYLYLYLYLYYLYLYLYLYLYLYLYYLYYLYLLLLYLLLLYLLYLYLYLYLYLLLLYLYLYLYYLYYYY

ALBANIA ALBANIA TIRANA - TE STELA HOTELTIRANA - TE STELA HOTETELA HOTOTELLALBANIAALBANIA

ALBALBALBLBALBLBA BLBA AANIANIANIAAN AAAAAAALLLLBBBBBBBAAAANNNIIIAALBALBANIANIAAAAAALLLBBBAAANNNIIIIAAA

PORPORTUGTUGAL ALPPOORRTTUUGGAGGAALLLL AZORAZORESESAA RREEZZORREESS

POPOPOPOORORORORPOPOOPOOORTUGTUGTUGTUGTUGTUGUUGTUUGUGAAALALLALALALLPPOORTUGGGGGGGGGGAAAAGGAALLLLLL OEOESTOESTOESTESTOESTOOOESTOO TOESTTTE - E - E - E - E -E -E -E - PRAIPRAIPRAIPRAIPRAIPRAIPRAIPRAIPRAAIR A DEA DEA DAA DEA DEA DEA DEDAAA DEAA DEEEDEEEDDEL REL RL REL REEL REEELL Y GOY GOY GY GOY GOOOY GOY LF CLF CLF CLF CLFLF CCCCCCCLUBLUBLUBUBBBLUBLUBUUBOOOEESSTTE - PRAAIIAA DDEEEEEEL REL RL REL REEL REELLL Y GOY GOY GOLF CLF CLF CLF CF LULUUULULUUULL RREY GOLF CLUB

PORTUGALPORTUGAGALL
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SERBIA SERBIAIA BELGRADE - CITY CENTREBELGLGRADE - CITY CENTRNTREE

GREAT BRITAINGREATAT BRITAAINTAIN
CHESHIRECHESHIREE

GREGRGRGREEEGG ATAT AT AT AT ATAT AT TAAT ATTA BBBRIBRIRIRIIBBRIIRIIITATAITAITAIATTT NNNNNGGGGGGGGGGGGGRRRRRRRRRRRRRRREEEEEAAAAATAAAATATTTTTTATTT BBBBBBBBBBBBRRRRRRRIIIIIIIIITATTTTTAIAIAINNNNNAATATAIINN CARACARACARACARACARAAVANVANVANVANVANV PARKPARKPARKPARKRKRRKKK - S- S- S- SSSOUTHOUTHOUTHOUTHOUTHOUTHOUTHOUTH WESWESWESWESWESWESWESSTTT TTTCCCAAAARRRRAAAAVAAAVVAVAVVAAAVAVANNNNN PAPAPAARKPARKPARKARKRKRKRK ---- UTHUTHUTHUTHUTUTHUTHAAPAPAAAARRRRRRRRKKKKKKK ----- SSSSSSSSOOOOOOOUUUUUUTTTTTHHHHH EEEESEE TTTTWWWWWWEEEEESSSSSSTTTTTT
ENGLNGNGLLLAAANDANDANDAANANEEENNNNGGGGGGLLLLAAANNNNNNDDD

GREAT BRITAINGREATAT BRITAAINTAIN
WATCHET HARBOUR WAWATATCTCHET HARB URT HARBOUR

GREGREGREGREGGREGRRGGR AT AT AT AT ATATAT BRIBRBRBRBBRIBRIRIRIIB ITTTTTATAITAITAIAIAITTAITAIAINNNNNNNNGGGGRRRREEEEATAAAATATATT BBBBRRRRRRIIIITTTATATTAIAIAIAIIAIINNNNNNNNAATAAAIIIINNNNN

GREGREGREGREGREGGREAAAAT AAAT AT T T AT BRIBRBRIBRIBRBRIBRIBRIRBBRIBBRRBRITATATATAITTTAINNGGGGRRREEEAAAATATATTTT BBBBBRRRRRRRRRIIIITTTTATATAAIAINNTAAAIN
NORTNORTTTTNORTNORNORTNOORTH EAH EAEAAH EH EAH EH EAH EHH EAH EAH EAST EST ET EEEST EST ESTST EST EST EST EST ENGLANGNGLANGLANGLAGLANGLANGLANNGLANGLANGLANGLANGLANDNNDNDNDNDNNDNDNDNDNDNNNNOORTTTHHHH EAEAEAEAEAEAA T ET ET EEET EST ET EST EST EST ENNNGLANGLNGLALANGLANGLANNGLANGLANGLANGLANGLAEEEEAAAASSSSTTTT EEEEEEENNNNNNNNGGGGGGLLLLLLAAAAAANNNNNNNNNNNNNNNNNNNDDDDD

GREGREGREGREGREGREGRGREGREGGREEGREGREGREGREGREREGREGREGREGREGREGREEGRGREGREGGREGGREGREGGREGREGREGREGREGREGGREGGREREGREGREGREGGGGGREREEG EEEEEEEEEEEEG EEREG EEEEG AT ATAT AT AATAT AT ATATATATATATAT AAT ATATAT AATATAAAATATAATAAATATATATAAATAAATAAATAAAAATAAATAAAAAAAAAAAATAAATATA BRIBRIBRIBRIBRIBRIBRIBRBRIBRIBRBRIBRBRBRIBRIBRIBRIRBRIRRIBRBRIBRBRIBRIBRBRBRIBBRBRBRBBRIBRIBRBRBBBRIBRRBRBRRRRBRIRBRBRBBBRIIBBBRIBBRBRRRBBBRBBRR TAITAITAITAITAITAITAITAITATAITATAITAIATATAITAITTTATAITATAITTAITATAITATAITTTATAITAITATAITATAIAITAITATTATATATATAIATAIATAITTAIATAITAIIATAAITATATTAITATAITT ITAIAAITT NNNNNNNNNNNNNNNNNNNNNNNNNNNNNNNNNNNNNNNNNNNNNNNNNNNNNNGGGGGGGGGGGGGGGGGGGGGGGGGGGGGGGGGGGGGGGGGRRRRRRRRRRRRRRRRRRRRRRREEEEEEEEEEEEEEEEEEEEEEEEEEEEEEEEEEEEEEEEEEEEEEEEEEEEEEEAATAAAATAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAATTATATATTTTTATTTTATATATTTTTTTTTTT BBBBBBBBBBBBBBBBBBBBBBBBBBBBBBBBBBBBBBBBBBBBBBBBBBBBBBBBBBBRRRRRRRRRRRRRRRRRRRRRRRRRRRRRRRRRRRRRRRRRRRRRRRRRRIIIIIIIIIIIIIIIIIIIIITTATATTTTATATTATTTTTTATATTATATATATATATTTTATATTTTTTTTTTTTTTTTTTTTTTTTAIAIAIIIIAIAIAIAIIAIIAIAIIIIIAIIIAIIIAIIIIIIIIIIIIIIIIINNNNNNNNNNNNNNNNNNNNNNNNNNNNNNNNNNNNNNNNNNNNNNNNNNNNNNNNNNNNNNNNNNAAAAAAATAATAAATAATAAAAAAAAAAAAAAAAAAATAAAAAAAAAAAAAAAAAAAIIIIIIIIIIIIIIIIIIIIIIIIIIIIIIIIINNNNNNNNNNNNNNNNNNNNNNNNNNNNNNNNNNNNNNNNNNNNNNNNNNNN

GREGREGREGREGREGREAT ATATAT AT AT BRIBRIBRIBRIBRIBRIBRIBBRITAITAITAITATAITAITAA NNNNNNNGGGGGGGRRRRRREEEEATAAATAATTTTTT BBBBBRRRRRRIIIIITTATATATTAIAIIAIIA NNNNNNNNTAAATATAIIIINNNNN

GREAT BRITAINGREATAT BRITAAINTAIN
CHESHIRECHESHIREE

KOSKOSKOSKKOKO OVOOVOOVOVKKOKOKOKKKKKOKOKOKOKOOOSSSSSSSOVOVOVOVOOOOOOVOOVVOVOVVVOVOVOVOOOOOVO

GREAT BRITAIN GREATAT BRITAAINTAIN CORNWALLCORNWAWALL

GREAT BRITAINGREATAT BRITAAINTAIN
CHESHIRECHESHIREE
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RUSRUSRUSRRRUSRUSRRUSRRRUSRUSRURUSRUSRURURUSRUSUSRRRRR SIASSIASSIASIASIASSSIASIAAIAAASIAIA RRRRRRRRRRRRRRRRRRRRRRUUUUUUUUUUUUUUUSSSSSSSSSSSSSSSSSSSSSSSSSSSSIIIIIIIIIIIIIAAAAAAAAAAAA MOSCMOSCMOSCMOSCMOSMOSCMOSCMOSCOSCMMOSCCCMOSCMOSCM CMOMOOSMO CCCOWOWOWOWOW -OWOWOWOWOW -OW -WW -W -W --OWW -W ---OWOW -OWWWOOWWW -W -OWWOWWW -WWW ---WW -WWWWW PARPARPARPPPAPAPARPARPARPAPAPARPARPARPARPARPARRPPARPARPAAAAPAAAPAPAPAPAAAAAPAPAPAAPPAPPPPAPPAPPAARAA K PHPHK PHK PHK PK PHK PHK PHK PHK PHPHK PHK PHK PHK PKK PHPHHHPHK PHK PK PHPHKK PPK PHHK PHK PHPHPPHPK PHHHK ILILIILIILIILIILILILILIIILILILLLILLLLLIIILILIIIILIILILLLL

RUSSIA

RUSSIARUSSIARUSSIA RUSSIA SOKOLNIKI PARKSOKOKOLNIKI PARKI PAPARK

RIRIRIREIREREIREEIREIRERREEIREEERIR LANLANLANNLANLANLANLANLANLLANLANNNLAAALALAAA DDDDDDDDDDDDDIIIIIRRRRRREEEEEELLLLLLAAAAAAAANNNNNNNNNNNNNNNNNNNNNNNNNNNNNNNNNNNNNDDDDDDDDD
CCCCCACAVACAVCAVCAVCAVACAVAACAVACACAVACCAVACAVACAVACAVACAVACAVAAVACAVACAVACACAVACCACCACCCCCCCCAACCCCCCCCACCCCCCA N - N - NNN -NN NN CABRCABRCABCABRCACACACABRRCABRCABABRCABRCABRCACABCABRCABCABRABRCABRCABRAACABRA A CA A CA CCA CAA CAA CCAA CAA CA CAA CAAAAA AAC STSTSTSTLETTLLELETLEEEESTLETTSTLETLESS ESS HOTHOTHOHOTHOHOHOTHOTHOTHOTTOTHHHHHOTOTOOOOTOTOTELELELELELELELLLLL

IREIREIREIRELANALANLANLANDDDDDIIIIRRRREEEELLLLAAAANNNNNNNNNNDDDDD IREIREREREIREI LANLANLANLALANLANDDDDDDIIRRREELLAANNNNNNNDD

IRELANDIRELANND

IRELANDIRELANND CAVAN - CABRA CASTLE HOTEL
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ROMO ANIAROOMMAANIANNIIAA

MOMOLMOMOLMOMOLOM DAVDAVDAVVVVAVIAIAIAAMMMMMMMMOOOOOOOOLLLLLLLDDDDAVAVAVIIIIAAAAAVAVAVAAVAVAVAVAVAVVVVVIIIIIIIIIAAAAAAAAAAAAAAA

GREGREGREGREGREGREECEECEECEECEECEECGGGRREEEE EEEEECCCEE
SANTSANTSANTNANTANTANTORINORINORINORINORINORINORINNI ISI ISI ISI ISI ISI ISLANDLANDLANDLANDLANDANLANDLANDSSSSSAAAAANNNNNTTTTTOTOOOOORRRRRRIIIIINNNNNIIIII IIIIISSSSSLLLLAAAANNNNNNNNNNNNNNDDDDD

ROMROMOMROMMMROMROMMROMROMOMROMMAAANANIAANINIANIANIANIANIANIANAANIANIAAAAA AAAAAAAAAAAAAARRRRRRROOOOOOOOMMMMMMMMMMMAAAAAAAAAAAAAAAAANINININNINININININNINININIAAAAAAAAAANNNNNNNNNIIIIIIIIIAAAAAAAAAAA TTTTTTARTATATTARGU CGU CG CETATETATETATETATTATATTATATTATE NEE NEE NEE NEE NEE NEE NEE NEE NE NEAAAAMAMT AMTAMT AMT MTAMTAMT AMTAAAAAAA TTTTTTTATATTAATARRGGGUU CCCEEEETATATTTTATATATAATATATTATATTTTTTE NEE NEE NEE NEE NEE NEE NEE NENE NEAAAAAEEEEEEEEE NNNNNNNNEEEEEEEEEAAAAAAMTTMTMTMMMTMTMTMMMMMMMMTTTTTT

MOLMO DAVIAMMOLDAVIAVAVIAA
CHISINAUCHISINAHISINAUU

GREGRRER ECEECEECE  GGGGRRRREEEEEEEEEEE EEECCCCEE PAROPARORORRPAROSSSS

GREECEGREE ECE
MUNICIPALITY OF LESVOS

GREECEGREE ECE
CORFU ISLAND

GREECEGREE ECE
CORFU ISLAND

GREGREGREGREECEECEECEE  GGGGRRRREEEEEEEE EEEECCCCEEEE ZANTZANTZANTTEEEE

GRGRERREECEE EEGGGRREEEEEE ECCCEEE
LARISALLLAAAARIRRRIIISSAAAA
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CYPRUSCYPRUS CHURCH TIMIOU PRODROMOU

CYPRUSCYPRUS
SKELE MUNICIPALITY  MARINE PARK 

CCCCCCCCYCYPCYPCYPCYPCYPCYPYPCCYYPCCCCC PYPCC PYPPRURURUSRURRUSRUSUUUSRUSRUSRUSRUSRUSRUSUURUSRUSRUSRUSRUSRUSRUS CCCCCCCCCCCYYYYYYYYYYYPPPPPPPPPPRRRRRRRRRRRRRRRRRUUUUUUUUUUUUUUUUUUUUUSSSSSSSSSSS PRINPRINPRINPRINPRINPRINRINRRINPRIPRINPRINPPRINPRINPRINPRIRINPRINRINP NP CESSCCESSCESSCESSSSSSSCESSSCESSSSSSSSSSSSSS BEABEABEABEABBEEEBEABEABEABEABEAEAEBEABBBEBEEAAAB ACCCHCH HHCH HOTOTELL LARARNACANACACACAACAN

CYPCYPRUSRUSCCYYPRUUUSS
FOLEFOLEYS SYS CHOOCHOOLL - LIMLIMAMASSOLSSOLLL

GREGREGREGRGREGRER ECEECEECEECCE GGGGGRRRRREEEEEEE EEEECCEE PAROPAROAROPAROROOSSSS

GREECEGREE ECE NEAPOLIS COAST SIDEGREGREGR ECEECEEGGGRRRRRREEEEEEEEE EECCCCCCCEEEEEE

GREECEGREE ECE
CORFU ISLAND

GRGREECCECEGGGGGRRRRRRREEEEEEE EEECCCCCCCE

- 624 -

U
P&

D
O

W
N

D
O

W
N

LI
G

H
T

IN
-G

RO
U

N
D

B
R

IC
K

LI
G

H
T

FL
O

O
D

LI
G

TH
B
O

LL
A

R
D

B
U

LK
H

EA
D

SO
LA

R
G

A
R
D

EN
U

RB
A

N
 C

LA
SS

IC
U

RB
A

N
 M

O
D

ER
N

PO
ST

LA
M

PS
  

  
CO

M
PA

N
Y

  
  

 R
EF

ER
EN

CE
S



MALTAMALTLTATA

MALTAMALTLTATA

MALTAMALTLTATA

MALTA MALTLTATA RADISSON SAS HOTEL

MALTA MALTLTATA VALLETTA PORT

MALTAMALTLTATA
GOZOGOZO

MALTAMALTLTATA

MALTAMALTLTATA

MALTAMALTLTATA

MALTAMALTLTATA
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MOROCCOMOROCCO
MANSOURIA BEACH RESORT

MOROCCOMOROCCO

MOROCCOMOROCCOO

MOROCCOMOROCCO

MORMORMORMORMMORMOROCCOCOCOCOCCCCC OOOOOMMMOOORRRROOCCCCCCOOOOOOOO

MOMOROCCOCCOOMMOORROOCCCCOOO

MOMOMMORMOMORMORMORRMORMORMORMORMORMM OCCOCCOCCOCCOCCOCCCOCCOCCOCCCCOOOOOOOOMMMMMMMOOOOOORRRRRROOOCCCCCCCCOOOO

MORMORMORMORMOROMOM RM OCCOCCOCCOCCCCCCCCOCCC O O OOOMMMMMMMMMMMOOOOOOOOORRRRROOOOOOOOOCCCCCCCCCCCCCOOOOOOOOO AEROAEROAEROOROAER PORTPORTPORTORTORTOOOOOOOOOORRTTTTORTORTOOOOOOOOO TOOO TORTORTTOOPOO DAKDAKDAKAKKKAKAKAAKHLAHLAHLAHHLAHLALAHLAHHLALALLL

MMMMMMMMMMMMMMMOMOMOOOORMMMOMMOOMOMMMMMOMMMMMMMM OCCOMMMMMMMMMMMMMMMMMMMMMMMMMMMMMMMOOOOOOOOOORRROOCCOO

TENERIFETENERIFRIFEE
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PALPAPAAPALESTESSSSTINENEIPPAPPAAAAAALLEEESSSSTTTIIINNNEEEEE

PPALPALPALPALPPAPALPPAAALAPA ESTESTESTESTSSTESTESTESTESTESTESEESSESE TTE INEINEINEINENEINEINININEIINENINNNNNPPPPPPAPPPAPAAAAAALLLLLLEEEEEEEEEEEESSSSSSSSSSSSTTTTTTTTTIIIIIIIIINNNNNNNNNNNNEEEEEEEEEEEEEEEEEEEEEEEEE

ETHETHETHETHETHETHETHETHHHHHHIOPIOPOPOPIIIIIOPI IA IAIA IAEEETTTHHHHHHHHHHHIIIIIIOOOOO IIAIAPPPPIA AA UNITUNITNNITUNITNNITNITNITNITNITNITNITUNNNNITNNITNNNNNNNITTNITTNITNITITITITITTITNNITTITITITNIITN Y PAY PAY PAY PAY PAY PAY PAYY PYYYYYYY PYY Y YYYYY Y YYYYYYY YY YY Y Y YYY YY PYYYY RKRKRKRRKKRK RK ARK ARK ARK ARK ARK ARK AKKRK AAAARK AK ARK AK AK ARK AKRK ARK ARK AK AK ARK ARK AAAK AK AK AK AK AK AARK ARK AK AK AK ARKKKK AAAAAK AAARKRRKKKKKK ARK AK AARK AARRKR AAK AARK AARKK AAAAAAK AAADDISDDISDDIDDIDDISDDISDDISDDISISDDISIDDIDDISDDISDDISDDISDDISDDDISDDISDDDDISDDIDDISDDDDDDISDDISDDDDDISDDISDDISDDISDDDDISDDDDDISDDISDDISDDDDISDDDISSDDIDDISDDDDDISDDISDDISDDIDDISDISSDISDISDDDD SSDDISDDISDDISDDISDDISDDD SDISSDDISD SDDISDDDDDISDDDISDDISDDIDDDISSSSSD SSD ABABABEABABAABABAAAABAABEAAAAAABAAAAAAAAAAABAAAABAAAAAAAAAAAAAAAAAAAABB BABABABABAUUUUUNNNNNNNNNNNNNNNIIIIIIIIIIIIIIIIIITTTTTTTTTTTTTYYYYYYYYYYYYYYYYYYY PAPAPPPPPAPAAAPAARRRRRRRRRRRRRRRRKKKKKKKKKKKKKKKKKKKKKKKKKKKKKKKKKK AAAAAAAAAAAAAAAAAAAAAAAAAAAAADDDDDDDDDDDDDDDDDDDDDDDDDDDDDDDDDDDDDDDDDDDDDDDDDDDDDDDDDDIIIIIIIIIIIIIIIIIIIIIIIIIIIIII AABEAAAAAAAAABEAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAIIIIIIIIIIIIIIIIIIIISSSSSSSSSSSSSSSSSSSSSSSSSS AAAAAAAAAAAAAAAAAAAAAAAAAAAAABBBBBBBBBBBBBBEE AAAAABBBBAAAA

EEEEEETETETETETETHETHTHETHETHTHHTHETHETHHHHHEEEEETHTHHHTHETHHE HT IOPIOPIOPIOPIOPIOPIOPOPOPOPOPOPOPOPOPPIOPIOPOPOPPOPPPPIAIAIIAIAIAAIAIAIAIAIAIAIAAIAIAAAAIAIAIAAEEEEEEEEEEEEEETTTTTTTTTHHHHHHHHHHHIIIIIOOOOOOOOOOO IIIIIIIIIIIIIAIIIAIAIAIIIAIAIPPPPPPPPPPPPPPIIIIIIIIIIIIIIIAAAAAAAAAAAAAA
NUNUNITNUNITNITUNITNITTNNITUNITNNNITNITITNITTUNITUUUNUNITUNUNUNITUNIUNITUNUUUUNIUNITUUNUNIUNITNNITNUNITUUUUNITNUNUUNITUNUUNITUNITNITNUNUNUNITUNITUNUNUNIUNIUNITUNITNINITUNUNINITNITUNNITTNNITNNNNNITNNUNNNUNNUNNNITUNINNNNNNIIUNNITTNNITTTTTTNITTTTTY PY PAY PY PY PAY PYY PAPAY PAAY PAY Y AAPY PY PAAY PAY AYY AAAAYYY PPPAPAARKRK ARK ARK ARK ARK ARK ARK ARK ARK ARK AK ARK ARKKRK AK AK ARK AK AAAKK AK AAK AK AAAARKK AAK ADDDDDISDDISDISDDISDDDDISDISDISDISDISDISDDISSSDDDDDDDD ISSISSD I ABABABABABABEABABABEABEABBEABEBABEBABEABEABEEBABEABEABEB BABBBBABABABABBABAABABABABAABABABABUUUUUUUUUUUUUUUUUUUUUUUUUUNNNNNNNNNNNNNNNNNNNNNNNNNNNNNNNNNNNNNNNNNNNNNNNIIIIIIIIIIIIIIIIIIITTTTTTTTTTTTTTTTTTTTYYYYYYY PPAPPPPPPPAAAAAAAPAAAAAARRRRRRRRRRKKKKKKKKKKKKK AAAAAAAAAAAAADDDDDDDDDDDDDDDIIIIIIIIIIII AABEAABEA EABEABEABEABEABEABEIIIIIIIIIIISSSSSSSSSSSSSSSSS AAAAAAAAAAAAAABBBBBBBBBBBBBBBBBBBEEEEEEEEEEEEEEEEE AAAAAAAAAABBBBBBBBBBBBBBBBBBAAAAAAAAA

TUNISIATUNISIAIA ETHIOPIA ETHIO IAPIA UNITY PARK ADDIS ABEBAUNITY PAPARK ADDI AIS ABEEBAA

ETHIOPIA ETHIO IAPIA UNITY PARK ADDIS ABEBAUNITY PAPARK ADDI ABEIS ABE ABA

TUNTUTUNTUNTUNTUNTUNTUNUNUTUNUNTTUNTUNTUNTUNTUTUUNTUNTUNTUNTUTUNUTUNTUTUNTUNTUNTUNUNT NTUNTTUUUU ISIISIISIISIISISISISIISIISISSISIISISIISISISISISSI A A AAA A AAA AAAA AAAAAATTTTTTTTTTTTUUUUUUUUUUUUUUNNNNNNNNNNNNNNNIIIIIIIIISSSSSSSSSSIIIIIIIIIIIIIIAAAAAAAAAAAIIIIIIIIAAA AAAAAAA TUNITUNITUNTUNITUNININININININNTUNTUNITUNIUNITUNITUNITUNNINTUUNINNITUNITUNTUNITTTU SI -SISI -SI -SI -SI -I -ISI -II SI -SI -ISI -I -I -IISI -SSI -SI -SSSSSSIIIS SHESHESHESHESHESHESHESHESHESHESHESHESHSHHHSHESHEHHESHEHHHHSHESSHEHHERATORATORATORATORATORATOARATORATORATORATRATORATORATOTOATORATORATRATORATOORATOTORRATRATOOOOON HON HON HON HON HON HON HON HOHOHON HOHON HON HON HOOOOHON HON HON HNN HOHOOHOHOOON HN HOOHOON HON TELTETETELTELTELTELTELTELTELTELTETTETETELTELTTELTETT LTELTETELTELETETEEELEL

PALESTINEPAPALESTINEE

TUNTUNTUNTUNTUNTUNTUNTUNTTUNTUNUNTUNTUTUNUTUNTUNUNTUNTUNNTUNUTTTUNUTUNNNNNNNNISIISIISISIISIISIISISISIISIISIISISIIISSSSISISISISSISSSIAAAAAAAAAAAAAAAAAAATTTTTTTTTTTTTTTUUUUUUUUUUUUUUUUUUNNNNNNNNNNNNNNNNNNNNIIIIIIIIIIIIIIISSSSSSSSSSSSSSSSIIIIIIIIIIIIIIIAAAAAAAAAAIIIIIIIIIIIAAAAAAAAAAAAAAAA
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ISRISRISRISRISISRISRSRSRRISRRRRRAELAAAELAELAELAEAELAELAELAAIIISSSSSSSSSRRRRRRRRRRRRRRRAAAAAAAAAEEEEEEEEEELLLLLLLLLLLLLLLLLL

LEBLEBLEBLEBLEBLELEBEBLEBLLEBLEBLEBBE ANOANOANOANOANOANOANOOANOANOANNNON NNNNNNNNNNNNLLLLLLLEEEEEEEEBBBBBBBBBBAAAAAAAAAAAAAAANNNNNNNNNNOOOOOOOOOOOONNNNNNNNNNNNN LEBLEBBLEBBBBLEBBANOANOANOANOANONONOA NNLLLLLEEEEBBBBAANNNNOOOONN

LEBLEBLEBEBL ANOANOANOOONNNLEEEBBBBAANON

LEBLEBLEBLEBANOA OOANOANOANOONNNNNNLLLLLEEEEBBBBBBBAAAAAAAAAANNNNOOOONNN

LEBBBLEBLEBLLEBLEBBL ANOANOANOANOANONA NNNNNLLLEEEEBBBBAAAAANNNOOOONNN JIEHJIEHJIEHEHEHJ E MARMMARAMARRM INA INA NANAA RESORESORESORESORESOSORESSORTRTRTRTRTT

EGYPTEGYGYPTT CAIRO - HELIOPOLIS SQUARE

EGYEGYEGYEGYYGYGYGYGYGYGYGYGYGYEGYGYGYGYGYGYEGYYEGEGYGGYGYGYGYYEGEGGYEEEE YGYPTPTPTPTTPTPTTTPTPTPTPPTPTPTPTTPTPPPTPTPTPTTPTPTPTPTTPPEEEEEEEEEEEEEEGGYGYGGGGGGGGYGGYGYGYGYGGGGGGYGYGGGYYYYYYYYYYYYYYYYYYYYYYYPPPPPPPPPPPPPPPPPPPTTTTTTTTTTTTTTTTTTTTTTTTTTTTTTTTTTTTTTTTTTT

ISRISRISRISRISRISRISRISRSISRISRISRISRISRRSRSRSRSRISRISRISRISISRISRRRISRSRISRIISRSISRSRSRSRSRISIISRISSSSRISSSISRIIISRISRISRSSISISIISSRSIIISRISIIIISIISISRRRRRRRSSRAELAAAELAELAEAELAELAELAELAELAELAELAELELAELAELAELAEAEELLAELAELAAAAAAEAEAELAEAELELAELAELAAAELAEAELAAELEELAELAAELLAELAAAAAEAELAEAAELAEELEELAEAAELAELAEAELIIIIIIIIIIISSSSSSSSSSSSSSSSSSSSSSSSSSSSSSSSSSSSSSSRRRRRRRRRRRRRRRRRRRRRRRRRRRRRRRRRRRRAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAEEEEEEEEEEEEEEEEEEEEEEEEEEEEEEEEELLLLLLLLLLLLLLLLLLLLLLLLLLLLLLLLLLLLLLLLLLLLLLLLLLLLLLLLLLLLLLLLLLLL

LLELEBLEBL ANANNNONOOOAN NNNLEBAAANNNNNOOONN
SSHAYYKH ZKH ZZAYEDAYEYEDYEE PARPARARKKK - K -K - SAIDSASAIDAIDAAAAA

ISRAELISRAELL

EGYEGYEGYEGYEGYGYGGGEGYGYEGYGEGYEGYGEGYYYYYYYYYYYPPPTPTPTPTPTPPTPTPTPTPTPTPPPPTEEEEEEEEEEEEEGGGGYGYGYGYGGGGGGGYYYGYYYYYYYYYYYYYPPPPPPPPPPPPPTTTTTTTTTTTTTTTTTTTT
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SAUSAUUUDI DI DI ARAARAARARAA BIABIABIABIABSSAAUUUUUDDDDIII AAARRAAAABIAIAIAIAIAASAUUA DIDI AARAARARAA ARR BIABIABIABIAASAAAAUUDDDDDDIIIIII AAAAAAARRRRAAAAAABBBBBIIIIAIIIAAAAAA
KINGNGK ABABDBDBBDULLAULLAULLALLAH HHH UNNIVERIVERSITYYKKKIIIINNNNNNGGGGGGGG AAABDDDUUULLLLLLAAHHH UUUUUUNNNNIVVEERRSSSSITIIITTTYYYY

SSSSSSAUSAUSASSASASSSSSSSSSSSSSSSSSSSSAUSSSSSSASSSSSSSSSASSSSSSSSSASSSSSSSSSSSSSSSSSSSSSSSSSSSSSSSSSSSSSSSSSSSSSSSSSSSSSSSSSSSSSSSSSSSSSSSSSSSSSSSSSSS DI AARABIAASSSSSSSSSSSSSSSSSSSSSSSSSSSSSSSSSSSSSSSSSSSSSSSSSSSSSSSSSSSAAAAUDI AARRAAABBIAAIAA

SAUSAUAUAUSAUDIDDD ARARARABIABIBISSAAUUDDI ARRAAAABBIAIIIIA

SAUSAUSSAUUSAUUUUUUAUUSAUDI DI I I DIDD ARAARAARAARAAARAARAAAAAAAARABIABIABIABIABIABIABIBIAIBSSSSSAAAAUUUUUDDDDIIIIII AAAAAARRRRRRAAAAAAAAABBBBBIAIAIAIIIAIIIIIIAAAA

SAUSAUAUAUAAAA DDDI DDD ARAARAARAARARAARARARARRAAABIABIABIABIABIABIABIABIAAAASSSSSSSAAAAAAAUUUUUDDDDDIIII AAARRRRAAAAAAAAAABBBBBBIIAIAIAIIIIIIIIAAAAAAA

SAUDI ARABIASAUDI ARAABIAIA

SAUSAUSAUAUSAUDI DI DIDID ARAARAARAARAARAAARABIABIABIABIABIABIABBSSSSSAAAAUUUUDDDDDIIII AAAAARRRRRAAAAAAAABBBBBBIAIIIIIIIIAAAAA

SAUDI ARABIASAUDI ARAABIAIA

SAUDI ARABIASAUDI ARAABIAIA
TABOOK UNIVERSITYTATA K UNIBOOK UNIVERSITERSITY

SASAUSAUAUAUUAUAUS DDDIDI I ARAARAARAARAARAR BBIASSSSSAAAAAUUUUUDDDIII AAAARRRAAAAABBBIAIIIAAAA

- 629 -

U
P&

D
O

W
N

D
O

W
N

LI
G

H
T

IN
-G

RO
U

N
D

B
R

IC
K

LI
G

H
T

FL
O

O
D

LI
G

TH
B
O

LL
A

R
D

B
U

LK
H

EA
D

SO
LA

R
G

A
R
D

EN
U

RB
A

N
 C

LA
SS

IC
U

RB
A

N
 M

O
D

ER
N

PO
ST

LA
M

PS
  

  
CO

M
PA

N
Y

  
  

 R
EF

ER
EN

CE
S



DOHA - CORNICE QATARQATATATARR

QATQATQATQATQATQATQATQATQATQATQATQATARARARARARARARARARARARARQQQQATAATATATTTAATAAAAARRRRRRRRRRRRRRRR

QATQATQATQQATATTTQATQ AR AR AARAAAQQQQQQQQAAAATAATTATATATTAAATAAAAAAARRRRRRRRRRRR DOHADOHADOHADDODOHAOH - S- SHERAHERAHERR TONTONNNO HOTEHOTEHOTEO LLL

QATQATQATQQAQ ARARARRRRRRRQATAATATAARRRRRRRRRRRRRRRRRRRRRRR

QATARQATATATARR HOUSE OF MINISTER OF EDUCATION

QATARQATATATARR

QATARQATATATARR
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QATARQATATATARR

QATAR QATATATARR DOHA - AL KHULAIFAT PARK

QATQQAQ TAR RAQQQATAATATTAARRRRR DOHAODODO - CORNIORNO N CECECECEE

QATQATQAQATQATQATAQATTQQATARARARAAAARRRARQQQQQQQQAAAAAAAAATATATATATTATATAAATAAAAAAAARRRRRRRRRRRRRRRRRRR

KUWKUWKUWKUWKUWAITAITAITTTKKKUUUWWWAWWAAITITITIIITT KUWWKU AITAITAITKUWWAWAAITTITIIIIITTTT
MINIMINISTRYS  OF INTERIOR

AHBAHBAHBAHBAABABABBBB RAIRA NNBBBBAAAHHHRRAIINNNAAIINNN
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U.A.E.U.A E.E.U.AU.AU.A. .E..E.UUUUU..AAAA EE..EEE.. DUBADUBAUBADUBAAI - I - I BURJBBURJBURJJ AL AL ARABARABAARAB

U.AU.AU.AU.AU .E..E..E..E. U.AA EEEE.EE. DUBADUBADUBADU II - I - NAKHNAKHNAKHEEL EEL E VILLVILLVVVIL ASSSAS U.AU.AAU AU AU A.E..E..E.EE..E. U.AAA EEEEE.EEE.. DUBADUBADUBADUBADUBADUBABABAI - I -I - II -I - 
SHORSHORHORROOQ OOQOO COMMCOMMOMMMMMMUNITUNITUNITUNITUNITUNITI Y CEY CECEY CY Y NTNTRNTRNTREER

U.AU.AU.AU.AU.A.E..E..E.E.E.E.UUUU..AAA EEEEEEE..EEEE..... DUBDDUDUBDUBDUDU AI -AI AI -- THETHETHETHEHTHETHE PALPALMMMMMMM

U.AU.AU.A.E..E.EUUUUUUUU..AAAAAAAAAA EE....EEEEEEEEE. DUBDUBD AI -AI - ACAACADEMIDEMMMMMMMMMMM C CICIC C TYTY

U.AU.A.E..E.UU.AA EE.EE. DUDUBAIBAI DOWNDOWNTOWNTOWN - B BURJURJ KHALKKKKKKKHALKKKKKKKKKK IFAIFA U.A.E. U.A E.E. DUBAI - JUMEIRAH BEACH HOTEL
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OMANOMAN

OMANOMAN

OMANOMAN

OMAN OMAN MUSCAT - MINISTRY OF JUSTICE

OMAN OMAN MUSCAT - AL BUSTAN PALACE

OOMOMOMAMAAOMMMOMMMMO AOOO NNNNOOOOMMMMMMMAAAAAAAANNNNNNNN MUMUMMUSMUMUSUSMMMU CACCAT CAT AT - MMIMIMIMIMIMIMIMMMMMIMIMIMIMIIIMIMIMIMMMIMIMMIMIMIMIM NNNNISNISNINISNISTISTNNN SSNNNISNNNNNNNNNNNNNNNNNNNISTNNNN STNNNNISTNNNNNNNNNNNNNN RY OY OOOOOY ORYRY F JF JJUJUJF JUJUJUUUJUUSSSTICSTICSSTICICTICCCEEEEEEEEEEEEEEEEEEEE

OMAOMAOMAOMAMAOMOMM NNNNNNOOOOOMMMMMMMMMAAAANNNNNN

OMAOMAOMOMAOMAN NNOOOMMMAAAANN MUMUUUUUUSCMUUMUUMUUUSUUUU AT - SULTAN’A S PAALACEACELACEACESSSS

OMANOMAN WADI DAYQAT 
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GEOGEOGEOGEOEOEEEOOOOOOOEOEOOEOEOEOOOGEOEOEOEOEOEOEOEOEOEOOOOOEEEEOEOOOOOOOOOOEOEEEOOOOOOEOEOOEOOEEOEOEOEEEOOOOEOEOEEEOOOEEOOOEOOOORGIIRGIIIAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAGGGEEEEEEEEEEEEEEEEEEEEEEEEEEEEOOOOOOOOOOOOOOOOOOOOOOOOOOOOOOOOOOOOOOOOOOOOORGIIIGIIAAAAAAAAAAAAAGIIIIIAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAGEOGEOGEOGEORGIRGIRGIRGIAAAGGGEEOOORRRGIGIGIGIAGGGIIIAAA

MALMALMAMMAMALMALALAYSAYSAYSYSAYSAY IAIAIAIAAIAAIAMMMMMMMMMMAAAAAAAAAAALLLLLLAYAYAYAYAAAYSAYAYAYYYYSYSSYSSSSSSIIIIIIIIAAAAAAAAAAAAA

MMMAMAMALMALMALMALMALMALMALMALALMALALMALMALMMMALMMMALM AYSAYSAYSAYSAYSAYSAYSAYAYSAYSAAYSAYSAYSAAYSAYSAAYSSAAA IAIAIAIAIAAIAIAIAIAIAIAIAAIAAAAIAAAAAAIAAAAAAAAAAMMMMMMMMMMAAAAAAAALLLLLAAAAAYAYAYAYAAAYSAYAYYYYYYSYSYSSSYSYSYSYSSIIIIIIIIIAAAAAAAAAAAAAAAAA MALMALMALMALMALMALMALMALMALMALMALMMALMALAMALMMAMMALMAMAMM AYSAYSAYSAYSAAAYSAYSAAA IAIAIAIAIAAAMMMMMMMMMMMMAAAAAAALLLLLLAAAYAAAAAYSYSAYYYSYSSIIIIAAAA

INDIA INDIA MAHABLESHWAR

GEORGIAGEORGIAGIA

INDIA INDIA GUJRAT

INDINDIN IAAIAAIINNDDIIAA
THIRTHIRHIRTHIRTHIRHTHTHTHHTHHHTHIRTHHIRTTHITHHHIRHIIRTHIRRTHIHHHHHIRRTHHHHHHHH RTHHHHHHHHIIRRRRRRTTHHHHHHIIRRRTHHHIHHHHIRH RRTHHHHIRUVANUVANANVANNANANVANUVANNNANNNUVANNNNUVANNNNNNUVANUVANNNNNNNNNNNUVANNNNAUVANNNNNNUVANNNNNUVANVANANNNNNNU ANNNNVVAVVAVAVAAAANNNNNNNNUUUUUVVVVVAVVVAVAAANNNNNNNUVAUVAUVAUUUVVVVVAVAVAAAAAAAAANNNNNNNNUUUUVVAVAANNNNNNNNUVUVUVANNNNNANTHANTHHAAAA APURAPURAPURURU AMAMAMMTTHHHHHHHHHHHHHHHHHHHHHHHHHHHIIIIIIIIIIIIIIRRRRRRRRRRRRRRRUUUUUUUUUUUUUUUUUUUUUUVAVAVVVVVVVVVVVVAAAAAAAAVAAAVAAAAVAVAAAAVAVAAAVAVAANNNNNNNNNNNNNNNNNNNNNNNNNNNNNNNNNNNNNNNNNNNNNNNNNNNNNNAAANTHHAA URURURURU AAAPPUURRAAMMMMMM
INNNNNNNNNTENNNNNNNNNNNNNNNNNNNNNNNNNNNINNNNNNNNNNNNNNNNNNNNNNN ENINNNNIN ENN RNATRNATRNATRNATRNATATTTTTTTTTTTTTTTTTTTTTTTTTTTTTTTTTTTTTTTTTTTTTTTTTTTTTTTTTTIOIOIONIONAIONAIONAIOIOIIIOOII L AIAIL AILL RPORRPORRPORPOPO TTTIINNNNNNNNNNNNNNNNNNNNNNNNNNNNNNNTTTEEEERRRRNNATATATATTTATTTTTTTTTTTTTTTTTTTTTTTTTTTTTTTTTTTIIIONIONAIIONAIIIIIIII L AAL ALAATATATTTTTTTTTTTTTTTTTTTTTTTTTTIIIIIIOOOONNNNAAL AIIIRRRRRIRRPPOORRRTT
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THATHATHAHATHATHATHAHAHHHAAHH ILAILAILAILAILAALAILALAALILAILAAANNNDNDDNDNDDNDDNDDDNDNDDNDDDDDNNDDNNDNDDNN THTHATHATHAILAILALAAANDNDNDDNDND

TAIWANNNNNNNNNNN

TAIWAN KAOHSIUNG - ELEMENTARY SCHOOL

TAITAITAITAIAIIIAITATATTT WANWANWANWANANWANWW

TAITAITAITAAIIWANWANWAWAAAAAAAAAWANAAAAAANAAAAAAAAAAAAWAAAAAAA

MMMMMMALMAMAMAMALMALMALALALALALALAALAALALALALALLLLLALMAMALALAALALALLMALALALLLMMALALAALALALLMALAALALLMMALALALALLLMAALALALLALALALLMALALLLLLMALALALALALALLMMMMMMM LLMMMMMALLLLLLAYSAYSAYSAAYSAYSAYSAYSAYSAYSAYAAYSAAYSAAYSAYSAA SAYAYSAYSAYSAYSAYSAYAYAYSA SAYSAAAAA IAIAIAIIAIAIAIAIAAAIAIAIAAIAIAIAIAAAIAAAAAAAAAMMMMMMMMMMMMMMMMMMMMMMMMMMMMAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAALLLLLLLLLLLLLLLLLLLLLLLLLLLLLLLLLLLLLLLLLLLLLLLLAYAAAAAAAAYAAAAAAYAAAAYAYAAAYAYAAYAAYAAAAYAAAYAYSAYYYYYYYYYYYYYSYSSSSSSSSSSYSSSSSSYSSSSSSYSSIIIIIIIIIIIIIIIIIIIAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAA

MALMALMALMALMALMALMALMALMALMALMALMALALMALMALALALAAMALMMMAMMAMAAAALAYAAAAAYAYSAYSAYSAYSAYSAYSAYSAYSAYSAYSAYSAYAYAAYSSYYAAAAA IAIAIAAIIMMMMMMMMMMMMMMMMMMMMAAAAAAAAAAAAAAAAAAAAAAAAALLLLLLLLLLLLLLAAAAYAYAYAYAYAAAAYAYAYAAAAAAAAAAAYAYSYYAYAYAYAYYSYYAYYYYYYYYSSYSSSSSSSSYSSSSYSSSIIIIAAAAAAA

MMALM LAYSAYSSIAIAAMMALAYAYAAYSYYSSYSIIAA
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SINGAPORESINGAPORE

PHPHPHPHPHPHIHIHIHIPHHPHHIPHPHIHHIHPHHIHIHIHIHIIHHIHIIIHHHPP ILIPLIPLIPLIPLIPLIPLIPLIPLILILILL PPLL PINPINPINPINPINPINPIPINPINPINPPPP ESESESES EESES ES ESES ESS S SSPPPPPHHHHHHHHHHHHHHIIIIIIILLLLLIIIIPPPPPPPIINNNNNEEEEESSSSSSSSS CAVICCAACACACACAVICAVICAC VIVVITE -TE -TETE -TETE -TE -TE -TE -T PPROPROPROROPROP VINCVINCVINVINVV IAL AALL CAPICAPIAPCAPPPITOLTOLTOLTOLLOLOL

PHILIPPINES PHILIPPINES MANILA - INTRAMUROS

LAPU-LAPU PLAZA PHILIPPINESPHILIPPINES

PHPHPHIHHIHIIHIPPP LIPLIPLIPIPIPPLIPLIPPLILI PPPIPIPINPINININNNNNNINPP NPPP NNEEEEEEEESESESESESSSS ESESSESEEEPPPPPHHHHHHHIIILLLLIIIIPPPPPPPPPPPIIINNNNNNEEEEEEEEEESSSSSSSS CELCELCELAELAEELAELAELAELACCECCC LAAACELELAELAAC ADONDONDONDON DONDON DONNNNNDONDONDONDONO SASASASAASAA- SA- SA- SA- SA- SA- SASA SAS N LAN LALALALAN LANNN LAN LAN LAN LAN LAN LAN LAN LAN NN ZAROZAROZAROZAROZAROZAROAROZZAROZAROZAROZZ

PHILIPPINESPHILIPPINES

PHILIPPINES PHILIPPINES MANILA - INTINTINTNTTTN RAMUMURR UROS ROS ROSROS LUNENEUNENEUN TAAATAATATAATATATATAAATAAAAAAAAAAAAAAAAAAAAAAAATAA
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- 636 -

U
P&

D
O

W
N

D
O

W
N

LI
G

H
T

IN
-G

RO
U

N
D

B
R

IC
K

LI
G

H
T

FL
O

O
D

LI
G

TH
B
O

LL
A

R
D

B
U

LK
H

EA
D

SO
LA

R
G

A
R
D

EN
U

RB
A

N
 C

LA
SS

IC
U

RB
A

N
 M

O
D

ER
N

PO
ST

LA
M

PS
  

  
CO

M
PA

N
Y

  
  

 R
EF

ER
EN

CE
S



SOUSSSSSSOUSSOSSSSS TH KORKORREAEA

SSSSSOSSOSOSOUSOUOUSSSSSSSSSSSSSSSSOUS USSO THTTHTH H KKKKKKORKOKOKOKOKOKORKORKORKKKORKORKORKKKORKKKORKORKKORKKKOKK RK EEEEEAEAEAEAEAEAAEEAAAA

SOUTH KOREASOUTH KOKOREAEA

SOUTH KOREASOUTH KOKOREAEA

SOUTH KOREASOUTH KOKOREAEA

NEPNEPAL ALNEPAPALLL LUMBINI - THE BIRTHPLACE OF THE LORD BUDDHAHA

NEPNEPNEPALALAL NNEEPPAAPAALLLLL LUMBLUMBLUMBINIINIINI NEPALNEPAPALL PRESIDENT HOUSE
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HONG KONG HONG KOKONG HONG KONG - SHATIN

BRUNEI BRUNUNEEII MINISTRY OF HOME AFFAIR

HONG KONG HONG KOKONG HILLWATERING COUOOUOUOUOOOUOOUOUOUOUOUOOOOOUOOOUOUOUOUOOOOOOUOUOUOOOOUOOOUOUOOOOUOOOUUUOUOUOOOOOUOUUOUOUOOOOOOOUOUUOOOOOUUOUOUUUUUUUUUUUUUUUNTRYNNNNNNNNNNNNNNNNNNNNNNNNNNNNNNN HOUO SE

HONHONHONHONOONG KG KGG KG ONGONGONGONHHHHHHHHOOOONNNNGGGG KKKKOOOKOOOOONNNNNGGGGG HONGOONGNGONGON KONKONKONKONNNNONG - G -G G GGG PORTORTOO OFINOFINNNOOOO

HONG KONGHONG KOKONG

HHOHONHONHHONG KG KGG KKKK GONGONGONGONO  HHHHOOOONNNGGG KKKKKKOOKKOOOONNNNGGG

BBBBBRUBRUBRUBRURURUNEINEINENBBBBBBBBBBBBRRRRRRRRUUUUUUUNNNNUUUUUNNNNNNNNEEEEEEEEEIIIIII
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RBRUNEIEII BBRRUNUUNNEEEEIIIII AE AAA SIA AGRIAGRI-MAR-MARARRRMARTTTTTTT

MAMACMACAMACCMACAA AUAUAUAUUUUAUMMMMMMMMMMAAAAAAACCCCCCAAAAAAAUUUUUUUUUUUUUU

BRUBRUBRUBRUBRUBRUBRUBRUBRUBRUBRRBRBRBRUBBR NEINEINEINEINNEINEINEINEINNEINEIEINBBBBBBBBBRRRRRRRRRRRRUUUUUUUUUUUUUUUNNNNNNNNNNNNNUUUUUUUUNNNNNNNNNNEEEEEEEEEEEEEEEEEEEIIIIIIIIIIIIIIII

BRUBRUBRUNEINEINEINEI BBBRRRUUUNNNNUUUNNNNEEEEEEEEIIIIIIII MANGMAMAMAANGANGANGNANGGGROVEROVEROVEROOROVEROVERO PARPARARRRRRARAAADISADISADAADISDISI E REE RERE REEEEE SORTORTORTSORTORORSORTSORT
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PANAMA PAPANAMA MA LA CALZADA DE AMADOR

MEXICOMEXICO

COSTA RICACOSTATA RICA

MEXICOMEXICO

COSOSCOSCOSOCOSCOSCOSCCCOSOSCCCOSCOSCOSCOSCOOSOOO TATA TA TA TA TA TA TAA TAAATATATATTA RICRICRICRICRICRICRICRRIRICRICRICRICAAAAAAAAAAAAAAACCCCCCCCCCCCCCCCOOOOOOOOOOOOOOOOOSSSSSSSSSSSTATTATTATATATTTTAAA AA AAAAATATATAAATA RRRRRRRRRRRRRIIIIIIIIICCCCCCCCCAAAAAAAAAAA

SURSURURURSURUUU ININAINAI MEMMMSUUUURRRIIINAAMEEEE

SURINAMESURINAAMEE PARAMARIBO
INDEPENDENCE SQUARE MINISTRY OF FINANCE
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ECECECECUECUEEE ADOADOD RREEEEEECCCCCCCUUUUUUUAAADDDDOOOOORRRRR

ECUADOR ECUADOR COLEGIO ALEMAN

ECUADORECUADOR

ECUADORECUADOR

ECUECUECUCUECUECUECUECUECUECUUADOADOADOADOADOADOADODOODADOADA ORRRRRRRRREEEECCCCCUUUUUAAAAADDDOOORRR ECUECUECUECUECUECUECUECUECUECECUECUECUECUECUECCUCUECUCCCUECUCUCECUCECUECUECUECUECECCUCUCUCUCUCUCUECUCUCUECUUECUECUECUECUECUCUECUECUECUECUCUUCUCUUCUCCECUCUCUCUUUECCUCUCUCUUUEEECCUECCUCUCUCUEECCCCUCUUEEEECECCUCUEECECCCUCUCUCEEECCUCUCUCUEEEECCUCUECEEEECCUUCUECUCUUEECUCUUECUEEEEE UCUEECUCUCUCUEE UECUEECEECEECCUEEEECCUUEEECCUUUADOADADOADOADOADOADOADOADOADOADOADOADOADADADOADADA OADOAADAADAADADOADAADAAADOADADADOADAAAAAAAAAAAAAAAAADADADAADAADADAADADAAADAADOAAADOADAADAAADAAAAAAAAAADADADDDAAAAAAAAAADAAADOAADAAADOODOAAAADAADAAAAAAAADADDADAAADOAAAADAAADADAAAADAAADAAADDDDAAADAAADAADDADAAADADAADDDDAAAAAADAAAAAAAAAADAADAADADADAAAAAAAAAAAADAAAADADDAAAAAAAAADDDDDODOAAAAAADDDDDDDOAAAADDDDDDDADOOOAAAAAAADDDDDDDDDDDDOORRRRRRRRREEEEEEEEEEEEEEEEEEEEEEEEEEEEEEEEEEEEECCCCCCCCCCCCCCCCCCCCCCCCCCCCCCCCCCCCCCCCCCCCCCCCCCCCCCCCCCCCCCCCCCCCCUUUUUUUUUUUUUUUUUUUUUUUUUUUUUUUUUUUUUUUUUUUUUUUUUUUUUUUUUUUUUUUUUUUUUAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAADDDDDDDDDDDDDDDDDDDDDDDDDDDDDDDDDDDDOOOOOOOOORRRR

ECUADOR SAMBORONDON

ECUADORECUADOR
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